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LOGIQ e Compact digital Ultrasound console

LOGIQ e Compact digital ultrasound console, Scanning modes include: B-mode,
M-mode, color flow, pulsed wave Doppler and continuous wave Doppler (CWD
purchased separately). Special features include: Automatic Image Optimization (for
B-mode, color and PW Doppler), raw data processing, on-board patient data
management and image archiving via system hard disk, integrated report package
with template designer, battery pack, DVD-RW and two USB ports. Comprehensive
software applications including annotation and measurement/calculation packages.
Ergonomic features include the built in carrying handle, 15 inch flexible LCD with wide
viewing angle, intuitive keyboard and user programmable presets. Available Options:
Easy3D, LOGIQview, CW Doppler, Tissue Doppler Imaging, Stress Echo, TEE support,
Anatomical M-Mode, Color M-Mode, CrossXBeam, B-Steer+, Auto IMT, eSmart Trainer,
Patient Follow up tool, Flow QA, DICOM, wireless LAN, carrying case, and touch screen
kit etc. Various types of carts are available for LOGIQ e, including simple isolation cart
and customizable advanced docking cart. Customer agrees that the ultrasound
system(s) purchased will be used for clinical, diagnosis, detection or treatment of
disease or condition.

USA version, Include DVD-RW, AC/DC, Battery pack, and Manuals

Follow-Up Tool SW Option

Provides a tool that automatically resets imaging parameters, comments and body
markers according to first exam and easily allows for side by side comparison (new to
old exam). May help facilitate consistency in scanning parameters from exam to
exam on the same patient.

FlowQA SW Option

The flow quantification assessment tool quantifies the amount of blood flow in a
chosen ROL. Provides the customer with a quantifiable value of blood flow and
change in flow over time.

Advanced Imaging Pack
Cross Beam Imaging - H41842LC
B-Steer + = H48012LF

Logigview = H41642LK
Easy 3D = H41642LH
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12L-RS Linear Array Transducer

Multi-Frequency transducer with bandwith between 5 and 13 MHz. Applications
include: Small Parts, Peripherals, Vascular, Pediatric and Orthopedic Applications. FOV
38.4mm.

L8-18i-RS Linear array transducer 'hockey stick’

L8-18i-RS Linear Array Surgical Transducer. 8-18 MHz broadband. multi-frequency
capability. Applications include: Intraoperative & surgicat procedures, small parts and
vascular.

Isolation cart 110V

LOGIQ e and Vivid e Isolation cart with ergonomic features including: Transformer,
probe and gel holders, shelf for DVD-R, shelf for B&W printer and clipboard holder.
LOGIQ e and Vivid e Soft Shoulder Bag

LOGIQ e and Vivid e soft shoulder bag. The bag features protective compartments for
the Le/Ve console, 3 probes, power cord, and gel.

On-Site Application Day

One day of On-Site Applications training.




