
V.A. MEDICAL CENTER
CANANDAIGUA, NY 14424

Roof Layout - East, West & South

10/2013wcc

 South Wings and Porch

AHU-2
RD

AHU-3

ACCU-2

ACCU-1

RD

VENT

VENT

RD

RD

EX. FAN

South Porch and Gable

South East Roof  and Gable @ 5th Floor (Attic)

VENT

RDRD

NORTH WEST WING - Preform all work described in the Scope of Work and in

the following areas:

ROOFING

1. Protect existing roofing.  Maintain weather proof barriers to building.  Provide

temporary weatherproofing barriers during the work.

2. Remove and replace flashing at roof at all location.  Reinstall new flashing,

counterflashing and term bars.  Provide new masonry pointing at new

flashing.  Provide original manufactures certification for all roofing and

flashing upon completion.

3. Coordinate with tuck point rework.

TUCK POINTING

1. Tuck point all interior parapet walls.  Include all terra cotta masonry joints at

interior and exterior cap and exterior crenellations.

2. Furnish and install new copper cap flashing equal to existing.

3. Brick with deteriorated or spalled facing shall be replaced.  Cracked brick

shall be replaced. Rebuild brick pilasters.
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SOUTH WEST WING - Preform all work described in the Scope of Work and in

the following areas:

ROOFING

1. Protect existing roofing.  Maintain weather proof barriers to building.  Provide

temporary weatherproofing barriers during the work.

2. Remove and replace flashing at roof at all location.  Reinstall new flashing,

counterflashing and term bars.  Provide new masonry pointing at new

flashing.  Provide original manufactures certification for all roofing and

flashing upon completion.

3. Coordinate with tuck point rework.

TUCK POINTING

1. Tuck point all interior parapet walls.  Include all terra cotta masonry joints at

interior and exterior cap and exterior crenellations.

2. Furnish and install new copper cap flashing equal to existing @ NW Wing.

3. Brick with deteriorated or spalled facing shall be replaced.  Cracked brick

shall be replaced. Rebuild brick pilasters.

SOUTH EAST WING - Preform all work described in the Scope of Work and in the following

areas:

ROOFING

1. Protect existing roofing.  Maintain weather proof barriers to building.  Provide temporary

weatherproofing barriers during the work.

2. Remove and replace flashing at roof at all location.  Reinstall new flashing, counterflashing

and term bars.  Provide new masonry pointing at new flashing.  Provide original

manufactures certification for all roofing and flashing upon completion.

3. Furnish and install new copper cap flashing equal to existing @ NW Wing.

4. Coordinate with tuck point rework.

TUCK POINTING

1. Tuck point all interior parapet walls.  Include all terra cotta masonry joints at interior and

exterior cap and crenellations.

2. Tuck point west gable from roof through gable cap.  Include window headers and sill.

Include louvers.

3. Brick with deteriorated or spalled facing shall be replaced.  Cracked brick shall be replaced.

SOUTH PORCH - Preform all work described in the Scope of Work and in the

following areas:

ROOFING

1. Protect existing roofing.  Maintain weather proof barriers to building.  Provide

temporary weatherproofing barriers during the work.

2. Coordinate with tuck point rework.

TUCK POINTING

1. Replace masonry caps at pilasters.

2. Tuck point and repalce with new @ cracked, spalled or missing brick.
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2" MIN. POLYISO INSULATION

ALL MASONRY/ PARAPET WALL FLASHING
NTS

EXISTING CONCRETE DECK

75 - mil EPDMOVERFLOW PIPE

REMOVE EXISTING COUNTER FLASHING, TERM BAR, LAP SEAL AND EXISTING ROOFING MATERIAL. -

TUCK POINT AND REBUILD MASONRY BELOW TO STRUCTURAL SLAB.

REPLACE W/ NEW COUNTERFLASHING, TERM BAR AND LAP SEAL @ BRICK COURSE ABOVE

EXISTING.  EXTEND TO EPDM ROOFING BELOW TERM BARS.

PARAPET CRENELLATIONS  - BEYOND SECTION VIEW


