
PROVIDE WOOD POLE TO MATCH

WOOD POLE TO SOUTH THAT IS TO BE

REMOVED. RESUPPORT AERIAL

TELE/DATA CABLE FROM NEW POLE

PRIOR TO REMOVING EXISTING POLE.
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PROVIDE PRE-CAST TRANSFORMER

FOUNDATION AND PULLING PIT FOR

TRANSFORMER. REFER TO DETAILS ON

E-501.
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EXISTING MANHOLE E3.

B2

D

D
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PRE-CAST CONCRETE MANHOLE. REFER TO

DETAILS ON DRAWING E-501.
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B

SIMILAR TO SECTION "A-A"

EXCEPT POWER DUCTS ARE

SPARE FOR FUTURE FEEDERS

SIMILAR TO SECTION "D-D"

EXCEPT POWER DUCTS ARE

SPARE FOR FUTURE FEEDERS

C

C

PROPOSED FUTURE GENERATOR LOCATION.

COORDINATE UTILITIES IN THIS AREA TO

AVOID GENERATOR PAD.
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T2

E1
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E3

T3

2

B2
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 OUTLINE OF PROPOSED

FUTURE CONSTRUCTION

OUTLINE OF FUTURE

PROPOSED

CONSTRUCTION

1

1111

1

ETR

2

FUTURE CLC

NIC

B3
B3

B3

B2 B2

B2 B2

OUTLINE OF

PROPOSED FUTURE

CONSTRUCTION

OUTLINE OF PROPOSED

FUTURE

CONSTRUCTION

B2

OVERHEAD TELE/DATA CABLE

BETWEEN HOSPITAL AND RESERVE

BUILDING TO REMAIN IN SERVICE.

GENERATOR DUCT BANK TO BE EXTENDED IN

FUTURE PROJECT.

CONDUITS TO TELE/DATA ROOM. REFER TO TE-SERIES

DRAWINGS FOR CONTINUATION.
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E

E

F

F

TRANSITION TO RIGID GALVANIZED STEEL AND ROUTE INTO BUILDING

3'-0" MIN. BELOW FIRST FLOOR FINISHED FLOOR. COORDINATE BUILDING

PENETRATION LOCATION IN FIELD WITH COR. PROVIDE 6" STEEL SLEEVE

GROUTED INTO BUILDING WALL. PROVIDE MECHANICAL LINK SEAL TO

SEAL DUCTS TO SLEEVE. PROVIDE THREADED CONNECTION WITH

GALVANIZED STEEL CAP 12" MINIMUM FROM BUILDING WALL.

SWITCHGEAR BUILDING. REFER TO ONE-LINE

DIAGRAM AND TO KEY NOTE 4 FOR ASSOCIATED

WORK. LOCATE EXISTING TERMINATION POINTS

PRIOR TO BIDDING.

EXISTING MECHANICAL EQUIPMENT TO REMAIN

COORDINATE UNDERGROUND CONDUITS

STUB-UPS IN EMERGENCY POWER ELECTRICAL

ROOM WITH COR.

5

COORDINATE STUB-UP

LOCATIONS WITH ELECTRICAL

EQUIPMENT SHOP DRAWINGS

AND ELECTRICAL ROOM

LAYOUT.

5

EXISTING MANHOLES TO REMAIN

REFER TO TE-SERIES

DRAWINGS FOR CONTINUATION

WITHIN BUILDING

T4

EXTENT OF STORMWATER RETENTION SYSTEM.

REFER TO C-SERIES DRAWINGS. COORDINATE

DUCT BANK, LIGHTING, AND PRECAST

TRANSFORMER FOUNDATION INSTALLATION WITH

STORMWATER RETENTION SYSTEM.
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EXISTING DUCT BANK TO BEHAVIORAL HEALTH

BUILDING SHOWN FOR REFERENCE ONLY.

PROPOSED PARKING STRUCTURE. REFER TO

E-101 AND E-102.

J

J J

J
J

J

7

7 7

7

7

7

22

22

22

22

A

A

DEDUCT ALTERNATE NO. 12

8

Key Notes
1. NEW LOCATION FOR RELOCATED FIXTURE. PROVIDE

NEW POLE BASE. PROVIDE HANDHOLE TO INTERCEPT

EXISTING LIGHTING BRANCH CIRCUIT. PROVIDE

CONDUIT AND WIRING TO EXTEND BRANCH CIRCUIT

TO NEW LOCATION.

2. EXISTING TELE/DATA DUCT BANK. REFER TO

TELE/DATA RISER FOR ASSOCIATED WORK.

3. DUCT BANK TO BE EXTENDED IN CLC PROJECT.

ALLOW CONCRETE AT END OF DUCT BANK TO SLUMP

INTO EXCAVATION. LEAVE 36" MINIMUM UN-ENCASED

CONDUIT AND REINFORCING STEEL AND CAP

CONDUITS FOR FUTURE EXTENSION. PROVIDE STEEL

LOCATOR PIN AT END OF DUCT BANK.

4. EXISTING DUCT BANK FOR NEW PARKING STRUCTURE

SUBSTATION PRIMARY FEEDER. REFER TO ONE-LINE

DIAGRAM FOR DETAILS.

5. PROVIDE ADAPTOR AS REQUIRED TO TRANSITION

UNDERGROUND DUCTS TO RIGID GALVANIZED STEEL

ELBOW(S). TERMINATE 12" MINIMUM ABOVE FLOOR

WITH NON-METALLIC BUSHING. ROUTE DUCTS BELOW

FOOTING OR TURNED-DOWN SLAB.

6. PROPOSED ROUTING OF DUCT BANK INSTALLED AS

PART OF FUTURE PROJECT SHOWN FOR REFERENCE

ONLY.

7. INSTALL PRECAST HAND HOLE AT LOCATION OF LIGHT

POLE REMOVED DURING DEMOLITION PHASE.

REWORK EXISTING UNDERGROUND CONDUITS AND

WIRING AS REQUIRED TO EXTEND TO NEW LOCATION

8. AS PART OF DEDUCT ALTERNATE NO. 6--DELETE

DUCTBANK BACK TO 6 FEET OUTSIDE GARAGE WALL.

9. DUCTBANK TO BE EXTENDED IN FUTURE PROJECT.

ALLOW CONCRETE AT END OF DUCT BANK TO SLUMP

INTO EXCAVATION. LEAVE 36" MINIMUM UN-ENCASED

CONDUIT AND REINFORCING STEEL AND CAP

CONDUITS FOR FUTURE EXTENSION. PROVIDE STEEL

LOCATOR PIN AT END OF DUCT BANK. AS PART OF

DEDUCT ALTERNATE NO. 7--DELETE CONDUIT AND

DUCTBANK TO MANHOLE.

General Notes
1. REFER TO DUCT BANK SECTIONS ON E-500 SERIES

DRAWINGS.

2. EXISTING ASPHALT PAVING AREAS SHALL BE

SAWCUT AND TRENCHED AS REQUIRED TO INSTALL

ELECTRICAL AND TELE/DATA DUCT BANKS, LIGHTING

BRANCH CIRCUIT CONDUITS, AND LIGHTING

HANDHOLES. PATCH TO MATCH SURROUNDING

SURFACE.

3. REFER TO GENERAL NOTES ON DRAWING E-001 FOR

ADDITIONAL REQUIREMENTS.
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No. Description Date

Erie, PA

VA Erie Parking Structure

FINAL SUBMISSION

FINAL SUBMISSION 9/24/2013

ES-102

SRH9/24/2013

ELECTRICAL SITE NEW

WORK PLAN

1" = 40'-0"

MSB


