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SECTION 10 14 19 

DIMENSIONAL LETTER SIGNAGE 

PART 1 - GENERAL 

1.1 DESCRIPTION  

A. This section specifies interior dimensional letter signage 

1.2 RELATED WORK 

A. Lighted EXIT signs for egress purposes are specified under Division 26, 

ELECTRICAL. 

B. Color Finish: See drawings for additional information. 

1.3 MANUFACTURER'S QUALIFICATIONS 

 Sign manufacturer shall provide evidence that they regularly and 

presently manufacture signs similar to those specified in this section 

as one of their principal products. 

1.4 SUBMITTALS 

A. Submit in accordance with Section 01 33 00, SHOP DRAWINGS, PRODUCT DATA 

AND SAMPLES. 

B. Samples: Provide the following Samples of each sign component for 

initial selection of color, pattern, and surface texture as required and 

for verification of compliance with requirements indicated. 

1.Samples for verification of color, pattern, and texture selected and   

compliance with requirements indicated. 

2. Aluminum: Samples of each finish type and color, on 6 inches long 

sections of extrusions and not less than 4 inches square sheet or 

plate.  Where finishes involve normal color and texture variations, 

include sample sets showing the full range of variations expected. 

3. Dimensional letters: Provide full-size representative samples of each 

dimensional letter type required, showing letter style, color, and 

material finish and method of attachment. 

C. Manufacturer's Literature:  

1. Showing the methods and procedures proposed for the concealed 

anchorage of the signage system to each surface type. 

2. Manufacturer’s printed specifications, anchorage details, 

installation and maintenance instructions. 

D. Samples: Sign location plan, showing location, type and total number of 

signs required.  

E. Shop Drawings: Scaled for manufacture and fabrication of sign types. 

Identify materials, show joints, welds, anchorage, accessory items, 

mounting and finishes. 

F. Full size layout patterns for dimensional letters. 
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1.5 DELIVERY AND STORAGE 

A. Deliver materials to job in manufacturer's original sealed containers 

with brand name marked thereon. Protect materials from damage.  

B. Package to prevent damage or deterioration during shipment, handling, 

storage and installation.  Maintain protective covering in place and in 

good repair until removal is necessary. 

C. Deliver signs only when the site and mounting services are ready for 

installation work to proceed. 

D. Store products in dry condition inside enclosed facilities. 

1.6 APPLICABLE PUBLICATIONS 

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only. 

B. American Society for Testing and Materials (ASTM): 

B209-07.................Aluminum and Aluminum-Alloy Sheet and Plate 

B221-08.................Aluminum and Aluminum-Alloy Extruded Bars, Rods, 

Wire, Shapes, and tubes. 

1.7 MINIMUM SIGN REQUIREMENTS 

A. Permanent Rooms and Spaces: 

1. Tactile and Braille Characters, raised minimum 0.793 mm (1/32 in). 

Characters shall be accompanied by Grade 2 Braille. 

2. Type Styles: Characters shall be uppercase, Helvetica Medium, 

Helvetica Medium Condensed and Helvetica Regular. 

3. Character Height: Minimum 16 mm (5/8 in) high, Maximum 50 mm (2 in). 

4. Symbols (Pictograms): Equivalent written description shall be placed 

directly below symbol, outside of symbol's background field. Border 

dimensions of symbol background shall be minimum 150 mm (6 in) high. 

5. Finish and Contrast: Characters and background shall be eggshell, 

matte or other non-glare finish with adequate contrast with 

background. 

6. Mounting Location and Height: As shown. Mounted on wall adjacent to 

the latch side of the door and to avoid door swing and protruding 

objects. 

B. Overhead Signs: 

1. Type Styles: As shown. Characters shall have a width-to-height ratio 

between 3:5 and 1:1. Characters shall have a stroke width-to-height 

ratio of between 1:5 and 1:10. 

2. Character Height: minimum 75 mm (3 in) high for overhead signs. As 

shown, for directional signs. 
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3. Finish and Contrast: Same as for signs of permanent rooms and spaces. 

4. Mounting Location and Height: As shown. 

1.8 COLORS AND FINISHES: 

See drawings for additional information. 

PART 2 - PRODUCTS 

2.1 GENERAL 

A. Signs of type, size and design shown on the drawings and as specified. 

B. Signs complete with lettering, framing and related components for a 

complete installation. 

C. Provide graphics items as completed units produced by a single 

manufacturer, including necessary mounting accessories, fittings and 

fastenings. 

D. Do not scale drawings for dimensions. Contractor to verify and be 

responsible for all dimensions and conditions shown by these drawings.  

Resident Engineer to be notified of any discrepancy in drawing, in field 

directions or conditions, and/or of any changes required for all such 

construction details. 

E. The Sign Contractor, by commencing work of this section, assumes overall 

responsibility, as part of his warranty of work, to assure that 

assemblies, components and parts shown or required within the work of 

the section, comply with the Contract Documents. The Contractor shall 

further warrant: That all components, specified or required to 

satisfactorily complete the installation are compatible with each other 

and with conditions of installations. 

2.2 PRODUCTS 

A. Aluminum: 

1. Sheet and Plate: ASTM B209. 

2. Extrusions and Tubing: ASTM B221. 

B. Substrate: Green 209, a natural fiber wood product with SFI 

certification. The sign shall incorporate balanced construction with the 

core sandwiched between laminates to prevent warping.. 

2.3 SIGN STANDARDS 

A. Topography: 

1. Type Style: Helvetica Medium and Helvetica Medium Condensed.  

2. Arrow: See drawings. 

3. Letter spacing: See drawings. 

4. Letter spacing: See drawings. 

5. All text, arrows, and symbols to be provided in size, colors, 

typefaces and letter spacing shown. Text shall be a true, clean, 
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accurate reproduction of typeface(s) shown. Text shown in drawings 

are for layout purposes only; final text for signs is listed in Sign 

Message Schedule. 

B. Project Colors and Finishes: See drawings for additional information. 

2.4 SIGN TYPES 

A. Cast letters and numbers: Form individual letters and numbers by 

casting. Produce characters with smooth, flat faces; sharp corners; 

precisely formed lines and profiles; free from pits, scale, sand holes, 

or other defects.  Cast lugs into the back of characters and tap to 

receive threaded mounting studs.  Comply with requirements indicated for 

finish, style, and size 

 1. Metal: Stainless Steel 

 2. Letter height: 4 inches 

 3. Letter thickness: 1/4 inch.  

PART 3 - EXECUTION  

3.1 INSTALLATION 

A. Protect products against damage during field handling and installation. 

Protect adjacent existing and newly placed construction, landscaping and 

finishes as necessary to prevent damage during installation. Paint and 

touch up any exposed fasteners and connecting hardware to match color 

and finish of surrounding surface. 

B. Mount signs in proper alignment, level and plumb according to the sign 

location plan and the dimensions given on elevation and sign location 

drawings. Where otherwise not dimensioned, signs shall be installed 

where best suited to provide a consistent appearance throughout the 

project. When exact position, angle, height or location is in doubt, 

contact Resident Engineer for clarification. 

C. Contractor shall be responsible for all signs that are damaged, lost or 

stolen while materials are on the job site and up until the completion 

and final acceptance of the job. 

D. Remove or correct signs or installation work COR determines as unsafe or 

as an unsafe condition. 

E. At completion of sign installation, clean exposed sign surfaces. Clean 

and repair any adjoining surfaces and landscaping that became soiled or 

damaged as a result of installation of signs. 

F. Locate signs as shown on the Sign Location Plans. 

G. Contractor will be responsible for verifying that behind each sign 

location there are no utility lines that will be affected by 

installation of signs. Any damage during installation of signs to 
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utilities will be the sole responsibility of the Contractor to correct 

and repair. 

H. Furnish inserts and anchoring devices which must be set in concrete or 

other material for installation of signs. Provide setting drawings, 

templates, instructions and directions for installation of anchorage 

devices which may involve other trades. 

- - - END - - - 


