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Voluson e BT11 Console

Voluson e, compact volume ultrasound features superior 2D imaging, Real Time 4D
Imaging, advanced Volume Ultrasound tools and unparalleled patient data
management capabilities.

System Highlights: 64 channel MLAZ system with ergonomic design, 15 inch high
contrast LCD, 80 GB internal hard drive, silent operation, battery and speedy boot up
time. Comprehensive measurements and annotation package including user
programmable preset parameters, supporting obstetrics, Gynecology, Abdomen,
Small Parts, Cardiology, Urology, Peripheral Vascular, Pediatric, Neurclogy, and
Orthopedics.

The scanning modes include: B-mode, M-mode color Doppler, power Doppler, pulsed
wave Doppler, and 3D/4D Advanced.

Standard software features include: RealTime 4D scanning, Speckle Reduction
Imaging SRI {1}, CrossXBeam CRI, a compound Technigue, High Definition Zoom
(HDZoom], outstanding Color and Power Doppler performance, including increased
sensitivity with Directional Power Doppler (HD-Flow), DICOM, Focus Frequency
Composite (FFC), Coded Excitation, Coded harmonic imaging, Auto Optimization,
trapezoid mode, curved render mode, 3D/4D rendering modes, Standby Mode,
Presentation Loop, BetaView, MagiCut in 30/4D, and 3D/4D Advanced. New standard
automation fectures include SonoRender Start and Sonography-based Nuchal
Translucency (SonoNT™).

Standard hardware features include: handle, wireless network card, LAN optical
isolation box and US cable set.

Purchasable software options: 4D View PC software.

Includes one-year warranty with InSite(TM) service and two days of On-site
Applications Training. Additional On-site Applications Training days are available for
purchase. Included, as part of this purchase, are 3 memberships to Voluson(TM) Club,
the ability to receive educational posters, videos, and tip sheets. Registration required
for membership.

RIC5-9W-RS 3-9 MHZ 4D Endocavity Transducer

Multi-Frequency 3-9 MHz 4D Micro-Convex Transducer for OB GYN and Urology
Applications. B FOV 146 degrees. Volume FOV 146 degrees* 120 degrees, Footprint
32 x 27 mm. Biopsy Kit Available.

REMOTE WARRANTY SUPPORT

Experience the ultimate in uptime performance for your equipment investment
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through the use GEHC's innovative remote service support. From real-time application
assistance to network configuration and trouble-shooting, GEHC's award winning
remote services tools will help insure you get the most out of your equipment
investment. This is a free optional service during the warranty period of applicable
products.

Sony B/W Digital Printer

Connected via USB and mountable on the optional cart, this is a medical grade digital
black and white printer. We recommend H46811A (glossy paper) as a compliment to
this order.

Voluson Station

Ergonomic compact docking station with locking mechanism, LAN connectivity, 3 USB
connectors, adjustable height, swivel lock wheels with brake, cable management
system, DVD drive, black and white printer storage box, printer shelf, and endocavity
probe holder. Provides security and stability to the Voluson i or Voluson e. 8T09 8.1.3
software mandatory.



