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TYPICAL NOTES: PARTITION TYPES

UNLESS NOTED OTHERWISE PARTITIONS SHALL BE CONSTRUCTED
AS FOLLOWS:

1) METAL STUDS = 3 5/8” (20 GA) @24” O.C.
2) METAL FURRING CHANNELS = 7/8” (20 GA.) @24” 0.C.
3) GYPSUM WALL BOARD (GWB) = 5/8” GWB

4) BATT, BLANKET, & SOUND INSULATION SHALL HAVE FLAME
SPREAD RATING OF LESS THAN 25 (INCLUDING ANY VAPOR
BARRIERS)

5) AT LOCATIONS SCHEDULED TO RECEIVE CERAMIC TILE,
PROVIDE 5/8” CEMENTITIOUS BOARD IN LIEU OF GWB.

6) PROVIDE WATER RESISTANT GYPSUM BACKER BOARD AT ANY
WALL WITH A PLUMBING FIXTURE

7) CONCEALED FIRE WALLS, VERTICAL FIRE SEPARATION
ASSEMBLIES, FIRE PARTITIONS AND SMOKE BARRIERS SHALL BE
DESIGNATED ABOVE CEILINGS AND ON THE INSIDE OF ALL CEILING
ASSEMBLIES BY SIGNAGE HAVING LETTERS NO SMALLER THAN ONE
INCH IN HEIGHT. SUCH SIGNAGE SHALL INDICATE THE
FIRE—RESISTANCE RATING OF THE ASSEMBLY AND THE TYPE OF
ASSEMBLY AND BE PROVIDED AT HORIZONTAL INTERVALS OF NO
MORE THAN EIGHT FEET.

FOR BIDDING PURPOSES ONLY

FINAL SUBMISSION
FULLY SPRINKLERED

Drawing Titl Project Titl Project Numb
CONSULTANTS: ARCHITECT/ENGINEERS: T BALTIMORE VA MEDICAL CENTER e e et g
PARTITION TYPES MANAGED CARE / ED IMPROVEMENTS |15 & s
D Bl RSgpc C A CULPEPER VETERANS ASSOCIATES AND ENROLLMENT CENTER e, 2, < 2y
14801 Murdock Street - Unit 135 416 WALNEY ROAD SUITE A "”//////// o ///// 5 &
. . e . Scale Location Drawing Number % /////,/ oo
: Chantilly, Virginia 20151 Culpeper CHANTILLY, VA 20151 AS NOTED BALTIMORE, MARYLAND S 2 °
. .h. Eh 703.378.1 1864:1 VeteranS (703) 955-7160 FAX (703) 890-3031 Approved: Project Director Date Checked Drawn 1_A|501 Y <
— Sale architects Fax703.378.198 Associates 8/17/2012 ke DLM Dwg. 63 of 175 =
VA FORM 08-6231, OCT 1978
1 | 2 | 3 | 5 6 7 8 | 9




