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SECTION 23 40 00 

HVAC AIR CLEANING DEVICES 

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. Air filters for heating, ventilating and air conditioning.  

B. Definitions:  Refer to ASHRAE Standard 52.2 for definitions of face 

velocity, net effective filtering area, media velocity, initial 

resistance (pressure drop), MERV (Minimum Efficiency Reporting Value), 

PSE (Particle Size Efficiency), particle size ranges for each MERV 

number, dust holding capacity and explanation of electrostatic media 

based filtration products versus mechanical filtration products. Refer 

to ASHRAE Standard 52.2 Appendix J for definition of MERV-A. 

1.2 RELATED WORK  

A. Section 23 05 11, COMMON WORK RESULTS FOR HVAC AND STEAM GENERATION: 

General mechanical requirements and items, which are common to more than 

one section of Division 23.  

1.3 QUALITY ASSURANCE  

A. Air Filter Performance Report for Extended Surface Filters:  

1. Submit a test report for each Grade of filter being offered. The 

report shall not be more than three (3) years old and prepared by 

using test equipment, method and duct section as specified by ASHRAE 

Standard 52.2 for type filter under test and acceptable to COR, 

indicating that filters comply with the requirements of this 

specification. Filters utilizing partial or complete synthetic media 

will be tested in compliance with pre-conditioning steps as stated in 

Appendix J. All testing is to be conducted on filters with a nominal 

24 inch by 24 inch face dimension. Test for 150 m/min (500 fpm) will 

be accepted for lower velocity rated filters provided the test report 

of an independent testing laboratory complies with all the 

requirements of this specification. 

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, 

and SAMPLES.  

B. Manufacturer's Literature and Data:  

1. Extended surface filters.  

2. Holding frames. Identify locations.  

3. Side access housings. Identify locations, verify insulated doors.  

4. HEPA filters. 

5. Magnehelic gages.  

C. Air Filter performance reports.  
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D. Suppliers warranty. 

E. Field test results for HEPA filters as per paragraph 2.3.E.3. 

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of this specification to the 

extent referenced. The publications are referenced in the text by basic 

designation only.  

B. American Society of Heating, Refrigerating and Air-conditioning 

Engineers, Inc. (ASHRAE):  

52.2-2007...............Method of Testing General Ventilation Air-

Cleaning Devices for Removal Efficiency by 

Particle Size, including Appendix J  

C. American Society of Mechanical Engineers (ASME): 

NQA-1-2008..............Quality Assurance Requirements for Nuclear 

Facilities Applications 

D. Underwriters Laboratories, Inc. (UL):  

900; Revision 15 July 2009 Test Performance of Air Filter Units 

PART 2 - PRODUCTS  

2.1 REPLACEMENT FILTER ELEMENTS TO BE FURNISHED  

A. To allow temporary use of HVAC systems for testing and in accordance 

with Paragraph, TEMPORARY USE OF MECHANICAL AND ELECTRICAL SYSTEMS in 

Section 01 00 00, GENERAL REQUIREMENTS, provide one complete set of 

additional filters to the COR. 

B. The COR will direct whether these additional filters will either be 

installed as replacements for dirty units or turned over to VA for 

future use as replacements. 

2.2 HVAC EQUIPMENT FACTORY FILTERS 

A. Manufacturer standard filters within fabricated packaged equipment 

should be specified with the equipment and should adhere to industry 

standard.  

B. Cleanable filters are not permitted. 

C. Automatic Roll Type filters are not permitted. 

2.3 FILTER RETURN GRILLES 

A. Refer to Section 23 37 00 AIR OUTLETS AND INLETS.  

PART 3 – EXECUTION 

3.1 INSTALLATION  

A. Install supports, filters and gages in accordance with manufacturer's 

instructions.  

3.2 START-UP AND TEMPORARY USE  

A. Clean and vacuum air handling units and plenums prior to starting air 

handling systems.  
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B. Replace Pre-filters and install clean filter units prior to final 

inspection as directed by the COR. 
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