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SECTION 01 00 00
GENERAL REQUIREMENTS

GENERAL INTENTION

. Contractor shall completely prepare site for building operations, including demolition and

removal of existing structures, furnish labor and materials, perform work for the remodel of the

Center for Employee Development as required by drawings and specifications.

. Visits to the site by Bidders may be made only by appointment with the Medical Center

Engineering Officer.

. All employees of general contractor and subcontractors shall comply with VA security

management program and obtain permission of the VA police, be identified by project and

employer, and restricted from unauthorized access.

. Prior to commencing work, general contractor shall provide proof that a OSHA designated

“competent person” (CP) (29 CFR 1926.20(b)(2) will maintain a presence at the work site

whenever the general or subcontractors are present.

. VHA Directive 2011-36, Safety and Health during Construction, dated 9/22/2011 in its entirety is

made a part of this section

STATEMENT OF BID ITEM(S)

. Remodel of the Center for Employee Development: Work includes general construction,

alterations, demolition, mechanical and electrical work, removal of existing structures,

construction and related incidental items.

SPECIFICATIONS AND DRAWINGS FOR CONTRACTOR

. AFTER AWARD OF CONTRACT, electronic copies of specifications and drawings will be

furnished.

CONSTRUCTION SECURITY REQUIREMENTS

. Security Plan:

1. The security plan defines both physical and administrative security procedures that will

remain effective for the entire duration of the project.

2. The General Contractor is responsible for assuring that all sub-contractors working on the

project and their employees also comply with these regulations.

010000-1



15

1.

05-01-13

. Security Procedures:

General Contractor’s employees shall not enter the project site without appropriate badge.
They may also be subject to inspection of their personal effects when entering or leaving the

project site.

For working outside the “regular hours” as defined in the contract, The General Contractor
shall give 3 days notice to the Contracting Officer so that security arrangements can be
provided for the employees. This notice is separate from any notices required for utility

shutdown described later in this section.

No photography of VA premises is allowed without written permission of the Contracting
Officer.

VA reserves the right to close down or shut down the project site and order General
Contractor’s employees off the premises in the event of a national emergency. The General

Contractor may return to the site only with the written approval of the Contracting Officer.

Motor Vehicle Restrictions

1. Vehicle authorization request shall be required for any vehicle entering the site and such
request shall be submitted 24 hours before the date and time of access. Access shall be
restricted to picking up and dropping off materials and supplies.

2. Separate permits shall be issued for General Contractor and its employees for parking in
designated areas only.

FIRE SAFETY

. Applicable Publications: Publications listed below form part of this Article to extent referenced.

Publications are referenced in text by basic designations only.

1.

American Society for Testing and Materials (ASTM):
E84-2009.......cccvvvvvereiennn. Surface Burning Characteristics of Building Materials
National Fire Protection Association (NFPA):

10-2010..ccceieiieieieieeieins Standard for Portable Fire Extinguishers

30-2008.......cceveeeerieeene Flammable and Combustible Liquids Code
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51B-2009........ccccveviviriiennn. Standard for Fire Prevention During Welding, Cutting and Other
Hot Work

70-2011 ..o, National Electrical Code

101-2012....cccviveeeeecee Life Safety Code

241-2009......cccceeeeeiireriin, Standard for Safeguarding Construction, Alteration, and

Demolition Operations
3. Occupational Safety and Health Administration (OSHA):
29 CFR 1926 .......cccevvneee. Safety and Health Regulations for Construction
4. VHA Directive 2005-007

B. Fire Safety Plan: Establish and maintain a fire protection program in accordance with 29 CFR
1926. Prior to start of work, prepare a plan detailing project-specific fire safety measures,
including periodic status reports, and submit to COR for review for compliance with VHA
Directive 2005-007, NFPA 101 and NFPA 241.Prior to beginning work, all employees of the
contractor and/or any subcontractors shall undergo a safety briefing provided by the general
contractor’s competent person per OSHA requirements. This briefing shall include information
on the construction limits, VAMC safety guidelines, means of egress, break areas, work hours,
locations of restrooms, use of VAMC equipment, etc. Provide documentation to the COR that all

construction workers have undergone contractor’s safety briefing.

C. Site and Building Access: Maintain free and unobstructed access to facility emergency services

and for fire, police and other emergency response forces in accordance with NFPA 241.

D. Separate temporary facilities, such as trailers, storage sheds, and dumpsters, from existing
buildings and new construction by distances in accordance with NFPA 241. For small facilities

with less than 6 m (20 feet) exposing overall length, separate by 3m (10 feet).
E. Temporary Construction Partitions:

1. Install and maintain temporary construction partitions to provide smoke-tight separations
between construction areas and adjoining areas. Construct partitions of gypsum board or
treated plywood (flame spread rating of 25 or less in accordance with ASTM E84) on both

sides of fire retardant treated wood or metal steel studs. Extend the partitions through
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suspended ceilings to floor slab deck or roof. Seal joints and penetrations. At door openings,

install Class C, ¥ hour fire/smoke rated doors with self-closing devices.

2. Install temporary construction partitions as shown on drawings to maintain integrity of
existing exit stair enclosures, exit passageways, fire-rated enclosures of hazardous areas,

horizontal exits, smoke barriers, vertical shafts and openings enclosures.

3. Close openings in smoke barriers and fire-rated construction to maintain fire ratings. Seal
penetrations with listed through-penetration firestop materials in accordance with Section 07
84 00, FIRESTOPPING.

Temporary Heating and Electrical: Install, use and maintain installations in accordance with 29
CFR 1926, NFPA 241 and NFPA 70.

. Means of Egress: Do not block exiting for occupied buildings, including paths from exits to

roads. Minimize disruptions and coordinate with COR.

. Egress Routes for Construction Workers: Maintain free and unobstructed egress. Inspect daily.

Report findings and corrective actions weekly to COR.

Fire Extinguishers: Provide and maintain extinguishers in construction areas and temporary
storage areas in accordance with 29 CFR 1926, NFPA 241 and NFPA 10.

Flammable and Combustible Liquids: Store, dispense and use liquids in accordance with 29 CFR
1926, NFPA 241 and NFPA 30.

. Existing Fire Protection: Do not impair automatic sprinklers, smoke and heat detection, and fire
alarm systems, except for portions immediately under construction, and temporarily for
connections. Provide fire watch for impairments more than 4 hours in a 24-hour period. Request
interruptions in accordance with Article, OPERATIONS AND STORAGE AREAS, and
coordinate with COR. All existing or temporary fire protection systems (fire alarms, sprinklers)
located in construction areas shall be tested as coordinated with the medical center. Parameters
for the testing and results of any tests performed shall be recorded by the medical center and
copies provided to the COR.

Smoke Detectors: Prevent accidental operation. Remove temporary covers at end of work

operations each day. Coordinate with COR.
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. Hot Work: Perform and safeguard hot work operations in accordance with NFPA 241 and NFPA

51B. Coordinate with COR. Obtain permits from facility Safety Manager at least two weeks in

advance.

. Fire Hazard Prevention and Safety Inspections: Inspect entire construction areas weekly.

Coordinate with, and report findings and corrective actions weekly to COR.

. Smoking: Smoking is prohibited in and adjacent to construction areas inside existing buildings

and additions under construction. In separate and detached buildings under construction, smoking

is prohibited except in designated smoking rest areas.

Dispose of waste and debris in accordance with NFPA 241. Remove from buildings daily.

. Perform other construction, alteration and demolition operations in accordance with 29 CFR

1926.

If required, submit documentation to the COR that personnel have been trained in the fire safety

aspects of working in areas with impaired structural or compartmentalization features.

OPERATIONS AND STORAGE AREAS

. The Contractor shall confine all operations (including storage of materials) on Government

premises to areas authorized or approved by the Contracting Officer. The Contractor shall hold
and save the Government, its officers and agents, free and harmless from liability of any nature

occasioned by the Contractor's performance.

. Temporary buildings (e.g., storage sheds, shops, offices) and utilities may be erected by the

Contractor only with the approval of the Contracting Officer and shall be built with labor and
materials furnished by the Contractor without expense to the Government. The temporary
buildings and utilities shall remain the property of the Contractor and shall be removed by the
Contractor at its expense upon completion of the work. With the written consent of the
Contracting Officer, the buildings and utilities may be abandoned and need not be removed. It is

anticipated that temporary buildings will not be required for this project.

. The Contractor shall, under regulations prescribed by the Contracting Officer, use only

established roadways, or use temporary roadways constructed by the Contractor when and as
authorized by the Contracting Officer. When materials are transported in prosecuting the work,
vehicles shall not be loaded beyond the loading capacity recommended by the manufacturer of

the vehicle or prescribed by any Federal, State, or local law or regulation. When it is necessary to
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cross curbs or sidewalks, the Contractor shall protect them from damage. The Contractor shall

repair or pay for the repair of any damaged curbs, sidewalks, or roads.
. Working space and space available for storing materials shall be as determined by the COR.
Workmen are subject to rules of Medical Center applicable to their conduct.

Execute work so as to interfere as little as possible with normal functioning of Medical Center as
a whole, including operations of utility services, fire protection systems and any existing
equipment, and with work being done by others. Use of equipment and tools that transmit
vibrations and noises through the building structure, are not permitted in buildings that are
occupied, during construction, jointly by patients or medical personnel, and Contractor's

personnel, except as permitted by COR where required by limited working space.
1. Do not store materials and equipment in other than assigned areas.
2. Provide unobstructed access to Medical Center areas required to remain in operation.

3. Where access by Medical Center personnel to vacated portions of buildings is not required,
storage of Contractor's materials and equipment will be permitted subject to fire and safety

requirements.

. Phasing: To insure such executions, Contractor shall furnish the COR with a schedule of
approximate dates on which the Contractor intends to accomplish work in each specific area of
site, building or portion thereof. In addition, Contractor shall notify the COR two weeks in
advance of the proposed date of starting work in each specific area of site, building or portion

thereof.

. To minimize interference of construction activities with flow of Medical Center traffic, comply

with the following:

1. Keep roads, walks and entrances to grounds, to parking and to occupied areas of buildings

clear of construction materials, debris and standing construction equipment and vehicles.

Coordinate the work for this contract with other construction operations as directed by COR.
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ALTERATIONS

. Survey: Before any work is started, the Contractor shall make a thorough survey with the COR in

which alterations occur and areas which are anticipated routes of access, and furnish a report,

signed by both to the Contracting Officer. This report shall list by rooms and spaces:

1. Existing condition and types of resilient flooring, doors, windows, walls and other surfaces

not required to be altered throughout affected areas.

2. Existence and conditions of items such as plumbing fixtures and accessories, electrical
fixtures, equipment, venetian blinds, shades, etc., required by drawings to be either reused or

relocated, or both.
3. Shall note any discrepancies between drawings and existing conditions at site.

4. Shall designate areas for working space, materials storage and routes of access to areas within

buildings where alterations occur and which have been agreed upon by Contractor and COR.

. Any items required by drawings to be either reused or relocated or both, found during this survey

to be nonexistent, or in opinion of COR, to be in such condition that their use is impossible or
impractical, shall be furnished and/or replaced by Contractor with new items in accordance with
specifications which will be furnished by Government. Provided the contract work is changed by
reason of this subparagraph B, the contract will be modified accordingly, under provisions of
clause entitled "DIFFERING SITE CONDITIONS" (FAR 52.236-2) and "CHANGES" (FAR
52.243-4 and VAAR 852.236-88).

Re-Survey: Thirty days before expected partial or final inspection date, the Contractor and COR
together shall make a thorough re-survey of the areas of buildings involved. They shall furnish a
report on conditions then existing, of resilient flooring, doors, windows, walls and other surfaces

as compared with conditions of same as noted in first condition survey report:

1. Re-survey report shall also list any damage caused by Contractor to such flooring and other
surfaces, despite protection measures; and, will form basis for determining extent of repair
work required of Contractor to restore damage caused by Contractor's workmen in executing

work of this contract.

D. Protection: Provide the following protective measures:
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1. Wherever existing roof surfaces are disturbed they shall be protected against water

infiltration. In case of leaks, they shall be repaired immediately upon discovery.

2. Temporary protection against damage for portions of existing structures and grounds where

work is to be done, materials handled and equipment moved and/or relocated.

3. Protection of interior of existing structures at all times, from damage, dust and weather
inclemency. Wherever work is performed, floor surfaces that are to remain in place shall be
adequately protected prior to starting work, and this protection shall be maintained intact until

all work in the area is completed.

INFECTION PREVENTION MEASURES
Implement the requirements of VAMC’s Infection Control Risk Assessment (ICRA) team. ICRA

Group may monitor dust in the vicinity of the construction work and require the Contractor to

take corrective action immediately if the safe levels are exceeded.

Establish and maintain a dust control program as part of the contractor’s infection preventive
measures in accordance with the guidelines provided by ICRA Group. Prior to start of work,
prepare a plan detailing project-specific dust protection measures, including periodic status
reports, and submit to COR for review for compliance with contract requirements in accordance
with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA AND SAMPLES.

1. All personnel involved in the construction or renovation activity shall be educated and trained

in infection prevention measures established by the medical center.

Medical center Infection Control personnel shall monitor for airborne disease (e.g. aspergillosis)
as appropriate during construction. A baseline of conditions may be established by the medical
center prior to the start of work and periodically during the construction stage to determine

impact of construction activities on indoor air quality. In addition:

1. The COR and VAMC Infection Control personnel shall review pressure differential
monitoring documentation to verify that pressure differentials in the construction zone and in
the patient-care rooms are appropriate for their settings. The requirement for negative air
pressure in the construction zone shall depend on the location and type of activity. Upon
notification, the contractor shall implement corrective measures to restore proper pressure

differentials as needed.
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2. In case of any problem, the medical center, along with assistance from the contractor, shall

conduct an environmental assessment to find and eliminate the source.

D. In general, following preventive measures shall be adopted during construction to keep down dust

and prevent mold.

1. Dampen debris to keep down dust and provide temporary construction partitions in existing
structures where directed by COR. Blank off ducts and diffusers to prevent circulation of dust

into occupied areas during construction.

2. Do not perform dust producing tasks within occupied areas without the approval of the COR.
For construction in any areas that will remain jointly occupied by the medical Center and

Contractor’s workers, the Contractor shall:

a. Provide dust proof temporary drywall construction barriers to completely separate
construction from the operational areas of the hospital in order to contain dirt debris and
dust. Barriers shall be sealed and made presentable on hospital occupied side. Install a
self-closing rated door in a metal frame, commensurate with the partition, to allow
worker access. Maintain negative air at all times. A fire retardant polystyrene, 6-mil thick
or greater plastic barrier meeting local fire codes may be used where dust control is the

only hazard, and an agreement is reached with the COR and Medical Center.

b. HEPA filtration is required where the exhaust dust may reenter the breathing zone.
Contractor shall verify that construction exhaust to exterior is not reintroduced to the
medical center through intake vents, or building openings. Install HEPA (High Efficiency
Particulate Accumulator) filter vacuum system rated at 95% capture of 0.3 microns
including pollen, mold spores and dust particles. Insure continuous negative air pressures
occurring within the work area. HEPA filters should have ASHRAE 85 or other prefilter
to extend the useful life of the HEPA. Provide both primary and secondary filtrations
units. Exhaust hoses shall be heavy duty, flexible steel reinforced and exhausted so that

dust is not reintroduced to the medical center.

c. Vacuum and wet mop all transition areas from construction to the occupied medical
center at the end of each workday. Vacuum shall utilize HEPA filtration. Maintain
surrounding area frequently. Remove debris as they are created. Transport these outside

the construction area in containers with tightly fitting lids.
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The contractor shall not haul debris through patient-care areas without prior approval of
the COR and the Medical Center. When, approved, debris shall be hauled in enclosed
dust proof containers or wrapped in plastic and sealed with duct tape. No sharp objects
should be allowed to cut through the plastic. Wipe down the exterior of the containers
with a damp rag to remove dust. All equipment, tools, material, etc. transported through

occupied areas shall be made free from dust and moisture by vacuuming and wipe down.

Using a HEPA vacuum, clean inside the barrier and vacuum ceiling tile prior to
replacement. Any ceiling access panels opened for investigation beyond sealed areas

shall be sealed immediately when unattended.

There shall be no standing water during construction. This includes water in equipment
drip pans and open containers within the construction areas. All accidental spills must be
cleaned up and dried within 12 hours. Remove and dispose of porous materials that

remain damp for more than 72 hours.

At completion, remove construction barriers and ceiling protection carefully, outside of

normal work hours. Vacuum and clean all surfaces free of dust after the removal.

Final Cleanup:

1. Upon completion of project, or as work progresses, remove all construction debris from

above ceiling, vertical shafts and utility chases that have been part of the construction.

2. Perform HEPA vacuum cleaning of all surfaces in the construction area. This includes walls,

ceilings, cabinets, furniture (built-in or free standing), partitions, flooring, etc.

3. All new air ducts shall be cleaned prior to final inspection.

DISPOSAL AND RETENTION

. Materials and equipment accruing from work removed and from demolition of buildings or

structures, or parts thereof, shall be disposed of as follows:

1. Reserved items which are to remain property of the Government are noted on drawings or in

specifications as items to be stored. Items that remain property of the Government shall be

removed or dislodged from present locations in such a manner as to prevent damage which

would be detrimental to re-installation and reuse. Store such items where directed by COR.
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2. Items not reserved shall become property of the Contractor and be removed by Contractor

from Medical Center.

3. Items of portable equipment and furnishings located in rooms and spaces in which work is to
be done under this contract shall remain the property of the Government. When rooms and
spaces are vacated by the Department of Veterans Affairs during the alteration period, such
items which are NOT required by drawings and specifications to be either relocated or reused
will be removed by the Government in advance of work to avoid interfering with Contractor's

operation.

PROTECTION OF EXISTING STRUCTURES, EQUIPMENT, UTILITIES, AND
IMPROVEMENTS

The Contractor shall preserve and protect all structures, and equipment on or adjacent to the work
site which are not to be removed and which do not unreasonably interfere with the work required

under this contract.

The Contractor shall protect from damage all existing improvements and utilities at or near the
work site and on adjacent property of a third party, the locations of which are made known to or
should be known by the Contractor. The Contractor shall repair any damage to those facilities,
including those that are the property of a third party, resulting from failure to comply with the
requirements of this contract or failure to exercise reasonable care in performing the work. If the
Contractor fails or refuses to repair the damage promptly, the Contracting Officer may have the

necessary work performed and charge the cost to the Contractor.

RESTORATION

Remove, cut, alter, replace, patch and repair existing work as necessary to install new work.
Except as otherwise shown or specified, do not cut, alter or remove any structural work, and do
not disturb any ducts, plumbing, steam, gas, or electric work without approval of the COR.
Existing work to be altered or extended and that is found to be defective in any way, shall be
reported to the COR before it is disturbed. Materials and workmanship used in restoring work,
shall conform in type and quality to that of original existing construction, except as otherwise

shown or specified.

Upon completion of contract, deliver work complete and undamaged. Existing work (walls,
ceilings, partitions, floors, mechanical and electrical work, lawns, paving, roads, walks, etc.)

disturbed or removed as a result of performing required new work, shall be patched, repaired,
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reinstalled, or replaced with new work, and refinished and left in as good condition as existed

before commencing work.

At Contractor's own expense, Contractor shall immediately restore to service and repair any
damage caused by Contractor's workmen to existing piping and conduits, wires, cables, etc., of
utility services or of fire protection systems and communications systems (including telephone)

which are indicated on drawings and which are not scheduled for discontinuance or abandonment.

Expense of repairs to such utilities and systems not shown on drawings or locations of which are
unknown will be covered by adjustment to contract time and price in accordance with clause
entitled "CHANGES" (FAR 52.243-4 and VAAR 852.236-88) and "DIFFERING SITE
CONDITIONS" (FAR 52.236-2).

AS-BUILT DRAWINGS
The contractor shall maintain two full size sets of as-built drawings which will be kept current
during construction of the project, to include all contract changes, modifications and

clarifications.

All variations shall be shown in the same general detail as used in the contract drawings. To
insure compliance, as-built drawings shall be made available for the COR's review, as often as

requested.

Contractor shall deliver approved completed sets of as-built drawings, in electronic format
(AutoCad version 2013) to the COR within 15 calendar days after each completed phase and after
the acceptance of the project by the COR.

Paragraphs A, B, & C shall also apply to all shop drawings.

USE OF ROADWAYS

For hauling, use only established public roads and roads on Medical Center property and, when
authorized by the COR, such temporary roads which are necessary in the performance of contract
work. Temporary roads shall be constructed by the Contractor at Contractor's expense. When
necessary to cross curbing, sidewalks, or similar construction, they must be protected by

well-constructed bridges.

TEMPORARY USE OF MECHANICAL AND ELECTRICAL EQUIPMENT

Use of new installed mechanical and electrical equipment to provide heat, ventilation, plumbing,

light and power will be permitted subject to compliance with the following provisions:
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Permission to use each unit or system must be given by COR. If the equipment is not
installed and maintained in accordance with the following provisions, the COR will withdraw

permission for use of the equipment.

Electrical installations used by the equipment shall be completed in accordance with the
drawings and specifications to prevent damage to the equipment and the electrical systems,
i.e. transformers, relays, circuit breakers, fuses, conductors, motor controllers and their
overload elements shall be properly sized, coordinated and adjusted. Voltage supplied to each
item of equipment shall be verified to be correct and it shall be determined that motors are not
overloaded. The electrical equipment shall be thoroughly cleaned before using it and again
immediately before final inspection including vacuum cleaning and wiping clean interior and

exterior surfaces.
Units shall be properly lubricated, balanced, and aligned. Vibrations must be eliminated.

Automatic temperature control systems for preheat coils shall function properly and all safety

controls shall function to prevent coil freeze-up damage.

The air filtering system utilized shall be that which is designed for the system when complete,
and all filter elements shall be replaced at completion of construction and prior to testing and

balancing of system.

All components of heat production and distribution system, metering equipment, condensate
returns, and other auxiliary facilities used in temporary service shall be cleaned prior to use;
maintained to prevent corrosion internally and externally during use; and cleaned, maintained

and inspected prior to acceptance by the Government.

Prior to final inspection, the equipment or parts used which show wear and tear beyond normal,

shall be replaced with identical replacements, at no additional cost to the Government.

This paragraph shall not reduce the requirements of the mechanical and electrical specifications

sections.

TEMPORARY TOILETS
Provide for use of all Contractor's workmen ample temporary sanitary toilet accommodations.
Keep such places clean and free from flies. All connections and appliances connected therewith

are to be removed prior to completion of contract, and premises left perfectly clean.
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AVAILABILITY AND USE OF UTILITY SERVICES
The Government shall make all reasonably required amounts of utilities available to the
Contractor from existing outlets and supplies, as specified in the contract. The Contractor shall

carefully conserve any utilities furnished without charge.

The Contractor, at Contractor's expense and in a workmanlike manner satisfactory to the
Contracting Officer, shall install and maintain all necessary temporary connections and
distribution lines, and all meters required to measure the amount of electricity used for the
purpose of determining charges. Before final acceptance of the work by the Government, the
Contractor shall remove all the temporary connections, distribution lines, meters, and associated
paraphernalia.

RELOCATED ITEMS

Contractor shall disconnect, dismantle as necessary, remove and reinstall in new location, all

existing items indicated on the drawings or otherwise shown to be relocated by the Contractor.

Perform relocation of such equipment or items at such times and in such a manner as directed by
the COR.

---END---
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SECTION 01 33 23
SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES

Refer to Articles titled SPECIFICATIONS AND DRAWINGS FOR CONSTRUCTION (FAR
52.236-21) and, SPECIAL NOTES (VAAR 852.236-91), in GENERAL CONDITIONS.

For the purposes of this contract, samples, test reports, certificates, and manufacturers' literature
and data shall also be subject to the previously referenced requirements. The following text refers
to all items collectively as SUBMITTALS.

Submit for approval, all of the items specifically mentioned under the separate sections of the
specification, with information sufficient to evidence full compliance with contract requirements.
Materials, fabricated articles and the like to be installed in permanent work shall equal those of
approved submittals. After an item has been approved, no change in brand or make will be

permitted unless:

. Satisfactory written evidence is presented to, and approved by Contracting Officer, that

manufacturer cannot make scheduled delivery of approved item or;

Item delivered has been rejected and substitution of a suitable item is an urgent necessity or;

C. Other conditions become apparent which indicates approval of such substitute item to be in best

interest of the Government.

Forward submittals in sufficient time to permit proper consideration and approval action by
Government. Time submission to assure adequate lead time for procurement of ontract - required
items. Delays attributable to untimely and rejected submittals will not serve as a basis for

extending contract time for completion.

Submittals will be reviewed for compliance with contract requirements by the COR, and action

thereon will be taken by COR on behalf of the Contracting Officer.

Upon receipt of submittals, COR will assign a file number thereto. Contractor, in any subsequent
correspondence, shall refer to this file and identification number to expedite replies relative to

previously approved or disapproved submittals.

The Government reserves the right to require additional submittals, whether or not particularly
mentioned in this contract. If additional submittals beyond those required by the contract are
furnished pursuant to request therefor by Contracting Officer, adjustment in contract price and
time will be made in accordance with Articles titled CHANGES (FAR 52.243-4) and
CHANGES - SUPPLEMENT (VAAR 852.236-88) of the GENERAL CONDITIONS.
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Schedules called for in specifications and shown on shop drawings shall be submitted for use and
information of Department of Veterans Affairs. However, the Contractor shall assume
responsibility for coordinating and verifying schedules. The Contracting Officer assumes no
responsibility for checking schedules or layout drawings for exact sizes, exact numbers and

detailed positioning of items.

Submittals must be submitted by Contractor only and shipped prepaid. Contracting Officer

assumes no responsibility for checking quantities or exact numbers included in such submittals.

. Submit shop drawings, schedules, manufacturers' literature and data, and certificates in

quadruplicate, except where a greater number is specified.

Submittals will receive consideration only when covered by a transmittal letter signed by

Contractor. Letter shall be sent via first class mail and shall contain the list of items, name of

Medical Center, name of Contractor, contract number, applicable specification paragraph

numbers, applicable drawing numbers (and other information required for exact identification of

location for each item), manufacturer and brand, ASTM or Federal Specification Number (if any)
and such additional information as may be required by specifications for particular item being
furnished. In addition, catalogs shall be marked to indicate specific items submitted for approval.

1. A copy of letter must be enclosed with items, and any items received without identification
letter will be considered "unclaimed goods" and held for a limited time only.

2. Each sample, certificate, manufacturers' literature and data shall be labeled to indicate the
name and location of the Medical Center, name of Contractor, manufacturer, brand, contract
number and ASTM or Federal Specification Number as applicable and location(s) on project.

3. Required certificates shall be signed by an authorized representative of manufacturer or
supplier of material, and by Contractor.

If submittal samples have been disapproved, resubmit new samples as soon as possible after

notification of disapproval. Such new samples shall be marked "Resubmitted Sample™ in addition

to containing other previously specified information required on label and in transmittal letter.

. Approved samples will be kept on file by the COR at the site until completion of contract, at

which time such samples will be delivered to Contractor as Contractor's property. Where noted in
technical sections of specifications, approved samples in good condition may be used in their
proper locations in contract work. At completion of contract, samples that are not approved will
be returned to Contractor only upon request and at Contractor's expense. Such request should be
made prior to completion of the contract. Disapproved samples that are not requested for return

by Contractor will be discarded after completion of contract.
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E. Submittal drawings (shop, erection or setting drawings) and schedules, required for work of
various trades, shall be checked before submission by technically qualified employees of
Contractor for accuracy, completeness and compliance with contract requirements. These
drawings and schedules shall be stamped and signed by Contractor certifying to such check.
1. For each drawing required, submit one legible photographic paper and electronic copy.
2. Reproducible shall be full size.

3. Each drawing shall have marked thereon, proper descriptive title, including Medical Center
location, project number, manufacturer's number, reference to contract drawing number,
detail Section Number, and Specification Section Number.

4. A space 120 mm by 125 mm (4-3/4 by 5 inches) shall be reserved on each drawing to
accommodate approval or disapproval stamp.

5. Submit drawings, ROLLED WITHIN A MAILING TUBE, fully protected for shipment.

6. One reproducible print of approved or disapproved shop drawings will be forwarded to
Contractor.

7. When work is directly related and involves more than one trade, shop drawings shall be

submitted to the COR under one cover.

---END---
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SECTION 014219
REFERENCE STANDARDS

PART 1 - GENERAL

11

1.2

13

DESCRIPTION
This section specifies the availability and source of references and standards specified in the
project manual under paragraphs APPLICABLE PUBLICATIONS and/or shown on the

drawings.

AVAILABILITY OF SPECIFICATIONS LISTED IN THE GSA INDEX OF FEDERAL
SPECIFICATIONS, STANDARDS AND COMMERCIAL ITEM DESCRIPTIONS FPMR
PART 101-29 (FAR 52.211-1) (AUG 1998)

. The GSA Index of Federal Specifications, Standards and Commercial Item Descriptions, FPMR

Part 101-29 and copies of specifications, standards, and commercial item descriptions cited in the
solicitation may be obtained for a fee by submitting a request to — GSA Federal Supply Service,
Specifications Section, Suite 8100, 470 East L’Enfant Plaza, SW, Washington, DC 20407,
Telephone (202) 619-8925, Facsimile (202) 619-8978.

If the General Services Administration, Department of Agriculture, or Department of Veterans
Affairs issued this solicitation, a single copy of specifications, standards, and commercial item
descriptions cited in this solicitation may be obtained free of charge by submitting a request to the

addressee in paragraph (a) of this provision. Additional copies will be issued for a fee.

AVAILABILITY FOR EXAMINATION OF SPECIFICATIONS NOT LISTED IN THE
GSA INDEX OF FEDERAL SPECIFICATIONS, STANDARDS AND COMMERCIAL
ITEM DESCRIPTIONS (FAR 52.211-4) (JUN 1988)

The specifications and standards cited in this solicitation can be examined at the following

location:

DEPARMENT OF VETERANS AFFAIRS

Office of Construction & Facilities Management
Facilities Quality Service (OOCFM1A)

425 Eye Street N.W, (sixth floor)

Washington, DC 20001

Telephone Numbers: (202) 632-5249 or (202) 632-5178
Between 9:00 AM - 3:00 PM
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AVAILABILITY OF SPECIFICATIONS NOT LISTED IN THE GSA INDEX OF
FEDERAL SPECIFICATIONS, STANDARDS AND COMMERCIAL ITEM
DESCRIPTIONS (FAR 52.211-3) (JUN 1988)

The specifications cited in this solicitation may be obtained from the associations or organizations
listed below.

AA Aluminum Association Inc.

http://www.aluminum.org

AABC Associated Air Balance Council

http://www.aabchg.com

AAMA American Architectural Manufacturer's Association

http://www.aamanet.org

AAN American Nursery and Landscape Association

http://www.anla.org

AASHTO American Association of State Highway and Transportation Officials

http://www.aashto.org

AATCC  American Association of Textile Chemists and Colorists

http://www.aatcc.org

ACGIH  American Conference of Governmental Industrial Hygienists

http://www.acgih.org

ACI American Concrete Institute

http://www.aci-int.net

ACPA American Concrete Pipe Association

http://www.concrete-pipe.org

ACPPA  American Concrete Pressure Pipe Association

http://www.acppa.org

ADC Air Diffusion Council
http://flexibleduct.org
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AGA American Gas Association

http://www.aga.org

AGC Associated General Contractors of America

http://www.agc.org

AGMA American Gear Manufacturers Association, Inc.

http://www.agma.org

AHAM Association of Home Appliance Manufacturers

http://www.aham.org

AISC American Institute of Steel Construction

http://www.aisc.org

AlSI American Iron and Steel Institute

http://www.steel.org

AITC American Institute of Timber Construction

http://www.aitc-glulam.org

AMCA Air Movement and Control Association, Inc.

http://www.amca.org

ANLA American Nursery & Landscape Association

http://www.anla.org

ANSI American National Standards Institute, Inc.

http://www.ansi.org

APA The Engineered Wood Association

http://www.apawood.org

ARI Air-Conditioning and Refrigeration Institute

http://www.ari.org

ASAE American Society of Agricultural Engineers

http://www.asae.orq
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ASCE American Society of Civil Engineers

http://www.asce.org

ASHRAE American Society of Heating, Refrigerating, and
Air-Conditioning Engineers

http://www.ashrae.org

ASME American Society of Mechanical Engineers

http://www.asme.org

ASSE American Society of Sanitary Engineering

http://www.asse-plumbing.org

ASTM American Society for Testing and Materials

http://www.astm.org

AWI Architectural Woodwork Institute

http://www.awinet.org

AWS American Welding Society

http://www.aws.org

AWWA  American Water Works Association

http://www.awwa.org

BHMA Builders Hardware Manufacturers Association

http://www.buildershardware.com

BIA Brick Institute of America

http://www.bia.org

CAGI Compressed Air and Gas Institute

http://www.cagi.org

CGA Compressed Gas Association, Inc.

http://www.cganet.com

Cl The Chlorine Institute, Inc.

http://www.chlorineinstitute.org
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CISCA

CISPI

CLFMI

CPMB

CRA

CRSI

Ceilings and Interior Systems Construction Association

http://www.cisca.org

Cast Iron Soil Pipe Institute

http://www.cispi.org

Chain Link Fence Manufacturers Institute

http://www.chainlinkinfo.org

Concrete Plant Manufacturers Bureau

http://www.cpmb.org

California Redwood Association

http://www.calredwood.org

Concrete Reinforcing Steel Institute

http://www.crsi.org

CTICooling Technology Institute

DHI

EGSA

http://www.cti.org

Door and Hardware Institute

http://www.dhi.org

Electrical Generating Systems Association

http://www.egsa.org

EEIEdison Electric Institute

EPA

ETL

FAA

http://www.eei.org

Environmental Protection Agency

http://www.epa.gov

ETL Testing Laboratories, Inc.

http://www.etl.com

Federal Aviation Administration

http://www.faa.gov

014219-5
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FCC

FPS

GANA

FM

GA

GSA

HI

HPVA

ICBO

ICEA

\ICAC

IEEE

IMSA

IPCEA

Federal Communications Commission

http://www.fcc.gov

The Forest Products Society

http://www.forestprod.org

Glass Association of North America

http://www.cssinfo.com/info/gana.html/

Factory Mutual Insurance

http://www.fmglobal.com

Gypsum Association

http://www.gypsum.org

General Services Administration

http://www.gsa.qov

Hydraulic Institute

http://www.pumps.org

Hardwood Plywood & Veneer Association

http://www.hpva.org

International Conference of Building Officials

http://www.icbo.org

Insulated Cable Engineers Association Inc.

http://www.icea.net

Institute of Clean Air Companies

http://www.icac.com

Institute of Electrical and Electronics Engineers

http://www.ieee.org\

International Municipal Signal Association

http://www.imsasafety.org

Insulated Power Cable Engineers Association

014219-6

09-11



NBMA

MSS

NAAMM

NAPHCC

NBS

NBBPVI

NEC

NEMA

NFPA

NHLA

NIH

NIST

NLMA

09-11

Metal Buildings Manufacturers Association

http://www.mbma.com

Manufacturers Standardization Society of the Valve and Fittings Industry Inc.

http://www.mss-hg.com

National Association of Architectural Metal Manufacturers

http://www.naamm.org

Plumbing-Heating-Cooling Contractors Association

http://www.phccweb.org.org

National Bureau of Standards
See - NIST

National Board of Boiler and Pressure Vessel Inspectors

http://www.nationboard.org

National Electric Code

See - NFPA National Fire Protection Association

National Electrical Manufacturers Association

http://www.nema.org

National Fire Protection Association

http://www.nfpa.org

National Hardwood Lumber Association

http://www.natlhardwood.org

National Institute of Health

http://www.nih.gov

National Institute of Standards and Technology

http://www.nist.gov

Northeastern Lumber Manufacturers Association, Inc.

http://www.nelma.org
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NPA

NSF

NWWDA

OSHA

PCA

National Particleboard Association
18928 Premiere Court
Gaithersburg, MD 20879

(301) 670-0604

National Sanitation Foundation

http://www.nsf.org

Window and Door Manufacturers Association

http://www.nwwda.org

Occupational Safety and Health Administration
Department of Labor

http://www.osha.qov

Portland Cement Association

http://www.portcement.org

PClPrecast Prestressed Concrete Institute

http://www.pci.org

PPI The Plastic Pipe Institute

http://www.plasticpipe.org

PEI Porcelain Enamel Institute, Inc.

http://www.porcelainenamel.com

PTIPost-Tensioning Institute

RFCI

http://www.post-tensioning.org

The Resilient Floor Covering Institute

http://www.rfci.com

RISRedwood Inspection Service

RMA

See - CRA

Rubber Manufacturers Association, Inc.

http://www.rma.org
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SCMA Southern Cypress Manufacturers Association

http://www.cypressinfo.org

SDISteel Door Institute

http://www.steeldoor.org

IGMA Insulating Glass Manufacturers Alliance

http://www.igmaonline.org

SJI Steel Joist Institute

http://www.steeljoist.org

SMACNA Sheet Metal and Air-Conditioning Contractors
National Association, Inc.

http://www.smacna.org

SSPC The Society for Protective Coatings

http://www.sspc.org

STI Steel Tank Institute
http://www.steeltank.com

SWiI Steel Window Institute

http://www.steelwindows.com

TCA Tile Council of America, Inc.

http://www.tileusa.com

TEMA Tubular Exchange Manufacturers Association

http://www.tema.org

TPI Truss Plate Institute, Inc.
583 D'Onofrio Drive; Suite 200
Madison, W1 53719
(608) 833-5900

UBC The Uniform Building Code
See ICBO

014219-9
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UL

ULC

WCLIB

WRCLA

WWPA

Underwriters' Laboratories Incorporated

http://www.ul.com

Underwriters' Laboratories of Canada

http://www.ulc.ca

West Coast Lumber Inspection Bureau
6980 SW Varns Road, P.O. Box 23145
Portland, OR 97223

(503) 639-0651

Western Red Cedar Lumber Association
P.O. Box 120786

New Brighton, MN 55112

(612) 633-4334

Western Wood Products Association

http://www.wwpa.org

---END---
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SECTION 017419
CONSTRUCTION WASTE MANAGEMENT

PART 1 - GENERAL
1.1 DESCRIPTION

A. This section specifies the requirements for the management of non-hazardous building
construction and demolition waste.

B. Waste disposal in landfills shall be minimized to the greatest extent possible. Of the inevitable
waste that is generated, as much of the waste material as economically feasible shall be salvaged,
recycled or reused.

C. Contractor shall use all reasonable means to divert construction and demolition waste from
landfills and incinerators, and facilitate their salvage and recycle not limited to the following:
1. Waste Management Plan development and implementation.

2. Techniques to minimize waste generation.

3. Sorting and separating of waste materials.

4. Salvage of existing materials and items for reuse or resale.
5. Recycling of materials that cannot be reused or sold.

D. Ata minimum the following waste categories shall be diverted from landfills:

1. Sail.
2. Inerts (eg, concrete, masonry and asphalt).
3. Clean dimensional wood and palette wood.
4. Green waste (biodegradable landscaping materials).
5. Engineered wood products (plywood, particle board and I-joists, etc).
6. Metal products (eg, steel, wire, beverage containers, copper, etc).
7. Cardboard, paper and packaging.
8. Bitumen roofing materials.
9. Plastics (eg, ABS, PVC).
10. Carpet and/or pad.
11. Gypsum board.
12. Insulation.
13. Paint.

14. Fluorescent lamps.
1.2 RELATED WORK
A. Section 01 00 00, GENERAL REQUIREMENTS.
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QUALITY ASSURANCE

. Contractor shall practice efficient waste management when sizing, cutting and installing building

products. Processes shall be employed to ensure the generation of as little waste as possible.
Construction /Demolition waste includes products of the following:

Excess or unusable construction materials.

Packaging used for construction products.

Poor planning and/or layout.

Construction error.

Over ordering.

Weather damage.

Contamination.

Mishandling.

© o N o g A~ e Dd -

Breakage.

Establish and maintain the management of non-hazardous building construction and demolition
waste set forth herein. Conduct a site assessment to estimate the types of materials that will be
generated by demolition and construction.

Contractor shall develop and implement procedures to recycle construction and demolition waste

to a minimum of 50 percent.

. Contractor shall be responsible for implementation of any special programs involving rebates or

similar incentives related to recycling. Any revenues or savings obtained from salvage or
recycling shall accrue to the contractor.

Contractor shall provide all demolition, removal and legal disposal of materials. Contractor shall
ensure that facilities used for recycling, reuse and disposal shall be permitted for the intended use
to the extent required by local, state, federal regulations. The Whole Building Design Guide
website http://www.whbdg.org/tools/cwm.php provides a Construction Waste Management
Database that contains information on companies that haul, collect, and process recyclable debris
from construction projects.

Contractor shall assign a specific area to facilitate separation of materials for reuse, salvage,
recycling, and return. Such areas are to be kept neat and clean and clearly marked in order to

avoid contamination or mixing of materials.

. Contractor shall provide on-site instructions and supervision of separation, handling, salvaging,

recycling, reuse and return methods to be used by all parties during waste generating stages.

. Record on daily reports any problems in complying with laws, regulations and ordinances with

corrective action taken.
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TERMINOLOGY

. Class Il Landfill: A landfill that accepts non-hazardous resources such as household, commercial

and industrial waste resulting from construction, remodeling, repair and demolition operations.
Clean: Untreated and unpainted; uncontaminated with adhesives, oils, solvents, mastics and like
products.

Construction and Demolition Waste: Includes all non-hazardous resources resulting from

construction, remodeling, alterations, repair and demolition operations.

. Dismantle: The process of parting out a building in such a way as to preserve the usefulness of its

materials and components.

Disposal: Acceptance of solid wastes at a legally operating facility for the purpose of land filling
(includes Class Il landfills and inert fills).

Inert Backfill Site: A location, other than inert fill or other disposal facility, to which inert
materials are taken for the purpose of filling an excavation, shoring or other soil engineering
operation.

Inert Fill: A facility that can legally accept inert waste, such as asphalt and concrete exclusively
for the purpose of disposal.

Inert Solids/Inert Waste: Non-liquid solid resources including, but not limited to, soil and
concrete that does not contain hazardous waste or soluble pollutants at concentrations in excess of
water-quality objectives established by a regional water board, and does not contain significant
quantities of decomposable solid resources.

Mixed Debris: Loads that include commingled recyclable and non-recyclable materials generated
at the construction site.

Mixed Debris Recycling Facility: A solid resource processing facility that accepts loads of mixed
construction and demolition debris for the purpose of recovering re-usable and recyclable

materials and disposing non-recyclable materials.

. Permitted Waste Hauler: A company that holds a valid permit to collect and transport solid

wastes from individuals or businesses for the purpose of recycling or disposal.

Recycling: The process of sorting, cleansing, treating, and reconstituting materials for the purpose

of using the altered form in the manufacture of a new product. Recycling does not include

burning, incinerating or thermally destroying solid waste.

1. On-site Recycling — Materials that are sorted and processed on site for use in an altered state
in the work, i.e. concrete crushed for use as a sub-base in paving.

2. Off-site Recycling — Materials hauled to a location and used in an altered form in the

manufacture of new products.
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M. Recycling Facility: An operation that can legally accept materials for the purpose of processing
the materials into an altered form for the manufacture of new products. Depending on the types of
materials accepted and operating procedures, a recycling facility may or may not be required to
have a solid waste facilities permit or be regulated by the local enforcement agency.

N. Reuse: Materials that are recovered for use in the same form, on-site or off-site.

O. Return: To give back reusable items or unused products to vendors for credit.

P. Salvage: To remove waste materials from the site for resale or re-use by a third party.

Q. Source-Separated Materials: Materials that are sorted by type at the site for the purpose of reuse
and recycling.

R. Solid Waste: Materials that have been designated as non-recyclable and are discarded for the
purposes of disposal.

S. Transfer Station: A facility that can legally accept solid waste for the purpose of temporarily
storing the materials for re-loading onto other trucks and transporting them to a landfill for
disposal, or recovering some materials for re-use or recycling.

15 APPLICABLE PUBLICATIONS

A Publications listed below form a part of this specification to the extent referenced. Publications
are referenced by the basic designation only. In the event that criteria requirements conflict, the
most stringent requirements shall be met.

B. U.S. Green Building Council (USGBC):

LEED Green Building Rating System for New Construction

1.6 RECORDS
Maintain records to document the quantity of waste generated; the quantity of waste diverted
through sale, reuse, or recycling; and the quantity of waste disposed by landfill or incineration.
Records shall be kept in accordance with the LEED Reference Guide and LEED Template.

PART 2 - PRODUCTS

2.1 MATERIALS

A. List of each material and quantity to be salvaged, recycled, reused.

w

List of each material and quantity proposed to be taken to a landfill.
C. Material tracking data: Receiving parties, dates removed, transportation costs, weight tickets,
tipping fees, manifests, invoices, net total costs or savings.
PART 3 - EXECUTION
3.1 COLLECTION
A. Provide all necessary containers, bins and storage areas to facilitate effective waste management.
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Clearly identify containers, bins and storage areas so that recyclable materials are separated from
trash and can be transported to respective recycling facility for processing.

Hazardous wastes shall be separated, stored, disposed of according to local, state, federal
regulations.

DISPOSAL

. Contractor shall be responsible for transporting and disposing of materials that cannot be

delivered to a source-separated or mixed materials recycling facility to a transfer station or
disposal facility that can accept the materials in accordance with state and federal regulations.
Construction or demolition materials with no practical reuse or that cannot be salvaged or

recycled shall be disposed of at a landfill or incinerator.

---END---
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SECTION 07 21 13
THERMAL INSULATION

PART 1 - GENERAL

11

1.2

1.3

14

DESCRIPTION:

This section specifies thermal and acoustical insulation for buildings.

Acoustical insulation is identified by thickness and words "Acoustical Insulation".

SUBMITTALS:

Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES .
Manufacturer's Literature and Data:

1. Insulation, each type used

2. Adhesive, each type used.

3. Tape

Certificates: Stating the type, thickness and "R" value (thermal resistance) of the insulation to be installed.
STORAGE AND HANDLING:

Store insulation materials in weathertight enclosure.

Protect insulation from damage from handling, weather and construction operations before, during, and
after installation.

APPLICABLE PUBLICATIONS:

The publications listed below form a part of this specification to the extent referenced. The publications are
referenced in the text by basic designation only.

American Society for Testing and Materials (ASTM):

C270-10.c i, Mortar for Unit Masonry

C516-08.....coevvviieiiriiieisenieeie e Vermiculite Loose Fill Thermal Insulation
C549-06.....ccciuririririiieirieneeniene Perlite Loose Fill Insulation

C552-07 ..ot Cellular Glass Thermal Insulation.

C553-08......ociiiiiiieiieie e Mineral Fiber Blanket Thermal Insulation for Commercial and

Industrial Applications

C578-10..ceiiiiiiee e Rigid, Cellular Polystyrene Thermal Insulation

C591-09...ciiiiccccee e, Unfaced Preformed Rigid Cellular Polyisocynurate Thermal Insulation

CB12-10...cvciieirieirieiec e, Mineral Fiber Block and Board Thermal Insulation

C665-06.....ccverererrirerrserrse e, Mineral Fiber Blanket Thermal Insulation for Light Frame
Construction and Manufactured Housing

C728-05 (R2010)......crveireereririennne Perlite Thermal Insulation Board

C954-10...cciiiiiiieeeeee e Steel Drill Screws for the Application of Gypsum Panel Products or

Metal Plaster Base to Steel Studs From 0.033 (0.84 mm) inch to 0.112

inch (2.84 mm) in thickness
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CL002-07 ...cvvveeirieieiirieieisieeeeene Steel Self-Piercing Tapping Screws for the Application of Gypsum
Panel Products or Metal Plaster Bases to Wood Studs or Steel Studs

D312-00(R2006) ...c..cevvrueenranereenine Asphalt Used in Roofing

E84-10.....ccoiiiiiii e Surface Burning Characteristics of Building Materials

F1667-11...cccoviiiiireeeeececeies Driven Fasteners: Nails, Spikes and Staples.

PART 2 - PRODUCTS

2.1

2.2

INSULATION - GENERAL.:

A. Where thermal resistance ("R" value) is specified or shown for insulation, the thickness shown on the
drawings is nominal. Use only insulation with actual thickness that is not less than that required to provide
the thermal resistance specified.

B. Where "R" value is not specified for insulation, use the thickness shown on the drawings.

C. Where more than one type of insulation is specified, the type of insulation for each use is optional, except
use only one type of insulation in any particular area.

D. Insulation Products shall comply with following minimum content standards for recovered materials:

Material Type Percent by Weight

Perlite composite board 23 percent post consumer recovered paper
Polyisocyanurate/polyurethane
Rigid foam 9 percent recovered material
Foam-in-place 5 percent recovered material
Glass fiber reinforced 6 percent recovered material
Phenolic rigid foam 5 percent recovered material
Rock wool material 75 percent recovered material

The minimum-content standards are based on the weight (hot the volume)

of the material in the insulating core only.

ACOUSTICAL INSULATION:

Mineral Fiber boards: ASTM C553, Type Il, flexible, or Type 111, semirigid (4.5 pound nominal density).

B. Mineral Fiber Batt or Blankets: ASTM C665. Maximum flame spread of 25 and smoke development of 450
when tested in accordance with ASTM E84.

C. Thickness as shown; of widths and lengths to fit tight against framing.

FASTENERS:
A. Staples or Nails: ASTM F1667, zinc-coated, size and type best suited for purpose.
B. Screws: ASTM C954 or C1002, size and length best suited for purpose with washer not less than 50 mm

(two inches) in diameter.
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Impaling Pins: Steel pins with head not less than 50 mm (two inches) in diameter with adhesive for
anchorage to substrate. Provide impaling pins of length to extend beyond insulation and retain cap washer
when washer is placed on the pin.

ADHESIVE:

As recommended by the manufacturer of the insulation.

Asphalt: ASTM D312, Type Il or IV.

Mortar: ASTM C270, Type 0.

TAPE:

Pressure sensitive adhesive on one face.

Perm rating of not more than 0.50.

PART 3 - EXECUTION

3.1

3.2

w

INSTALLATION - GENERAL

Install insulation with the vapor barrier facing the heated side, unless specified otherwise.

Install rigid insulating units with joints close and flush, in regular courses and with cross joints broken.

Install batt or blanket insulation with tight joints and filling framing void completely. Seal cuts, tears, and

unlapped joints with tape.

Fit insulation tight against adjoining construction and penetrations, unless specified otherwise.

ACOUSTICAL INSULATION:

Fasten blanket insulation between metal studs and wall furring with continuous pressure sensitive tape

along edges or adhesive.

Pack insulation around door frames and windows and in cracks, expansion joints, control joints, door

soffits and other voids. Pack behind outlets, around pipes, ducts, and services encased in wall or partition.

Hold insulation in place with pressure sensitive tape or adhesive.

Do not compress insulation below required thickness except where embedded items prevent required

thickness.

Where acoustical insulation is installed above suspended ceilings install blanket at right angles to the main

runners or framing. Extend insulation over wall insulation systems not extending to structure above.

Where semirigid insulation is used which is not full thickness of cavity, adhere to one side of cavity

maintaining continuity of insulation and covering penetrations or embedments in insulation.
---END---
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SECTION 09 22 16
NON-STRUCTURAL METAL FRAMING

PART 1 - GENERAL

11

1.2

13

14

DESCRIPTION

This section specifies steel studs wall systems, ceiling or soffit suspended or furred framing, wall
furring, fasteners, and accessories for the screw attachment of gypsum board, plaster bases or
other building boards.

RELATED WORK

. Ceiling suspension systems for acoustical tile or panels and lay in gypsum board panels: Section

09 51 00, ACOUSTICAL CEILINGS, Section 09 29 00, GYPSUM BOARD.
TERMINOLOGY

. Description of terms shall be in accordance with ASTM C754, ASTM C11, ASTM C841 and as

specified.

. Underside of Structure Overhead: In spaces where steel trusses or bar joists are shown, the

underside of structure overhead shall be the underside of the floor or roof construction supported
by beams, trusses, or bar joists. In interstitial spaces with walk-on floors the underside of the

walk-on floor is the underside of structure overhead.

. Thickness of steel specified is the minimum bare (uncoated) steel thickness.

SUBMITTALS

. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND

SAMPLES.

Manufacturer's Literature and Data:
1. Studs, runners and accessories.
2. Hanger inserts.

3. Channels (Rolled steel).

4. Furring channels.

5

Screws, clips and other fasteners.

. Shop Drawings:

1. Typical ceiling suspension system.
2. Typical metal stud and furring construction system including details around openings and
corner details.

3. Typical shaft wall assembly
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4. Typical fire rated assembly and column fireproofing showing details of construction same as

that used in fire rating test.

. Test Results: Fire rating test designation, each fire rating required for each assembly.

DELIVERY, IDENTIFICATION, HANDLING AND STORAGE
In accordance with the requirements of ASTM C754.
APPLICABLE PUBLICATIONS

. The publications listed below form a part of this specification to the extent referenced. The

publications are referenced in the text by the basic designation only.

. American Society For Testing And Materials (ASTM)

ABAL-09 ... Zinc-Coated (Galvanized) Carbon Steel Wire

CLI-10 e Terminology Relating to Gypsum and Related Building
Materials and Systems

CB35-07 ..o Manufacture, Performance, and Testing of Metal Suspension
System for Acoustical Tile and Lay-in Panel Ceilings

C636-08 .....cooevvvvvereie e, Installation of Metal Ceiling Suspension Systems for Acoustical
Tile and Lay-in Panels

C645-09 ...ocoviviireeceeec e, Non-Structural Steel Framing Members

C754-11 ..o, Installation of Steel Framing Members to Receive Screw-
Attached Gypsum Panel Products

C841-03(R2008) .....ceevvvevrarenne Installation of Interior Lathing and Furring

C954-10 ..o Steel Drill Screws for the Application of Gypsum Panel Products
or Metal Plaster Bases to Steel Studs from 0.033 in. (0.84 mm)
t0 0.112 in. (2.84 mm) in Thickness

ES80-11....ccooiiiiieiieee e Application of Ceiling Suspension Systems for Acoustical Tile
and Lay-in Panels in Areas Requiring Moderate Seismic

Restraint.

PART 2 - PRODUCTS

2.1

2.2

PROTECTIVE COATING

Galvanize steel studs, runners (track), rigid (hat section) furring channels, "Z" shaped furring
channels, and resilient furring channels, with coating designation of G-60 minimum, per ASTM
123.

STEEL STUDS AND RUNNERS (TRACK)

A. ASTM C645, modified for thickness specified and sizes as shown.

1. Use ASTM A525 steel, 0.8 mm (0.0329-inch) thick bare metal (33 mil).
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2. Runners same thickness as studs.

Provide not less than two cutouts in web of each stud, approximately 300 mm (12 inches) from

each end, and intermediate cutouts on approximately 600 mm (24-inch) centers.

Doubled studs for openings and studs for supporting concrete backer-board.

Studs 3600 mm (12 feet) or less in length shall be in one piece.

FURRING CHANNELS

Rigid furring channels (hat shape): ASTM C645.

Resilient furring channels:

1. Not less than 0.45 mm (0.0179-inch) thick bare metal.

2. Semi-hat shape, only one flange for anchorage with channel web leg slotted on anchorage
side, channel web leg on other side stiffens fastener surface but shall not contact anchorage
surface other channel leg is attached to.

"Z" Furring Channels:

1. Not less than 0.45 mm (0.0179-inch)-thick bare metal, with 32 mm (1-1/4 inch) and 19 mm
(3/4-inch) flanges.

2. Web furring depth to suit thickness of insulation with slotted perforations.

Rolled Steel Channels: ASTM C754, cold rolled; or, ASTM C841, cold rolled.

FASTENERS, CLIPS, AND OTHER METAL ACCESSORIES

A. ASTM C754, except as otherwise specified.

For fire rated construction: Type and size same as used in fire rating test.

Fasteners for steel studs thicker than 0.84 mm (0.033-inch) thick. Use ASTM C954 steel drill
screws of size and type recommended by the manufacturer of the material being fastened.

Clips: ASTM C841 (paragraph 6.11), manufacturer’s standard items. Clips used in lieu of tie
wire shall have holding power equivalent to that provided by the tie wire for the specific
application.

Concrete ceiling hanger inserts (anchorage for hanger wire and hanger straps): Steel, zinc-coated
(galvanized), manufacturers standard items, designed to support twice the hanger loads imposed
and the type of hanger used.

Tie Wire and Hanger Wire:

1. ASTM A641, soft temper, Class 1 coating.

2. Gage (diameter) as specified in ASTM C754 or ASTM C841.

Attachments for Wall Furring:

Manufacturers standard items fabricated from zinc-coated (galvanized) steel sheet.
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For concrete or masonry walls: Metal slots with adjustable inserts or adjustable wall furring
brackets. Spacers may be fabricated from 1 mm (0.0396-inch) thick galvanized steel with
corrugated edges.

Power Actuated Fasteners: Type and size as recommended by the manufacturer of the material
being fastened.

SUSPENDED CEILING SYSTEM FOR GYPSUM BOARD (OPTION)

Conform to ASTM C635, heavy duty, with not less than 35 mm (1-3/8 inch) wide knurled capped
flange face designed for screw attachment of gypsum board.

Wall track channel with 35 mm (1-3/8 inch) wide flange.

PART 3 - EXECUTION

3.1

A.

3.2

INSTALLATION CRITERIA

Where fire rated construction is required for walls, partitions, columns, beams and floor-ceiling
assemblies, the construction shall be same as that used in fire rating test.

Construction requirements for fire rated assemblies and materials shall be as shown and specified,
the provisions of the Scope paragraph (1.2) of ASTM C754 and ASTM C841 regarding details of
construction shall not apply.

INSTALLING STUDS

A. Install studs in accordance with ASTM C754, except as otherwise shown or specified.

@

Space studs not more than 610 mm (24 inches) on center.

C. Cutstuds 6 mm to 9 mm (1/4 to 3/8-inch) less than floor to underside of structure overhead when

extended to underside of structure overhead.

Where studs are shown to terminate above suspended ceilings, provide bracing as shown or

extend studs to underside of structure overhead.

Extend studs to underside of structure overhead for fire, rated partitions, smoke partitions, shafts,

and sound rated partitions.

Openings:

1. Frame jambs of openings in stud partitions and furring with two studs placed back to back or
as shown.

2. Fasten back to back studs together with 9 mm (3/8-inch) long Type S pan head screws at not
less than 600 mm (two feet) on center, staggered along webs.

3. Studs fastened flange to flange shall have splice plates on both sides approximately 50 X 75
mm (2 by 3 inches) screwed to each stud with two screws in each stud. Locate splice plates

at 600 mm (24 inches) on center between runner tracks.
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. Fastening Studs:

1. Fasten studs located adjacent to partition intersections, corners and studs at jambs of openings
to flange of runner tracks with two screws through each end of each stud and flange of
runner.

2. Do not fasten studs to top runner track when studs extend to underside of structure overhead.

. Chase Wall Partitions:

1. Locate cross braces for chase wall partitions to permit the installation of pipes, conduits,
carriers and similar items.

2. Use studs or runners as cross bracing not less than 63 mm (2-1/2 inches wide).

Form building seismic or expansion joints with double studs back to back spaced 75 mm (three

inches) apart plus the width of the seismic or expansion joint.

Form control joint, with double studs spaced 13 mm (1/2-inch) apart.

INSTALLING WALL FURRING FOR FINISH APPLIED TO ONE SIDE ONLY

A. Inaccordance with ASTM C754, or ASTM C841 except as otherwise specified or shown.
. Wall furring-Stud System:

1. Framed with 63 mm (2-1/2 inch) or narrower studs, 600 mm (24 inches) on center.

2. Brace as specified in ASTM C754 for Wall Furring-Stud System or brace with sections or
runners or studs placed horizontally at not less than three foot vertical intervals on side
without finish.

3. Securely fasten braces to each stud with two Type S pan head screws at each bearing.

Direct attachment to masonry or concrete; rigid channels or "Z" channels:

1. Install rigid (hat section) furring channels at 600 mm (24 inches) on center, horizontally or
vertically.

2. Install "Z" furring channels vertically spaced not more than 600 mm (24 inches) on center.

3. At corners where rigid furring channels are positioned horizontally, provide mitered joints in
furring channels.

4. Ends of spliced furring channels shall be nested not less than 200 mm (8 inches).

Fasten furring channels to walls with power-actuated drive pins or hardened steel concrete
nails. Where channels are spliced, provide two fasteners in each flange.

6. Locate furring channels at interior and exterior corners in accordance with wall finish
material manufacturers printed erection instructions. Locate "Z" channels within 100 mm (4

inches) of corner.

. Installing Wall Furring-Bracket System: Space furring channels not more than 400 mm (16

inches) on center.
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INSTALLING SUPPORTS REQUIRED BY OTHER TRADES

. Provide for attachment and support of electrical outlets, plumbing, laboratory or heating fixtures,

recessed type plumbing fixture accessories, access panel frames, wall bumpers, wood seats, toilet
stall partitions, dressing booth partitions, urinal screens, chalkboards, tackboards, wall-hung
casework, handrail brackets, recessed fire extinguisher cabinets and other items like auto door

buttons and auto door operators supported by stud construction.

. Provide additional studs where required. Install metal backing plates, or special metal shapes as

required, securely fastened to metal studs.
INSTALLING FURRED AND SUSPENDED CEILINGS OR SOFFITS

. Install furred and suspended ceilings or soffits in accordance with ASTM C754 or ASTM C841

except as otherwise specified or shown for screw attached gypsum board ceilings and for plaster
ceilings or soffits.
1. Space framing at 400 mm (16-inch) centers for metal lath anchorage.

2. Space framing at 600 mm (24-inch) centers for gypsum board anchorage.

. Concrete slabs on steel decking compaosite construction:

1. Use pull down tabs when available.
2. Use power activated fasteners when direct attachment to structural framing can not be

accomplished.

. Where bar joists or beams are more than 1200 mm (48 inches) apart, provide intermediate

hangers so that spacing between supports does not exceed 1200 mm (48 inches). Use clips, bolts,

or wire ties for direct attachment to steel framing.

Existing concrete construction exposed or concrete on steel decking:

1. Use power actuated fasteners either eye pin, threaded studs or drive pins for type of hanger
attachment required.

2. Install fasteners at approximate mid height of concrete beams or joists. Do not install in
bottom of beams or joists.

Steel decking without concrete topping:

1. Do not fasten to steel decking 0.76 mm (0.0299-inch) or thinner.

2. Toggle bolt to decking 0.9 mm (0.0359-inch) or thicker only where anchorage to steel

framing is not possible.

. Installing suspended ceiling system for gypsum board (ASTM C635 Option):

1. Install only for ceilings to receive screw attached gypsum board.
2. Install in accordance with ASTM C636.

a. Install main runners spaced 1200 mm (48 inches) on center.
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b. Install 1200 mm (four foot) tees not over 600 mm (24 inches) on center; locate for edge
support of gypsum board.
c. Install wall track channel at perimeter.
TOLERANCES

. Fastening surface for application of subsequent materials shall not vary more than 3 mm

(1/8-inch) from the layout line.

. Plumb and align vertical members within 3 mm (1/8-inch.)

Level or align ceilings within 3 mm (1/8-inch.)

---END---
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SECTION 09 29 00
GYPSUM BOARD

PART 1 - GENERAL
11 DESCRIPTION

This section specifies installation and finishing of gypsum board.
1.2 TERMINOLOGY

A. Definitions and description of terms shall be in accordance with ASTM C11, C840, and as
specified.

B. Underside of Structure Overhead: In spaces where steel trusses or bar joists are shown, the
underside of structure overhead shall be the underside of the floor or roof construction supported
by the trusses or bar joists.

C. "Yoked": Gypsum board cut out for opening with no joint at the opening (along door jamb or
above the door).

1.3 SUBMITTALS

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND
SAMPLES.

B. Manufacturer's Literature and Data:

1. Cornerbead and edge trim.
2. Finishing materials.

3. Laminating adhesive.

4. Gypsum board, each type.

C. Shop Drawings:

1. Typical gypsum board installation, showing corner details, edge trim details and the like.

2. Typical sound rated assembly, showing treatment at perimeter of partitions and penetrations
at gypsum board.
Typical shaft wall assembly.

4. Typical fire rated assembly and column fireproofing, indicating details of construction same
as that used in fire rating test.

D. Test Results:

1. Fire rating test, each fire rating required for each assembly.
2. Sound rating test.

1.4 DELIVERY, IDENTIFICATION, HANDLING AND STORAGE
In accordance with the requirements of ASTM C840.
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15 ENVIRONMENTAL CONDITIONS
In accordance with the requirements of ASTM C840.
1.6 APPLICABLE PUBLICATIONS
A. The publications listed below form a part of this specification to the extent referenced. The
publications are referenced in the text by the basic designation only.
B. American Society for Testing And Materials (ASTM), latest edition:

Cll.eeees Terminology Relating to Gypsum and Related Building
Materials and Systems

CAT5.iee e Joint Compound and Joint Tape for Finishing Gypsum Board

C840......ocieiriee e Application and Finishing of Gypsum Board

CO19..iiie e, Sealants in Acoustical Applications

CO54 ..., Steel Drill Screws for the Application of Gypsum Board or

Metal Plaster Bases to Steel Stud from 0.033 in. (0.84mm) to
0.112 in. (2.84mm) in thickness

CL002.....cicieeireeece e, Steel Self-Piercing Tapping Screws for the Application of
Gypsum Panel Products or Metal Plaster Bases to Wood Studs or
Steel Studs

(O3 0 Accessories for Gypsum Wallboard and Gypsum Veneer Base

CLL7T e Glass Mat Gypsum Substrate for Use as Sheathing

C1658....ccicieecececeee e Glass Mat Gypsum Panels

C1396.....cciiiiriieeereee e Gypsum Board

EB4 ... Surface Burning Characteristics of Building Materials

C. Underwriters Laboratories Inc. (UL):
Latest Eition..........ccccovcvnereenen. Fire Resistance Directory
D. Inchcape Testing Services (ITS):
Latest Eitions ...........ccccevvvvnnnne Certification Listings
PART 2 - PRODUCTS
2.1 GYPSUM BOARD
A. Gypsum Board: ASTM C1396, Type X, 16 mm (5/8 inch) thick unless shown otherwise. Shall
contain a minimum of 20 percent recycled gypsum.
B. Gypsum cores shall contain maximum percentage of post industrial recycled gypsum content
available in the area (a minimum of 95 percent post industrial recycled gypsum content). Paper

facings shall contain 100 percent post-consumer recycled paper content.
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2.2 ACCESSORIES
A. ASTM C1047, except form of 0.39 mm (0.015 inch) thick zinc coated steel sheet or rigid PVC
plastic.
B. Flanges not less than 22 mm (7/8 inch) wide with punchouts or deformations as required to
provide compound bond.
2.3 FASTENERS
ASTM C1002 and ASTM C840, except as otherwise specified.
ASTM C954, for steel studs thicker than 0.04 mm (0.33 inch).
Select screws of size and type recommended by the manufacturer of the material being fastened.

For fire rated construction, type and size same as used in fire rating test.

mo o wp

Clips: Zinc-coated (galvanized) steel; gypsum board manufacturer's standard items.
2.4 FINISHING MATERIALS AND LAMINATING ADHESIVE
ASTM C475 and ASTM C840. Free of antifreeze, vinyl adhesives, preservatives, biocides and
other VOC. Adhesive shall contain a maximum VOC content of 50 g/I.
PART 3 - EXECUTION
3.1 GYPSUM BOARD HEIGHTS
A. Extend all layers of gypsum board from floor to underside of structure overhead on following
partitions and furring:
1. Two sides of partitions:
a. Fire rated partitions.
b. Smoke partitions.
c. Sound rated partitions.
d. Full height partitions shown (FHP).
2. One side of partitions or furring:
a. Inside of exterior wall furring or stud construction.
b. Room side of room without suspended ceilings.
c. Furring for pipes and duct shafts, except where fire rated shaft wall construction is
shown.
3. Extend all layers of gypsum board construction used for fireproofing of columns from floor
to underside of structure overhead, unless shown otherwise.
B. Inlocations other than those specified, extend gypsum board from floor to heights as follows:
1. Not less than 100 mm (4 inches) above suspended acoustical ceilings.
2. Atceiling of suspended gypsum board ceilings.

3. Atexisting ceilings.
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INSTALLING GYPSUM BOARD

A. Coordinate installation of gypsum board with other trades and related work.

Install gypsum board in accordance with ASTM C840, except as otherwise specified.
Moisture and Mold-Resistant Assemblies: Provide and install moisture and mold-resistant glass
mat gypsum wallboard products with moisture-resistant surfaces complying with ASTM C1658

where shown and in locations which might be subject to moisture exposure during construction.

D. Use gypsum boards in maximum practical lengths to minimize number of end joints.

Bring gypsum board into contact, but do not force into place.

Ceilings:

1. For single-ply construction, use perpendicular application.

2. For two-ply assembles:

a. Use perpendicular application.
b. Apply face ply of gypsum board so that joints of face ply do not occur at joints of base
ply with joints over framing members.

Walls:

1. When gypsum board is installed parallel to framing members, space fasteners 300 mm (12
inches) on center in field of the board, and 200 mm (8 inches) on center along edges.

2. When gypsum board is installed perpendicular to framing members, space fasteners 300 mm
(12 inches) on center in field and along edges.

3. Stagger screws on abutting edges or ends.

4. For single-ply construction, apply gypsum board with long dimension either parallel or
perpendicular to framing members as required to minimize number of joints except gypsum
board shall be applied vertically over "Z" furring channels.

5. For two-ply gypsum board assemblies, apply base ply of gypsum board to assure minimum
number of joints in face layer. Apply face ply of wallboard to base ply so that joints of face
ply do not occur at joints of base ply with joints over framing members.

6. For three-ply gypsum board assemblies, apply plies in same manner as for two-ply
assemblies, except that heads of fasteners need only be driven flush with surface for first and
second plies. Apply third ply of wallboard in same manner as second ply of two-ply
assembly, except use fasteners of sufficient length enough to have the same penetration into
framing members as required for two-ply assemblies.

7. No offset in exposed face of walls and partitions will be permitted because of single-ply and

two-ply or three-ply application requirements.
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Installing Two Layer Assembly Over Sound Deadening Board:

a. Apply face layer of wallboard vertically with joints staggered from joints in sound
deadening board over framing members.

b. Fasten face layer with screw, of sufficient length to secure to framing, spaced 300 mm

(12 inches) on center around perimeter, and 400 mm (16 inches) on center in the field.

H. Acoustical or Sound Rated Partitions, Fire and Smoke Partitions:

1.

Cut gypsum board for a space approximately 3 mm to 6 mm (1/8 to 1/4 inch) wide around
partition perimeter.

Coordinate for application of caulking or sealants to space prior to taping and finishing.

For sound rated partitions, use sealing compound (ASTM C919) to fill the annular spaces
between all receptacle boxes and the partition finish material through which the boxes
protrude to seal all holes and/or openings on the back and sides of the boxes. STC minimum

values as shown.

I. Electrical and Telecommunications Boxes:

1. Seal annular spaces between electrical and telecommunications receptacle boxes and gypsum

board partitions.

J.  Accessories:

1.

Set accessories plumb, level and true to line, neatly mitered at corners and intersections, and

securely attach to supporting surfaces as specified.

Install in one piece, without the limits of the longest commercially available lengths.

Corner Beads:

a. Install at all vertical and horizontal external corners and where shown.

b. Use screws only. Do not use crimping tool.

Edge Trim (casings Beads):

a. At both sides of expansion and control joints unless shown otherwise.

b. Where gypsum board terminates against dissimilar materials and at perimeter of
openings, except where covered by flanges, casings or permanently built-in equipment.

c.  Where gypsum board surfaces of non-load bearing assemblies abut load bearing
members.

d. Where shown.

FINISHING OF GYPSUM BOARD
A. Finish joints, edges, corners, and fastener heads in accordance with ASTM C840. Use Level 4

finish for al finished areas open to public view.

B. Before proceeding with installation of finishing materials, assure the following:
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1. Gypsum board is fastened and held close to framing or furring.

2. Fastening heads in gypsum board are slightly below surface in dimple formed by driving tool.

C. Finish joints, fasteners, and all openings, including openings around penetrations, on that part of

the gypsum board extending above suspended ceilings to seal surface of non decorated // smoke
barrier, // fire rated // and sound rated // and sound rated // gypsum board construction. After the
installation of hanger rods, hanger wires, supports, equipment, conduits, piping and similar work,
seal remaining openings and maintain the integrity of the // smoke barrier, // fire rated // and
sound rated // construction/ Sanding is not required of non decorated surfaces.

REPAIRS

. After taping and finishing has been completed, and before decoration, repair all damaged and

defective work, including nondecorated surfaces.

. Patch holes or openings 13 mm (1/2 inch) or less in diameter, or equivalent size, with a setting

type finishing compound or patching plaster.

. Repair holes or openings over 13 mm (1/2 inch) diameter, or equivalent size, with 16 mm (5/8

inch) thick gypsum board secured in such a manner as to provide solid substrate equivalent to

undamaged surface.

. Tape and refinish scratched, abraded or damaged finish surfaces including cracks and joints in

non decorated surface to provide fire protection equivalent to the fire rated construction and STC
equivalent to the sound rated construction.
---END---
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SECTION 09 51 00
ACOUSTICAL CEILINGS

PART 1- GENERAL

11

1.2

13

14
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DESCRIPTION

A. Metal ceiling suspension system for acoustical ceilings.

Acoustical units.

Adhesive application.

SUBMITTAL

Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND

SAMPLES.

Manufacturer's Literature and Data:

1. Ceiling suspension system, each type, showing complete details of installation, including
suspension system specified to match existing and upward access system details for
concealed grid systems.

2. Acoustical units, each type

Manufacturer's Certificates: Acoustical units, each type, in accordance with specification

requirements.

DEFINITIONS

A. Standard definitions as defined in ASTM C634.

Terminology as defined in ASTM E1264.

APPLICABLE PUBLICATIONS

Publications listed below form a part of this specification to extent referenced. Publications are
referenced in the text by basic designation only.

American Society for Testing and Materials (ASTM):

AB41/ABALIM-09........ocvven Zinc-coated (Galvanized) Carbon Steel Wire

AB53/A653M-11.......ccoccveirn Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron Alloy-coated
(Galvannealed) by the Hot-Dip Process

C423-09 ..o, Sound Absorption and Sound Absorption Coefficients by the
Reverberation Room Method

CB34-11 .o Standard Terminology Relating to Environmental Acoustics

CB35-13 .o, Metal Suspension Systems for Acoustical Tile and Lay-in Panel
Ceilings

CB36-13 ..., Installation of Metal Ceiling Suspension Systems for Acoustical

Tile and Lay-in Panels

E84-13....ocieeeeie e, Surface Burning Characteristics of Building Materials
E119-12...iee e Fire Tests of Building Construction and Materials
E413-10...ccciiiiiiiiece e Classification for Rating Sound Insulation.
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E580-11....ccccviviieviiieeie e Application of Ceiling Suspension Systems for Acoustical Tile

and Lay-in Panels in Areas Requiring Seismic Restraint
E1264-08el.....ccccevvvviiiiieinn, Classification for Acoustical Ceiling Products
International Organization for Standardization (ISO)
ISO 14644-1.....ccveiiiieeie Classification of Air Cleanliness

PART 2- PRODUCTS

2.1

2.2

2.3

24

METAL SUSPENSION SYSTEM
A. ASTM C635, heavy-duty system, except as otherwise specified.
1. Ceiling suspension system members may be fabricated from either of the following unless
specified otherwise. Armstrong Prelude XL 15/16” or equal.
a. Galvanized cold-rolled steel, bonderized.
b. Extruded aluminum.
2. Use same construction for cross runners as main runners. Use of lighter-duty sections for
Cross runners is not acceptable.
B. Exposed grid suspension system for support of lay-in panels:
1. Exposed grid width not less than 22 mm (7/8 inch) with not less than 8 mm (5/16 inch) panel
bearing surface.
2. Fabricate wall molding and other special molding from the same material with same exposed
width and finish as the exposed grid members.
3. On exposed metal surfaces apply baked-on enamel flat texture finish in color to match
adjacent acoustical units.
PERIMETER SEAL
A. Vinyl, polyethylene or polyurethane open cell sponge material having density of 1.3 plus or
minus 10 percent, compression set less than 10 percent with pressure sensitive adhesive coating
on one side.
B. Thickness as required to fill voids between back of wall molding and finish wall.
Not less than 9 mm (3/8 inch) wide strip.
WIRE
A. ASTM A641.
B. For wire hangers: Minimum diameter 2.68 mm (0.1055 inch).

C. For bracing wires: Minimum diameter 3.43 mm (0.1350 inch).

ANCHORS AND INSERTS

A. Use anchors or inserts to support twice the loads imposed by hangers attached thereto.

Hanger Inserts:
1. Fabricate inserts from steel, zinc-coated (galvanized after fabrication).
Clips:

1. Galvanized steel.
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2. Designed to clamp to steel beam or bar joists, or secure framing member together.

3. Designed to rigidly secure framing members together.

4. Designed to sustain twice the loads imposed by hangers or items supported.

. Tile Splines: ASTM C635.

CARRYING CHANNELS FOR SECONDARY FRAMING

A. Fabricate from cold-rolled or hot-rolled steel, black asphaltic paint finish, free of rust.

. Weighing not less than the following, per 300 m (per thousand linear feet):

Size mm Size Cold-rolled Hot-rolled
Inches Kg Pound Kg Pound
38 11/2 215.4 475 508 1120
50 2 267.6 590 571.5 1260
ADHESIVE

. ASTM D1779, having flame spread index of 25 or less when tested in accordance with ASTM

E84.

Developing minimum strength of 7 kg/m? (one psi) of contact surface 48 hours after installation
in temperature of 21 °C (70 °F).

ACOUSTICAL UNITS

. General:

1. Ceiling Tile shall meet minimum 37% bio-based content in accordance with USDA Bio-
Preferred Product requirements. Armstrong Georgian Square Lay-in 763D 24” x 48”, or
approved equal.

2. ASTM E1264, weighing 3.6 kg/m? (3/4 psf) minimum for mineral fiber panels or tile.

3. Class A Flame Spread: ASTM 84

4. Minimum NRC (Noise Reduction Coefficient): 0.55 unless specified otherwise: ASTM
C423.

5. Minimum CAC (Ceiling Attenuation Class): 40-44 range unless specified otherwise: ASTM
E413.

6. Manufacturers standard finish, minimum Light Reflectance (LR) coefficient of 0.75 on the
exposed surfaces.

7. Lay-in panels: Sizes as shown, with square edges.

ACCESS IDENTIFICATION

A. Markers:

1. Use colored markers with pressure sensitive adhesive on one side.

2. Make colored markers of paper of plastic, 6 to 9 mm (1/4 to 3/8 inch) in diameter.

B. Use markers of the same diameter throughout building.
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Color Code: Use following color markers for service identification:

COlOr .. Service

Red ..o, Sprinkler System: Valves and Controls
GrEEN...oveiiiiiieieie e Domestic Water: Valves and Controls
YelloW.....covooeiiiiic e Chilled Water and Heating Water
Orange......ccceveveeveevieesiee e Ductwork: Fire Dampers
BlUe....coveeeeeee e, Ductwork: Dampers and Controls

] F= 1] Gas: Laboratory, Medical, Air and Vacuum

PART 3 EXECUTION

3.1

3.2

A.

CEILING TREATMENT

Treatment of ceilings shall include sides and soffits of ceiling beams, furred work 600 mm (24

inches) wide and over, and vertical surfaces at changes in ceiling heights unless otherwise shown.

Install acoustic tiles after wet finishes have been installed and solvents have cured.

Lay out acoustical units symmetrically about center lines of each room or space unless shown

otherwise on reflected ceiling plan.

Moldings:

1. Install metal wall molding at perimeter of room, column, or edge at vertical surfaces.

2. Install special shaped molding at changes in ceiling heights and at other breaks in ceiling
construction to support acoustical units and to conceal their edges.

Perimeter Seal:

1. Install perimeter seal between vertical leg of wall molding and finish wall, partition, and
other vertical surfaces.

2. Install perimeter seal to finish flush with exposed faces of horizontal legs of wall molding.

Existing ceiling:

1. Where extension of existing ceilings occur, match existing.

2. Where acoustical units are salvaged and reinstalled or joined, use salvaged units within a
space. Do not mix new and salvaged units within a space which results in contrast between
old and new acoustic units.

3. Comply with specifications for new acoustical units for new units required to match
appearance of existing units.

CEILING SUSPENSION SYSTEM INSTALLATION

General:

1. Install metal suspension system for acoustical tile and lay-in panels in accordance with
ASTM C636, except as specified otherwise.

2. Use direct or indirect hung suspension system or combination thereof as defined in ASTM
C635.

3. Support a maximum area of 1.48 m? (16 sf) of ceiling per hanger.
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Prevent deflection in excess of 1/360 of span of cross runner and main runner.

Provide extra hangers, minimum of one hanger at each corner of each item of mechanical,
electrical and miscellaneous equipment supported by ceiling suspension system not having
separate support or hangers.

Provide not less than 100 mm (4 inch) clearance from the exposed face of the acoustical units
to the underside of ducts, pipe, conduit, secondary suspension channels, concrete beams or
joists; and steel beam or bar joist unless furred system is shown,

Use main runners not less than 1200 mm (48 inches) in length.

Install hanger wires vertically. Angled wires are not acceptable except for seismic restraint

bracing wires.

B. Anchorage to Structure:

1.

2.

Concrete:

a. Install hanger inserts and wire loops required for support of hanger and bracing wire in
concrete forms before concrete is placed. Install hanger wires with looped ends through
steel deck if steel deck does not have attachment device.

b. Use eye pins or threaded studs with screw-on eyes in existing or already placed concrete
structures to support hanger and bracing wire. Install in sides of concrete beams or joists
at mid height.

Steel:

a.  When steel framing does not permit installation of hanger wires at spacing required,
install carrying channels for attachment of hanger wires.

(1) Size and space carrying channels to insure that the maximum deflection specified
will not be exceeded.

(2) Attach hangers to steel carrying channels, spaced four feet on center, unless area
supported or deflection exceeds the amount specified.

b. Attach carrying channels to the bottom flange of steel beams spaced not 1200 mm (4
feet) on center before fire proofing is installed. Weld or use steel clips to attach to beam
to develop full strength of carrying channel.

c. Attach hangers to bottom chord of bar joists or to carrying channels installed between the
bar joists when hanger spacing prevents anchorage to joist. Rest carrying channels on top

of the bottom chord of the bar joists, and securely wire tie or clip to joist.

C. Direct Hung Suspension System:

1.
2.
3.

As illustrated in ASTM C635.

Support main runners by hanger wires attached directly to the structure overhead.
Maximum spacing of hangers, 1200 mm (4 feet) on centers unless interference occurs by
mechanical systems. Use indirect hung suspension system where not possible to maintain

hanger spacing.
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. Seismic Ceiling Bracing System:

1. Construct system is accordance with ASTM E580.

2. Connect bracing wires to structure above as specified for anchorage to structure and to main
runner or carrying channels of suspended ceiling at bottom.

ACOUSTICAL UNIT INSTALLATION

. Cut acoustic units for perimeter borders and penetrations to fit tight against penetration for joint

not concealed by molding.

Install lay-in acoustic panels in exposed grid with not less than 6 mm (1/4 inch) bearing at edges

on supports.

1. Install tile to lay level and in full contact with exposed grid.

2. Replace cracked, broken, stained, dirty, or tile not cut for minimum bearing.

Markers:

1. Install markers of color code specified to identify the various concealed piping, mechanical,
and plumbing systems.

2. Attach colored markers to exposed grid on opposite sides of the units providing access.

3. Attach marker on exposed ceiling surface of upward access acoustical unit.

CLEAN-UP AND COMPLETION

A. Replace damaged, discolored, dirty, cracked and broken acoustical units.

Leave finished work free from defects.
---END---

095100-6



10-11

SECTION 09 65 13
RESILIENT BASE AND ACCESSORIES

PART 1 - GENERAL

11

1.2

A

13

14

@

1.5

DESCRIPTION

This section specifies the installation of vinyl or rubber base.

SUBMITTALS

Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND
SAMPLES.

Manufacturer's Literature and Data:

1. Description of each product.

2. Base and stair material manufacturer's recommendations for adhesives.

3. Application and installation instructions.

DELIVERY

Deliver materials to the site in original sealed packages or containers, clearly marked with the
manufacturer's name or brand, type and color, production run number and date of manufacture.
Materials from containers which have been distorted, damaged or opened prior to installation will
be rejected.

STORAGE

Store materials in weather tight and dry storage facility.

Protect material from damage by handling and construction operations before, during, and after
installation.

APPLICABLE PUBLICATIONS

The publication listed below form a part of this specification to the extent referenced. The
publications are referenced in the text by the basic designation only.

American Society for Testing and Materials (ASTM):

F1344-10....ccoiiiiiiieieieeeen Rubber Floor Tile
F1859-10....cccccviiiveiieieeiie e Rubber Sheet Floor Covering without Backing
F1860-10.....ccccivieerriireniereeriene Rubber Sheet Floor Covering with Backing
F1861-08......ccceeiiiiiiiiiiieeee Resilient Wall Base

Federal Specifications (Fed. Spec.):

RR-T-650E.......ccocvveeeeiiiiirieene. Treads, Metallic and Non-Metallic, Nonskid
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PART 2 - PRODUCTS

2.1

2.2

2.3

24

2.5

GENERAL

Use only products by the same manufacturer and from the same production run. Match existing,
adjacent base.

RESILIENT BASE

. ASTM F1861, 3 mm (1/8 inch) thick, 100 mm (4 inches) high, Thermoplastics, Group 2-layered.

Style B-cove.

. Where carpet occurs, use Style A-straight.

C. Use only one type of base throughout.

PRIMER (FOR CONCRETE FLOORS)

As recommended by the adhesive and tile manufacturer.
LEVELING COMPOUND (FOR CONCRETE FLOORS)
Provide products with latex or polyvinyl acetate resins in the mix.
ADHESIVES

A. Use products recommended by the material manufacturer for the conditions of use.

Use low-VOC adhesive during installation. Water based adhesive with low VOC is preferred over

solvent based adhesive.

PART 3 - EXECUTION

3.1

3.2

3.3

PROJECT CONDITIONS

A. Maintain temperature of materials above 21° C (70 °F), for 48 hours before installation.

Maintain temperature of rooms where work occurs, between 21° C and 27° C (70°F and 80°F) for
at least 48 hours, before, during, and after installation.

Do not install materials until building is permanently enclosed and wet construction is complete,
dry, and cured.

INSTALLATION REQUIREMENTS

. The respective manufacturer's instructions for application and installation will be considered for

use when approved by the COR.

. Submit proposed installation deviation from this specification to the COR indicating the

differences in the method of installation.

. The COR reserves the right to have test portions of material installation removed to check for

non-uniform adhesion and spotty adhesive coverage.
PREPARATION

A. Examine surfaces on which material is to be installed.

. Fill cracks, pits, and dents with leveling compound.
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Level to 3 mm (1/8 inch) maximum variations.

Do not use adhesive for leveling or filling.

Grind, sand, or cut away protrusions; grind high spots.

Clean substrate area of oil, grease, dust, paint, and deleterious substances.

Substrate area dry and cured. Perform manufacturer’s recommended bond and moisture test.

Preparation of existing installation:

1. Remove existing base and stair treads including adhesive.

2. Do not use solvents to remove adhesives.

3. Prepare substrate as specified.

BASE INSTALLATION

Location:

1. Unless otherwise specified or shown, where base is scheduled, install base over toe space of
base of casework, lockers, laboratory, pharmacy furniture island cabinets and where other
equipment occurs.

2. Extend base scheduled for room into adjacent closet, alcoves, and around columns.

Application:

1. Apply adhesive uniformly with no bare spots.

2. Set base with joints aligned and butted to touch for entire height.

3. Before starting installation, layout base material to provide the minimum number of joints
with no strip less than 600 mm (24 inches) length.

a. Short pieces to save material will not be permitted.
b. Locate joints as remote from corners as the material lengths or the wall configuration will
permit.

Form corners and end stops as follows:

1. Score back of outside corner.

2. Score face of inside corner and notch cove.

Roll base for complete adhesion.

CLEANING AND PROTECTION

A. Clean all exposed surfaces of base and adjoining areas of adhesive spatter before it sets.

w

Keep traffic off resilient material for at least 72 hours after installation.

Clean and polish materials in the following order:

1. After two weeks, scrub resilient base, sheet rubber and treads materials with a minimum
amount of water and a mild detergent. Leave surfaces clean and free of detergent residue.

Polish resilient base to a gloss finish.
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2. Do not polish tread and sheet rubber materials.

D. Where protective materials are removed and immediately prior to acceptance, replace damaged
materials and re-clean resilient materials. Damaged materials are defined as having cuts, gouges,
scrapes or tears and not fully adhered.

---END---
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SECTION 09 65 19
RESILIENT TILE FLOORING

PART 1 - GENERAL

11

1.2

13

14

15

DESCRIPTION

This section specifies the installation of solid vinyl tile flooring, vinyl composition tile flooring,
rubber tile flooring, and accessories.

SUBMITTALS

. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND

SAMPLES.

Manufacturer's Literature and Data:

1. Description of each product.

2. Resilient material manufacturers recommendations for adhesives, underlayment, primers and
polish.

3. Application and installation instructions.

. Test Reports:

1. Abrasion resistance: Depth of wear for each tile type and color and volume loss of tile,
certified by independent laboratory.

2. Tested per ASTM F510.

DELIVERY

. Deliver materials to the site in original sealed packages or containers, clearly marked with the

manufacturer's name or brand, type and color, production run number and date of manufacture.
Materials from containers which have been distorted, damaged or opened prior to installation will
be rejected.

STORAGE

A. Store materials in weathertight and dry storage facility.

. Protect from damage from handling, water, and temperature.

APPLICABLE PUBLICATIONS

. The publications listed below form a part of this specification to the extent referenced. The

publications are referenced in the text by the basic designation only.

. American Society for Testing and Materials (ASTM):

D4078-02 (2008)........cccvrvevennen Water Emulsion Floor Finish
E648-10.......cccvvviiiiireee i Critical Radiant Flux of Floor Covering Systems Using a

Radiant Energy Source
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E662-09.......ccviviiiiiiiee e Specific Optical Density of Smoke Generated by Solid Materials

E1155-96 (R2008) ........cccvenneeee. Determining Floor Flatness and Floor Levelness Numbers

F510-93 (R 2008).......ccccevvvernne. Resistance to Abrasion of Resilient Floor Coverings Using an
Abrader with a Grit Feed Method

F710-08.....cccccvevivereeece e Preparing Concrete Floors to Receive Resilient Flooring

F1066-04 (R2010).......ccccvevunnnne. Vinyl Composition Floor Tile

F1344-10....ccoiiiiiieieieceen Rubber Floor Tile

F1700-04 (R2010)......cccvevrrunneen. Solid Vinyl Floor Tile

. Resilient Floor Covering Institute (RFCI):

IPH2. e Installation Practice for Vinyl Composition Tile (VCT)

. Federal Specifications (Fed. Spec.):

SS-T-312.iiiieieeeeeeee e Tile Floor: Asphalt, Rubber, Vinyl and Vinyl Composition

PART 2 - PRODUCTS

2.1

2.3

24

2.5

GENERAL

A. Furnish product type, materials of the same production run and meeting following criteria.

Use adhesives, underlayment, primers and polish recommended by the floor resilient material

manufacturer.

. Critical Radiant Flux: 0.45 watts per sg. cm or more, Class I, per ASTM E 648.
. Smoke density: Less than 450 per ASTM E662.

VINYL COMPOSITION TILE

. ASTM F1066, Composition 1, Class I (solid color), 300 mm (12 inches) square, 3 mm (1/8 inch)

thick.

. Color and pattern uniformly distributed throughout thickness.

Match existing, adjacent tile.
ADHESIVES

. Comply with applicable regulations regarding toxic and hazardous materials Green Seal (GS-36)

for commercial adhesive.

Use low-VOC adhesive during installation. Water based is preferred over solvent based
adhesives.

PRIMER (FOR CONCRETE SUBFLOORS)

As recommended by the adhesive and tile manufacturer.

LEVELING COMPOUND (FOR CONCRETE FLOORS)

A. Provide cementitious products with latex or polyvinyl acetate resins in the mix.

Determine the type of underlayment selected for use by the condition to be corrected.
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POLISH AND CLEANERS

A. Cleaners RFCI CL-1.

Polish: ASTM D4078.
EDGE STRIPS

A. 28 mm (1-1/8 inch) wide unless shown otherwise.

@

2.11

A
B.

Bevel from maximum thickness to minimum thickness for flush joint unless shown otherwise.
Extruded aluminum, mill finish, mechanically cleaned:

1. Drill and counter sink edge strip for flat head screws.

2. Space holes near ends and approximately 225 mm (9 inches) on center between.

Resilient Edge Strip or Reducer Strip: Fed. Specs. SS-T-312, Solid vinyl.

SCREWS

Stainless steel flat head screw.

FEATURE STRIPS

Use same material as floor tile.

Sizes and shapes as shown.

PART 3 - EXECUTION

3.1

3.2

A
B.

PROJECT CONDITIONS

Maintain temperature of materials a minimum of 22 °C (70 °F,) for 48 hours before installation.

Maintain temperature of rooms where work occurs between 21 °C and 27 °C (70 °F and 80 °F),

for at least 48 hours, before, during and after installation.

Do not install flooring until building is permanently enclosed and wet construction in or near

areas to receive tile materials is complete, dry and cured.

SUBFLOOR PREPARATION

Verify that concrete slabs comply with ASTM F710. At existing slabs, determine levelness by F-

number method in accordance with ASTM E1155. Overall value shall not exceed as follows:
FF30/FL20

Correct conditions which will impair proper installation.

C. Fill cracks, joints and other irregularities in concrete with leveling compound:

1. Do not use adhesive for filling or leveling purposes.

2. Do not use leveling compound to correct imperfections which can be corrected by spot
grinding.

3. Trowel to smooth surface free of trowel marks, pits, dents, protrusions, cracks or joints.

Clean floor of oil, paint, dust, and deleterious substances: Leave floor dry and cured free of

residue from existing curing or cleaning agents.
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Concrete Subfloor Testing:

Determine Adhesion and dryness of the floor by bond and moisture tests as recommended by

RFCI manual MRP.

Perform additional subfloor preparation to obtain satisfactory adherence of flooring if subfloor

test patches allows easy removal of tile.

Prime the concrete subfloor if the primer will seal slab conditions that would inhibit bonding, or

if priming is recommended by the tile or adhesive manufacturers.

Preparation of existing installation shall include the removal of existing resilient floor and

existing adhesive. Do not use solvents to remove adhesives.

INSTALLATION

Install in accordance with manufacturer's instructions for application and installation unless

specified otherwise.

Mix tile from at least two containers. An apparent line either of shades or pattern variance will

not be accepted.

Tile Layout:

1. If layout is not shown on drawings, lay tile symmetrically about center of room or space with
joints aligned.

2. No tile shall be less than 150 mm (6 inches) and of equal width at walls.

3. Place tile pattern in the same direction; do not alternate tiles.

Trim tiles to touch for the length of intersections at pipes and vertical projections, seal joints at

pipes with waterproof cement.

Application:

1. Apply adhesive uniformly with no bare spots.
a. Conform to RFC1-TM-6 for joint tightness and for corner intersection unless layout

pattern shows random corner intersection.

b. More than 5 percent of the joints not touching will not be accepted.

2. Roll tile floor with a minimum 45 kg (100 pound) roller. No exceptions.

3. The Resident Engineer may have test tiles removed to check for non-uniform adhesion,
spotty adhesive coverage, and ease of removal. Install new tile for broken removed tile.

Installation of Edge Strips:

1. Locate edge strips under center line of doors unless otherwise shown.

2. Setresilient edge strips in adhesive. Anchor metal edge strips with anchors and screws
specified.

3. Where tile edge is exposed, butt edge strip to touch along tile edge.
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4. Where thin set ceramic tile abuts resilient tile, set edge strip against floor file and against the
ceramic tile edge.
CLEANING AND PROTECTION

. Clean adhesive marks on exposed surfaces during the application of resilient materials before the

adhesive sets. Exposed adhesive is not acceptable.

Keep traffic off resilient material for a minimum 72 hours after installation.

Clean and polish materials in the following order:

1. For the first two weeks sweep and damp mopped only.

2. After two weeks, scrub resilient materials with a minimum amount of water and a mild
detergent. Leave surface clean and free of detergent residue.

3. Apply polish to the floors in accordance with the polish manufacturer's instructions.

. When construction traffic occurs over tile, cover resilient materials with reinforced kraft paper

properly secured and maintained until removal is directed by the COR. At entrances and where
wheeled vehicles or carts are used, cover tile with plywood, hardboard, or particle board over
paper, secured and maintained until removal is directed by the COR.

When protective materials are removed and immediately prior to acceptance, replace any damage
tile, re-clean resilient materials, lightly re-apply polish and buff floors.

LOCATION

. Unless otherwise specified or shown, install tile flooring, on floor under areas where casework,

laboratory and pharmacy furniture and other equipment occurs, except where mounted in wall
recesses.
Extend tile flooring for room into adjacent closets and alcoves.

---END---

096519-5



10-11

SECTION 09 68 00
CARPETING

PART 1 - GENERAL

11

1.2

1.3

14

DESCRIPTION
Section specifies carpet, edge strips, adhesives, and other items required for complete installation.
QUALITY ASSURANCE

A. Carpet installed by mechanics certified by the Floor Covering Installation Board.

. Certify and label the carpet that it has been tested and meets criteria of CRI IAQ Carpet Testing

Program for indoor air quality.
SUBMITTALS

. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND

SAMPLES.

. Product Data:

1. Manufacturer’s catalog data and printed documentation stating physical characteristics,
durability, resistance to fading and flame resistance characteristics for each type of carpet
material and installation accessory.

2. Manufacturer’s printed installation instructions for the carpet, including preparation of
installation substrate, seaming techniques and recommended adhesives and tapes.

3. Manufacturer’s certificate verifying carpet containing recycled materials include percentage

of recycled materials as specified.

. Shop Drawings: Installers layout plan showing seams and cuts for sheet carpet and carpet

module.

. Maintenance Data: Carpet manufacturer’s maintenance instructions describing recommended

type of cleaning equipment and material, spotting and cleaning methods and cleaning cycles.
DELIVERY AND STORAGE

. Deliver carpet in manufacturer’s original wrappings and packages clearly labeled with

manufacturer’s name, brand, name, size, dye lot number and related information.
Deliver adhesives in containers clearly labeled with manufacturer’s name, brand name, number,

installation instructions, safety instructions and flash points.

. Store in a clean, dry, well ventilated area, protected from damage and soiling. Maintain storage

space at a temperature above 16 degrees C (60 degrees F) for 2 days prior to installation.
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15 ENVIRONMENTAL REQUIREMENTS
Areas in which carpeting is to be installed shall be maintained at a temperature above 16 degrees
C (60 degrees F) for 2 days before installation, during installation and for 2 days after installation.
A minimum temperature of 13 degrees C (55 degrees F) shall be maintained thereafter for the
duration of the contract. Traffic or movement of furniture or equipment in carpeted area shall not
be permitted for 24 hours after installation. Other work which would damage the carpet shall be
completed prior to installation of carpet.
1.6 WARRANTY
Carpet and installation subject to terms of "Warranty of Construction" FAR clause 52.246-21,
except that warranty period is extended to two years.
1.7 APPLICABLE PUBLICATIONS
A. Publication listed below form a part of this specification to extent referenced. Publications are
referenced in text by basic designation only.
B. American National Standards Institute (ANSI):

ANSI/NSF 140-10 .....c.ccoevvveeee. Sustainable Carpet Assessment Standard
C. American Association of Textile Chemists and Colorists (AATCC):
AATCC 16-04.......ccovveveren Colorfastness to Light
AATCC 129-10......ccccevvirenen. Colorfastness to Ozone in the Atmosphere under High
Humidities
AATCC 134-11.....ccevvieri Electric Static Propensity of Carpets
AATCC 165-08......c.cccvcvevrnene. Colorfastness to Crocking: Textile Floor Conerings-AATCC

Crockmeter Method
D. American Society for Testing and Materials (ASTM):

ASTM D1335-05......ccccvevenennen. Tuft Bind of Pile Yarn Floor Coverings

ASTM D3278-96 (R2004)......... Flash Point of Liquids by Small Scale Closed-Cup Apparatus

ASTM D5116-10......cccccvevveneen. Determinations of Organic Emissions from Indoor
Materials/Products

ASTM D5252-05......cccovvvvveenen. Operation of the Hexapod Tumble Drum Tester

ASTM D5417-05......cccvvvienn. Operation of the Vettermann Drum Tester

ASTM EB48-10.......cccevviiins Critical Radiant Flux of Floor-Covering Systems Using a

Radiant Heat Energy Source
E. The Carpet and Rug Institute (CRI):
CRI104-11 ..o, Installation of Commercial Carpet
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PART 2 - PRODUCTS

2.1 CARPET
A. Physical Characteristics:

1.

10.

11.

12.
13.

14.

Carpet free of visual blemishes, streaks, poorly dyed areas, fuzzing of pile yarn, spots or
stains and other physical and manufacturing defects.

Manufacturers standard construction commercial carpet:

a. Modular Tile: 660 mm (24 inches) square tile.

Provide static control to permanently control static build upto less than 2.0 kV when tested at
20 percent relative humidity and 21 degrees C (70 degrees F) in accordance with AATCC
134.

Pile Height: Maximum 3.25 mm (0.10 inch).

Pile Fiber: Nylon with recycled content 25 percent minimum branded (federally registered
trademark).

Pile Type: Level Loop.

Backing materials: Manufacturer’s unitary backing designed for glue-down installation using
recovered materials.

Appearance Retention Rating (ARR): Carpet shall be tested and have the minimum 3.5-4.0
Severe ARR when tested in accordance with either the ASTM D 5252 (Hexapod) or ASTM
D 5417 (Vettermann) test methods using the number of cycles for short and long term tests as
specified.

Tuft Bind: Minimum force of 40 N (10 Ib) required to pull a tuft or loop free from carpet
backing. Test per ASTM D1335.

Colorfastness to Crocking: Dry and wet crocking and water bleed, comply with AATCC 165
Color Transference Chart for colors, minimum class 4 rating.

Colorfastness to Ozone: Comply with AATCC 129, minimum rating of 4 on the AATCC
color transfer chart.

Delamination Strength: Minimum of 440 N/m (2.5 Ib/inch) between secondary backing.
Flammability and Critical Radiant Flux Requirements:

a. Test Carpet in accordance with ASTM E 648.

b. Class I: Not less than 0.45 watts per square centimeter.

c. Class II: Not less than 0.22 watts per square centimeter.

d. Carpet in corridors, exits and Medical Facilities: Class I.

Density: Average Pile Yarn Density (APYD):
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a. Corridors, lobbies, entrances, common areas or multipurpose rooms, open offices,
waiting areas and dining areas: Minimum APYD 6000.
b. Other areas: Minimum APYD 4000.
15. VOC Limits: Use carpet and carpet adhesive that comply with the following limits for VOC
content when tested according to ASTM D 5116:

a. Carpet, Total VOCs: 0.5 mg/sg.m x hr.

b. Carpet, 4-PC (4-Phenylcyclohexene): 0.05 mg/sg.m x hr.
c. Carpet, Formaldehyde: 0.05 mg/sg.m X hr.

d. Carpet, Styrene: 0.4 mg/sg.m X hr.

Adhesive, Total VOCs: 10.00 mg/sq.m x hr.
f. Adhesive, Formaldehyde: 0.05 mg/sg.m X hr.
g. Adhesive, 2-Ethyl-1-Hexanol: 3.00 mg/sq.m x hr.

. Shall meet platinum level of ANSI/NSF 140.

C. Color, Texture, and Pattern: Match existing carpet.

ADHESIVE AND CONCRETE PRIMER

. Waterproof, resistant to cleaning solutions, steam and water, nonflammable, complies with air-

quality standards as specified. Adhesives flashpoint minimum 60 degrees C (140 degrees F),
complies with ASTM D 3278.

. Seam Adhesives: Waterproof, non-flammable and non-staining.

SEAMING TAPE

A. Permanently resistant to carpet cleaning solutions, steam, and water.

. Recommended by carpet manufacturer.

EDGE STRIPS (MOLDING)

. Metal:

1. Hammered surface aluminum, pinless, clamp down type designed for the carpet being
installed.

2. Floor flange not less than 38 mm (1-/2 inches) wide, face not less than 16 mm (5/8 inch)
wide.

3. Finish: Clear anodic coating.

. Vinyl Edge Strip:

1. Beveled floor flange minimum 50 mm (2 inches) wide.
2. Beveled surface to finish flush with carpet for tight joint and other side to floor finish.

3. Color as approved by the COR.
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LEVELING COMPOUND (FOR CONCRETE FLOORS)

A. Provide Portland cement bases polymer modifier with latex or polyvinyl acetate resin

manufactured specifically for resurfacing and leveling concrete floors. Products containing

gypsum are not acceptable.

B. Determine the type of underlayment selected for use by condition to be corrected.

PART 3 - EXECUTION

3.1

3.2

SURFACE PREPARATION

A. Examine surfaces on which carpeting is to be installed.

. Clean floor of oil, waxy films, paint, dust and deleterious substances that prevent adhesion, leave

floor dry and cured, free of residue from curing or cleaning agents and existing carpet materials.

. Correct conditions which will impair proper installation, including trowel marks, pits, dents,

protrusions, cracks or joints.

. Fill cracks, joints depressions, and other irregularities in concrete with leveling compound.

1. Do not use adhesive for filling or leveling purposes.
2. Do not use leveling compound to correct imperfections which can be corrected by spot
grinding.

3. Trowel to smooth surface free of trowel marks, pits, dents, protrusions, cracks or joint lines.

. Test new concrete subfloor prior to adhesive application for moisture and surface alkalinity per

CRI 104 Section 6.3.1 or per ASTM E1907.
CARPET INSTALLATION

A. Do not install carpet until work of other trades including painting is complete and dry.

Install in accordance with CRI 104 direct glue down installation.
1. Relax carpet in accordance with Section 6.4.
2. Comply with indoor air quality recommendations noted in Section 6.5.

3. Maintain temperature in accordance with Section 15.3.

. Secure carpet to subfloor of spaces with adhesive applied as recommended by carpet

manufacturer.

D. Follow carpet manufacturer's recommendations for matching pattern and texture directions.

Cut openings in carpet where required for installing equipment, pipes, outlets, and penetrations.
1. Bind or seal cut edge of sheet carpet and replace flanges or plates.

2. Use additional adhesive to secure carpets around pipes and other vertical projections.
Carpet Modules:

1. Install per CRI 104, Section 13, Adhesive Application.

2. Lay carpet modules with pile in same direction.
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3. Install carpet modules so that cleaning methods and solutions do not cause dislocation of
modules.

4. Lay carpet modules uniformly to provide tight flush joints free from movement when subject
to traffic.

EDGE STRIPS INSTALLATION

A. Install edge strips over exposed carpet edges adjacent to uncarpeted finish flooring.

Anchor metal strips to floor with suitable fasteners. Apply adhesive to edge strips, insert carpet
into lip and press it down over carpet.

Anchor vinyl edge strip to floor with adhesive apply adhesive to edge strip and insert carpet into
lip and press lip down over carpet.

PROTECTION AND CLEANING

A. Remove waste, fasteners and other cuttings from carpet floors.

Vacuum carpet and provide suitable protection. Do not use polyethylene film.
Do not permit traffic on carpeted surfaces for at least 48 hours after installation. Protect the carpet

in accordance with CRI 104.

D. Do not move furniture or equipment on unprotected carpeted surfaces.

Just before final acceptance of work, remove protection and vacuum carpet clean.
---END---
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SECTION 09 91 00
PAINTING

PART 1-GENERAL

11

DESCRIPTION

A. Section specifies field painting.

B.
C.

1.2

1.3

14

Section specifies prime coats which may be applied in shop under other sections.
Painting includes shellacs, stains, varnishes, coatings specified, and striping or markers and identity
markings.
RELATED WORK
Type of Finish, Color, and Gloss Level of Finish Coat shall be coordinated with the COR.
SUBMITTALS
Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND
SAMPLES.
Manufacturer's Literature and Data:
Before work is started, or sample panels are prepared, submit manufacturer's literature, the current
Master Painters Institute (MPI) "Approved Product List" indicating brand label, product name and
product code as of the date of contract award, will be used to determine compliance with the
submittal requirements of this specification. The Contractor may choose to use subsequent MPI
"Approved Product List", however, only one list may be used for the entire contract and each coating
system is to be from a single manufacturer. All coats on a particular substrate must be from a single
manufacturer. No variation from the MPI "Approved Product List" where applicable is acceptable.
Sample Panels:
1. After painters' materials have been approved and before work is started submit sample panels
showing each type of finish and color specified.
2. Attach labels to panel stating the following:
a. Federal Specification Number or manufacturers name and product number of paints used.
b. Product type and color.
c. Name of project.
5. Strips showing not less than 50 mm (2 inch) wide strips of undercoats and 100 mm (4 inch) wide
strip of finish coat.
Sample of identity markers if used.
DELIVERY AND STORAGE

Deliver materials to site in manufacturer's sealed container marked to show following:
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1. Name of manufacturer.

2. Product type.

3. Batch number.

4. Instructions for use.

5. Safety precautions.

In addition to manufacturer's label, provide a label legibly printed as following:

1. Federal Specification Number, where applicable, and name of material.

2. Surface upon which material is to be applied.

3. If paint or other coating, state coat types; prime, body or finish.

Maintain space for storage, and handling of painting materials and equipment in a neat and orderly

condition to prevent spontaneous combustion from occurring or igniting adjacent items.

. Store materials at site at least 24 hours before using, at a temperature between 18 and 30 degrees C

(65 and 85 degrees F).
APPLICABLE PUBLICATIONS

. Publications listed below form a part of this specification to the extent referenced. Publications are

referenced in the text by basic designation only.

. American National Standards Institute (ANSI):

AL3.1-07 i, Scheme for the Identification of Piping Systems
. Commercial Item Description (CID):
A-A-1555 .. Water Paint, Powder (Cementitious, White and Colors) (WPC)
(cancelled)

. Federal Specifications (Fed Spec):

TT-P-1411A....ccoiiiieee Paint, Copolymer-Resin, Cementitious (For Waterproofing
Concrete and Masonry Walls) (CEP)
Master Painters Institute (MPI):

NO. 43-12 ..o, Interior Satin Latex, MPI Gloss Level 4

NO. 44-12 ...oovviiiiiiiee e, Interior Low Sheen Latex, MPI Gloss Level 2

NO. 45-12 ..ot Interior Primer Sealer

NO. 46-12 ....coeiiieiiiieee Interior Enamel Undercoat

NO. 47-12 ..o Interior Alkyd, Semi-Gloss, MPI Gloss Level 5 (AK)
NO. 48-12 ... Interior Alkyd, Gloss, MPI Gloss Level 6 (AK)
NO.49-12 ... Interior Alkyd, Flat, MPI Gloss Level 1 (AK)
NO.50-12 ..o Interior Latex Primer Sealer

NO. 51-12 ..o Interior Alkyd, Eggshell, MP1 Gloss Level 3
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NO. 52-12 ..o Interior Latex, MPI Gloss Level 3 (LE)
NO.53-12 ..o Interior Latex, Flat, MPI Gloss Level 1 (LE)
NO. 54-12 ..o Interior Latex, Semi-Gloss, MPI Gloss Level 5 (LE)
Steel Structures Painting Council (SSPC):
SSPC SP 1-04 (R2004)............... Solvent Cleaning
SSPC SP 2-04 (R2004)............... Hand Tool Cleaning
SSPC SP 3-04 (R2004)............... Power Tool Cleaning
PART 2 - PRODUCTS
MATERIALS
Plastic Tape:

2.2

2.3

1. Pigmented vinyl plastic film in colors as required to match adjacent surfaces.
2. Pressure sensitive adhesive back.
3. Widths as required to accomplish specific task.
Identity markers options:
1. Pressure sensitive vinyl markers.
2. Snap-on coil plastic markers.
VA Standard paint.
1. Sherwin Williams Harmony Interior acrylic latex semi gloss paint.
Other paint: submit information on all paint to be used on project and proposed locations. VA
preference: Sherwin William products.
PAINT PROPERTIES
Use ready-mixed (including colors), except two component epoxies, polyurethanes, polyesters,
paints having metallic powders packaged separately and paints requiring specified additives.
Where no requirements are given in the referenced specifications for primers, use primers with
pigment and vehicle, compatible with substrate and finish coats specified.
REGULATORY REQUIREMENTS/QUALITY ASSURANCE
Paint materials shall conform to the restrictions of the local Environmental and Toxic Control
jurisdiction.
1. Volatile Organic Compounds (VOC): VOC content of paint materials shall not exceed 10g/I for
interior latex paints/primers and 50g/1 for exterior latex paints and primers.
2. Lead-Base Paint:
a. Comply with Section 410 of the Lead-Based Paint Poisoning Prevention Act, as amended,
and with implementing regulations promulgated by Secretary of Housing and Urban

Development.
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b. Regulations concerning prohibition against use of lead-based paint in federal and federally
assisted construction, or rehabilitation of residential structures are set forth in Subpart F,
Title 24, Code of Federal Regulations, Department of Housing and Urban Development.

c. For lead-paint removal, see Section 02 83 33.13, LEAD-BASED PAINT REMOVAL AND
DISPOSAL.

Asbestos: Materials shall not contain asbestos.

Chromate, Cadmium, Mercury, and Silica: Materials shall not contain zinc-chromate, strontium-

chromate, Cadmium, mercury or mercury compounds or free crystalline silica.

Human Carcinogens: Materials shall not contain any of the ACGIH-BKLT and ACGHI-DOC

confirmed or suspected human carcinogens.

Use high performance acrylic paints in place of alkyd paints, where possible.

VOC content for solvent-based paints shall not exceed 2509/l and shall not be formulated with

more than one percent aromatic hydro carbons by weight.

PART 3 - EXECUTION
JOB CONDITIONS

Safety: Observe required safety regulations and manufacturer's warning and instructions for storage,

3.1

A.

B.

handling and application of painting materials.

1.

Take necessary precautions to protect personnel and property from hazards due to falls, injuries,
toxic fumes, fire, explosion, or other harm.
Deposit soiled cleaning rags and waste materials in metal containers approved for that purpose.

Dispose of such items off the site at end of each days work.

Atmospheric and Surface Conditions:

1.

o &~ D

Do not apply coating when air or substrate conditions are:

a. Less than 3 degrees C (5 degrees F) above dew point.

b. Below 10 degrees C (50 degrees F) or over 35 degrees C (95 degrees F), unless specifically
pre-approved by the Contracting Officer and the product manufacturer. Under no
circumstances shall application conditions exceed manufacturer recommendations.

Maintain interior temperatures until paint dries hard.

Do no exterior painting when it is windy and dusty.

Do not paint in direct sunlight or on surfaces that the sun will soon warm.

Apply only on clean, dry and frost free surfaces.
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SURFACE PREPARATION

A. All rooms shall have 1 prime coat and 2 finish coats, colors as directed by the COR. Provide Class
IV finish.

B. General:

1. Remove prefinished items not to be painted such as lighting fixtures, escutcheon plates,
hardware, trim, and similar items for reinstallation after paint is dried.

2. Remove items for reinstallation and complete painting of such items and adjacent areas when
item or adjacent surface is not accessible or finish is different.

3. See other sections of specifications for specified surface conditions and prime coat.

4. Clean surfaces for painting with materials and methods compatible with substrate and specified
finish. Remove any residue remaining from cleaning agents used. Do not use solvents, acid, or
steam on concrete and masonry.

C. Wood:

1. Sand to a smooth even surface and then dust off.

2. Sand surfaces showing raised grain smooth between each coat.

3. Wipe surface with a tack rag prior to applying finish.

4. Surface painted with an opaque finish:

a. Coat knots, sap and pitch streaks with MPI 36 (Knot Sealer) before applying paint.
b. Apply two coats of MPI 36 (Knot Sealer) over large knots.

5. After application of prime or first coat of stain, fill cracks, nail and screw holes, depressions and
similar defects with wood filler paste. Sand the surface to make smooth and finish flush with
adjacent surface.

6. Before applying finish coat, reapply wood filler paste if required, and sand surface to remove
surface blemishes. Finish flush with adjacent surfaces.

7. Fill open grained wood such as oak, walnut, ash and mahogany with MPI 91 (Wood Filler

Paste), colored to match wood color.
a. Thin filler in accordance with manufacturer's instructions for application.

b. Remove excess filler, wipe as clean as possible, dry, and sand as specified.

D. Ferrous Metals:

1.

2.

Remove oil, grease, soil, drawing and cutting compounds, flux and other detrimental foreign
matter in accordance with SSPC-SP 1 (Solvent Cleaning).

Remove loose mill scale, rust, and paint, by hand or power tool cleaning, as defined in SSPC-SP
2 (Hand Tool Cleaning) and SSPC-SP 3 (Power Tool Cleaning). Exception: where high
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temperature aluminum paint is used, prepare surface in accordance with paint manufacturer's
instructions.

3. Fill dents, holes and similar voids and depressions in flat exposed surfaces of hollow steel doors
and frames, access panels, roll-up steel doors and similar items specified to have semi-gloss or
gloss finish with TT-F-322D (Filler, Two-Component Type, For Dents, Small Holes and Blow-
Holes). Finish flush with adjacent surfaces.

a. This includes flat head countersunk screws used for permanent anchors.
b. Do not fill screws of item intended for removal such as glazing beads.

4. Spot prime abraded and damaged areas in shop prime coat which expose bare metal with same
type of paint used for prime coat. Feather edge of spot prime to produce smooth finish coat.

5. Spot prime abraded and damaged areas which expose bare metal of factory finished items with
paint as recommended by manufacturer of item.

Gypsum Plaster and Gypsum Board:

1. Remove efflorescence, loose and chalking plaster or finishing materials.

2. Remove dust, dirt, and other deterrents to paint adhesion.

3. Fill holes, cracks, and other depressions with CID-A-A-1272A [Plaster, Gypsum (Spackling
Compound) finished flush with adjacent surface, with texture to match texture of adjacent
surface. Patch holes over 25 mm (1-inch) in diameter as specified in Section for plaster or
gypsum board.

PAINT PREPARATION

. Thoroughly mix painting materials to ensure uniformity of color, complete dispersion of pigment

and uniform composition.

Do not thin unless necessary for application and when finish paint is used for body and prime coats.
Use materials and quantities for thinning as specified in manufacturer's printed instructions.
Remove paint skins, then strain paint through commercial paint strainer to remove lumps and other

particles.

. Mix two component and two part paint and those requiring additives in such a manner as to

uniformly blend as specified in manufacturer's printed instructions unless specified otherwise.

For tinting required to produce exact shades specified, use color pigment recommended by the paint
manufacturer.

APPLICATION

. Start of surface preparation or painting will be construed as acceptance of the surface as satisfactory

for the application of materials.
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Unless otherwise specified, apply paint in three coats; prime, body, and finish. When two coats
applied to prime coat are the same, first coat applied over primer is body coat and second coat is
finish coat.

Apply each coat evenly and cover substrate completely.

Allow not less than 48 hours between application of succeeding coats, except as allowed by

manufacturer's printed instructions, and approved by the COR.

Finish surfaces to show solid even color, free from runs, lumps, brushmarks, laps, holidays, or other

defects.

Apply by brush, roller or spray, except as otherwise specified.

Do not spray paint in existing occupied spaces unless approved by the COR, except in spaces sealed

from existing occupied spaces.

1. Apply painting materials specifically required by manufacturer to be applied by spraying.

2. Inareas, where paint is applied by spray, mask or enclose with polyethylene, or similar air tight
material with edges and seams continuously sealed including items specified in WORK NOT
PAINTED, motors, controls, telephone, and electrical equipment, fronts of sterilizes and other
recessed equipment and similar prefinished items.

Do not paint in closed position operable items such as access doors and panels, window sashes,

overhead doors, and similar items except overhead roll-up doors and shutters.

PRIME PAINTING

After surface preparation prime surfaces before application of body and finish coats, except as

otherwise specified.

Spot prime and apply body coat to damaged and abraded painted surfaces before applying

succeeding coats.

Additional field applied prime coats over shop or factory applied prime coats are not required except

for exterior exposed steel apply an additional prime coat.

D. Prime rebates for stop and face glazing of wood, and for face glazing of steel.

Wood and Wood Particleboard:
1. Use same kind of primer specified for exposed face surface.
a. Interior wood except for transparent finish: Interior Primer Sealer or Interior Enamel
Undercoat, thinned if recommended by manufacturer.
2. Apply two coats of primer Interior Primer Sealer or Interior Enamel Undercoat to surfaces of

wood doors, including top and bottom edges, which are cut for fitting or for other reason.
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3. Apply one coat of primer Interior Primer Sealer or Interior Enamel Undercoat as soon as
delivered to site to surfaces of unfinished woodwork, except concealed surfaces of shop
fabricated or assembled millwork and surfaces specified to have varnish, stain or natural finish.

4. Back prime and seal ends of exterior woodwork, and edges of exterior plywood specified to be
finished.

5. Apply Interior Latex Fire Retardant, Top-Coat (ULC Approved) (FR) to wood for fire retardant
finish.

Metals except boilers, incinerator stacks, and engine exhaust pipes:

1. Steel and iron: Fast Drying Metal Primer. Use Cold Curing Epoxy Primer where Epoxy Cold
Cured, Gloss (EC) High Build Epoxy Coating finish is specified.

2. Zinc-coated steel and iron: Waterborne Galvanized Primer, Non-Cementitious Galvanized

Primer.

. Gypsum Board:

1. All surfaces, Sherwin Williams.
2. Primer: Harmony Sealer/Primer.
INTERIOR FINISHES

. Metal Work:

1. Apply to exposed surfaces.

2. Omit body and finish coats on surfaces concealed after installation except electrical conduit
containing conductors over 600 volts.

3. Ferrous Metal, Galvanized Metal, and Other Metals Scheduled:
a. Apply two coats of Interior Alkyd, Semi-Gloss (AK) unless specified otherwise.

. Gypsum Board:

1. One coat of Interior Primer Sealer.

2. Two coats of Interior High Performance Latex, MPI Gloss Level 2 (LF).

. Wood:

1. Sanding:
a. Use 220-grit sandpaper.
b. Sand sealers and varnish between coats.
c. Sand enough to scarify surface to assure good adhesion of subsequent coats, to level roughly
applied sealer and varnish, and to knock off "whiskers" of any raised grain as well as dust
particles.

2. Sealers:
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a. Apply sealers specified except sealer may be omitted where pigmented, penetrating, or
wiping stains containing resins are used.
b. Allow manufacturer's recommended drying time before sanding, but not less than 24 hours
or 36 hours in damp or muggy weather.
c. Sand as specified.
3. Paint Finish:
a. One coat of Interior Primer Sealer.
b. Two coats of Interior Alkyd, Eggshell (AK).
REFINISHING EXISTING PAINTED SURFACES
Clean, patch and repair existing surfaces as specified under surface preparation.

Remove and reinstall items as specified under surface preparation.

C. Remove existing finishes or apply separation coats to prevent non compatible coatings from having

contact.

Patched or Replaced Areas in Surfaces and Components: Apply spot prime and body coats as

specified for new work to repaired areas or replaced components.

Except where scheduled for complete painting apply finish coat over plane surface to nearest break

in plane, such as corner, reveal, or frame.

In existing rooms and areas where alterations occur, clean existing stained and natural finished wood

retouch abraded surfaces and then give entire surface one coat of Polyurethane, Moisture Cured,

Clear Gloss, Polyurethane, Moisture Cured, Clear Flat (PV).

Refinish areas as specified for new work to match adjoining work unless specified or scheduled

otherwise.

Coat knots and pitch streaks showing through old finish with Knot Sealer before refinishing.

Sand or dull glossy surfaces prior to painting.

Sand existing coatings to a feather edge so that transition between new and existing finish will not

show in finished work.

PAINT COLOR

Coat Colors:

1. Color of priming coat: Lighter than body coat.

2. Color of body coat: Lighter than finish coat.

3. Color prime and body coats to not show through the finish coat and to mask surface
imperfections or contrasts.

Painting, Caulking, Closures, and Fillers Adjacent to Casework:

1. Paint to match color of casework where casework has a paint finish.
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Paint to match color of wall where casework is stainless steel, plastic laminate, or varnished

wood.

BUILDING AND STRUCTURAL WORK FIELD PAINTING

5.

. Painting and finishing of interior and exterior work except as specified under paragraph 3.9 B.
1.

Painting and finishing of new and existing work including colors and gloss of finish selected
shall be coordinated with the COR.

Painting of disturbed, damaged and repaired or patched surfaces when entire space is not
scheduled for complete repainting or refinishing.

Painting of ferrous metal and galvanized metal.

Painting of wood with fire retardant paint exposed in attics, when used as mechanical equipment
space.

Identity painting and safety painting.

Building and Structural Work not Painted:

1.

Prefinished items:

a. Casework, doors, elevator entrances and cabs, metal panels, wall covering, and similar items
specified factory finished under other sections.

b. Factory finished equipment and pre-engineered metal building components such as metal
roof and wall panels.

Finished surfaces:

a. Hardware except ferrous metal.

b. Anodized aluminum, stainless steel, chromium plating, copper, and brass, except as
otherwise specified.

c. Signs, fixtures, and other similar items integrally finished.

Concealed surfaces:

a. Inside dumbwaiter, elevator and duct shafts, interstitial spaces, pipe basements, crawl
spaces, pipe tunnels, above ceilings, attics, except as otherwise specified.

b. Inside walls or other spaces behind access doors or panels.

c. Surfaces concealed behind permanently installed casework and equipment.

Moving and operating parts:

a. Shafts, chains, gears, mechanical and electrical operators, linkages, and sprinkler heads, and
sensing devices.

b. Tracks for overhead or coiling doors, shutters, and grilles.

Labels:
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a. Code required label, such as Underwriters Laboratories Inc., Inchcape Testing Services, Inc.,
or Factory Mutual Research Corporation.

b. Identification plates, instruction plates, performance rating, and nomenclature.

Galvanized metal:

a. Exterior chain link fence and gates, corrugated metal areaways, and gratings.

b. Gas Storage Racks.

c. Except where specifically specified to be painted.

Metal safety treads and nosings.

Gaskets.

Concrete curbs, gutters, pavements, retaining walls, exterior exposed foundations walls and

interior walls in pipe basements.

Face brick.

Structural steel encased in concrete, masonry, or other enclosure.

Structural steel to receive sprayed-on fire proofing.

Ceilings, walls, columns in interstitial spaces.

Ceilings, walls, and columns in pipe basements.

Wood Shingles.

PROTECTION CLEAN UP, AND TOUCH-UP
Protect work from paint droppings and spattering by use of masking, drop cloths, removal of items

or by other approved methods.

Upon completion, clean paint from hardware, glass and other surfaces and items not required to be

painted of paint drops or smears.

Before final inspection, touch-up or refinished in a manner to produce solid even color and finish

texture, free from defects in work which was damaged or discolored.

---END---
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SECTION 10 22 26.13
ACCORDION FOLDING PARTITIONS

PART 1 - GENERAL

11

1.2

1.3

14

15

DESCRIPTION:

A. This section specifies top supported accordion folding partitions for wall to wall room division.

MANUFACTURERS QUALIFICATIONS:

Accordion partitions: The product of a manufacturer regularly engaged in the manufacture of
such items.

PERFORMANCE REQUIREMENTS:

A. The partitions are to provide a complete closure of opening when fully extended and latched.

. When compressed, partitions shall stack in a space no greater than 1:8 (1-1/2 inches per foot) of

opening width plus the thickness of the lead post.

Sound rated partitions shall have a sound transmission class (STC) of 38 or better when tested in
accordance with ASTM E90.

SUBMITTALS:

. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA AND

SAMPLES.

. Shop Drawings:

Folding partition, each type, including methods of installation. Include design for supporting
structure.
Manufacturers' Literature and Data (Mark literature to show items to be furnished):

Folding partition each type.

. Test Reports:

Sound resistant partitions

Manufacturer's Certificates:

Certificate certifying that the partition referred to in the test reports conforms to specification
requirements, and that the partitions to be provided for the project are the same in all
characteristics as that tested in the laboratory.

APPLICABLE PUBLICATIONS:

. The publications listed below form a part of this specification to the extent referenced. The

publications are referenced in the text by the basic designation only.

. American Society for Testing and Materials (ASTM):
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AL008-10 ....ccovvieiiirciere e Steel, sheet, Cold Rolled, Structural, High Strength Carbon, Low
Alloy with Improved Formability

E84-10....ccceiviiiieiiie e Surface Burning Characteristics of Building Materials

E90-09......ccoveviiviicece e Laboratory Measurement of Airborne Sound Transmission Loss

of Building Partitions and Elements

PART 2 - PRODUCTS

2.1

2.2

A.

MATERIALS:

Vinyl Covering:

1. Pigmented polyvinyl-chloride fused to mildew resistant cotton fabric topped with stabilized,
clear virgin vinyl.

2. Vinyl shall not peel, craze or crack after repeated operations or long idle standing, and shall
remain flexible when cold.

3. Vinyl fabric material shall have maximum flame spread of 25 and maximum smoke
developed rating of 50 when tested by ASTM E84.

Sheet Steel:

1. ASTM A1008, cold rolled, commercial quality for partition tracks, lead and jamb posts.

2. The cast or heat analysis report mentioned in the ASTM is not required.

FABRICATION:

Track:

1. Minimum 2 mm (0.0747 inch) thick sheet steel.

2. Track depth and shape: In accordance with the manufacturer's recommendations for the
weight and size of the partition furnished.

3. Steel track: Baked enamel finish.

4. No floor track will be permitted.

Lead and Jamb Posts:

1. 2mm (0.0747 inch) thick sheet steel.

2. Post depth and shape: In accordance with the manufacturer's recommendations for the weight
and size of the partition furnished.

3. Posts: Baked enamel finish.

Suspension System:

1. Four wheels for tandem carriers on lead posts and two wheel for intermediate carriers.

2. Wheels: Steel ball bearing with nylon or steel tread, one inch diameter for partitions up to
3900 mm (13 feet) high, and 38 mm (1-1/2 inch) diameter for partitions over 3900 mm (13
feet) high.
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3. Intermediate carriers: Placed at every other hinged pair.

. Frame: Steel, zinc or cadmium coated, with interior bracing at top and bottom, and mechanism

for producing pantograph action.

Covering:

1. Support vinyl covering over insulating core with outer ply of vinyl material.

2. Covering: Attached to frame, to permit replacement without damage to fabric or framing.

3. Vinyl fabric shall weigh not less than 1130 g/w (36 ounces per linear yard) for sound resistant

partitions.
4. Fabric: 1370 mm (54 inches) wide.
Seals:

1. Provide seals at floor, ceiling, jambs and abutting edges of sound rated partitions.
2. Insulating materials in sound resistant partition, perimeter sweep strips and jamb seals shall
be the same as those used on laboratory tested models that obtained specified acoustical

rating.

. Hardware:

1. Each section shall have pull handles each side.

2. Provide latching and locking device to receive standard 28 mm (1-5/32 inch) key cylinder.
3. Exposed hardware shall have finish to harmonize with finish of hardware in room.
FINISHES

. Steel (Baked Enamel Finish):

1. Clean exposed metal surfaces free of foreign matter, oil and grease, and then give surfaces a

prime coat of paint; then apply finish coat of baked-on enamel.

. Steel (Prime Finish):

1. Surfaces of steel work for which baked-on enamel finish is not specified, shall have a light
colored prime paint after fabrication.
2. Paint all contact surfaces of assembled work (except welded contact surfaces and metal

concealed in finished work) with an additional shop coat of similar paint.

PART 3 - EXECUTION

3.1

EXISTING CONDITIONS:
Verify field dimensions prior to fabrication.

3.2 INSTALLATION:

A. Flush Type Installation (Surface Mounted): Install ceiling track against underside of ceiling.

B. Anchorage:
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Secure ceiling tracks to structural steel supports or other support system shown with 13 mm
(1/2 inch) through-bolts or anchor bolts as appropriate.
Provide bolts near each end of track and at intermediate points not more than 600 mm (2 feet)

on centers.

D. Adjustment:

1.
2.

Provide shims or other means as required to make partitions fit openings properly.
Install partitions so that leading edges fit tight to jambs or opposing partition leading edge for
full height of partition.
Make all necessary adjustments to assure that hardware functions properly.
---END---
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