VA KANSAS CITY, MO
PO# 589-B40010

Qty Item Description
1 Biograph mCT Flow 64
Biograph mCT Flow 64 with FlowMotion Technology
1 TrueV PET - mCT Flow

The Biograph mCT Flow TrueV option provides improved PET productivity and performance
by extending the axial PET coverage to 21.6 cm.

1 Install Kit with PDU - mCT Flow
Iltems necessary for install. Includes power distribution unit for connecting entire system to a
single 3-phase power drop.

1 PET Gantry UPS - mCT

Uninterruptible Power Supply (UPS) option providing 10 minutes of backup power enabling
proper shutdown of the PET system in the event of power loss. Specifications: 8.0 KVA, 230
Volts, 50/60 Hz.

1 Cooling System Water/Air - mCT

Water-to-air heat exchanger for the dissipation of heat loss generated in the gantry to the
outside air. System operating temperature:20 - 26 degrees C, 20 - 75 % rel. humidity (not
condensing). Ideal for installation far from the scan room. Cooling system contains to units,
water/water exchanger close to the scan room and an additional remote water/air exchanger.
Maximum distance between water/water unit and remote water/air exchanger up to 40 meters
enabled by thin diameter of water transferring pipes.

1 Cooling System US Install Kit - mCT

Kit for installation of the Cooling System Water/Air in US Includes: - Transformer for powering
the Cooling System Water/Air - Service switch to shut off the outdoor cooling unit for
maintanance or in case of emergency

1 Biograph Ge-68 Sources

Calibration sources for the Biograph mCT. These sources are to be purchased with a new
Biograph mCT scanner.

1 Biogr. Uni. Phantom Shield-Fixed
Contains shield for the Biograph TrueV Uniform Phantom.

1 Keyboard, English - mCT

Keyboard in the above-mentioned language.

1 ultraHD-PET mCT Flow (AWP)
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PET Cardiac Gating Opt - Flow (AWP)

Provides PET cardiac gated list mode acquisition, offline histogramming, and reconstruction
for improved accuracy in quantitation as well as visualization of cardiac motion. Supports a
maximum of 24 gate bins from the list mode PET acquisition. Requires the optional UPMM for
ECG signal capture.

PET Dynamic Option - Flow (AWP)

Support for list mode acquisition, offline histogramming and reconstruction. Support for
retrospective histogramming in any arbitrary frame durations of 3 second or greater, maximum
of 100 frames defined by available disk space. Whole body (multi-bed) dynamic support of up
to 25 passes. Dynamic Speed feature supports online processing capabilities for list mode
imaging allowing reconstruction of dynamic frames from list mode data while acquisition is
ongoing.

ECG monitoring module (UPMM-2)

Universal Physiological Monitoring Module (UPMM) provides patient cardiac ECG information
for either CT or PET cardiac gating. Locates in the patient handling system for convenient
patient connection. Includes patient cable.

PET/CT Resp Gating Opt - Flow

Provides both CT Respiratory and Triggering option as well as PET respiratory gated
acquisition/reconstruction. Allows for the ability to automatically match gate definition between
CT and PET during reconstruction for phase match attenuation correction and visualization.
Respiratory Trigger System 3.0

Respiratory trigger system for PET or CT Gating. The respiratory gating and triggering
hardware is comprised of: chest/abdominal belt, pressure transducer, sensor port, Wave
Deck, respiratory phantom, laptop PC with connecting cables. Power: 100-240 V, 50/60 Hz
Open Interface Resp. Gating - mCT

Interface kit to connect to an external respiratory device. Important note: When using the
open Interface and the cable to connect the CT scanner to an external respiratory device the
customer accepts the responsibility of this connection. This is not valid when using the ANZAI
respiratory sensor system provided by Siemens/ANZAI.

RTP Pallet

RTP Flat pallet for Biograph mCT. The carbon fiber table top utilizes a quick release latch for
easy on/off. Varian Exact(tm) compatible indexing for accessories.

Biograph Advanced Workflow-mCT Flow

The Biograph Advanced Workflow provides enhanced PET/CT workflow as well as a platform
for adding additional advanced display/analysis applications.

ultraHD-PET mCT Flow (MIWP)
Keyboard, English - mCT
Keyboard in the above-mentioned language.

Computer Cabinet

New cabinet to accommodate the computer system and UPS. Matched to the design of the
control console table. Width: 800 mm, Depth: 800 mm, Height: 720 mm

BiographOn-site NEMA testing
Class standard testing NU2-2007 tests are offered as follows for PET/CT.

Installation (US/CAN)

English Manual - mCT
Hardcopy of English Operator's Manual for Biograph mCT

English Manual - mCT
Hardcopy of English Operator's Manual for Biograph mCT
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MI PET Project Management

A Siemens Project Manager (PM) will be the single point of contact for the implementation of
your Siemen's equipment. The assigned PM will work with the customer's facilities
management, architect or building contractor to assist you in ensuring that your site is ready
for installation. Your PM will provide initial and final drawings and will coordinate the
scheduling of the equipment, installation, and rigging, as well as the initiation of on-site clinical
education.

Initial onsite training 32 hrs

Up to (32) hours of on-site clinical education training, scheduled consecutively (Monday -
Friday) during standard business hours for a maximum of (4) imaging professionals. Training
will cover agenda items on the ASRT approved checklist. Uptime Clinical Education phone
support is provided during the warranty period for specified posted hours. This educational
offering must be completed (12) months from install end date. If training is not completed
within the applicable time period, Siemens obligation to provide the training will expire without
refund.

Follow-up training 32 hrs

Up to (32) hours of follow-up on-site clinical education training, scheduled consecutively
(Monday - Friday) during standard business hours for a maximum of (4) imaging
professionals. Uptime Clinical Education phone support is provided during the warranty period
for specified posted hours. This educational offering must be completed (12) months from
install end date. If training is not completed within the applicable time period, Siemens
obligation to provide the training will expire without refund.

CT Cross Trainer

CT Cross Trainer printed self study materials for (1) imaging professional. These materials will
provide the user with basic CT knowledge by testing the participant periodically. Successful
completion of the self study program will provide the participant with CE credits. CT Cross
Trainer printed self study materials for (1) imaging professional. These materials will provide
the user with basic CT knowledge by testing the participant periodically. Successful
completion of the self study program will provide the participant with CE credits. This
educational offering must be completed (12) months from install end date. If training is not
completed within the applicable time period, Siemens obligation to provide the training will
expire without refund.

Initial onsite training 12 hrs - PET Gat
Up to (12) hours of on-site clinical education training, scheduled consecutively (Monday -

Friday) during standard business hours for a maximum of (4) imaging professionals. Training
will cover agenda items on the ASRT approved checklist if applicable. This educational
offering must be completed (12) months from install end date. If training is not completed
within the applicable time period, Siemens obligation to provide the training will expire without
refund.

Initial onsite training 32 hrsGov Offset

Project Mgmt/Site Planning (US only)

MI PET Riedel Chiller Start-up by SBT

Low Contrast CT Phantom & Holder

GOV'T - ONLY - Projectmanagement Offset

GOV'T - ONLY - Installation mCT Offset



One complimentary biomedical tuition is included with the purchase of this
system. This training must be completed before the end of the warranty
period.

Offset Part 14421151 English Manual - mCT X2=
Offset Part MI_PET_GATING_12 Initial onsite training 12 hrs - PET Gat



OPTIONS for Biograph mCT Flow 64

All items listed below are OPTIONs and will be included on this system ONLY if initialed: (See Detailed
Technical Specifications at end of Proposal.)

Qty Item Description

1 HD-Chest #AWP

Adaptive respiratory gating for automated optimal, motion-freeze, providing
improved image quality by reducing respiratory motion artifacts while providing
optimized count statistics.

1 SMART Neuro AC (AWP)

Calculated attenuation correction for brain imaging reduces the need for CT
imaging for attenuation correction while providing images with gquantitative
units. The part is currently not expected to be available for shipment until the
third calendar quarter 2012.

1 Stellant D Inj. (ceiling)

Stellant D Dual Head injector - ceiling mounted. The Stellant D injector is a
dual syringe injection system that enables clinicians to perform the most critical
CT contrast exams, including cardiac CT and coronary CTA. Real-time display
of injection pressure in graph form. Snap-on / twist-off syringe design.
Automatic plunger advance and retract when attaching and detaching syringes.
Automatic filling and priming with the touch of a button. Stores and recalls up to
32 protocols. Multi-phase programming (and patented Hold/Pause feature)
Programmable pressure limit Installation, applications and one year warranty
provided by Medrad.



Detailed Technical Specifications

Biograph mCT Flow 64

/ Product

Description

Biograph mCT Flow

64

The Biograph mCT Flow 64 with FlowMotion Technology is a whole-body PET<CT tomograph designed for the
purposes of oncological, neurological and cardiac imaging and diagnosis. With a single noninvasive procedure, the
Biograph produces remarkable CT and PET+CT images that reveal highly-detailed anatomy and biological
processes at the molecular level.

The Biograph mCT Flow provides:
- high performance spiral computed tomography (CT) imaging and applications.
- high-resolution, high-count rate, PET imaging of metabolic and physiologic processes.

- highest quality anatomic and metabolic image registration for optimal lesion detection and identification
within the body.

- highest quality attenuation correction and scatter correction for PET imaging.
Scope of Delivery:
Scanning Unit (Integrated PET+CT Gantry)

The fully integrated PETCT gantry incorporates CT and PET detector assemblies and electronics in an efficient,
compact design that reduces data transmission noise and increases system reliability. The large gantry opening,
continuous patient port and short tunnel length provide ease of positioning for all patient types and help to
minimize patient claustrophobia. Quad operator controls on gantry for positioning from either side of patient from
either the front or rear. Dual gantry displays (front and rear) for system status.

CT System

The CT imaging capability of the Biograph mCT consists of a 64-slice CT based on the Definition AS CT platform
featuring a full range of SPIRAL CT clinical applications with highest performance.

Gantry:

Aperture: 78 cm; power supplied via low-voltage slipring.

Rotational speed of the gantry: 182 rpm (200 rpm optional) with a rotation time of 330 ms (300 ms optional).
Scanning system:

Adaptive Array Detector (AAD) system based on UFC™ (ultrafast ceramics) with up to 23,552 elements depending
on configuration, and 1472 measuring channels per slice (the measuring system can contain replacement
components).

STRATON tube high-performance X-ray system:

The STRATON tube provides direct oil cooling of the anode with the ball bearings located outside the vacuum. The
direct anode cooling and the small and compact design of the anode eliminates the need for heat storage capacity
(0 MHU) and enables an unprecedented cooling rate of 7.3 MHU/min. Therefore cooling delays between multiple
long range scans are eliminated, even for large patients. Tube current range: 20-666 mA. Focal spot size
according to IEC 60336: 0.7 x 0.7mm/7°, 0.9 x 1.1mm/7°. Computer controlled monitoring of anode temperature,
multifan principle with flying focal spot.

Z-Sharp technology:

The unique STRATON X-ray tube utilizes an electron beam that is accurately and rapidly deflected, creating two
precise focal spots alternating 4,608 times per second. This doubles the X-ray projections reaching each detector
element. The two overlapping projections result in an oversampling in z-direction, known as Double z-Sampling.
The resulting measurements interleave half a detector slice width, doubling the scan information without a
corresponding increase in dose. Siemens' proprietary, high-speed Ultra Fast Ceramic (UFC) detector enables a
virtually simultaneous readout of two projections for each detector element - 2 x 32 slices for every viewing angle -
resulting in a full 64-slice acquisition.

80 kW (100 KW optional) X-ray generator:




/ Product

Description

(Continued)

Biograph mCT Flow
64

Microprocessor-controlled, low-noise high-frequency generator with integrated, automatic self-testing system for
continuous monitoring of operation. Settings: High-voltage range 70, 80,100, 120 and 140 kV; power max. 80 kW
(100 kW optional), adjustable in fine steps.

PET System

The PET imaging capability of the Biograph mCT consists of the multi-LSO-detector ring system with 3D
acquisition and reconstruction and 81 (optional 109) image planes with a 162 (optional 216) mm axial field of view.

FlowMotion Technology provides:

Improved planning workflow, acquisition and reconstruction with continous table movement PET acquisition, a
simple CT-like planning workflow and high resolution optimized image processing. Precise CT-like planning for
PET provides flexibility for scan area allowing reduced radiation dose. Simple customization of protocols provies
the ability to incorporate features for motion management, varied speed for focused image quality and improved
throughput, and maximum reconstructed image resolution for the most demanding clinical and research
applications. Additional benefits include:

- PET acquisition without the limitation of bed positions
- Ability to customize scan protocols to the specific physician preference for each patient
- Enables easy setup for up to 4 scan regions for optimized scan parameters in each body area

- Maximum reconstructed image resolution for the most demanding clinical and research applications with
81 (optional 109) image planes across 162 (optional 216) mm axial field-of-view at 2.0 mm slice spacing
with 128 x 128, 200 x 200, 256 x 256, 400 x 400, and 512 x 512 reconstruction matrices. Finest
reconstructed image resolution is 4.4 mm FWHM

- Improved axial uniformity

- Improved end-plane sensitivity and increased reproducibility

- Up to 32% CT dose reduction for ALARA dose

- One-click CT-like range planning to scan the precise area needed

- Improved patient satisifaction due to a sense of progress being made with constant bed motion during
acquisition

OptisoHD detection system provides:

- High spatial slice resolution in trans-axial and axial dimensions.

- Slice spacing (2 mm) optimized for speed and resolution.

- Pico-3D ultra fast electronics for decreased deadtime and high signal-to-noise.

- ACS 4 acquisition computer system for high countrate capability.

- PRS reconstruction system for fast reconstruction of PET data.

- Three-dimensional display of organs with a large axial view.

- Excellent volume sensitivity.

- Fast acquisition and reconstruction at 200 x 200 or 400 x 400 matrix size.

- Unique block detector technology provides excellent temporal and energy resolution response.
- Simultaneous data acquisition and image reconstruction for high patient throughput.
- Static and whole body acquisition capability.

- 842 mm detector ring diameter.

- 78 cm gantry aperture.

- 70 cm transverse field of view

- 162 (optional 216) mm axial field of view.

- Unique, accurate Patient Handling System.

- TrueC advanced scatter correction technique

Supported image sizes

Patient Handling System
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The Biograph mCT patient handling system (PHS) has a unique reinforced cantilever design that ensures reliable
patient support with the highest weight capacity and minimal pallet deflection. As one of the pillars of SMART
(Siemens Molecular & Anatomical Registration Technologies), the PHS provides:

- Reinforced cantilever design for maximum patient support and absolute positioning between PET and
CT scan.

- Integrated patient table design for easy patient positioning.

- Low attenuation carbon fiber pallet.

- 43 cm vertical motion range.

- Maximum 198 cm PETCT co-scan range.

- Low attenuation head holder, table extensions, head-arm support, knee-leg support.
- Maximum patient weight of 227 kg (500 Ibs.).

Control and evaluation unit:
CT control box with intercom system with user-programmable patient instruction system. Dual monitors (19 inch
(48 cm) LCD flat panel displays), keyboard and mouse for syngo Acquisition Workplace.

Computer system:
The computer system of the Biograph mCT consists of four components.

- syngo Acquisition Workplace console for the planning and execution of the CT examination, including
evaluation and management of the CT images

- Reconstruction computer for the preprocessing and reconstruction of the CT data
- PET acquisition system (ACS 4)

- PET data reconstruction system (PRS) with supported image reconstruction of 128 x 128, 200 x 200,
256 x 256, 400 x 400 and 512 x 512.

The syngo Acquisition Workplace console consists of a high-performance Celsius Windows 7 based computer with
Quad Xeon 2.53 Ghz processor, 8 GB RAM, 300 GB storage capacity for 480,000 images, DVD DICOM with 4.7
GB media for 8,000 images. External USB 2.0 devices for data storage are supported (recommended: lomega
160 GB External Hard Drive Hi-Speed USB 2.0; Maxtor One Touch 160 GB External Hard Drive).

The CT reconstruction computer contains a cluster of 2 high-performance processors performing the
preprocessing and reconstruction of the CT data at up to 40 images/sec (512x512). Raw data memory is 900 GB.

The PET acquisition system (ACS 4) provides high performance acquisition and sorting of 3D coincidence events.
Supports 3D static and 3D whole body acquisition modes. Contains dual Xeon 3.3 GHz processors with a total of
64 GB RAM. Disk storage of 1.0 TB for PET raw data is provided.

The PET reconstruction system (PRS) provides fast 3D image reconstruction of the PET raw data. lterative and
backprojection are supported. Contains dual Xeon 3.3 GHz QuadCore processors, Tesla C2075 GPU, 16 GB
RAM. Disk storage of 1.0 TB for PET raw data.

syngo User Software:

syngo features an intuitive and thus easy-to-learn user interface. syngo visualizes the examination in individual
process steps on so-called task cards, such as patient registration or examination card. A Large number of
functions and input parameters as well as the language used can be selected according to individual requirements.
Frequently repeated processes can be automated and saved.

Patient registration - The system can accept patient data in different ways. These include entering the data via
keyboard or transfer of a worklist via network. DICOM Worklist: Software module for accepting lists of patient data
and exam requirements from a Radiology Information Systems (RIS) via DICOM Get Worklist functionality. The
program enables very efficient working and ensures consistent patient data.

Examination card - The scanner is supplied with a large number of predefined CT and fully integrated PET<CT
examination protocols, making examination planning a very fast and efficient procedure.

Viewing card - On the viewing card it is possible to move interactively with the mouse through the image volume of
the ongoing examination. The images of different examinations can be displayed in parallel for comparison. A large
number of functions are available for evaluation, documentation and archiving.
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Filming card - A virtual film sheet shows a 1:1 display of the film sheets to be printed out, thus permitting an
effective preview of the filming job and re-windowing the images, as well as providing a large number of evaluation
functions. Layout changes are possible interactively with up to 64 images. The printout parameters for the ongoing
auto-filming running parallel to acquisition or reconstruction are also defined with the filming card.

3D card - The 3D task card contains the User Interface for the operation of the MIP (Maximum Intensity
Projection), SSD (Surface Shaded Display), MPR (Multi-planar Reconstruction) three-dimensional post-processing.
The 3D card also features an intuitive and fast bone removal function for CTA post processing and presentation.

3D VRT - Advanced 3D functionality as an extension to the basic 3D viewer, containing volume rendering
technique (VRT) and advanced editing functions. Advanced 3D application package for the optimal display and
differentiation of different organs through independent control of color, opacity, and shading in up to 4 tissue
classes.

CT Angio: Software for the reconstruction of angular projections from the images of a spiral data record for the
display and diagnosis e.g. of aneurysms, plaques, stenoses, vascular anomalies or vascular origins. MIP:
Maximum Intensity Projection, MinIP: Minimum Intensity Projection and Thin MIP available. Interfering or irrelevant
parts of the image can be eliminated with the integrated volume editor. The angular projections are reconstructed
around a definable axis, whereby the maximum CT values in this direction are selected for each angular projection.
The resulting images can be viewed with the CINE function as a series of images with a 3D image effect.

Workstream — Planning and reconstruction of diagnostic CT coronal, sagittal, oblique and MIP images can take
place directly after scanning.

DynEva card: Software for dynamic evaluation of the contrast enhancement in organs and types of tissues,
enabling the reconstruction of

- Time-density curves (up to 5 ROISs)
- Peak-enhancement images
- Time-to-peak images.

Video Capture and Editing Tool: Software contains integrated solution for imaging and visualization of 4D
information, allowing the generation and editing of video files for improved diagnoses, recording and teaching. A
wide range of multimedia formats is supported, e.g. AVI, Flash (SWF), GIF, QuickTime (MOV), streaming video.

HD FoV - Extended Field of View - option which allows visualization of objects with a CT FOV up to 78 cm., and
improved CT image quality beyond the traditional 50 cm CT FOV for improved PET attenuation correction.

TrueD Basic: Single-mode, single timepoint layout for displaying the PET and CT either fused or side-by-side
comparison with viewer formats and color map tables. Support for 3D spherical regions-of-interest with units of
Bg/ml or Standard Uptake Value (SUV). Allows re-registration of PET to CT data for correction of misregistration
as a result of patient motion.

Media Viewer: Provides basic viewing capabilities in a portable Windows-based application that can be burned to
media (CD, DVD) along with patient images. Not intended for diagnostic use.

- Review volume datasets from CT and PET

- Supports viewing single-modality or fused images

- View linked axial, coronal, and sagittal views

- Navigate in three dimensions

- View MIP images correlated to axial, coronal, and sagittal views
- Blend fused images

- Quantify Hounsfield units, SUV

CARE Solutions:

UFC Detector: Up to 30% dose reduction compared to conventional CT detectors. High efficiency for low mAs
requirements enable

best possible image quality with low patient dose.

CARE Filter: Specially designed X-ray exposure filter installed
at the tube collimator. Up to 25% dose reduction
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with increased image quality.

With the introduction of Siemens’ unique FAST CARE platform, the Biograph mCT is set to raise the standard of
patient-centric productivity. Utilizing FAST — Fully Assisting Scanner Technologies -, typically time-consuming and
complex procedures during the scan process are extremely simplified and automated, not only improving workflow
efficiency, but optimizing the overall clinical outcome by creating reproducible results, making diagnosis more
reliable and reducing patient burden through streamlined examinations.

FAST Scan Assistant: An intuitive user interface for solving conflicts by changing the scan time, resp. the pitch
and/or the maximum tube current manually.

FAST Adjust: assists the user to handle system settings in a fast and easy way by automatically solving of conflicts
within user defined limits by one single click on the FAST Adjust button. The limits for scan time and tube current
per scan are defined via the Scan Protocol Assistant. FAST Adjust offers an undo functionality to return to
previously set values.

CARE kV: Automated, organ-sensitive voltage setting to optimize contrast-to-noise-ratio and reduce dose by up to
60%.

CARE Profile: Visualization of the dose distribution along the topogram prior to the scan.

CARE Dashboard: Visualization of activated dose reduction features and technologies for each scan range of an
examination.

CARE Child - Pediatric Protocols: Special examination protocols with 70 or 80 kV and a large range of adjustable
mAs values for optimum adaptation of the radiation exposure to the age and weight of the child to be examined.

CARE Topo: Real-time topogram, Manual interruption possible once desired anatomy has been imaged.

CARE Bolus: Operating mode for CM-enhancement triggered data acquisition. The objective is optimum utilization
of the contrast medium bolus in its "plateau” phase in the target organ. This option has been especially adapted to
the increased speed and timing requirements resulting from the multirow capability and faster rotation. The CM
enhancement is observed via monitoring scans in a user-defined ROI with a trigger threshold. As soon as the
enhancement reaches its predefined threshold, the spiral scan is triggered as quickly as possible. License for
software use on one modality.

CARE Dose4D: This software feature provides automatic, real-time x-ray dose management for all scan modes.
The minimal x-ray dose level needed to obtain optimal image quality is determined from extensive computer
analysis of the Topogram image and also from the data collected during every slice scanned, on a real time basis.
This automatic approach ensures optimal image quality at the lowest possible x-ray dose. CARE Dose4D uses at
first a automated adjustment of the dose level depending on patient size based on the attenuation values obtained
from the standard topogram along the patient axis. In addition CARE Dose4D uses a real-time adaptation of the
tube current during the scan based on the actual attenuation of the X-ray beam measured around the patient. Up
to 2,320 projections are evaluated per second to optimize the mA level instantaneously. In combination with the
extreme adjustment speed of the tube current, CARE Dose4D ensures consistent high quality images in every
anatomical position. And that's at anytime with the minimal possible X-ray dose.

Several clinical benefits are achieved with CARE Dose4D:

- Significant x-ray dose reduction (up to 68 %) possible for all body regions scanned compared with
standard sequence or spiral scanning;

- Consistent, optimal image quality with the x-ray dose level unique for every patient and for every
anatomical region;

- Thinner axial slices and/or longer scan ranges possible because of reduced tube loading;

- Ultra-low dose examinations for pediatric patients.

CARE Dose Configurator: Enhancement of Siemens* renowned real-time dose modulation CARE Dose4D,
introducing new reference curves for each body region and for each body habitus allowing to adjust the
configuration even more precisely to the patient's anatomy.

Dose Notification: As requested by the new release of the standard IEC 60601 3rd edition, the Biograph mCT
provides the ability to set dose reference values (CTDIvol, DLP) for each scan range. If these reference values are
exceeded the Dose Notification window informs the user.
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Dose Alert: As requested by the new release of the standard IEC 60601 3rd edition, the Biograph mCT
automatically adds up CTDIvol and DLP depending on z-position (scan axis). The Dose Alert window appears, if
either of these cumulative values exceeds a user-defined threshold.

Adaptive Dose Shield eliminates clinically irrelevant radiation in every spiral scan, adding to the lowest possible
dose that CARE Solutions provide.

Examination and Evaluation Functions:
Topogram: Scanning perspectives: a.p., p.a., lat.; length of scan field: 128 — 2200 mm, width of scan field: 512
mm, 1.5 - 20s. The topogram can be switched off manually when the desired examination length is reached.

Tomogram: Scan field size: 50 cm. Standard scan times: 0.30 (optional), 0.33, 0.5 and 1 seconds. Slice thickness
in sequence: 0.6, 0.75, 1, 1.2, 1.5, 2.0, 2.4, 3, 3.6,4.0,4.8,5,6,7,7.2,8,9,10, 12, 14.4, 15 mm

Slice thickness in spiral: 0.4**, 0.5**, 0.6, 0.75, 1.0, 1.5, 2, 3,4, 5, 6, 7,8, 10 mm

(**optional with z-UHR)

Real-time image display. Immediate image reconstruction and display without time delay simultaneously to data
acquisition in 512 x 512 matrix size.

Spiral: Scanning technique for continuous volume scans with continuous table feed in multirotation mode. Max.
scan time 120 seconds with full low-contrast resolution. Volume length 1940 mm with full low-contrast resolution.
Selection of the pitch factor between 0.3 and 1.5 depending on scan mode. Selection of up to 33 separately
parameterizable examination ranges in a patient protocol. In addition individual anatomic sections can be
successively combined and then scanned automatically. Storage of up to 10,000 examination protocols. Rotation
times/cycle: 0.30 (optional), 0.33 sec, 0.5 sec and 1 sec.

Dynamic: Program for functional dynamic examinations. Serial scanning technique in one slice position with
variable scan cycle times.

Serio sequential examination without table feed: Up to 100 scans in uninterrupted, continuous sequence without
table feed. Scan cycle time: 0.75 - 60 seconds.

Multiscan spiral examination without table feed: Continuous multirotational data acquisition in one slice position.
Quantitative evaluation and graphical display of time-density curves.

WorkStream4D with Asynchronous Recon: 4D workflow with direct generation of axial, sagittal, coronal, or double-
oblique images from standard scanning protocols. Elimination of manual reconstruction steps. Asynchronous
Recon allows for multiple image reconstructions and reformats, parallel to scanning. With this feature, up to eight
reconstruction job requests can be loaded into a scan protocol. Inmediately upon completion of the scan
acquisition, these reconstruction jobs are automatically executed in the background without delaying the start of
next patient examination.

Image reconstruction and storage: Image reconstruction in full resolution (512 x 512 matrix) takes place during the
examination with up to 40 images per second, with full cone beam reconstruction, z-Sharp Technology and full
image quality. Reconstruction fields of 5 cm to 50 cm through raw data zoom with the possibility of freely selecting
the image center either prospectively before each scan or retrospectively. Reconstructions of different slice
thicknesses from a single raw data record, e.g. lung soft tissue and lung high-contrast with CombiScan, with
simultaneous suppression of partial volume artifacts. Up to 8 reconstructions per scan range can be predefined
with the examination protocol. Patient-related storage of the image and raw data.

Image display: 1024 x 1024 display matrix; screen splitting configurable up to 64 image segments; CT value scale
from -1024 to +3071 HU. For very dense objects, the CT value scale can be extended from -10240 to +30710 HU
(extended CT scale) e.qg. for suppressing metal artifacts.

Image evaluation: Complete software-controlled image evaluation program for all diagnostic requirements.

CINE Display: Dynamic display technique for the visualization of time or volume series. A series of up to 1024
images can be displayed at a frame rate of at least 30 f/s. Automatic or interactive mouse-operated control.

Multitasking functions: Simultaneous processing during operation of the scanner.

Real-time Display: Image reconstruction in pace with the examination in full image quality (512 x 512 matrix) with
up to 40 images/second (with full cone beam reconstruction and z-Sharp Technology).
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Metro Display: Simultaneous display, processing and evaluation of images from other patients while the current
patient is being scanned.

Metro Documentation: Simultaneous documentation of images from any previously examined patient while the
current patient is being scanned.

Metro Copy: Automatic transfer of image data to the syngo CT Workplace (optional) or a DICOM network node.

Networking and Documentation
For the connection to a local Ethernet (10, 100 Mbit or 1-Gigabit) in order to communicate with networked printers,
diagnostic and therapy workstations, RIS or HIS systems and teleradiology routers.

Scope of functions:
- Configurable network stations.
- Unlimited selection of stations.

- DICOM Standard (Digital Imaging and Communications in Medicine) for the transfer of information
between DICOM-compatible units from different manufacturers. The scope of functions is described in detail in the
DICOM Conformance Statement, and the standard version comprises the functions Send/Receive, Query/Retrieve
and BasicPrint, Worklist, Storage Commitment, MPPS (Modality Performed Procedure Step).

System Documentation (1 set)

Siemens Remote Service:

Siemens Remote Service (SRS) offers a wide range of medical equipment-related remote services resulting in
increased system availability and efficiency. SRS employs sophisticated authentication and authorization
procedures, state-of-the-art encryption technologies and logging routines together with strictly enforced
organizational measures that provide optimal patient data security and access protection. The following SRS
services are included for all service agreement customers and during warranty period:

Remote Diagnosis & Repair: In case of an unforeseen system malfunction, Siemens competent experts may
directly connect with the CT system in order to identify the problem quickly. Moreover the remote repair function
enables Siemens to often correct software errors immediately. Should an engineer on site be required, Remote
Diagnosis & Repair allows Siemens to identify defective parts efficiently and accelerate their delivery, thereby
keeping repair times to a minimum.

Event Monitoring: Event Monitoring screens the performance of the system. If a parameter deviates from a
predefined value, a status message is automatically sent to the Siemens UPTIME Service Center. Service
Engineers may evaluate the status message at periodic intervals and may initiate appropriate action within the
scope of the service agreement.

TrueV PET - mCT
Flow

The Biograph TrueV option provides additional PET axial coverage (21.6 cm/109 image planes) providing
improved system sensitivity and count rate performance for enhanced patient throughput, reduced radiation dose
and/or improved image quality. The extended axial field-of-view reduces the number of bed positions needed for
whole body imaging relative to the standard coverage mCT systems, while providing greater coverage for single
bed static and listmode (gated or dynamic) acquisitions.

Biograph Ge-68
Sources

Sources consist of the following:

2 LS-ART Set-up rod sources (Max. 46.25 MBq per rod source)
1 CS-27 Low Activity Uniform Phantom (Max. 92.5 MBQq)

Disposal of sources is not included in sale price.

ultraHD-PET mCT
Flow (AWP)

Utilizing timing information (time-of-flight) between the two PET coincidence events, coupled with resolution
recovery of HD<PET, ultraHD+PET option provides improved image signal-to-noise which can be used to either
enhance image quality and/or reduce patient acquisition time. With a system timing resolution of 540 ps, the
Biograph ultraHD<PET option takes PET imaging to the pinnacle of performance.

HD<PET Package provides unprecedented PET image quality with clearer, more defined PET images from
edge-to-edge of the field of view. The world’s only clinical PET technology with near uniform resolution
throughout the entire field of view, HD+PET is the first to deliver razor sharp, distortion-free image quality from
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(Continued)

ultraHD-PET mCT
Flow (AWP)

edge to edge. Allowing you to precisely visualize lesions with exceptional contrast and clarity. HD*PET Package
contains TrueX, an innovative image processing technique and 3D iterative reconstruction.

TrueX is an innovative image processing technology that is the final key to achieving HD*PET performance
levels. Conventional PET technology ultimately causes loss of resolution and contrast in the final image,
especially farther from the center of the field of view. TrueX technology utilizes millions of accurately measured
point spread functions in the iterative reconstruction of the image, and produce High Definition PET images with
improved uniformity, high resolution, and enhanced contrast.

3D lterative reconstruction (OSEM) provides improved image quality in the most demanding low statistics
acquisitions.

PET/CT Resp Gating
Opt - Flow

The CT Respiratory Gating and Triggering option is comprised of software components that allow for the capture
and storage of a signal representing a patient's respiratory cycle during a spiral or sequence CT acquisition. With
the Respiratory Gating feature, the respiratory data is synchronized with the CT acquisition data so that a user can
freely select the point at which images are retrospectively reconstructed based on the corresponding respiration
amplitude. With the Respiration Triggering feature, the user prospectively selects a point in the respiratory cycle at
which sequence images will be acquired.

Through the selection and reconstruction processes, organ motion artifacts caused by respiration are minimized or
eliminated and a better visualization and localization is possible resulting in more accurate assessment of tumor
and organ motion, their position, size, and volume during respiration.

These applications generate 4D CT datasets that can be used to create more accurate treatment plans and also
for the delivery of respiratory-triggered radiation therapy.

Provides PET respiratory gated list mode acquisition, offline histogramming, and reconstruction for improved
accuracy in quantitation as well as visualization of organ motion. Supports adaptive respiratory gating for
automated optimal, motion-freeze, providing improved image quality by reducing respiratory motion artifacts while
providing optimized count statistics. Supports a maximum of 24 gate bins from the list mode PET acquisition.

Requires the optional Respiratory Trigger System.

Biograph Advanced
Workflow-mCT Flow

syngo MI Workplace
The syngo MI Workplace is a dedicated CT processing workplace that provides instant access to image and scan
data via a shared database with the syngo Acquisition Workplace.
The syngo MI workplace comes with the following standard features:
syngo software platform
syngo 3D Basic

- Basic 3D Viewer platform for display of 3D series with multiplanar reconstruction (MPR), surface
shaded display (SSD), and maximum intensity projection (MIP).

- Offers dual monitor support
syngo VRT

- Direct Volume Rendering Technique (VRT) for viewing 3D-volumes

- Projection of volume information onto an arbitrarily oriented planes. For each projection ray
the density, opacity, and refraction of the penetrated volume is evaluated and the resulting
intensity/color is recorded.

- Independent control of color, opacity and shading of up to 4 tissue classes.
- Predefined VRT settings can be selected via an image gallery.
Facilitates automated bone removal

3D VRT
Workstream 4D with 3D Recon -

- Acceleration of workflows by direct planning and reconstruction of diagnostic MPR / MIP
images

- Drastic reduction of the amount of data, since only data relevant for diagnosis are stored

- Double-oblique planes for easy planning in the case of complex anatomic structures

- Programming of standard projections

- Maximum flexibility, since the CT system remains fully functional during image reconstruction

- Up to 24 multiphase reconstructions can be initiated in parallel.
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Biograph Advanced
Workflow-mCT Flow

HW Configuration:
High-performance computer

- Quad Xeon 2.53 GHz processor
Graphics accelerator

- Enhanced Graphics Accelerator

- NVIDIA Quadro 6000
Dual monitors

- Dual flat screen 19” (48 cm) monitors with 1,280 x 1,024 resolution, 1,024 x 1,024 image display
matrix and 0.29 mm pixel size.
Standard RAM storage

- 12 GB
Image storage

- Shared database with syngo Acquisition Workplace
Additional storage

- DVD DICOM 4.7 GB; 8,000 images
syngo Media Viewer

- Included on each CD; automatically started on the viewer's PC

ultraHD-PET mCT
Flow (MIWP)

Utilizing timing information (time-of-flight) between the two PET coincidence events, coupled with resolution
recovery of HD<PET, ultraHD<PET option provides improved image signal-to-noise which can be used to either
enhance image quality and/or reduce patient acquisition time. With a system timing resolution of 540 ps, the
Biograph ultraHD<PET option takes PET imaging to the pinnacle of performance.

HD<PET Package provides unprecedented PET image quality with clearer, more defined PET images from
edge-to-edge of the field of view. The world’s only clinical PET technology with near uniform resolution
throughout the entire field of view, HD*PET is the first to deliver razor sharp, distortion-free image quality from
edge to edge. Allowing you to precisely visualize lesions with exceptional contrast and clarity. HD*PET Package
contains TrueX, an innovative image processing technique and 3D iterative reconstruction.

TrueX is an innovative image processing technology that is the final key to achieving HD*PET performance
levels. Conventional PET technology ultimately causes loss of resolution and contrast in the final image,
especially farther from the center of the field of view. TrueX technology utilizes millions of accurately measured
point spread functions in the iterative reconstruction of the image, and produce High Definition PET images with
improved uniformity, high resolution, and enhanced contrast.

3D lterative reconstruction (OSEM) provides improved image quality in the most demanding low statistics
acquisitions.

BiographOn-site
NEMA testing

Including 3D Spatial Resolution (NU 2-2007 Ch. 3); 3D scatter fraction, Count losses, and randoms measurement
(NU 2-2007 Ch 4 ); 3D Sensitivity , according to (NU 2-2007 Ch 5). Modifications, changes or additions to these
tests subject to factory approval and quotation.

All radioisotopes (e.g. Flourine-18) to be provided by the site.

Loaner phantoms available from factory.

90 day lead time on scheduling. Estimated 1 week to complete measurements on site.

SMART Neuro AC
(AWP)
(Optional)

The part is currently not expected to be available for shipment until the third calendar quarter 2012.




BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X
TYPICAL ROOM PLAN

SIEMENS I

The intended use for this Cut Sheet is to communicate the spatial requirements as well as the basic architectural,
electrical, structural, and mechanical requirements for this piece of imaging equipment. The information provided in this
document is for reference only, during the pre-planning stage, and therefore does not contain any site specific detailed
requirements. This information is subject to change without notice. Federal, state and/or local requirements may impact
the final placement of the components. It is the customer’s responsibility to ensure that the final layout and placement of
the equipment complies with all applicable requirements.



BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X
TYPICAL ROOM PLAN

) THE_OUTDOOR COOLING UNT IS AS AN ALTERNATVE, A SEPARATE SOURCE SIEMENS HIGHLY RECOMMENDS
@— SUPPUED BY SIEMENS, LOCATED AND OF CHILLED WATER CAN BE PROVIDE BY THE CUSTOMER PROVIDES THE
4 INSTALLED EY THE CUSTOMER/ THE ¢ ‘CONTRACTOR. SEE CHILLED LLOWING AREAS,
CONTRACTOR. THE INDOOR HEAT WATER quumz/u:ms AND TYPICAL FINAL SHOULD BE N CLOSE PROXIMITY|
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BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X
SPECIFICATIONS

EQUIPMENT

LEGEND

NO DESCRIPTION SMS | WEIGHT | BTU/HR DIMENSIONS (INCHES) REMARKS
SYM {LBS) TO AR w D H
@ OPERATING CONTROL CONSOLE W/KEYBOARD AND CONTROL @ 91 - 47 1/4 31 1/2 28 3/4 DESIGN FROM YEAR
BOX 09/2006
@ 19” FLAT SCREEN DUAL CONTROL MONITORS [©) 29 <225 16 1/2 8 3/8 16 1/8 | ON CUSTOMER’S COUNTER
(3) | POWER CONNECTION TERMINAL — ICS (D) - - - - - WALL MOUNTED
(4) | SYNGO ACQUISITION WORKPLACE & <30 <1706 | 9 13/16 | 29 1/2 | 18 1/2 | OFF FLOOR/IN CONTAINER
(5) | IMAGE EVALUATION KEYBOARD — BIOGRAPH ADVANCED (&) - - - - - ON CUSTOMER’S COUNTER
WORKFLOW (OPTION)
(6) | 19" FLAT SCREEN DUAL MONITORS FOR IES — BIOGRAPH [&) 29 <225 16 1/2 8 3/8 16 1/8 | ON CUSTOMER’S COUNTER
ADVANCED WORKFLOW (OPTION)
(7) | SYNGO EVALUATION WORKPLACE — BIOGRAPH ADVANCED B <30 <1706 | 9 13/16 | 29 1/2 | 18 1/2 | OFF FLOOR/IN CONTAINER
WORKFLOW (OPTION)
POWER CONNECTION TERMINAL — BIOGRAPH ADVANCED n - - - - - WALL MOUNTED
WORKFLOW {OPTION)
@ CONTAINER & CONTAINER TABLE FOR ICS/IES (OPTION) ® 67 - 31172 | 31 1/2 | 28 3/8 | HOUSING FOR ICS/IES
BIOGRAPH mCT FLOW 20 40 60 EDGE GANTRY 7,184 5123+ |92 5/16 | 53 1/2 | 80 1/4 | *ADDITIONAL HEAT DISSIPATED
TO WATER 51,228 BTU/HR
BIOGRAPH mCT— 20 EXCEL S 40 S 64 X 128 GANTRY 7,184 5123+ | 92 5/18 | 53 1/2 | 80 1/4 | *ADDITIONAL HEAT DISSIPATED
TO WATER 51,22B BTU/HR
(7) | PATIENT TABLE o 1,586 1,023 17 148 7/8 48
(12) | POWER DISTRIBUTION CABINET & UPS M | <1.374 6,824 3172 | 27172 | 76 7/8 ggg LOCATED INSIDE OF
(13 | ETHERNET SWITCH FOR ICS, IRS, GANTRY & PDC'S & - - - - - LOCATED INSIDE PDC
@ E}I;I?E_IEENREI' SWITCH FOR IES, DICOM CAMERAS & NETWORK & - - - - - LOCATED INSIDE PDC
@ IMAGE RECONSTRUCTION SYSTEM — IRSmx3c @ 97 3,412 12 1/2 30 3/4 19 3/4 ggﬂﬂéo/m/m SLICE
(5) | MAGE RECONSTRUCTION SYSTEM — IRSmx3b & 94 4,005 12 1/2 | 30 3/4 | 19 3/4 | WITH 128/EDGE CONFIG.
PET ACQUISITION SYSTEM /) <60 1,706 8 21 17 13/16 | OFF FLOOR
(i) | PET RECONSTRUCTION SYSTEM [ <60 1,706 8 21 17 13/16 | OFF FLOOR
POWER CONNECTION TERMINAL — ACS/FRS [5) - - 13 9/16 | 2 15/16 | 5 11/16 | WALL MOUNTED
POWER DISTRIBUTION UNIT & COMP UPS — PDU ) 792 3,800 27 3/4 30 61 1/4 | ON FLOOR
PET GANTRY UPS (OPTION) (&) 106 1,150 17 1/2 | 28 1/2 6 LOCATED INSIDE PDU
@ | Leap P (o) 392 - 17 17 20 1/2 %@\_cgvz SOURCE
@) | FILTER ASSEMBLY & 25 - 9 20 16 WALL MOUNTED.
SIEMENS /CUSTOMER
SUPPLIED
() | HEAT EXCHANGER CABINET — WATER/AIR SPLIT (OPTION) [6) 911 3412 39 3/8 | 27 1/4 77 ON FLOOR
(@) | OUTDOOR UNIT — WATER/AIR SPLIT (OPTION) & 397 119,425 | 43 1/4 | 95 1/2 | 40 1/2
@) | RTP PALLET (OPTION) & 235 - 21 10 80 1/2 | SIEMENS/CUSTOMER
SUPPLIED WALL MOUNTED.
CARE VISION SINGLE MONITOR (INTERVENTION) (OPTION) (@) 152 256 - - - CEILING MOUNTED
@ MEDRAD DISPLAY CONTROL UNIT (OPTION) (1) 8 - 12 1/2 9 13 1/2 | HEIGHT WITH SCREEN UP
MEDRAD BASE UNIT (OPTION) [ ) 14 - 11 8 3/4 11 1/2 | UNDER COUNTER ON SHELF
CEILING MOUNTED MEDRAD INJECTOR (OPTION) () 108 - - - - SEE MFG SPECIFICATIONS
() | SYNGO MULTIMODALTY WORKPLACE COMPUTER (QPTION) @ 55 - 19 3/4 10 23 5/8 | ON CUSTOMER'S COUNTER
@ SYNGO MULTIMODALITY WORKPLACE KEYBOARD AND (&) - - - - - ON CUSTOMER'S COUNTER
MONITOR (OPTION)




BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X

SPECIFICATIONS

FINISHED ROOM HEIGHT

FOR BIOGRAPH mCT GANTRY ONLY |RECOMMEND 8°—0" MINIMUM 7'—5"

ENVIRONMENTAL REQUIREMENTS

CAREVISION MONITOR/CEILING MOUNT |MIN. 8—7 1/2" MAX. 11'-2 5/8"

CEILING MOUNT INJECTOR MINIMUM 8'=9 1/2"

REMOTE SYSTEM DIAGNOSTICS

CIEMENG REMOTE GSERVICES [SRGY REQUIDES A CONNCOTION BETWEEM

IEWWIRED A MV W I RAY DY

THE SRS REMOTE SERVER AND SIEMENS SYSTEMS VIA REMOTE LOCAL
AREA NETWORK ACCESS, TO ENSURE THE UPTIME OF YOUR SYSTEM,

THIS SERVICE REQUIRES ONE OF THE FOLLOWING CONNECTION METHODS:
1. (PREFERRED) VPN — WHERE THE CUSTOMER HAS AVAILABLE A VPN
CAPABLE FIREWALL OR OTHER VPN APPLIANCE.

2, (OPTIONAL) *SRS ROUTER* — CONNECTED TO ANALOG PHONE LINE
VIA *ANALOG MODEM*, ETHERNET CONNECTION TC CUSTOMER'S LAN, AND
A POWER OUTLET. NOTE: = *SUPPLIED BY SIEMENS*

CASEWORK & ACCESSORY NOTES

1) ALL CASEWORK IS EMHER EXISTING OR IS TO BE DESIGNED,
DETAILED, FURNISHED AND INSTALLED BY THE CUSTOMER AND/OR
CONTRACTOR. FOLLOW DESIGN RECOMMENDATIONS INCLUDED
HEREWITH, AS THEY ARE ESSENTIAL FOR THE SUCCESSFUL
INSTALLATION & OPERATION OF THE SIEMENS EQUIPMENT.

2) ALL FURNITURE (CHAIRS, ETC.) FOR THE CONTROL ROOM ARE TO
BE PROVIDED BY THE CUSTOMER.

NOISE LEVEL

SYSTEM COMPONENT DECIBEL LEVEL

(AT 3'—3" DISTANCE)

CLIMATE CONTROL MUST BE PROVIDED 24 HOURS A DAY, 7
DAYS A WEEK. TEMPERATURE SETBACKS ARE NOT ALLOWED.
PLEASE SEE EQUIPMENT LEGEND FOR SITE SPECIFIC HEAT
DISSIPATION.

SCANNER ROOM:

THE SCANNER ROOM SHOULD MAINTAIN BETWEEN &8 F-79°F
(£ 2.7F PER HR.) AND A RELATIVE HUMIDITY OF 20-75%
WITH DewPoint BELOW 63°F. A BAROMETRIC PRESSURE: 10.9
TO 15.4 PSI. AIR CONDITIONING MUST BE PROVIDED 24 HRS
A DAY, 7 DAYS A WEEK.

EQUIPMENT ROOM:

THE EQUIPMENT ROOM SHOULD MAINTAIN BETWEEN 64'F—86'F
AND A RELATIVE HUMIDITY OF 20-75%. A BAROMETRIC
PRESSURE: 10.9 TO 15.4 PSI. AIR CONDITIONING MUST BE
PROVIDED 24 HRS A DAY, 7 DAYS A WEEK.

CONTROL ROOM:

THE CONTROL ROOM SHOULD MAINTAIN BETWEEN 68'F—79°F
AND A RELATIVE HUMIDITY OF 20-75%. A BAROMETRIC
PRESSURE: 10.9 TO 15.4 PSL

EXTERIOR AIR VENTS SHOULD BE EQUIPPED WITH A FILTRATICN
SYSTEM OF THE FILTER CLASS EU3 TO EU4 TO FILTER DUST
PARTICLES UP TO >10um.

THE ROOM AIR SHOULD BE PROTECTED AGAINST
CONTAMINATION BY HYDROGEN SULPHIDE, EVEN IN SMALL
AMOUNTS. THE MOST COMMON SOURCES FOR HYDROGEN
SULFIDES ARE:

EXHAUST FUMES AND WASTE WATER OF FILM PROCESSORS.
EXPOSED SEWER DRAINAGE — NON SYPHON INCLUDED.
SEWER PIPE OR IN FLOOR DRAIN.

EXHAUST FUMES FROM DIESEL POWER UNITS

EMERGENCY POWER, ETC.

IF A DANGER OF SUCH CONTAMINATION EXISTS, CORRECTIVE
ACTIONS IS REQUIRED E.G.,

EXTRACTOR FANS
SIPHON
MODIFICATION OF VENTILATION INTAKE, ETC.

an
[oO

RAM LICENSE

PHS <60
PDU CABINET <55
PDC CABINET <55
IRSmx3c TOWER <55 (1)
(20/40/64 SLICE)

IRSmx3b TOWER (128 SLICE/EDGE) <55
ACS / PRS TOWER PC <50
HEAT EXCHANGER — WATER/AIR SPLIT <60

RAM LICENSE NEEDS TO BE APPLIED THROUGH GOVERNMENT
AGENCY AS EARLY AS POSSIBLE. PLEASE ADDRESS WITH YOUR
RSO (RADIATION SAFETY OFFICER).

RAM LICENSE MUST BE OBTAINED NO LATER THAN 4 WEEKS
AHEAD OF SCHEDULED DELIVERY. DELAY OF INSTALLATION MAY
OCCUR IF SITE HAS NOT OBTAINED RAM LICENSE AT THIS TIME.
RADIOACTIVE SQURCES NEEDED TO COMPLETE CALIBRATION OF
EQUIPMENT WILL NOT BE SHIPPED TO SITE WITHOUT VALID RAM
LICENSE.

1) NOISE DEPENDS ON THE ROOM TEMPERATURE AND THE
PROCESSOR LOAD.

FOR MORE INFORMATION

FOR MORE DETAILED PLANNING REQUIREMENTS FOR THIS SYSTEM, SEE
THE TYPICAL FINAL DRAWING SET NUMBER: TYPICAL #13037




BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X

SPECIFICATIONS

RADIATION AND STORAGE
CONSIDERATIONS

RADIATION SCATTER

THE CT PRODUCES RADIATION WHILE PERFORMING

BIOGRAPH mCT FLOW OR BIOGRAPH mCT SCANS. RADIATION
CONCERNS FOR PET LIE IN THE USE OF RADICACTIVE ISOTOPES
FOR CLINICAL SCANNING OR SERVICE SCANS.

THE RADIOACTIVE SOURCES REQUIRED FOR INSTALLING AND
SERVICING THE PET GANTRY, INCLUDE PHANTOM CYLINDERS OF
SEVERAL mCi ASSAY AND TWO APPROXIMATE 1.0 — 1.5 mCi
ROD SOURCES AS NEEDED FOR THE GANTRY OQFFSET

LALIDDATIAR  CNALIBACS MIIST DE AVAI ADIC 1IDNAK QVCTCL
UALIDRATIVIN. SUURULD WMUSI DL AVAILADLL UFUIN OTo1CW

INSTALLATION. A STORAGE AREA SHOULD BE DESIGNATED FOR
SOURCES UNTIL INSTALLATION TO LIMIT EXPOSURE.

ADDITIONAL RADIATION CONSIDERATIONS:
STATIC MAGNETIC FIELD: B< 100uT

MAGNET FIELD VARIATION: ABe f< 25uT

f

BACKGROUND RADIATION: <10 uSv/h (1mR/h) 6 FT FROM
CENTER OF FIELD OF VIEW

RADIATION SAFETY

LEAD OR EQUIVALENT SHIELDING MAY BE REQUIRED IN THE
WALLS OF THE SCANNER ROOM, HOTLAB AND/OR PATIENT
PREPARATION AREAS. IT IS THE RESPONSIBILITY OF THE
CUSTOMER TO VERIFY WITH THE SITE'S RADIATION SAFETY
OFFICER THAT RADIATION DOSE RATES FROM THE PET PATIENT
AND/OR ISOTOPE WILL NOT EXCEED LOCAL RADIATION SAFETY
GUIDELINES IN THE ROOM ADJACENT TO SCANNER, HOTLAB,
AND/OR PATIENT PREPARATION AREAS.

IMPROPER SHIELDING MAY AFFECT CAMERA'S PERFORMANCE.

INCHES
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BIOGRAPH mCT FLOW/BIOGRAPH mCT

HORIZONTAL LOCAL DOSE DISTRIBUTION
MEASUREMENT IN uGy/mAs SCALE 1/4"=1'-0"

SCANNING WAS PERFORMED USING A MAXIMUM SLICE THICKNESS
OF 64 x 0.6 mm (38.4 mm) AT 140 kV THROUGH THE SYSTEM
AXIS IN THE HORIZONTAL PLANE. PHANTOM USED: CYLINDRICAL
PMMA PHANTOM, 32 c¢m IN DIAMETER, 16 CM LONG. THE
PHANTOM WAS CENTERED IN THE TOMOGRAPHIC PLANE.




BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X

SPECIFICATIONS

RADIATION SCATTER

INCHES

59.1 | .0253 .0230 .0103 .0038 .0036 .0133.0241 .0365 .0282 .0215 .0170 .0138

39.4 .0381 .0519 .0425

18.7 [ .0424 .0666 .01309

o[ 0432 .0673 .15

.0159 .0794 .0519 .0337 .0236 .0177 .0145 —

293 .1316 0649 .0390 .0258 .0183 .0143 —

14-1514 0676 .0386 .0210 .0153

BIOGRAPH mCT FLOW/BIOGRAPH mCT

VERTICAL LOCAL DOSE DISTRIBUTION
MEASUREMENT IN uGy/mAs  SCALE 1/4"=1'-0"

SCANNING WAS PERFORMED USING A MAXIMUM
SLICE THICKNESS OF 64 x 0.6 mm (38.4 mm)
AT 140 kv THROUGH THE SYSTEM AXIS IN THE
VERTICAL PLANE. PHANTOM USED: CYLINDRICAL

_f”ﬂ:_

OILiLIA  DILIARTALL I PA LT PNy

PMMA PHANTOM, 32 cm IN DIAMETER, 16 CM
LONG. THE PHANTOM WAS CENTERED IN THE
TOMOGRAPHIC PLANE.
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INCHES
G [MAIN

THE GANTRY IS COOLED WITH CHILLED WATER IN A CLOSED SYSTEM | LINE VOLTAGE ESV,L’SEMPT,ON|L|NE CIRCUIT
LOOP CONNECTION FROM THE HEAT EXCHANGER. THE HEAT (voLTs) o IMPEDANCE [BREAKERS
EXCHANGER CABINET IS COOLED WITH CHILLED WATER IN A (m@) (AMPS)
CLOSED LOOP CONNECTION FROM AN OUTDOOR COOLING UNIT. BIOGRAPH
THE AMBIENT AR TEMPERATURE RANGE REQUIRED FOR THE mCT FLOW
OUTDOOR COOLING UNIT IS —22' TO 122" (—40° TO 122" WITH AND 3¢ SEE BELOW | < 125 200
FLOW HEATER OPTION). BTU/HR TO AIR (EXHAUST) IS 118,425, BIOGRAPH |380-480+10%

mCT.S/X

100kW

CHILLED WATER

THE GANTRY IS COOLED WITH CHILLED WATER IN A CLOSED
LOOP CONNECTION FROM THE ON-SITE CHILLED WATER SUPPLY.
AN ON—SITE CONNECTION TO THE CHILLED WATER SUPPLY
MUST BE AVAILABLE TO SUPPLY THE MANIFOLD LOCATED INSIDE
THE GANTRY. THE REQUIRED WATER TEMPERATURE IS 39°F TO
S54°F. THE WATER TEMPERATURE OF THE ON SITE COOLING
CIRCUIT CANNOT BE < 39'F. THE NOMINAL OPERATING PRESSURE
IS 29 TO 87 PSI, (MAX. 145 PSI). THE MINIMUM FLOW RATE
DEPENDS ON THE WATER TEMPERATURE. THE WATER SUPPLY
AND PUMP CAPACITY MUST BE CAPABLE OF MAINTAINING THE
MINIMUM PRESSURE DIFFERENTIAL AT THE REQUIRED
TEMPERATURE AND FLOW RATE. HEAT DISSIPATION TO THE
WATER IS 51,228 BTU/HR.

POWER CONSUMPTION WITH WATER/AIR SPLIT CONNECTED
THROUGH THE POWER DISTRIBUTION UNIT (PDU)
(SIEMENS COOLING SYSTEM WATER/AIR)

OPERATION — 150 kVA MOMENTARY

SYSTEM ON (STAND-BY) — 29 kvA (6 FOR PET, 4 FOR CT, 19
FOR HEAT EXCHANGER)

SYSTEM ON (COMP ON) — 27.5 kvA (6 FOR PET, 2.5 FOR CT,
19 FOR HEAT EXCHANGER)

SYSTEM OFF — 25 kvA (4.3 FOR PET, 1.7 FOR CT, 19 FOR
HEAT EXCHANGER)

IF AN ON-SITE PRE—TRANSFORMER IS REQUIRED, IT MUST BE A
MIN. 150 kvA.

ALL STANDARD COMPONENTS AND ADD—CNS ARE SUPPLIED VIA
SIEMENS POWER DISTRIBUTION UNIT AND POWER DISTRIBUTION
CABINET.

DO NOT CONNECT NON-SIEMENS COMPONENTS SUCH AS LASER
CAMERAS OR FILM PROCESSORS TO THE SIEMENS POWER
DISTRIBUTION UNIT AND POWER DISTRIBUTION CABINET.

THE EXAMINATION ROOM SHOULD BE EQUIPPED WITH AT LEAST
ONE EMERGENCY POWER OFF (PANIC) BUTTON.

TO ENSURE SATISFACTORY SYSTEM OPERATION THE SIEMENS
POWER DISTRIBUTION UNIT AND POWER CABINET MUST HAVE A
DEDICATED PROTECTIVE GROUND CONDUCTOR.




BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X
SPECIFICATIONS

MAXIMUM DISTANCES

THE MAXIMUM DISTANCE BETWEEN COMPONENTS IS CALCULATED AS THE DISTANCE FROM CABLE OUTLET TO CABLE OUTLET. VARIOUS
ARRANGEMENTS OF COMPONENTS ARE POSSIBLE AS LONG AS THE DISTANCES SHOWN BELOW ARE NOT EXCEEDED AND THE REQUIRED
MINIMUM SAFETY DISTANCES ARE MAINTAINED.

POWER
_ 32'—9" TEMPERATURE/ POWER PRS ACS IRS
SRaTE HUMIDITY DISTRBUTION ~ TOWER  TOWER TOWER DSTRIELTION
SENSOR UNIT
— m
o 3-0
‘ + l \__98'—0" | 22'—0" J
L 75°-0" 22'-0"
g 98'-0" 22°-0°
L 82'—0" A 82'-0" |
\ 82'—0" \__82'-0"
L 82'—0" |
! 85'—0" 119'-0"
SIEMENS REMOTE COOLING SYSTEM OPTION Y<iEMENS REMOT
(RETURN) COOLING SYSTEM
65 -0 OPTION (SUPPLY
SIEMENS REMOTE AND RETURN)
COOLING SYSTEM
OPTION (SUPPLY) . . .
{ 65'—0" —
= ON—SITE CHILLED I
= WATER ; 1
ON=SITE CHILLED (sppLY) @ @ @ | |
WATER (RETURN) HEAT EXCHANGER \_| ;
FILTER ASSEMBLY (SIEMENS REMOTE a . n 885@%[? S
SUPPLIED BY SIEMENS |CQOLING SYSTEM OUTDOOR COOLING UNIT
AND CUSTOMER/ WATER/AIR SPUT OPTION (SIEMENS REMOTE
CONTRACTOR INSTALLED | gp1ioN) COOLING  SYSTEM
BY SIEMENS WATER/AIR SPLIT OPTION)
ON—SITE " ' m
CHILLED WATER ON—SiT1E6 EgiLLED SIEMENS R1EE:.|S'(I?E COOLING ’
CONNECTION WATER (SUPPLY)  SYSTEM OPTION (SUPPLY)
TO AVOID INTERFERENCE, THE FOLLOWING MINIMUM DISTANCES HAVE TO BE MAINTAINED:
PDU/PDC <——> CRT MONITOR: MINIMUM 3'—2"
GANTRY <——> ECG—WORKSTATION: MINIMUM 16'—4" — MINIMUM DISTANCE BETWEEN THE LINE VOLTAGE CABLES = 19'—6"

GANTRY <—=—> EEG—WORKSTATION: MINIMUM 19'=6" — MINIMUM DISTANCE BETWEEN THE LINE VOLTAGE CABLES 19'-6"




BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X

SPECIFICATIONS

FLOOR REQUIREMENTS

FOLLOWING REQUIREMENTS.

1) THE MINIMUM ALLOWABLE CONCRETE THICKNESS FOR
NONSEISMIC REGIONS OF THE SCANNER ROOM FLOOR IS 4.5".
2) THE CONDITIONS OF FLOORING, VIBRATION—FREE LOCATION,

AMDY /ND INSTALLATION OF THE GANTRY AND PATIENT TAB

I
ANL/UR INSTALLATIVING UE TAIE DANIRT AND TATICNT TADLE

" CONCRETE FLOORING

CONCRETE CLASS C20/25 TO C50/60
ACCORDING TO DIN 1045—1. DIN 1045-2

ACCEPTABLE FLOOR STRUCTURAL MATERIALS FOR LOAD BEARING
AREAS OF THE BIOGRAPH mCT FLOW OR BIOGRAPH mCT GANTRY
AND PHS ARE RESTRICTED TO CONCRETE, STEEL, OR HIGH
AGGREGATE EPOXY GROUTS: SUCH AS EPOGROUT 758 OR
MASTERFLOW 648 OR EQUIVALENT. THE FLOOR STRUCTURE FOR
THE LOAD BEARING AREAS SHALL NOT CONTAIN COMPLIANT
MATERIALS THAT ARE SUBJECT TO MOVEMENT WITH THE PASSAGE
OF TIME; SUCH AS LEAD, WOOD OR SAND/MORTAR MIXES.

3) THE CONCRETE PROPERTIES:

COMPRESSIVE STRENGTHS:
RECOMMENDED CONCRETE IS > 20 MPa
(2,500 psi)

COMPRESSIVE MODULUS OF ELASTICITY:
CONCRETE SHALL BE > 20684 MPa (3,000,000 psi)

FLEXURAL MODULUS OF ELASTICITY:
CONCRETE SHALL BE > 20684 MPa (3,000,000 psi)

CONCRETE MUST BE CURED AT LEAST 28 DAYS PRIOR
TO MACHINE INSTALLATION. CONCRETE FLOORING TO BE
TESTED BY A STRUCTURAL ENGINEER.

4) THE EVENNESS AND LEVELNESS OF THE FLOOR:

LEVELNESS:

VARIATION OF THE FLOOR LEVELNESS IN THE GANTRY
AND PHS AREAS SHOULD NOT EXCEED .5 INCHES
OVER 10'-0".

VARIATION IS TO BE MEASURED AT THE GANTRY
AND PHS MOUNTING POINTS.

5) THE FLOOR COVERING REQUIREMENTS:

FLOOR COVERING:

VINYL FLOOR COVERING WITH A MINIMUM STATIC LOAD
LIMIT RATING OF 5.2 MPa (750.0 psi REFERENCE
ASTM 970) IS RECOMMENDED UNDER THE GANTRY
AND PHS. SOFT FLOOR COVERING ARE SUBJECT TO
GRADUAL MOVEMENT (CREEP).

UNDER THE GANTRY:
REMOVE ALL FLOOR COVERING IN THE LOAD BEARING
AREAS.

INSTALLATION OF THE BIOGRAPH mCT FLOW OR
BIOGRAPH mCT ON A FLOATING FLOOR WITHOUT
SUB—CONSTRUCTIONS IS PROHIBITED.

THE ENGINEER OF RECORD OF THE BUILDING SHALL PROVIDE SUPPORT STRUCTURE DESIGNED TO SUPPORT ALL WEIGHTS AND
FORCES. THE ENGINEER OF RECORD FOR THE BUILDING AND SIEMENS ENGINEERING SHALL JCINTLY REVIEW DEVIATIONS FROM THE

IT IS THE CUSTOMER'S RESPONSIBILITY TO CONTRACT A QUALIFIED SPECIALIST TO IMPLEMENT SITE MODIFICATIONS THAT MEET THESE
SPECIFIC LIMITS AND TO DESIGN STRUCTURAL SOLUTIONS IN CASE OF DEVIATIONS.

8) THE MACHINE BASE PAD (OPTIONAL) TO BE CREATED AND
MUST BE ADHERE TO THE CONCRETE FLOOR BY THE APPROVAL
FROM THE SITE ENGINEER OF RECORD USING GROUTING
MATERIAL EPOGROUT 758 {L&M CONSTRUCTIONS CHEMICALS, INC

1-800—362—-3331) OR MASTERFLOW 648 CP (BASF
1-800—243-6739) TO ADDRESS THE FOLLOWING CONDITIONS:

TO INCREASE THE FLOOR THICKNESS

TO CORRECT LEVELNESS OF THE FLOCR

EXCESSIVE INTERFERENCE BETWEEN MOUNTING ANCHORS
AND REBAR

REPAIR CONCRETE HOLES

REQUIRED 3" MACHINE BASE PAD WHEN UTILIZING SURFACE
MOUNT DUCT UNDER THE GANTRY.

THE MACHINE BASE SHOULD BE MINIMUM OF 1" AND A MAXIMUM
OF 2 1/2" THICK, UNLESS UTILIZING SURFACE MOUNT DUCT
UNDER THE GANTRY 3" THICK REQUIRED AND APPLIED DIRECTLY
TO A CLEAN CONCRETE SURFACE WITH NOT INTERMEDIATE
MATERIALS BETWEEN THE CONCRETE AND THE EPOGROUT.

IF THE MACHINE BASE PAD IS USED, SOLID ALUMINUM SPACERS
(SUPPLIED BY THE CUSTOMER) WITH NO INTERMEDIATE
MATERIALS WILL BE NEEDED BENEATH THE PET GANTRY SERVICE
RAILS. EACH SPACERS MUST HAVE A HEIGHT MATCHING THE
HEIGHT OF THE MACHINE BASE PAD AND MUST BE 31" LONG
AND 4" WIDE. SITE MANAGER IS RESPONSIBLE FOR HAVING THE
SPACERS CUSTOM BUILT TO THESE DIMENSIONS.

7) THE ANCHOR PROPERTIES:

TENSION CAPABILITY:
ALLOWABLE TENSION LOAD CAPABILITY FOR EMBEDDED
CONCRETE ANCHORS SHALL BE GREATER THAT 1000.C LB.

ANCHOR DEPTH:

ANCHOR EMBEDMENT DEPTH AND CONCRETE
THICKNESS SHALL COMPLY WITH ICBO GUIDELINES FOR
THE ANCHOR.

4" DRILL DEPTH TYPICAL FOR ADHESIVE ANCHORING

BIOGRAPH mCT FLOW OR BIOGRAPH mCT SHALL BE
FASTENED TO THE FLOOR AND/OR MACHINE BASE PAD WITH
GRADE 5, 1/2—13 UNC—2A THREADED FASTENERS AS
SUPPLIED BY SIEMENS.

MINIMUM EXTRACTION FORCE ACCORDING TO THE
IEC 60601—1 SAFETY FACTOR OF 4 HAS TO BE OBSERVED.




BIOGRAPH mCT FLOW AND BIOGRAPH mCT.S/X

SPECIFICATIONS

TRANSPORT AND DELIVERY

CT TRANSPORT DEVICE:

TOTAL CT GANTRY TRANSPORT DEVICE WEIGHT:

CT GANTRY WITHOUT COVERS AND TRANSPORT DEVICE:
417 LBS.

5,267 LBS.
5,026 LBS.

NORMAL TRANSPORT REQUIREMENTS:

DURING THE MOVEMENT OF THE GANTRY THROUGH CORRIDORS THE
TRANSPORT CASTERS ARE SWIVELED QUT FOR STABILITY. SEE
MAXIMUM WIDTH AND MINIMUM LENGTH ABOVE FOR TRANSPORT
CASTERS SWIVELED OUT.

#£-10 1/4" /

NARROW SPACE TRANSPORT REQUIREMENTS:

WHEN TRANSPORTING THE GANTRY THROUGH A NARROW SPACE
OR DOORWAY THE TRANSPORT CASTERS ARE SWIVELED IN AS
SHOWN IN THIS SKETCH.

AS SOON AS THE SYSTEM PASSES THROUGH THE NARROW
SPACE THE TRANSPORT CASTER MUST BE SWIVELED OUT TO
AVOID TIFPING HAZARD.
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3-2 3/18" 1 /
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TOTAL PET GANTRY TRANSPORTING DEVICE AND STABILIZER WEIGHT: 2,830 LBS.
PET GANTRY TRANSPORT DEVICE: 532 LBS.
PET GANTRY STABILIZER: 100 LBS.

NORMAL TRANSPORT REQUIREMENTS:

WHEN TRANSPORTING THE GANTRY THROQUGH A NARROW SPACE OR
DOORWAY THE TRANSPORT CASTERS ARE SWIVELED IN AS SHOWN
IN THIS SKETCH. g

T

§'-5"

FLOOR LCAD DURING TRANSPORT FCR BOTH
GANTRIES:

ACCESS FLOCRS HAVE TO BE DESIGNED FOR A WEIGHT
CAPACITY OF A MINIMUM OF 882 LBS. PER SLAB/PLATE.
DURING TRANSPORT OF THE GANTRIES, THE LOAD MAY BE
HIGHER AT CERTAIN INDIVIDUAL POINTS DUE TO UNEVEN
FLOORING. IF REQUIRED, COVER THE TRANSPORT ROUTE
WITH METAL SHEETS FOR LOAD DISTRIBUTION.

LIFTING GANTRIES WITH CRANE:

IF GANTRIES NEED TO BE LIFTED CRANING BASKET MUST
BE USED.




