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PROVIDE MANUAL BALANCING DAMPER AT TAKE OFF
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BRANCH DUCT EXISTING TO REMAIN

ELECTRICAL/SIGNAL
WIREWAYS
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ROUTE DUCTWORK ABOVE (IN BEAM SPACE)
OR BELOW EXISTING ELECTRICAL WIREWAYS
AS NECESSARY. COORDINATE WITH PIPING
SYSTEMS AS NECESSARY.
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GENERAL NOTES

PIPING AND DUCTS IN FINISHED ROOMS OR SPACES SHALL BE CONCEALED IN A
FURRED CHASE OR ABOVE THE HARD SUSPENDED CEILING.

ACCESS PANELS IN HARD SUSPENDED CEILINGS ARE REQUIRED FOR ALL VALVES,
TRAPS, DAMPERS, CLEANOUTS, CONTROLS, ETC. ACCESS PANELS SHALL BE FURNISHED
AND INSTALLED UNDER THE ARCHITECTURAL SPECIFICATIONS.

COORDINATE WORK WITH THAT OF ALL DISCIPLINES, INCLUDING BOTH THE NEW WORK
AND THE EXSITING TO REMAIN. RELOCATE EXISTING TO REMAIN WORK AS REQUIRED TO
ACCOMODATE THE PHASING REQUIREMENTS AND THE NEW WORK.

COORDINATE SHUTDOWNS AND OUTAGES WITH VA COR 2 WEEKS PRIOR TO
COMMENCEMENT OF WORK.

SEISMIC PROVISIONS REQUIRED - SEE SPECS.
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KEYED NOTES

1.

2.

PROTECT ROOF. RETURN ROOF TO ORIGINAL CONDITION AFTER TEMPORARY

EQUIPIMENT IS REMOVED. MAINTAIN ROOF WARRANTY.

TEMPORARY UNIT AHU 15T AND ASSOCIATED WORK.
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