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41-AHU15T

ROOF OF INFILL
AREA BETWEEN
QUAD A AND B

EXTERIOR WALL

3RD FLOOR

3RD FLOOR
INTERSTITIAL

4TH FLOOR

BEAM SPACE

1

EXISTING STRUCTURAL BEAMS
MAY PREVENT ABSOLUTE
PRESERVATION OF SERVICE
WALKAY.  ROUTE DUCTS TO
PROVIDE ADEQUATE SERVICE
ACCESS.

ROUTE BEAM IN BEAM SPACE AS
CLOSE TO EXTERIOR WALL
PENETRATION AS POSSIBLE TO
MAINTAIN SERVICE WALKWAY.

D C.8 C.6

INTERSTITIAL
SPACE

ELECTRICAL,
TELEPHONE
AND SIGNAL ROOMS

CONNECT  ABOVE CROSS BEAM
TO EXISTING DUCT WORK SERVING
ELECTRICAL/SIGNAL CLOSETS

MAINTAIN EXISTING
SERVICE WALKWAY
NEAR ELECTRICAL/SIGNAL
CLOSETS

3RD FLOOR

3RD FLOOR INTERSTITIAL

4TH FLOOR

INTERSTITIAL SPACE

PROVIDE FLEX DUCT CONNECTION BETWEEN
INTERSTITIAL PENETRATION AND DIFFUSER/GRILLE
(TYPICAL)

3RD FLOOR

3RD FLOOR INTERSTITIAL

4TH FLOOR

BEAM SPACE

INTERSTITIAL SPACE

PROVIDE FLEX DUCT
CONNECTION BETWEEN
INTERSTITIAL PENETRATION
AND LINEAR DIFFUSERS
(TYPICAL)

PROVIDE MANUAL BALANCING DAMPER AT TAKE OFF
FOR EACH DIFFUSER WHEN MULTIPLE DIFFUSERS
ARE SERVED FROM SINGLE AIR TERMINAL UNIT

FOR ALL DIFFUSERS SERVING PERIMETER
ROOMS ROUTE FLEX DUCT
UNDER INTERSTITIAL FRAMING TO
PRESERVE EXISTING SERVICE WALKWAY

MAINTAIN
EXISTING
SERVICE
WALKWAY

EXTERIOR WINDOWS
3RD FLOOR

3RD FLOOR INTERSTITIAL

4TH FLOOR

BEAM SPACE

3RD FLOOR

2ND FLOOR

3RD FLOOR
INTERSTITIAL

EXSITING ELECTRICAL
CLOSET 3D-118C

2ND FLOOR ELECTRICAL CLOSET
2D-153C AMBULATORY

MECHANICAL ROOM
2ND FLOOR
2D-222

40x2422x22

EXISTING SUPPLY
DUCT

EXISTING RETURN
DUCT

RUN DUCTS THROUGH
CENTER OF ELECTRICAL
CLOSET FLOOR

4TH FLOOR

41-TU12-17-EX

RE-USE EXISTING TERMINAL UNIT
TO SUPPLY 3D-348 ONCE NEW
AHU-17 SYSTEM AND BRANCH
DUCTWORK IS INSTALLED.

EXISTING PAIN
TREATMENT
ROOM 3D-125

EXISTING PAIN
TREATMENT
ROOM 3D-123

ROUTE FLEX DUCT IN BEAM SPACE
TO PRESERVE SERVICE WALKWAY

ROUTE FLEX DUCT IN BEAM SPACE

TEMPORARILY SUPPLY
PAIN TREATMENT BY
CONNECTING FLEX DUCT
TO EXISTING TERMINAL
UNITS AND EXISTING RETURN
UNTIL NEW AHU-17 SYSTEM
AND BRANCH DUCT WORK
IS INSTALLED.
SEE SHEET MH102.

SIEWALL RETURN GRILLES
LOCATED IN PAIN TREATMENT
ROOMS

41-AHU-2

3RD FLOOR

3RD FLOOR INTERSTITIAL

4TH FLOOR

BEAM SPACE

BRANCH DUCT

BRANCH DUCT EXISTING TO REMAIN
ELECTRICAL/SIGNAL
WIREWAYS

ROUTE DUCTWORK ABOVE (IN BEAM SPACE)
OR BELOW EXISTING ELECTRICAL WIREWAYS
AS NECESSARY. COORDINATE WITH PIPING
SYSTEMS AS NECESSARY.

S

TA T E OF

N
E

W
M E X I C

OR
EG I S T E R ED

P R O F E S S I O N A L
E N G

I N
E E

R

M
I C

H AE L E . DEXT E R

7170

Date

Project Number

Drawing Number

Dwg.

Building Number

Project TitleDrawing Title

OfArchitect Engineer

on
e-

ei
gh

th
 in

ch
 =

 o
ne

 fo
o t

0
4

8
16

on
e-

qu
a r

te
r 

in
ch

 =
 o

ne
 fo

ot
0

4
8

th
re

e-
ei

g h
th

s 
in

ch
 =

 o
ne

 fo
ot

on
e-

ha
lf  

in
ch

 =
 o

ne
 fo

ot
th

re
e-

qu
ar

te
r 

in
ch

 =
 o

ne
 fo

ot
on

e 
in

ch
 =

 o
ne

 fo
ot

on
e 

an
d  

on
e-

ha
lf 

in
ch

es
 =

 o
ne

 fo
ot

th
re

e 
in

c h
es

 =
 o

ne
 fo

ot
0

6
0

6
1

0
6

2
2

0
6

0
4

0
4

Office of
Construction
and Facilities
Management

Location

Checked Drawn

Approved: Project Director

ARCHITECT/ENGINEERSCONSULTANTS:

COMPLETION ITEM NO. _____

FULLY SPRINKLERED

A

B

C

D

E

1 2 3 4 5 6

1 2 3 4 5 6

A

B

C

D

E

T   H   E     H   A   R   T   M   A   N     +     M   A   J   E   W   S   K   I

 E S I G N        R O U P

1 2 0  V a s s a r  D r  S E  S u i t e  1 0 0

D           G

A l b u q u e r q u e   N e w  M e x i c o   8 7 1 0 6
T e l  5 0 5  2 4 2  6 8 8 0     F a x   5 0 5  2 4 2  6 8 8 1

Architects   Engineers   Interior Design
Planners   Urban  Designers   LEED®

9/
25

/2
01

4 
2:

51
:5

3 
P

M

SEPTEMBER 26, 2014

501-324MICU-SICU CONSOLIDATION & PACU

BUILDING 41

MECHANICAL ELEVATIONS
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BUILDING 41

NMVAHCS RAYMOND G. MURPHY VAMC

ROS CAK

 1/8" = 1'-0"A3 QUAD B ROOFTOP UNIT 41-AHU15T SECTION DETAIL

 1/8" = 1'-0"B3 ELECTRICAL CLOSET DUCT ROUTING

 1/8" = 1'-0"D3 FLEX DUCT CONNECTION DETAIL

 1/8" = 1'-0"E3 PERIMETER ROOM FLEX DUCT LINEAR DIFFUSER CONNECTION DETAIL

 1/8" = 1'-0"A1 PAIN TREATMENT TEMPORARY CONNECTION

 1/8" = 1'-0"B1 HVAC DUCT ROUTING NEAR ELECTRICAL WIREWAYS

GENERAL NOTES

KEYED NOTES

1. PROTECT ROOF.  RETURN ROOF TO ORIGINAL CONDITION AFTER TEMPORARY
EQUIPIMENT IS REMOVED.  MAINTAIN ROOF WARRANTY.

2. TEMPORARY UNIT AHU 15T AND ASSOCIATED WORK.

1

A. PIPING AND DUCTS IN FINISHED ROOMS OR SPACES SHALL BE CONCEALED IN A
FURRED CHASE OR ABOVE THE HARD SUSPENDED CEILING.

B. ACCESS PANELS IN HARD SUSPENDED CEILINGS ARE REQUIRED FOR ALL VALVES,
TRAPS, DAMPERS, CLEANOUTS, CONTROLS, ETC.  ACCESS PANELS SHALL BE FURNISHED
AND INSTALLED UNDER THE ARCHITECTURAL SPECIFICATIONS.

C. COORDINATE WORK WITH THAT OF ALL DISCIPLINES, INCLUDING BOTH THE NEW WORK
AND THE EXSITING TO REMAIN.  RELOCATE EXISTING TO REMAIN WORK AS REQUIRED TO
ACCOMODATE THE PHASING REQUIREMENTS AND THE NEW WORK.

D. COORDINATE SHUTDOWNS AND OUTAGES WITH VA COR 2 WEEKS PRIOR TO
COMMENCEMENT OF WORK.

E. SEISMIC PROVISIONS REQUIRED - SEE SPECS.
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