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1. ALL CONSTRUCTION WORK SHALL CONFORM WITH THE APPLICABLE CODES AND ORDINANCES OF THE LOCAL JURISDICTION, THE
COMMONWEALTH OF PENNSYLVANIA, AND THE CURRENT ADOPTED VERSION OF THE INTERNATIONAL BUILDING CODE FAMILY. THE
& AND FA FIRE ALARM PAR POST ANESTHESIA RECOVERY CONTRACTOR SHALL POST NOTICES AND COMPLY WITH THE GOVERNING LAWS OF THE JURISDICTION.
FB FIRE BLANKET PART PARTITION
A AIR (CLINICAL) FBR FACE BRICK PB PUSH BUTTON
A AAP ALARM ANNUNCIATOR PANEL FD FLOOR DRAIN PCD PAPER CUP DISPENSER D ESC RI PT I O N SYM BOL E.D:_II\_I%T,\?LLATIONS PERFORMED IN CONNECTION WITH THESE DRAWINGS SHALL BE IN STRICT COMPLIANCE TO THE MOST RECENT NFPA
AB ANCHOR BOLT FDN FOUNDATION PED PEDESTAL '
ﬁggbs ﬁggfg% AL Y CIRE e e YALVE EERE{M EERQ&?&S TEM NUMBER | LETTER 3. THE SITE WORK SHALL BE PROPERLY SUPERVISED BY THE CONTRACTOR'S JOB SITE SUPERINTENDENT. SUFFICIENT PERSONNEL SHALL BE
ACT ACOUSTICAL CEILING TILE FEC FIRE EXTINGUISHER CABINET PHYS PHYSICAL EMPLOYED TO COMPLETE THE WORK WITHIN THE CONTRACTED TIME. PERSONNEL SHALL BE SKILLED IN THE TASK ASSIGNED.
QBD ﬁgg@ﬁgj&” ESS E%’EMH%QSEKET SEAL g:&sms Eggﬁ{%%ﬂ\%'éh SIVE CARE UNIT ITEM TITLE/ DESCRIPTION 4. THE CONTRACTOR SHALL, AT ALL TIMES, MAINTAIN ADEQUATE PROTECTION TO SAFEGUARD THE PUBLIC AND ALL PERSONS ENGAGED IN
ADDL ADDITIONAL FHC FIRE HOSE CABINET PL PLATE DRAWING BLOCK TITLE MARK THE PERFORMANCE OF THE WORK.
ADJ ADJUST/ ABLE FHP FULL HEIGHT PARTITION PL PROPERTY LINE DRAWING BLOCK TITLE
ADJ ADJACENT FHV FIRE HOSE VALVE PLAM PLASTIC LAMINATE 14" = 10" 5. THE DRAWINGS REFLECT CONDITIONS AS CAN BE INFERRED FROM VISIBLE CONDITIONS, OR FROM DRAWINGS AND INFORMATION
ADMIN ADMINISTRATION FIN FINISH PLBG PLUMBING — FURNISHED BY THE OWNER, BUT CANNOT BE GUARANTEED. THE CONTRACTOR SHALL VERIFY ALL GRADES, LINES, LEVELS AND DIMENSIONS
AFF ABOVE FINISH FLOOR FIXT FIXTURE PLS PLASTER INDICATED ON THE DRAWINGS AND SHALL REPORT ALL INCONSISTENCIES TO THE CONTRACTING OFFICER'S REPRESENTATIVE (COR) PRIOR TO
AHU AIR HANDLING UNIT FL FLOOR PNL PANEL ITEM SCALE THE EXECUTION OF THE WORK. RECHECK ALL DIMENSIONS PRIOR TO ORDERING MANUFACTURED AND/OR FABRICATED ITEMS.
AL ALIGN FL FLOW LINE PR PAIR
ALT ALTERNATE FLASH FLASHING PRELIM PRELIMINARY 6. PLAN DIMENSIONS, UNLESS NOTED OTHERWISE, ARE TO THE FACE OF THE WALL FINISH OR CENTERLINE OF COLUMN.
ALUM ALUMINUM FLEX FLEXIBLE PREP PREPARATION
AM ANESTHESIA MONITOR FLG FLANGE PRES PLASTIC RESIN SECTION IDENTIFIER 7. ALL INDICATIONS OF MASONRY ARE SHOWN IN ACTUAL DIMENSIONS (NOT NOMINAL), UNLESS NOTED OTHERWISE.
AMEND AMENDMENT FLUOR FLUORESCENT PRESS PRESSURE
ANES ANESTHESIOLOGY FLUORO FLUOROSCOPY/FLUOROSCOPE PRIM PRIMARY I 1 8. THE CONTRACTOR SHALL ASSUME FULL RESPONSIBILITY FOR PROTECTION AND SAFEKEEPING OF PRODUCTS PURCHASED FOR THIS
ANUN ANNUNCIATOR FP FIRE PROOFING PROC PROCEDURE WALL SECTION MARK A310 PRODUCT AND STORED ON THE PROJECT SITE. THE CONTRACTOR SHALL COORDINATE WITH THE OWNER ON PREFERRED LOCATIONS FOR
AP ACCESS PANEL FRMG FRAMING PROJ PROJECTION STORED MATERIALS ON THE PROJECT SITE, IF ALLOWED AS PART OF THE REQUIREMENTS OF THIS PROJECT.
APC ARCHITECTURAL PRECAST CONCRETE FRS FLUSHING RIM SINK PRV POWER ROOF VENTILATOR SHEET NUMBER
APROX APPROXIMATE FS FULL SIZE PSYCH PSYCHOLOGY 9. THE CONTRACTOR SHALL MAINTAIN AREAS UNDER THE CONTRACTOR'S CONTROL TO BE FREE OF WASTE MATERIALS, DEBRIS, AND
ARCH ARCHITECTURAL FS FLOOR SINK PT PHYSICAL THERAPY RUBBISH. CONTAINERS FOR DEPOSIT OF DEBRIS AND RUBBISH SHALL BE PROVIDED BY THE CONTRACTOR. COORDINATE LOCATION OF
AUTO AUTOMATIC FSTOP FIRESTOPPING PT PAINT CONTAINERS WITH THE OWNER'S REPRESENTATIVE PRIOR TO PLACEMENT. REMOVE AND DISPOSE OF DEMOLITION MATERIAL OFF SITE IN
AWT ACOUSTICAL WALL TREATMENT FT FOOT/FEET PTC PNEUMATIC TUBE STATION ACCORDANCE WITH APPLICABLE CODES AND/OR SPECIFICATIONS.
FTG FOOTING PTR PAPER TOWEL CABINET
B BA BACTERIOLOGY FIR FIN TUBE RADIATION PTS PRINTER SECTION IDENTIFIER 10. EXTRANEOUS MATERIALS AND COMPONENTS SHALL BE PERIODICALLY REMOVED AND, AT THE OWNER'S DISCRETION, SHOULD BE
BACT BUILDING ACCESSORY\ FURR FURRING PULMO PULMONARY STOCKPILED FOR REUSE OR PROPERLY DISPOSED OF.
BASS BASSINET FUT FUTURE PVC POLYVINYL CHLORIDE I
BBD BULLETIN BOARD Fv FILMVIEWER BUILDING SECTION MARK 11. INDIVIDUAL CONTRACTOR'S SHALL BE RESPONSIBLE FOR PROVIDING AND INSTALLING ALL FIRESAFING/FIRESTOPPING MATERIALS AT ALL
gg ggﬁ(DCOURSES G o GAS Q ar QUARRY TILE THROUGH-WALL AND THROUGH-CEILING PENETRATIONS AS REQUIRED FOR THE CONSTRUCTION WORK OF THEIR INDIVIDUAL CONTRACT AND
BFE BOTTOM FOOTING ELEVATION GA GAUGE R RADIUS SHEET NUMBER I,SB'\Q)AF!’A?"IS:Q{ géRLEler,‘i};ll'lé\lI(:SCS)F?EAI\:_II__SD()ESSSAI\EIRIA%XYQIéLS MATERIALS AND INSTALLATION DETAILS SHALL CONFORM TO UNDERWRITER
BG BUMPER GUARD GAL GALLONS R RA RETURN AIR '
BIT BITUMINOUS GALV GALVANIZED RAD RADIATION/OLOGY
BKT BRACKET GB GRAB BAR RB RESILIENT BASE jl\jzoﬁjlébxgl?gTTgﬁleNG AND SHEATHING SHALL BE FIRE RETARDANT TREATED AS REQUIRED BY THE BUILDING CODE CLASSIFICATION OF
BLDG BUILDING GB GRADE BEAM RD ROOF DRAIN DETAIL IDENTIFIER ’
gt-IK-G gl(')%%lg\l;lv%[) LIGHT g(E:N SEHEEQ:: CONTRACTOR EEC EEIC_Z%CS:Q-EFE EXISTING A5.01 13. DO NOT SCALE DRAWINGS. FIELD VERIFY ALL DIMENSIONS AND CONDITIONS PRIOR TO CONSTRUCTION. NOTIFY THE CONTRACTING
BLW BELOW GEN GENERATOR RECP RECEPTION SHEET NUMBER OFFICER'S REPRESENTATIVE (COR) OF ANY DEVIATIONS OR DISCREPANCIES FOUND & RECEIVE DIRECTION BEFORE PROCEEDING.
BM BEAM GL GLASS REF REFERENCE LEADER
BO BY OWNER GMU GLASS MASONRY UNIT REFR REFRIGERATOR DETAIL INDICATOR L= 14. NO CONSTRUCTION SHALL START UNTIL ALL SUBMITTALS HAVE BEEN APPROVED BY THE VA.
BOF BY OWNER FUTURE GR GRADE REG REGISTER
BOT BOTTOM GYB GYPSUM BOARD REHAB REHABILITATION DETAIL BOUNDARY 4—t 15. DURING CONSTRUCTION THE CONTRACTOR WILL WORK ABOVE PATIENT OCCUPIED FLOORS. CONSTRUCTION RELATED ACTIVITIES ARE NOT
BPC BED PAN CABINET GYN GYNECOLOGY REINF REINFORCE/-ED/-ING TO ADVERSELY IMPACT THESE AREAS. CONSTRUCTION RELATED ACTIVITIES THAT MIGHT AFFECT THIS AREAS MUST BE COORDINATED WITH
BPG BLOOD PRESSURE GAUGE GYPSHTG GYPSUM SHEATHING REM REMOVE N/ AND APPROVED BY THE VA PRIOR TO OCCURRENCE.
BR BRICK REQD REQUIRED
BRG BEARING H H HIGH RET RETAINING 16. CONTRACTOR SHALL PROVIDE TEMPORARY DUST ENCLOSURES DURING ALL DEMOLITION AND CONSTRUCTION ACTIVITIES. CONTRACTOR
BRL BRICK LEDGE HB HOSE BIB REV REVERSE TO COORDINATE LOCATIONS WITH CONTRACTING OFFICER'S REPRESENTATIVE (COR). IF EXISTING WALLS ARE USED, PENETRATIONS MUST BE
BSMT BASEMENT HD HAND DRYER REV REVISE 1 ELEVATION IDENTIFIER SEALED TO CREATE A DUST PROOF ENCLOSURE.
BTWN BETWEEN HDCP HANDICAP RF RESILIENT FLOOR N
BUR BUILT-UP ROOFING HDR HEADER RF RADIO FREQUENCY EXTERIOR ELEVATION MARK 17. MODIFICATIONS TO THE EXISTING MEP SYSTEMS WILL IMPACT ADJACENT SPACES OUTSIDE THE GENERAL SCOPE OF WORK. ANY
HOW HARDWARE RFI REQUEST FOR INFORMATION SHEET NUMBER DISTURBANCE OF EXISTING CONDITIONS AND FINISHES MUST BE REPAIRED TO MATCH THE CONDITIONS PRIOR TO CONSTRUCTION IMPACTS.
C C CHANNEL HM HOLLOW METAL RH ROOF HATCH
C DISP CUP DISPENSER HORIZ HORIZONTAL RO ROUGH OPENING 18. THE FACILITY IS OPERATIONAL. CONTRACTOR SHALL MAKE PROVISIONS FOR OWNER AND PUBLIC USE OF THE BUILDING AROUND THE
CAB CABINET HPT HIGHPOINT RWCS RAIN WATER CONDUCTOR CONSTRUCTION AREA. DELIVERIES, STAGING, STORAGE OF MATERIALS AND OTHER CONSTRUCTION RELATED ACTIVITIES SHALL BE
CANTL CANTILEVER HR HANDRAIL COORDINATED WITH THE CONTRACTING OFFICER SO AS TO NOT ADVERSELY AFFECT THE BUILDING OPERATIONS.
CAP CAPACITY HSKP HOUSEKEEPING SAN SANITARY
CAT CATEGORY HT HEIGHT S sp SMOKE DAMPER 1 ELEVATION IDENTIFIER 19. ASBESTOS AND LEAD ARE NOT ANTICIPATED TO EXIST IN THE WORK AREA. HOWEVER, IF ASBESTOS-CONTAINING MATERIAL IS
CBD CHALKBOARD HTR HEATER SDISP SOAP DISPENSER INTERIOR ELEVATION MARK DISCOVERED OR SUSPECTED, STOP WORK IN THE AREA IMMEDIATELY AND CONTACT THE CONTRACTING OFFICER'S REPRESENTATIVE.
CCT CUBICLE CURTAIN TRACK HVAC HEATING, VENTILATING, AIR CONDITIONING SECY SECRETARY (SINGLE VIEW) AN
CCTV CLOSED CIRCUIT TELEVISION HW HOT WATER SF SQUARE FOOT @ SHEET NUMBER 20. ALL REVISIONS TO THE DRAWINGS MUST PROCEED THROUGH THE CONTRACTING OFFICER'S REPRESENTATIVE. CONTRACTOR REVISIONS
CD COLLING DOOR HW HEAD WALL SH SHOWER MAY BE CONSIDERED INVALID
CcD COLLING GRILLE HWD HARDWOOD SHD SHOWER HEAD '
gﬁ 88&?%8%@ c INTERCOM gmﬂTG gmﬂ'ﬁfATg'NG 21. THE CONTRACTOR IS RESPONSIBLE FOR COMPARING AND COORDINATING ALL DRAWINGS FOR PROPER FIT AND ATTACHMENT OF ALL
CHEM CHEMISTRY I IGCU INTENSIVE CARDIAC CARE UNIT SL SEALER A PARTS. DETAILS NOT SHOWN OR CALLED DESCRIBED IN THESE NOTES SHALL BE CONSTRUCTED TO SAME SIZE AND CHARACTER AS FOR
ouT CONTROL JOINT 1oU INTENSIVE CARE UNIT SLV SLEEVE P ELEVATION IDENTIFIER SIMILAR CONDITIONS WHICH ARE SHOWN, SPECIFIED, OR COMMONLY CONSTRUCTED IN THE INDUSTRY.
< Cnag  HINE o N E DIAMETER s A O DR OABINET INTERIOR ELEVATION MARK 2 X 22. NO STRUCTURAL MEMBER SHALL BE OMITTED, NOTCHED, CUT, BLOCKED OUT, OR RELOCATED WITHOUT PRIOR APPROVAL BY THE
CLG CEILING INSUL INSULATION SND SANITARY NAPKIN DISPOSER (MULTIPLE VIEWS) ARCHITECT OR ENGINEER.
P TANDPIPE N4
8,';,,R g'(‘)'f\ngUCT,ON MANAGER :gg :ggﬁ'ﬁg\, gpc ngC,MEN PASS THROUGH CABINET ; SHEET NUMBER 23. PROTECTIVE MEASURES SHALL BE TAKEN BY THE CONTRACTOR TO PROTECT ADJACENT PROPERTY AT ALL TIMES DURING
CMU CONCRETE MASONRY UNIT ISOLPP ISOLATED POWER PANEL SPEC SPECIFICATIONS CONSTRUCTION.
CcO CLEAN OUT v INTRA VENOUS SR SERVICE RECEPTOR
co CASED OPENING sSS SERVICE SINK 24. ALL TEMPORARY BRACING AND SHORING SHALL BE DESIGNED TO SUSTAIN ALL CONSTRUCTION LOADS, SOIL PRESSURE, LATERAL AND
co2 CARBON DIOXIDE J AN JANITOR SSS SURGEONS SCRUB SINK N PROJECT NORTH OTHER LOADS TO WHICH THE STRUCTURE MAY BE SUBJECTED.
COL COLUMN JB JUNCTION BOX SST STAINLESS STEEL
COMB COMBINATION/-ED JST JOIST ST STONE TILE 25. CONTRACTOR SHALL COORDINATE LOCATIONS OF LIGHT FIXTURES, SPRINKLER HEADS, REGISTERS, ETC. WITH THE ELECTRICAL, HVAC,
CONC CONCRETE JT JOINT STA STATION NORTH ARROW PLUMBING AND SPRINKLER SUB-CONTRACTORS.
CONF CONFERENCE STC SOUND TRANSMISSION
CONN CONNECT/-ED./-ION K KO KNOCK OUT STD STANDARD TRUE NORTH 26. CONTRACTOR SHALL FILL ALL VOIDS IN MASONRY AND CONCRETE CREATED AROUND ALL PENETRATIONS WITH CONSTRUCTION TO MATCH
CONST CONSTRUCTION STER STERILIZER SURROUNDING CONDITIONS.
CONT CONTINUE/OUS L L L ANGLE STL STEEL
CONTR CONTRACT/OR L LAVATORY STOR STORAGE
COORD COORDINATE LAV LAVATORY STRUCT STRUCTURAL
COR CONTRACTING OFFICER'S REP. LB POUND STS STEEL STRUCTURE
CORR CORRIDOR LCD LINEAR CEILING DIFFUSER SUPV SUPERVISOR OFFICE ROOM NAME
CPT CARPET LF LINE FIGURED SURG SURGERY/ICAL ROOM NAME INDICATOR 102
CT CERAMIC TILE LIN LINEAR SUSP SUSPENDED - ROOM NUMBER ALL WORK SHALL BE PERFORMED IN PHASES:
CT CAT SCAN KKR LOCKER SW SWITCH
CTR CENTER LLH LONG LEG HORIZONTAL SYM SYMMETRICALTOP NO MORE THAN ONE ELEVATOR SHALL BE OUT OF SERVICE AT ANY GIVEN Tl.ME' ORDER AND METHOD OF PHASING SHALL BE COORDINATED
CTSK COUNTERSUNK LLV LONG LEG VERTICAL WITH FACILITY STAFF AND PROJECT MANAGEMENT [CONTRACTING OFFICER'S REPRESENTATIVE (COR)] PRIOR TO START OF WORK.
CUH CABINET UNIT HEATER LMC LINEAR METAL CEILING T TOP
cVv CARDIOVASCULAR LOC LOCATION OR LOCATE TAN TANGENT
cw CURTAIN WALL LPT LOW POINT T B TACK BOARD GRID LINE IDENTIFICATION
Ccw COLD WATER LS LAWN SPRINKLING TC TIME CLOCK
CcYL CYLINDER LT LIGHT TCAB TOWEL CABINET COLUMN GRID IDENTIFICATION A PRE_CONSTRU CTION RISK ASS ESMENT (PCRA)
CYSTO CYSTOSCOPY LTG LIGHTING TDISP TISSUE DISPENSER
LVR LOUVER TEL TELEPHONE
D D DEPTH OR DEEP LWC LINEAR WOOD CEILING TEMP TEMPERATURE COLUMN GRID LINE
DEMO DEMOLITION TER TERRAZZO INFECTION CONTROL RISK ASSESSMENT (ICRA) REQUIREMENTS: INTERIM LIFE SAFETY MEASURES (ILSM) REQUIREMENTS:
DEPR DEPRESSION M M MIDDLE TG TONGUE & GROOVE
DEPT DEPARTMENT MAN MANUAL THER THERAPIST/Y THE PURPOSE OF THE ICRA IS TO ASSESS RENOVATION PROJECT ACTIVITIES FOR POTENTIAL IMPACT ON PATIENT/ADJACENT 1. PRIOR TO BEGINNING ACTUAL WORK ACTIVITIES, THE GENERAL CONTRACTOR IS TO WALK THROUGH THE PLANNED WORK AREA(S) WITH
DET DETAIL/S MATL MATERIAL THRES THRESHOLD AREAS WITH REGARD TO THE GENERATION OF AIRBORNE DUST AND GENERAL AIR QUALITY, IMPACT ON MEDICAL WASTE REPRESENTATIVES OF THE VA SAFETY STAFF AND VA CONTRACTING OFFICER TO IDENTIFY AND PLAN FOR SAFETY ISSUES THAT MAY IMPACT
DF DRINKING FOUNTAIN MAX MAXIMUM TPH TOILET PAPER HOLDER INCLUDING SEWER WASTES, MOLD, TRAFFIC CONTROL, NOISE, VIBRATIONS, SECURITY, FIRE SAFETY, CONSTRUCTION DEBRIS HOSPITAL OPERATIONS AND LIFE SAFETY. THE ASSESSMENT SHOULD ADDRESS THE FOLLOWING ITEMS:
DIA DIAMETER MBD MARKER BOARD TRANSF TRANSFORMER DOOR IDENTIFICATION A101A DOOR NUMBER TRANSPORT AND DISPOSAL , AND GENERAL HOUSEKEEPING.
DIAG DIAGONAL MC MEDICINE CABINET TS TUBE SECTION THIS PROJECT FALLS UNDER IC MATRIX CLASS IV A. WILL ANY EGRESS PATHWAYS OR EXITS BE ALTERED OR OBSTRUCTED?
DICT DICTATION MCU MODULAR COOLING UNIT TSC TOILET SEAT COVER DISPENSER YPE D CONSTRUGTION ACTIVITY - HIGH RISK GROUP
DIFF DIFFUSER MECH MECHANICAL v TELEVISION ( ) B. WILL ACCESS TO EMERGENCY SERVICES BE RESTRICTED OR REROUTED, OR WILL ACCESS FOR EMERGENCY RESPONDERS BE IMPAIRED OR RESTRICTED?
DIM DIMENSION MED MEDICAL/TION TYP TYPICAL THE FOLLOWING REQUIREMENTS MUST BE REVIEWED AND IMPLEMENTED BY ALL CONTRACTORS AND SUBCONTRACTORS C. WILL ANY FIRE DETECTION OR ALARM SYSTEMS BE IMPAIRED?
DIR DIRECTOR MEMB MEMBRANE DURING ALL PHASES OF THE BUILDING 51 (UNIT 38) RENOVATION PROJECT. THIS LIST IS NOT EXHAUSTIVE; REFER TO THE
DISP DISPENSER MET METAL u URINAL SPECIFICATIONS FOR ADDITIONAL INFORMATION. D. WILL ANY PART OF THE FIRE SUPPRESSION OR SPRINKLER SYSTEM BE IMPAIRED?
DIST DISTRIBUTION MEZZ MEZZANINE ucC UNDER COUNTER
DIV DIVISION MFR MANUFACTURER U UFO UNDER ELOOR DUCT 1. OBTAIN INFECTION CONTROL PERMIT BEFORE CONSTRUCTION BEGINS. E. WILL ANY SMOKE/FIRE WALLS, DOORS, OR ASSEMBLIES BE COMPROMISED?
DIW DEIONIZED WATER MGA MEDICAL GAS ALARM UG UNDERGROUND WINDOW IDENTIFICATION @—7 WINDOW/ CURTAINWALL TYPE 2. PHYSICALLY ISOLATE HVAC SYSTEM IN THE AREA WHERE RENOVATION WORK IS BEING PERFORNED; |.E. REMOVE AND CAP F. WILL THE FIRE SAFETY OF PERSONNEL IN ADJACENT AREAS BE AFFECTED?
DJT DUMMY JOINT MH MANHOLE UH UNIT HEATER DUCTWORK LEADING TO ADJACENT PORTIONS OF THE BUILDING.
DN DOWN MHC MATERIAL HANDLING CONVEYOR UNFIN UNFINISHED G. WILL IT BE NECESSARY TO INSTALL TEMPORARY CONSTRUCTION PARTITIONS?
DP DEMOUNTABLE PARTITION MIN MINIMUM UNO UNLESS NOTED OTHERWISE 3. ERECT HARD BARRIERS BETWEEN ALL INTERIOR AREAS OF THE PROJECT AREA AND ADJACENT AREAS. BARRIERS WILL BE
DP DATA PROCESSING MIR MIRROR us UTILITY SHELF CONSTRUCTED FROM FLOOR TO DECK USING WOOD/METAL WALL STUDS AND DRYWALL OR EQUIVALENT SHEETING. H. WILL THE PROJECT RESULT IN THE ACCUMULATION OF DEBRIS AND/OR MATERIALS AND INCREASE THE COMBUSTIBLE LOAD IN THE WORK AREA?
DR DOOR MISC MISCELLANEOUS OTIL OTILITY BARRIERS WILL BE CONSTRUCTED TO ENSURE A COMPLETE SEAL OF THE CONSTRUCTION AREAS FROM ADJACENT AREAS.
WALLS SHALL BE DUSTPROOF WITH SEALS MAINTAINED AT THE FULL PERIMETER WHICH ALLOW FOR MINIMIZATION OF DUST . WILL THE PROJECT ACTIVITY INCLUDE SIGNIFICANT IGNITION SOURCES, |.E. CUTTING, SOLDERING, OR OTHER ACTIVITIES UTILIZING AN OPEN FLAME?
DR DOCTOR MD MASONRY OPENING COLLECTION AND SPREAD. A FIRE RETARDANT POLYSTRYRENE, 6-MIL THICK OR GREATER PLASTIC BARRIER MEETING LOCAL
DS DOWNSPOUT MONO MONOLITHIC \Y VACUUM FIRE CODES MAY BE USED WHERE DUST CONTROL IS THE ONLY HAZARD, AND AN AGREEMENT IS REACHED WITH THE J. WILL THE PROJECT ACTIVITY PRESENT ANY OTHER SAFETY-RELATED HAZARDS?
DSW DISTILLED WATER MPC METAL PAN CEILING V VB VACUUM BREAKER WALL TYPE INDICATOR CONTRACTING OFFICER'S TECHNICAL REPRESENTATIVE AND MEDICAL CENTER. BARRIERS SHALL REMAIN IN PLACE UNTIL THE
DW DUMBWAITER MPU MULTI-PURPOSE UNIT VC VALVE CABINET WALL TYPE IDENTIFICATION PROJECT AREA IS SATISFACTORILY CLEANED BY THE CONTRACTOR.
DWG DRAWING MRI MAGNETIC RESONANCE IMAGING VCO VACUUM CLEANING OUTLET 2. THE VA WILL DOCUMENT THE ILSM ASSESSMENT AND PERFORM DAILY/WEEKLY OBSERVATIONS TO EVALUATE COMPLIANCE. DATA GATHERED
DWLS DOWELS MTD MOUNTED VENT VENTILATION | LA NEGATIVE AIR PRESSURE WITHIN THE CONSTRUCTION AREA UTILIZING HIGH EFFICIENCY PARTICLLATE AR (HEPA DURING OBSERVATIONS WILL BE TRENDED. ISSUES IN NEED OF IMPROVEMENT WILL BE SHARED WITH THE GENERAL CONTRACTOR ANDIOR
MTL METAL VERT VERTICAL AN WALL : MAINTENANCE PERSONNEL TO ACHIEVE IMPROVEMENT.
E EXISTING MTR MOTOR VIF VERIFY IN FIELD 5. THE CONTRACTOR SHALL ENSURE THAT DURING DEMOLITION AND THE TRANSPORT/LOADING OF CONSTRUCTION DEBRIS,
E EC ELECTRIC CABINET MULL MULLION VR VAPOR RETARDER NO VISIBLE EMISSIONS ARE GENERATED. THE CONTRACTOR SHALL KEEP ALL WINDOWS AND DOORS TO THE PROJECT AREA %EEE%’\(‘)EFL{(E%E(EDSTTASED fg&%@ﬁ;g%fggégﬂ 'gJé’gﬁng%\l{FAFiLT S;gfﬁﬂ?;ﬁg%%ggg@? SAFETY DEFICIENCIES SHALL BE SHOWN TO HAVE
ECG ELECTROCARDIOGRAPHY VTR VENT THROUGH ROOF CLOSED, AND UTILIZE COVERED CARTS DURING TRANSPORT OF DEBRIS. IF NECESSARY, USE WET METHODS DURING : '
EEG ELEGTROENCEPHALOGRAPHY NA NOT APPLICABLE DUMPING ACTIVITIES TO MINIMIZE VISIBLE EMISSIONS, |.E. WETTING OF DEBRIS PRIOR TO TRANSFER INTO ROLL OFF DUMPSTER
EENT EVE EAR NOSE & THROAT N NIC NOT IN CONTRAGT W WIDTHAWIDE \?VTN%%W TTARTlng’\IT. ODFugguNGS lsﬁl(\l;réo'\‘RgiEgIélisD.UMPSTERS OR DUMP TRUCKS SHALL BE SATISFACTORILY COVERED TO AVOID A. ALL EXITS SHALL BE FREE AND UNOBSTRUCTED.
EF EXHAUST FAN NO NUMBER VV W WIDE FLANGE KEYNOTE IDENTIFICATION 3.01 B. ALL EXIT SIGNS ARE OPERATIONAL AND INSTALLED AS DESIGNED. ALL TEMPORARY SIGNS SHALL BE REMOVED.
EIFS EXTERIOR INSULATION NOM NOMINAL w/ WITH 6. THE CONTRACTOR SHALL COLLECT AND PROPERLY DISPOSE OF LIQUID DRAIN SLUDGE ENCOUNTERED DURING THE
AND FINISH SYSTEM NRC NOISE REDUCTION COEFFICIENT W/0 WITHOUT KEYNOTE NUMBER DEMOLITION OF PLUMBING. C. ALL ACCESS TO EMERGENCY SERVICES ARE RESTORED.
EJ EXPANSION JOINT NT NOTE WC WATER CLOSET
EL ELEVATION NTS NOT TO SCALE WG WALL COVERING 7. THE CONTRACTOR SHALL MINIMIZE THE EFFECTS OF NOISE AND VIBRATION BY LIMITING WORK TO DAYLIGHT HOURS. D. DOCUMENTED MAINTENANCE ACCEPTANCE TESTING FOR SMOKE/SPRINKLER SYSTEMS SHALL BE PROVIDED.
ELEC ELECTRICAL WD WOOD 8. THE CONTRACTOR SHALL IMPLEMENT SATISFACTORY FIRE WATCH OR HOT WORK PERMIT SYSTEM FOR ALL HOT WORK E. ENSURE THE AREA IS EQUIPPED WITH THE APPROPRIATE NUMBER OF FIRE EXTINGUISHERS PER CODE AND DESIGN.
ELEV ELEVATOR O ) OXYGEN WE WASHER EXTRACTOR ACTIVITIES; |.E. WELDING, BURNING, GRINDING, ETC. FIRE EXTINGUISHERS SHALL BE PROVIDED BY THE CONTRACTOR.
EMERG EMERGENCY OB OBSTETRICS WDW WINDOW F. ALL CONSTRUCTION MATERIALS AND EQUIPMENT SHALL BE REMOVED.
EMG ELECTROMAYOGRAPHY oC ON CENTER WG WALL GUARD REVISION CLOUD 9. THE PROJECT AREA SHALL BE SECURED AND MONITORED BY THE CONTRACTOR DURING ALL CONSTRUCTION ACTIVITIES
ENCL ENCLOSURE oD OUTSIDE DIAMETER WH WALL HYDRANT TO MINIMIZE ACCESS OF UNAUTHORIZED PERSONNEL. G. ALL EMERGENCY EVACUATION SIGNS ARE INSTALLED AND UPDATED.
ENT EAR NOSE THROAT OFF OFFICE WHCH WHEELCHAIR REVISION IDENTIFICATION
ENTR ENTRANGE OH OVERHEAD WHTR WATER HEATER 1F Eb %ﬁgﬂgb I(EFD IlrJ\jTélélTIES SHALL BE COORDINATED WITH SITE PERSONNEL TO MINIMIZED DISRUPTION TO ADJACENT H. ALL CEILING TILES ARE INSTALLED.
EO ELECTRICAL OUTLET OP OPERABLE PARTITION WP WATERPROOF / = REVISION NUMBER ' | SPACES ARE CLEANED AND READY FOR OCCUPANCY.
EP EXPLOSION PROOF OP OUTPATIENT WPS WALL PROTECTION SYSTEM 11. MEDICAL WASTE, MOULD, AND ASBESTOS CONTAINING MATERIALS (ACM) SHOULD NOT BE ENCOUNTERED DURING
EQ EQUAL OPER OPERATOR WR WASTE RECEPTACLE CONSTRUCTION ACTIVITIES. THE CONTRACTOR SHALL STOP WORK AND IMMEDIATELY NOTIFY SITE PERSONNEL IF J. ALL OTHER SAFETY RELATED HAZARDS OR CONDITIONS SHALL BE REMOVED.
EQUIP EQUIPMENT OPNG OPENING WS WEATHERSTRIP SUSPICIOUS MEDICAL WASTE, MOULD OR ACM IS OBSERVED.
ES END SECTION OPP OPPOSITE WS WASHER STERILIZER
ETR EXISTING TO REMAIN OR OPERATING ROOM WSCT WAINSCOT
EWC ELECTRIC WATER COOLER ORD OVERFLOW ROOF DRAIN WT WINDOW TREATMENT
EXA EXHAUST AIR ORTHO ORTHOPEDICS WT WEIGHT DATUM POINT IDENTIFICATION {;
EXC EXCAVATE/-ED/-ION oT OCCUPATIONAL THERAPY wWw WOOD WINDOW 10'-0" ——— ELEVATION RELATIVE TO
EXH EXHAUST HOOD WWF WELDED WIRE FABRIC FIRST FLOOR TOP OF SLAB
EXIST EXISTING
EXP EXPANSION Z\V/B ZONE VALVE BOX
EXT EXTERIOR ZBC ZONE VALVE CABINET
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