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SECTION 09 65 13
RESI LI ENT BASE AND ACCESSCRI ES

PART 1 - GENERAL
1.1 DESCRI PTI ON
This section specifies the installation of vinyl or rubber base.
1.2 RELATED WORK
A. Color and texture: Section 09 06 00, SCHEDULE FOR FI NI SHESS.
B. Integral base with sheet flooring: Section 09 65 16, RESILIENT SHEET
FLOORI NG
1.3 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.
B. Manufacturer's Literature and Dat a:
1. Description of each product.
2. Base material manufacturer's recomendations for adhesives.
3. Application and installation instructions.
C. Sanpl es:
1. Base: 150 mm (6 inches) |ong, each type and col or
2. Adhesive: Literature indicating each type.
1.4 DELI VERY
A. Deliver nmaterials to the site in original seal ed packages or containers,
clearly marked with the manufacturer's nane or brand, type and col or,
production run nunmber and date of manufacture.
B. Materials from containers which have been di storted, damaged or opened
prior to installation will be rejected.
1.5 STORAGE
A. Store materials in weather tight and dry storage facility.
B. Protect material from danmage by handling and construction operations
before, during, and after installation.
1.6 APPLI CABLE PUBLI CATI ONS
A. The publication listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by the
basi ¢ desi gnation only.
B. American Society for Testing and Materials (ASTM:

F1344-10................ Rubber Floor Tile
F1859-10................ Rubber Sheet Fl oor Covering without Backing
F1860-10................ Rubber Sheet Fl oor Covering wi th Backing
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F1861-08................ Resilient Wall Base
C. Federal Specifications (Fed. Spec.):
RR-T-650E............... Treads, Metallic and Non-Metallic, Nonskid
PART 2 - PRODUCTS
2.1 CGENERAL
Use only products by the sanme manufacturer and fromthe same production
run.

2.2 RESI LI ENT BASE
A. ASTM F1861, 3 mm (1/8 inch) thick, 100 nm (4 inches) high,
Ther nopl astics, Goup 2-layered. Style B-cove
B. Wiere carpet occurs, use Style A-straight.
C. Use only one type of base throughout.
2. 3 ADHESI VES
A. Use products recommended by the material manufacturer for the conditions
of use.
B. Use | ow VOC adhesive during installation. Water based adhesive with | ow
VOC is preferred over solvent based adhesive.
PART 3 - EXECUTI ON
3.1 PROJIECT CONDI Tl ONS

A. Maintain tenperature of materials above 21° C (70 °F), for 48 hours
before installation.

B. Maintain tenperature of roons where work occurs, between 21° C and 27° C
(70°F and 80°F) for at least 48 hours, before, during, and after
installation.

C. Do not install materials until building is permanently encl osed and wet
construction is complete, dry, and cured.

3.2 | NSTALLATI ON REQUI REMENTS

A. The respective manufacturer's instructions for application and
installation will be considered for use when approved by the COR

B. Submit proposed installation deviation fromthis specification to the
COR indicating the differences in the nethod of installation.

C. The COR reserves the right to have test portions of materia
installation renpbved to check for non-uniform adhesi on and spotty
adhesi ve cover age.

3. 3 PREPARATI ON

A. Exam ne surfaces on which material is to be installed.

B. Do not use adhesive for filling.

C. &ind, sand, or cut away protrusions; grind high spots.
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D. Clean substrate area of oil, grease, dust, paint, and del eterious

subst ances.

E. Substrate area dry and cured. Perform manufacturer’s reconmended bond
and noi sture test.
F. Preparation of existing installation:

1. Renpve existing base including adhesive.

2. Do not use solvents to renmove adhesives.

3. Prepare substrate as specified.

3.4 BASE | NSTALLATI ON
A. Location:

1. Unless otherw se specified or shown, where base is schedul ed, instal
base over toe space of base of casework, |ockers, |aboratory,
pharmacy furniture island cabi nets and where ot her equi prent occurs.

2. Extend base scheduled for roominto adjacent closet, alcoves, and
around col ums.

B. Application:

1. Apply adhesive uniformy with no bare spots.

2. Set base with joints aligned and butted to touch for entire height.

3. Before starting installation, |ayout base material to provide the
nm ni mum nunber of joints with no strip | ess than 600 mm (24 inches)
| engt h.

a. Short pieces to save material will not be permtted.
b. Locate joints as renote fromcorners as the material |engths or
the wall configuration will permt.
C. Formcorners and end stops as foll ows:
1. Score back of outside corner
2. Score face of inside corner and notch cove.
D. Roll base for conpl ete adhesion
3.5 CLEANI NG AND PROTECTI ON
A. Cean all exposed surfaces of base and adjoi ning areas of adhesive
spatter before it sets.
B. Keep traffic off resilient material for at |least 72 hours after
installation.
C. Cean and polish materials in the follow ng order

1. After two weeks, scrub resilient base with a m ni num amount of water
and a mld detergent. Leave surfaces clean and free of detergent
residue. Polish resilient base to a gloss finish.

D. Where protective materials are renoved and i mredi ately prior to
acceptance, replace damaged naterials and re-clean resilient materials.
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Damaged materials are defined as having cuts,

and not fully adhered.
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gouges, scrapes or tears



