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SECTI ON 10 51 26
PLASTI C LOCKERS

PART 1 - CGENERAL
1.1 SECTI ON | NCLUDES

Solid plastic |ockers.

1.2 RELATED SECTI ONS

Col or of Finish: Section 09 06 00 SCHEDULE FOR FI NI SHES.

1.3 SUBM TTALS

A

F

Product Data: Manufacturer's data sheets for each type of product

i ndi cated include fabrication details, description of materials and
fini shes.

Shop Drawi ngs: |nclude overall |ocker dinensions, floor plan

el evations, sections, details, and attachnments to other work. I|nclude
choice of options with details.

Sanpl es for Selection: Furnish sanples of manufacturer's full range of
colors for initial selection

Installation instructions.

Warranty: Sanple of special warranty.

Operation and Mai nt enance Dat a.

1.4 QUALITY ASSURANCE

A

Regul atory Requirenents: \Were |ockers are indicated to conmply with
accessibility requirenents, conply with the U S. Architectural &
Transportation Barriers Conpliance Board's "Americans with Disabilities
Act (ADA) and Architectural Barriers Act (ABA) Accessibility Guidelines
for Buildings and Facilities”.

Source Limtations: Obtain |ockers and accessories fromsingle source

from singl e manufacturer.

1.5 PRQIECT CONDI Tl ONS

A

Do not deliver plastic |ockers to the site until the building is
encl osed and HVAC systens are in operation. Deliver plastic |lockers in
manuf acturer's original packaging. Store in an upright condition.

Protect plastic | ockers fromexposure to direct sunlight.
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Fiel d Measurenents: Verify actual dinensions of recessed openi ngs by
field neasurements before fabrication.
Ship plastic | ockers fully assenbl ed.

Lift and handle plastic | ockers fromthe base not the sides.

1.6 WARRANTY

A

Warranty: Manufacturer's standard formin which manufacturer agrees to
repair or replace conponents of plastic lockers that fail in materials
or worknanship within a (2) year period fromdate of substantial

conpl eti on.

PART 2 - PRODUCTS

2.1 NMANUFACTURERS

A

B.

Basi s- of - Desi gn Manufacturer: Subject to conpliance with requirenents,
provi de products of Bradl ey Corporation, Menomonee Falls, W 53051,
(800) 272- 3539, fax (262)251-5817; Emmil info@Bradl eyCorp.com Wbsite
www. br adl eycor p. com

1. Provide basis of design products or conparable products of one of
the foll owi ng approved manuf act urers:
a. Hallowell; Aquamax Solid Plastic Lockers
b. Scranton Products; Tufftec Heal thcare Lockers
c. Submit requests for substitution in accordance with Instructions
to Bidders and Division 01 General Requirenents.
MATERI ALS
1. High Density Pol yethyl ene (HDPE): polyethyl ene thernoplastic formed
under high pressure into solid plastic conponents.
Stainl ess-Steel Sheet: ASTM A 666, Type 304.
Fasteners: Stainless steel Tanper-Resistant Fasteners.

2.2 MJLTI - HEl GHT LOCKERS

A
B.

Basi s- of - Desi gn Product: Bradl ey LENOXZLOCKERS.

Locker Configurations: Miltiple height double tier units with full-
hei ght garnent and hal f - hei ght accessory storage conpartnments.
Locker Di mensi ons

1. Height, Nominal: 1829 mm (72 inch).

2. Wdth: 381 nm (15 inch).

3. Depth: 457 nm (18 inch).

Material: HDPE plastic.
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E. Sides, Tops, Bottons, Dividers, and Shelves: 10mm (3/8 inch) thick

HDPE pl astic with snooth finish.

F. Locker Tops: Flat top.

Doors: Fabricate froma single piece 13mm (1/2 inch) HDPE plastic.

1. Doors and Frame: 13 mm (1/2 inch) thick HDPE plastic with matte
texture finish with ventilation slots.

2. Handle: ADA/ ABA-conpliant handl e fabricated frominjection nol ded
pl astic.

3. Locks: Standard hasp.

a. Padl ock: Lock by Owner.

4. Hinges: Continuous piano hinges, 1.3 mm (.05 inch) thick type 304
stainless steel fabricated to wap around edges of door and frane
and attached with stainless steel tanper-resistant screws.

a. Finish: Powder coated to match col or of | ocker

5. Latching Bar: Full-height latch bar constructed of 13 mm (1/2 inch)
HDPE pl astic secured to | ocker with stainless steel tanper-resistant
SCrews.

H Accessori es:

1. Coat Hooks: One doubl e prong per | ocker

2. End Panels: 10 mm (3/8 inch) thick, with color and finish natching
| ocker body.

3. Filler Panels: 13 nm(1/2 inch) HDPE filler panel, with col or and
finish matchi ng | ocker body.

Wal | Hooks: Two per | ocker
Nunber Plate: Black painted alumnumwith silver nunbers. Provide
one per | ocker.

2.3 LOCKER FABRI CATI ON

A. Fabricate | ocker box froma single sheet of HDPE solid plastic with
corners fused together. Weld frames and shelves to box assenbly.
Provide all welded construction of |ocker parts w thout dovetail slots
or metal fasteners. Add welded gussets in single tier full height
| ockers.

B. Center Dividers: Full-depth, vertical partitions between bottom and
shel f; finished to match | ockers.

C. Hardware Attachment: Al hinges, handles, hasps, hooks, |atch bars,
and | ocks attached with tanper-resistant screws.

10 51 26 - 3



CLI N0O2
STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PRQIECT NO. 528A8-12-801
D. Provide ventil ated panels where indicated.
E. Filler Panels: Fabricated in unequal |eg angle shape; finished to
mat ch | ockers.
F. Finished End Panels: Fabricated with 9.5 mm (3/8 inch) w de edge
di mensi on, configured to conceal fasteners and hol es at exposed ends of
pl astic | ockers.

PART 3 - EXECUTI ON

3.1 | NSTALLATI ON

A. Install lockers in climate controlled environnment, shielded fromdirect
sunli ght.

B. General: Install on floor or other firmsupport. Install level, plunb,
and true.

1. Position |ocker base per approved shop drawi ng. Using fasteners
provi ded by manufacturer, anchor base sections to the floor.
Attach filler pieces to |ockers with nale-female sex bolts.
Position first |ocker according to submittal layout. Square and
plunb the | ocker using conceal ed shins. Secure the |ocker to the
wal |l at the top and bottom of the | ocker. Position second | ocker
next to first, square and plunb to align the tops and bottons; and
tenporarily clanp |l ockers together. Drill four holes through the
sides of the |l ockers and connect | ockers using sex bolts provided by
manuf act urer.

C. Accessories: Fit exposed connections of trim fillers, and cl osures
together to formtight, hairline joints, with conceal ed fasteners and
splice plates furnished by | ocker manufacturer. Install as indicated
on approved shop draw ngs.

1. Coat Hooks: Attach with at |east two fasteners.

2. ldentification Plates: Identify plastic |ockers with approved
identification nunmbers. Attach plates to each | ocker door.

Filler Panels: Attach with conceal ed fasteners.
Fi ni shed End Panels: Attach at ends indicated.

3.2 FI NAL CLEANI NG
A. Clean, lubricate, and adjust hardware. Adjust doors and latches to
operate easily w thout binding.
B. Protect |ockers from danage, abuse, dust, dirt, stain, or paint. Do
not permt use during construction
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C. Repair marred finishes, or replace |ockers that cannot be restored to

factory-fini shed appearance. Use only materials and procedures
recormmended or furni shed by | ocker manufacturer

D. Clean |ocker interior and exterior surfaces.

-~ END ---
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