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STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PROIECT NO. 528A8-12-801

SECTION 10 26 00
WALL PROTECTI ON

PART 1 - GENERAL
1.1 DESCRI PTI ON
This section specifies handrails, corner guards and high inpact wall
coveri ng.
1.2 RELATED WORK
A. Arnor plates and kick plates not specified in this section: Section 08
71 00, DOOR HARDWARE.
B. Color and texture: Section 09 06 00, SCHEDULE FOR FI NI SHES.
1.3 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.
B. Shop Draw ngs: Show design and installation details.
C. Manufacturer's Literature and Data:
1. Corner Cuards.
2. High Inpact Wall covering.
3. Handrails.
D. Test Report: Showing that resilient material conplies with specified
fire and safety code requirenents.
1.4 DELI VERY AND STORAGE
A. Deliver materials to the site in original seal ed packages or containers
marked with the name and brand, or trademark of the nmanufacturer.
B. Protect from danage from handling and constructi on operations before,
during and after installation.
C. Store in a dry environnent of approximately 21° C (70 degrees F) for at
| east 48 hours prior to installation.
1.5 APPLI CABLE PUBLI CATI ONS
A. Publications listed below forma part of this specification to extent
referenced. Publications are referenced in text by basic designation

only.
B. American Society for Testing and Materials (ASTM:
Al167-99(R2009).......... St ai nl ess and Heat - Resi sting Chrom um Ni ckel
Steel Plate, Sheet, and Strip
B221-08................. Al um num and Al um num Al | oy Extruded Bars, Rods,
Wre, Shapes, and Tubes
D256-06. ................ | npact Resi stance of Plastics
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D635-06. ................ Rat e of Burning and/or Extent and Ti ne of
Bur ni ng of Self-Supporting Plastics in a

Hori zontal Position

E84-09.................. Surface Burning Characteristics of Building
Mat eri al s
C. The National Association of Architectural Metal Manufacturers (NAAMV) :
AVP 500-06.............. Met al Fi ni shes Manual
D. National Fire Protection Association (NFPA):
80-10......... ... .. .. ... Standard for Fire Doors and W ndows
E. Society of Anerican Autonotive Engi neers (SAE):
J 1545-05............... I nstrumental Col or Difference Measurenent for

Ext eri or Finishes.
F. Underwriters Laboratories Inc. (UL):
Annual Issue............ Buil ding Materials Directory
PART 2 - PRODUCTS
2.1 MATERI ALS
A. Stainless Steel: ASTM A167, Type 304.
B. Al umi num Extruded: ASTM B221, Alloy 6063, Tenper T5 or T6.
C. Resilient Material:
1. Extruded and injection nolded acrylic vinyl or extruded pol yvinyl
chloride neeting follow ng requirenents:

a. Mninuminpact resistance of 1197 ps (25 ft Ibs per sq.ft) when
tested in accordance with ASTM D256 (lzod inpact, ft.lbs. per inch
not ch).

b. Cass 1 fire rating when tested in accordance with ASTM E84,
havi ng a maxi mum fl ane spread of 25 and a snpoke devel oped rating
of 450 or |ess.

Rat ed sel f extinguishing when tested in accordance with ASTM D635.
Material shall be |abeled and tested by Underwiters Laboratories
or other approved independent testing | aboratory.

e. Integral color with all colored components natched in accordance
with SAE J 1545 to within plus or mnus 1.0 on the Cl E-LCH scal es.

f. Same finish on exposed surfaces.

D. Wod: Shall be FAS grade, kiln dried, solid nmaple w th noisture content
of 5-9%
2.2 CORNER GUARDS
A. Resilient, Shock-Absorbing Corner Guards: Surface nounted formed to
profile shown.
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1. Snap-on corner guard formed fromresilient material, mninm2 mm
(0.078-inch) thick, free floating on a continuous 1.6 mm (0. 063-i nch)
thi ck extruded al um numretai ner. Provide appropriate nounting

har dwar e, cushi ons and base pl ates as required.

2. Provide factory fabricated end cl osure caps at top and bottom of

surface nounted corner guards.

3. Flush nounted corner guards installed on any fire rated wall shal
maintain the fire rating of the wall. Provide fire test of proposed
corner guard systemto verify conpliance.

a. Wiere insulating naterials are an integral part of the corner
guard system the insulating materials shall be provided by the
manuf acturer of the corner guard system

b. Al exposed netal in fire rated assenblies shall have a paintable
finish.

2.3 H GH | MPACT WALL COVERI NG

A

0O

Fabricate fromvinyl acrylic or polyvinyl chloride resilient material
m ni mum 1. Omm (0. 04 inch) thick designed specially for interior use.
Provi de adhesive as recommended by the wall covering manufacturer.

Hei ght: As indicated on the draw ngs.

Trimand Joint Ml dings: Extruded rigid plastic that matches sheet wall
coverings color.

2.4 HANDRAI LS

A

Handrail profile: 38mm (1.5 inch) gripping dianeter, extends 76mm (3
inch) fromwall.

Returns, outside corners and inside corners shall be solid wod and
finished to match handrail s.

Fi ni shes:

1. Wod Stain as specified in Section 09 06 00, SCHEDULE FOR FI NI SHES.
2. Wod Finish: Handrail shall be finished with a water-based cl ear coat

finish. Finish shall be a low luster satin finish

2.5 FASTENERS AND ANCHORS

A. Provide fasteners and anchors as required for each specific type of
installation.
B. Where type, size, spacing or nethod of fastening is not shown or
speci fied, subnmit shop draw ngs showi ng proposed installation details.
2.6 FINISH
A. In accordance with NAAMM AMP 500 seri es.
B. Al umi num
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1. Exposed al um num AAC22A31 chemically etched mediummatte, with clear
anodic coating, Cass Il Architectural, 0.4 ml| thick
2. Conceal ed alumnum M1l finish as fabricated, uniformin color and
free fromsurface bl em shes.

C. Stainless Steel: NAAWMM finish Nunber 4.

D. Resilient Material: Enbossed texture and col or as specified in Section
09 06 00, SCHEDULE FOR FI NI SHES.

PART 3 - | NSTALLATI ON

3.1 RESI LI ENT CORNER GUARDS
Install corner guards on walls in accordance with manufacturer's
i nstructions.

3.2 H GH | MPACT WALL COVERI NG

A. Surfaces to receive protection shall be clean, snooth and free of
obstructi ons.

B. Install protectors after franes are in place but preceding installation
of doors in accordance with approved shop draw ngs and manufacturers
specific instructions.

C. Apply with adhesive in controlled environnment according to
manuf acturer’s recomrendati ons.

3. 3 HANDRAI LS

A. Ceneral: Locate handrails as indicated on approved detail draw ngs for
the appropriate substrate in accordance with approved shop draw ngs and
manuf acturers specific instructions. Install handrail |evel and plunb at
t he height indicated on the draw ngs.

---END- - -
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