CLI NOO2

STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PROIECT NO. 528A8-12-801

SECTION 09 72 16
VI NYL- COATED FABRI C WALL COVERI NGS

PART 1 - GENERAL
1.1 DESCRI PTI ON
Section specifies vinyl coated fabric wallcovering and installation.
1.2 RELATED WORK
A. Color, pattern, type, and areas to receive wallcovering: Section 09 06
00, SCHEDULE FOR FI NI SHES.
1.3 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.
B. Sanpl es:
1. Each type and pattern as specified in Section 09 06 00, SCHEDULE FOR
FI NI SHES.
2. Size: Full width of mill run.
C. Manufacturer's Certificates:
1. Conpliance with CFFA W 101D.
2. Wl lcovering manufacturer's approval of adhesive.
D. Manufacturer's Literature and Data:
1. Primer and adhesi ve.
2. Installation instructions.
3. Maintenance instructions, including recomended materials and met hods
for maintaining wallcovering with precautions in use of cleaning
materi al .
1.4 QUALI TY ASSURANCE
A. Finish one conplete space with each type (color and pattern) of
wal | covering showi ng specified colors and patterns.
B. Use approved sanpl e spaces as a standard for work throughout the
proj ect.
1.5 DELI VERY, STORAGE AND HANDLI NG
A. Deliver in original unopened containers bearing the manufacturer's nane,
brand nanme, and product designati on.
B. Store in accordance with nmanufacturer's instructions.
C. Handle to prevent damage to material.
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1.6 APPLI CABLE PUBLI CATI ONS
A. Publications |isted below forma part of this specification to the
extent referenced. Publications are referenced in the text by the basic
desi gnati on only.
B. Chenical Fabrics and Film Association, Inc., (CFFA):

2575-96(R2011).......... Vi nyl Coated Fabric Wallcovering
C. Anerican Society for Testing and Materials (ASTM
@1-09. ... .. Det er mi ni ng Resi stance of Synthetic Polymeric

Materials to Fung
PART 2 - PRODUCTS
2.1 VINYL COATED FABRI C WALLCOVERI NG
A. Conply with CFFA-2575.
B. Fungi Resistance: ASTM &1, rating of O.
C. Factory-applied clear delustered polyvinyl-fluoride (PVF) coating:
1. Mnimm0.0125 nm (1/2 nil) thickness.
2. Do not include PVF coating weight in mnimmtotal weight.
3. Fire hazard classification with PVF coating: C ass A unless specified
ot herw se.
D. Type Il (Medium Duty) mninum

2.2 ADHESI VE
A. Use only water-based adhesive having vol atil e organi c compounds not nore
than 50 g/l.

B. Vermin and nil dew resistant.
PART 3 - EXECUTI ON
3.1 JOB CONDI TI ONS
A. Tenperat ures:
1. Do not performwork until surfaces and materials have been naintai ned
at mninumof 60 °F. for three days before work begins.

2. Maintain mninmmtenperatures of 60 °F. until adhesives are dried or
cur ed.
B. Lighting:
1. Do not proceed unless a mininumlighting | evel of 15 candl epower per
square foot occurs.
2. Measure light level at md-height of wall
C. Ventilation:
1. Provide uniformcontinuous ventilation in space.
2. Ventilate for a tinme for not less than conplete drying or curing of
adhesi ve.
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D. Protect other surfaces from damage whi ch may be caused by this work.
E. Remove waste from building daily.
3.2 SURFACE CONDI TI ON
A. Inspect surfaces to receive wallcoverings to assure that:
1. Patches and repairs are conpl et ed.
2. Surfaces are clean, smooth and prinme painted.
B. Do not proceed until discovered defects have been corrected by ot her
trades and surfaces are ready to receive wallcovering.
C. Carefully renove electrical outlet and switch plates, mechanica
di ffusers, escutcheons, registers, surface hardware, fittings and
fastenings, prior to starting work.
D. Carefully store itens for reinstallation
3. 3 APPLI CATI ON OF ADHESI VE
A. M x and apply adhesives in accordance with manufacturer's directions.
B. Prevent adhesive fromgetting on face of wall covering.
C. Apply adhesive to wallcovering back
3.4 WALLCOVERI NG | NSTALLATI ON
A. Use wal |l covering of sanme batch or run in an area. Use fabric rolls in
consecutive nurerical sequence of manufacture.
B. Install material conpletely adhered, snooth, clean, wthout winkles,
air pockets, gaps or overl aps.
C. Extend wal |l covering continuous behind non-built-in casework and ot her
items which are close to but not bolted to or touching the walls.
D. Install wallcovering before installation of resilient base. Extend
wal | covering not nore than 6 nm (1/4 inch) below top of resilient base.
E. Install panels consecutively in order in which they are cut fromthe
roll including filling spaces above or bel ow wi ndows, doors, or simlar
penetrati ons.
F. Do not install horizontal seans.
G Except on match patterns, hang fabric by reversing alternate strips,
except as recomended by the manufacturer
H Cutting:
Cut on a work table with a straight edge
Joints or seans that are not cut clean are unacceptabl e.
Trim additional selvage to achieve a color and pattern match at
seans. Overl apped seans are not all owed.
Do not doubl e cut seans on wall unless specified.
5. If double cutting on the wall is necessary, place a three inch strip
of Type | wallcovering under pasted edge.
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a. Do not cut into wall surface.
b. After cutting, renove strip and excess adhesive from seam before
proceedi ng to next seam
c. Snooth down seamin adhesive for tight bond and joint.
Trimstrip-mtched patterns, which are not factory pre-trinmred.
I nsi de Corners:
1. Wap wall covering around corner
2. Do not seamwi thin 50 nm (2 inches) of inside corners.
3. Doubl e cut seam
Qut si de Corners:
1. Wap wall covering around corner
2. Do not seamwi thin 150 mm (6 inches) of outside corners.
3. Doubl e cut seam

3.5 PATCHI NG

A

Repl ace surface danaged wal |l covering in a space as specified for new

wor k:

1. Replace full height of surface.

2. Replace frombreak in plane to break in plane when sanme batch or run
is not used. Double cut seans.

3. Adjoining differential colors from separate batches or runs are not
accept abl e.

Correct | oose or raised seans with adhesives to lay flat with tight

bonded joint as specified for new work.

3.5 CLEANI NG AND | NSTALLI NG TEMPORARY REMOVED | TEMS

A
B

Renove adhesi ve from wal |l covering as work proceeds.
Renove adhesi ves where spilled, splashed or splattered on wall coverings
or adjacent surfaces in a nmanner not to damage surface fromwhich it is
renmoved.
Reinstall previously renoved electrical outlet and switch plates,
nmechani cal diffusers, escutcheons, registers, surface hardware, fittings
and f ast eni ngs.

---END- - -
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