CLI NOO2

STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PROIECT NO. 528A8-12-801

SECTION 06 20 00
FI NI SH CARPENTRY

PART 1 - CGENERAL
1.1 DESCRI PTI ON

A
B

This section specifies exterior and interior mllwork.
Itens specified.

- Plastic Lami nate Countertops and shel ves

- \Wall and base cabinets

- Tack panels

- MIlwork Hardware

- Decorative Panels

1.2 RELATED WORK

moowpy

Fram ng, furring and bl ocking: Section 06 10 00, ROUGH CARPENTRY.
Wod doors: Section 08 14 00, | NTERI OR WOOD DOORS

Col or and texture of finish: Section 09 06 00, SCHEDULE FOR FI NI SHES.
O her Countertops: Section 06 65 10, Solid Surface Fabrications.
Electrical light fixtures, duplex and data outlets: Division 26,
ELECTRI CAL.

1.3 SUBM TTALS

A

Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,

AND SAMPLES.

Shop Draw ngs:

1. MIlwrk itens — Half full size scale for sections and details 1:50
(1/4-inch) for elevations and pl ans.

2. Show construction and installation.

Sanpl es:

Plastic | am nate finished pl ywood or particleboard, 150 mm by 300 mm

(six by twelve inches).

Certificates:

1. Indicating preservative treatnent of materials nmeet the requirenents
speci fi ed.

2. Indicating noisture content of nmaterials meet the requirements
speci fi ed.

Li st of acceptable sealers for fire retardant and preservative treated

mat eri al s.

Manuf acturer's literature and data:

1. Finish hardware

06 20 00 - 1



CLI N0O2
STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PRQJECT NO. 528A8-12-801
1.4 DELI VERY, STORAGE AND HANDLI NG
A. Protect lunber and m |l work from danpness, nmintaining noisture content
specified both during and after delivery at site.
B. Store finishing lunber and millwork in weathertight well ventilated
structures or in space in existing buildings designated by COR Store at
a mini num tenperature of 21°C (70°F) for not |ess than 10 days before
installation.
C. Pile lunmber in stacks in such nanner as to provide air circulation
around surfaces of each piece.
1.5 APPLI CABLE PUBLI CATI ONS
A. The publications listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by the
basi c designation only.
B. Anerican Society of Testing and Materials (ASTM:

A36/ AS6M08. . ........... Structural Stee
A53-07.................. Pi pe, Steel, Black and Hot-Di pped Zi nc Coat ed,
Wl ded and Sean ess
A167-99 (R2009)......... St ai nl ess and Heat - Resi sting Chrom um N cke
Steel Plate, Sheet, and Strip
B26/B26M09. . ........... Al um num Al | oy Sand Casti ngs
B221-08................. Al um num and Al um num Al | oy Extruded Bars, Rods,
Wre, Profiles, and Tubes
E84-09.................. Surface Burning Characteristics of Building
Materi al s
C. Anerican Hardboard Associ ati on (AHA)
Al135.4-04............... Basi ¢ Har dboard
D. Buil ders Hardware Manufacturers Association (BHWA):
A156.9-03............... Cabi net Har dwar e
A156.11-04.............. Cabi net Locks
A156.16-02.............. Auxi | i ary Hardware
E. Hardwood Pl ywood and Veneer Associ ation (HPVA)
HP1-09.................. Har dwood and Decorative Pl ywood
F. National Particleboard Association (NPA):
A208.1-99............... Wyod Particl eboard
G Anerican Wod- Preservers’ Association (AWPA):
AWPA C1-03.............. Al'l Tinber Products — Preservative Treatnent by

Pressure Processes
H Architectural Wodwork Institute (AW):
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AW-99. .. ... ... L Architectural Wodwork Quality Standards and
Quality Certification Program

I. National Electrical Manufacturers Association (NEMA):

LD 3-05................. Hi gh- Pressure Decorative Lam nates
J. U S Departnent of Comerce, Product Standard (PS):
PS20-05. ... .. ... ... ... Anerican Softwood Lunber Standard
K. Mlitary Specification (MI. Spec):
M L-L-19140E............ Lunber and Pl ywood, Fire-Retardant Treated
L. Federal Specifications (Fed. Spec.):
A-A-1922A. . ... ... Shi el d Expansi on
A-A-1936. ... ... Cont act Adhesi ve
FF-N-836D............... Nut, Square, Hexagon Cap, Slotted, Castle
FF-S-111D(1) . ... ........ Screw, Wod
MM L-736(0) . ............ Lunber, Hardwood

PART 2 - PRODUCTS

2.1 BI O BASED MATERI AL:
Bi 0- based Materials: For products designated by the USDA' s Bio-Preferred
program provide products that meet or exceed USDA recomendati ons for
bi o- based content, so long as products neet all performance requirenents
in this specification section. For nore information regarding the
product categories covered by the Bio-Preferred program visit
htt p: // ww. bi o- pref erred. gov

2.2 LUMBER

A. Grading and Mar ki ng:
1. Lunber shall bear the grade nark, stanp, or other identifying narks
i ndi cating grades of naterial.

2. Such identifying marks on a material shall be in accordance with the
rule or standard under which the material is produced, including
requirenents for qualifications and authority of the inspection
organi zati on, usage of authorized identification, and information
included in the identification

3. The inspection agency for lunber shall be approved by the Board of
Revi ew, American Lunber Standards Conmmittee, to grade species used.

B. Sizes:

1. Lunber Size references, unless otherw se specified, are nom na
sizes, and actual sizes shall be wthin manufacturing tol erances
al l owed by the standard under which product is produced.

2. MIlwork, standing and running trim and rails: Actual size as shown
or specified.
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C. Hardwood: MwtL-736, species as specified for each item
D. Softwood: PS-20, exposed to view appearance grades:
1. Use C select or D select, vertical grain for transparent finish
i ncluding stain transparent finish.
2. Use Prime for painted or opaque finish.

E. Use edge grain Wod nenbers exposed to weather.

2.3 PLYWOOD
A. Sof twood Pl ywood:
1. Prod. Std.

2. Grading and Marking:

a. Each sheet of plywood shall bear the mark of a recognized
associ ati on or independent inspection agency that maintains
continuing control over the quality of the plywood.

b. The mark shall identify the plywod by species group or
identification index, and shall show glue type, grade, and
conpliance with PS1.

3. Plywood, 13 nm (1/2 inch) and thicker; not |less than five ply
construction, except 32 mm (1-1/4 inch) thick plywod not |ess than
seven ply.

4. Plastic Lami nate Pl ywood Cores:

a. Exterior Type, and species group.

b. Veneer Gade: A-C

5. Shel vi ng Pl ywood:

a. Interior Type, any species group.

b. Veneer Grade: A-B or B-C.

6. Qther: As specified for item

B. Hardwood Pl ywood:

1. HPVA. HP. 1

2. Species of face veneer shall be as shown or as specified in
connection with each particular item

3. Inside of Building:

a. Use Type Il (interior) A grade veneer for transparent finish.
b. Use Type Il (interior) Sound Grade veneer for paint finish.
4. On Qutside of Building:
a. Use Type |, (exterior) A G ade veneer for natural or stained and

varni sh finish.
b. Use Type I, (exterior) Sound Grade veneer for paint finish.
5. Use plain sliced red oak unl ess specified otherwi se.
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2. 4 PARTI CLEBQARD
A. NPA A208.1
B. Plastic Lanmi nate Particl eboard Cores:
1. Use Type 1, Grade 1-M 3, or Type 2, Grade 2-M 2, unl ess otherw se
speci fi ed.
2. Use Type 2, Grade 2-M 2, exterior bond, for tops wth sinks.
C. Ceneral Use: Type 1, Grade 1-M3 or Type 2, G ade 2-M2.
2.5 PLASTI C LAM NATE
A. NEMA LD 3.
B. Exposed decorative surfaces including countertops, both sides of cabinet
doors, and for itenms having plastic lam nate finish: General Purpose,
Type HG..
C. Cabinet Interiors including Shelving: Both of follow ng options to
conply with NEMA, CLS as a m ni mum
1. Plastic laninate clad plywod or particle board.
2. Resin inpregnated decorative paper thernmally fused to particle board.
D. Backi ng sheet on bottom of plastic |amnate covered wood tops: Backer,
Type HGP.
E. Post Forming Fabrication, Decorative Surfaces: Post forming, Type HGP.
2.6 BUI LDI NG BOARD ( HARDBQARD)
A. ANSI/AHA A135.4, 6 mm (1/4 inch) thick unless specified otherw se.
B. Perforated hardboard (Pegboard): Type 1, Tenpered perforated 6 mm (1/4
i nch) diameter holes, on 25 mm (1 inch) centers each way, snooth surface
one si de.
C. Wall paneling at gas chain rack: Type 1, tenpered, Fire Retardant
treated, snooth surface on side.
2.7 ADHESI VE
A. For Plastic Lam nate: Fed. Spec. A-A-1936.
B. For Interior MIIlwork: Unextended urea resin, unextended nel am ne resin,
phenol resin, or resorcinol resin.
C. For Exterior MIIlwork: Unextended nel anm ne resin, phenol resin, or
resorcinol resin.
2.8 STAI NLESS STEEL
ASTM A167, Type 302 or 304.
2.9 ALUM NUM CAST
ASTM B26
2.10 ALUM NUM EXTRUDED
ASTM B221
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2.11 HARDWARE
A. Rough Har dwar e:

1

Furni sh rough hardware with a standard plating, applied after

punchi ng, forning and assenbly of parts; gal vani zed, cadm um pl at ed,
or zinc-coated by el ectric-gal vani zi ng process. Gl vani zed where
speci fi ed.

Use gal vani zed coating on ferrous netal for exterior work unless non-
ferrous nmetals or stainless is used.

Fast ener s:

a. Bolts with Nuts: FF-N- 836.

b. Expansion Bolts: A-A 1922A

c. Screws: Fed. Spec. FF-S-111

B. Fi ni sh Hardware

1

Cabi net Hardware: ANS|I Al156.9.

a. Door/Drawer Pulls: B02011. Door in seismc zones: B03182.

b. Drawer Slides: B05051 for drawers over 150 mm (6 inches) deep,

B05052 for drawers 75 mmto 150 mm 3 to 6 inches) deep, and B05053

for drawers less than 75 mm (3 inches) deep

Slidi ng Door Tracks: B07063.

Adj ust abl e Shel f Standards: B04061 with shelf rest B04083.

Conceal ed Hi nges: B1601, m nimum 110 degree openi ng.

Butt Hi nges: B01361, for flush doors, B01381 for inset |ipped

doors, and B01521 for overlay doors.

g. Cabi net Door Catch: B0371 or B03172.

h. Vertical Slotted Shelf Standard: B04103 with shel f brackets
B04113, sized for shelf depth.

Cabi net Locks: ANSI A156. 11

a. Drawers and Hi nged Door: EO07262.

b. Sliding Door: E07162.

Auxi liary Hardware: ANSI Al156. 16.

a. Shelf Bracket: B04041, japanned or enanel ed finish.

b. Conbi nati on Garnent rod and Shel f Support: B04051 japanned or
enanel finish.

-~ ® QO O

Cl oset Bar: L03131 chrone finish of required | ength.

Handrai|l Brackets: L03081 or L03101.

1) Cast Al uminum satin polished finish.

2) Cast Malleable Iron, japanned or enanel finish.
Edge Strips Ml dings:

06 20 00 - 6



2.12

CLI N0O2
STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PROQJIECT NO. 528A8-12-801
a. Driven type "T" shape with serrated retaining stem vinyl plastic
to match plastic |amnate color, stainless steel, or 3 mm(1/8
i nch) thick extruded al um num
b. Stainless steel or extruded al um num channel s.
c. Stainless steel, nunber 4 finish; alumnum mechanical applied
nmedi um satin finish, clear anodized 0.1 nm (0.4 mls) thick
5. Rubber or Vinyl nolding
a. Rubber or vinyl standard stock and in |ongest |engths practicable.
b. Design for closures at joints with walls and adhesi ve anchor age.
c. Adhesive as recomended by nol di ng nanuf act urer
6. Prinmers: Manufacturer's standard priner for steel providing baked
enanel finish.
MO STURE CONTENT

A. Misture content of lunber and mllwork at tinme of delivery to site.

2.13

1. Interior finish lunber, trim and mllwrk 32 nm(1-1/4 inches) or
I ess in nom nal thickness: 12 percent on 85 percent of the pieces and
15 percent on the renai nder

2. Exterior treated or untreated finish lunber and trim 100 mm (4
i nches) or less in nominal thickness: 15 percent.

3. Miisture content of other materials shall be in accordance with the
st andards under which the products are produced.

FI RE RETARDANT TREATNMENT

Wher e wood nenbers and plywood are specified to be fire retardant

treated, the treatnent shall be in accordance with M. Spec. ML-

L19140.

Treatnent and performance inspection shall be by an i ndependent and

qgualified testing agency that establishes performance ratings.

Each piece of treated material shall bear identification of the testing

agency and shall indicate performance in accordance with such rating of

flame spread and snoke devel oped.

Treat wood for maxi num flanme spread of 25 and snoke devel oped of 25

Fire Resistant Softwood Pl ywood:

1. Use Grade A, Exterior, plywod for treatnent.

2. Meet the followi ng requirements when tested in accordance with ASTM
E84.
a. Flane spread: 0 to 25
b. Smoke devel oped: 100 maxi mum

Fire Resistant Hardwood Pl ywood:

1. Core: Fire retardant treated softwood pl ywood.
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2. Hardwood face and back veneers untreated,
3. Factory seal panel edges, to prevent loss of fire retardant salts.
2. 14 PRESERVATI VE TREATMENT
A. Wod nenbers and pl ywood exposed to weather or in contact with plaster,
masonry or concrete, including wood nenmbers used for rough fram ng of
mllwork items except heart-wood Redwood and Western Red Cedar shall be
preservative treated in accordance with AWA Standards.
B. Use Grade A, exterior plywod for treatnent.
2.15 DECORATI VE PANELS
A. Basi s-of - Design: Soel berg Industries, 888-228-8207, wwmv. soel bergi.com
1. Substrate: Fire Rated Fornal dehyde Free MNDF
2. Facing: 3D Thernoplastic | am nate.
2. Installation Method: Mounted on conceal ed hardware.

2.16 FABRI CATI ON
A. Ceneral:

1. Except as otherw se specified, use AW Custom Grade for architectura
woodwor k and interior mllwork.

Fi ni sh woodwork shall be free from pitch pockets.

Except where special profiles are shown, trimshall be standard stock

nmol di ng and nenbers of the same species.

4. Plywood shall be not less than 13 mm (1/2 inch), unless otherw se
shown or specifi ed.

5. Edges of nenbers in contact with concrete or masonry shall have a
square corner caul king rebate.

6. Fabricate nmenbers less than 4 m (14 feet) in length from one piece of
| umber, back channel ed and nol ded a shown.

7. Interior trimand itenms of mllwork to be painted may be fabricated
fromjointed, built-up, or |amnated nenbers, unless otherw se shown
on drawi ngs or specified.

8. Plastic Lam nate Wrk:

a. Factory glued to either a plywod or a particle board core,

t hi ckness as shown or specifi ed.

b. Cover exposed edges with plastic |am nate, except where al um num
stainless steel, or plastic nolded edge strips are shown or
specified. Use plastic nolded edge strips on 19 mm (3/4-inch)
nmol ded thick or thinner core materi al

c. Provide plastic backing sheet on undersi de of countertops
i ncl udi ng back splashes and end spl ashes of countertops.
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Use backi ng sheet on conceal ed | arge panel surface when decorative
face does not occur.

Provi de one gromret above each el ectrical outlet in wall bel ow.

9. Tack Panel s:

a.

Fabric- Wapped Panels: Panel construction consisting of facing

material adhered or attached to face, edges and back border of

dimensionally stable core; with rigid edges to reinforce pane
peri meter agai nst warpage and dammge.

Fabric Facing: Stretched straight, on the grain, tight, square,

and free from puckers, ripples, winkles, sags, blisters, seans,

adhesive, or other foreign matter. Applied with visible surfaces
fully covered.

1) Were square corners are indicated, tailor corners

2) \Where radius or other non-square corners are indicated, attach
facing nmaterial so there are no seanms or gathering of
mat eri al .

3) Were fabrics wth directional or repeating patterns or
directional weave are indicated, mark fabric top and attach
fabric in sane direction so pattern or weave nmatches in
adj acent panel s.

B. Countertops:

1

PART 3 -

Fabricate with plastic |am nate over 32 mm (1-1/4 inch) thick core

unl ess shown ot herw se.

a. Use decorative |amnate for exposed edges of tops 38 mm (1-1/2
i nches) wi de and on back splash and end splash. Use plastic or
netal edges for top edges less than 38 nm (1-1/2 inches) wi de.

b. Assenbl e back splash and end splash to counter top.

c. Use one piece counters for straight runs.

Mter corners for field joints with overlapping bl ocking on
under si de of joint.

EXECUTI ON

3.1 ENVI RONVENTAL REQUI REMENTS

A. Maintain work areas and storage areas to a mininumtenperature of 21°C

(70°F) for not less than 10 days before and during installation of

interior mllwork.

B. Do not

install finish lumber or millwork in any roomor space where wet

process systens such as concrete, masonry, or plaster work is not

conpl ete and dry.
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3.2 | NSTALLATI ON

A. Ceneral:

1. MIlwrk receiving transparent finish shall be primed and back-
pai nted on conceal ed surfaces. Set no nmillwork until prined and back-
pai nt ed.

Secure trimwith fine finishing nails, screws, or glue as required.
Set nails for putty stopping. Use washers under bolt heads where no
ot her bearing plate occurs.

4. Seal cut edges of preservative and fire retardant treated wood
materials with a certified acceptable sealer

5. Coordinate with plunbing and electrical work for installation of
fixtures and service connections in mllwork itens.

Plunb and | evel itens unless shown ot herw se.

Nai | finish at each bl ocking, |ookout, or other nailer and

i nternedi ate points; toggle or expansion bolt in place where nails
are not suitable.

B. Cabinets: Install wthout distortion so doors and drawers fit openings
properly and are accurately aligned. Adj ust hardware to center doors
and drawers in openings and to provide unencunbered operation.

1. Fasten wall cabinets through back, near top and bottom at ends and
not nmore than 400mm (16 inches) o.c. with No. 10 wafer-head sheet
netal screws through netal backing or netal framng behind wall
finish.

C. Countertops: Anchor securely by screwi ng through corner blocks of base
cabinets or other supports into underside of countertop. Caul k space
bet ween backsplash and wall wth sealant specified in D vision 07
Section "Joint Seal ants."

D. Fabric Wapped Tack Panel s
1. Match and level fabric pattern and grain anong adjacent panels.

2. dip loose threads; renmove pills and extraneous materi al s.

3. Cean panels with fabric facing, on conpletion of installation, to
renove dust and other foreign materials according to manufacturer's
witten instructions.

E. Shel ves:

1. Install vertical slotted shelf standards, ANSI A156.9, B04103 to
studs with toggle bolts through each fastener opening. Double slotted
shel f standards may be used where adjacent shelves terni nate.

06 20 00 - 10



CLI NOO2

STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PROIECT NO. 528A8-12-801

a. Install brackets ANSI Al156.9, B04113, providing supports for shelf

not over 900 mm (36 inches) on center and within 13 nm (1/2 inch)
of shelf end unl ess shown ot herw se.

b. Install shelves on brackets so front edge is restrai ned by
bracket.

- - -END- - -
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