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SECTION 12 35 30 
RESIDENTIAL CASEWORK 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes kitchen cabinets. 

B. Related Requirements: 

1. Section 06 65 10 "Solid Surface Fabrications." 

2. Section 09 06 00 "Schedule for Finishes." 

1.2 DEFINITIONS 

A. MDF: Medium-density fiberboard. 

1.3 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Cabinets. 

2. Cabinet hardware. 

B. Shop Drawings: Include plans, elevations, details, and attachments to 

other work. Show materials, finishes, filler panels, and hardware. 

C. Samples: For cabinet finishes. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Certificates: For casework. 

PART 2 - PRODUCTS 

2.1 CABINETS 

A. Quality Standard: Provide cabinets that comply with KCMA A161.1. 

1. KCMA Certification: Provide cabinets with KCMA's "Certified 

Cabinet" seal affixed in a semiexposed location of each unit and 

showing compliance with the above standard. 

B. Face Style: Flush overlay. 

C. Cabinet Style:  Frameless. 

D. Door and Drawer Fronts: Solid-wood stiles and rails, 5/8 inch (16 mm) 

thick, with 3/4-inch- (19-mm-) thick, solid-wood center panels. 

E. Exposed Cabinet End Finish: Wood veneer. 

2.2 CABINET MATERIALS 

A. General: 

1. Hardwood Lumber: Kiln dried to 7 percent moisture content. 
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2. Softwood Lumber: Kiln dried to 10 percent moisture content. 

3. Hardwood Plywood: HPVA HP-1. 

4. Particleboard: ANSI A208.1, Grade M-2. 

5. MDF: ANSI A208.2, Grade MD. 

6. Hardboard: ANSI A135.4, Class 1 Tempered. 

B. Exposed Materials: 

1. Exposed Wood Species: Oak. 

a. Select materials for compatible color and grain. Do not use 

two adjacent exposed surfaces that are noticeably dissimilar 

in color, grain, figure, or natural character markings. 

b. Staining and Finish:  As selected by Architect from 

manufacturer's full range. 

2. Solid Wood: Clear hardwood lumber of species indicated, free of 

defects. 

3. Plywood: Hardwood plywood with face veneer of species indicated, 

with Grade A faces and Grade C backs of same species as faces. 

C. Semiexposed Materials: Unless otherwise indicated, provide the 

following: 

1. Plywood: Hardwood plywood with Grade C faces and not less than 

Grade 3 backs of same species as faces. Face veneers of same 

species as exposed surfaces or stained to be compatible with 

exposed surfaces. 

D. Concealed Materials: Solid wood or plywood, of any hardwood or 

softwood species, with no defects affecting strength or utility; 

particleboard; MDF; or hardboard. 

2.3 CABINET HARDWARE 

A. General: Manufacturer's standard units complying with BHMA A156.9, of 

type, size, style, material, and finish as selected by Architect from 

manufacturer's full range. 

B. Pulls:  Back-mounted decorative pulls. 

C. Hinges:  Concealed European-style, self-closing hinges. 

D. Drawer Guides: Epoxy-coated-metal, self-closing drawer guides; 

designed to prevent rebound when drawers are closed; with nylon-tired, 

ball-bearing rollers; and complying with BHMA A156.9, Type B05011 or 

Type B05091. 
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PART 3 - EXECUTION 

3.1 INSTALLATION 

A. Install cabinets with no variations in flushness of adjoining 

surfaces; use concealed shims. Where cabinets abut other finished 

work, scribe and cut for accurate fit. Provide filler strips, scribe 

strips, and moldings in finish to match cabinet face. 

B. Install cabinets without distortion so doors and drawers fit the 

openings, are aligned, and are uniformly spaced. Complete installation 

of hardware and accessories as indicated. 

C. Install cabinets level and plumb to a tolerance of 1/8 inch in 8 feet 

(3 mm in 2.4 m). 

D. Fasten cabinets to adjacent units and to backing. 

1. Fasten wall cabinets through back, near top and bottom, and at 

ends not more than 16 inches (400 mm) o.c. with No. 10 wafer-head 

sheet metal screws through the metal backing or metal framing 

behind the wall finish. 

3.2 ADJUSTING AND CLEANING 

A. Adjust cabinets and hardware so doors and drawers are centered in 

openings and operate smoothly without warp or bind. Lubricate 

operating hardware as recommended by manufacturer. 
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