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SECTION 09 29 00
GYPSUM BOARD

PART 1 - GENERAL
1.1 DESCRI PTI ON

This section specifies installation and finishing of gypsum board.
1.2 RELATED WORK

A. Installation of steel fram ng nmenbers for walls, partitions, furring,
soffits, and ceilings: Section 09 22 16, NON STRUCTURAL METAL FRAM NG

B. Acoustical Sealants: Section 07 92 00, JO NT SEALANTS.

1. 3 TERM NOLOGY

A. Definitions and description of terns shall be in accordance with ASTM
Cl1, C840, and as specified.

B. Underside of Structure Overhead: In spaces where steel trusses or bar
joists are shown, the underside of structure overhead shall be the
undersi de of the floor or roof construction supported by the trusses or
bar joists.

C. "Yoked": Gypsum board cut out for opening with no joint at the opening
(al ong door janmb or above the door).

1.4 SUBM TTALS

A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.

B. Manufacturer's Literature and Data:

1. Cornerbead and edge trim
2. Finishing materials.
3. Lani nati ng adhesi ve.
4. Gypsum board, each type.

C. Shop Drawi ngs:

1. Typical gypsum board installation, showi ng corner details, edge trim
details and the |ike.

2. Typical sound rated assenbly, showing treatnent at perineter of
partitions and penetrations at gypsum board.

3. Typical fire rated assenbly and col um fireproofing, indicating
details of construction same as that used in fire rating test.

D. Test Results:

1. Firerating test, each fire rating required for each assenbly.
2. Sound rating test.
1.5 DELI VERY, | DENTI FI CATI ON, HANDLI NG AND STORAGE

In accordance with the requirements of ASTM C840.
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1. 6 ENVI RONMENTAL CONDI Tl ONS
In accordance with the requirenments of ASTM C840.
1.7 APPLI CABLE PUBLI CATI ONS
A. The publications listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by the
basi ¢ desi gnation only.
B. American Society for Testing And Materials (ASTM:

Cl1-08.................. Term nol ogy Relating to Gypsum and Rel at ed
Buil ding Materials and Systens
CA75-02. .. ... ... Joi nt Conpound and Joi nt Tape for Finishing
Gypsum Boar d
C840-08................. Application and Finishing of Gypsum Board
C919-08.......... ... ..., Seal ants in Acoustical Applications
C954-07. ... ... Steel Drill Screws for the Application of Gypsum

Board or Metal Plaster Bases to Steel Stud from
0.033 in. (0.84nm to 0.112 in. (2.84mm in
t hi ckness

C1002-07........ .o Steel Self-Piercing Tapping Screws for the
Application of Gypsum Panel Products or Metal
Pl aster Bases to Wod Studs or Steel Studs

Cl047-05........ ... .... Accessories for Gypsum Wal | board and Gypsum
Veneer Base

C1177-06................ d ass Mat Gypsum Substrate for Use as Sheat hing

Cl1658-06................ G ass Mat Gypsum Panel s

C1396-06................ Gypsum Boar d

E84-08.................. Surface Burning Characteristics of Building
Material s

C. Underwiters Laboratories Inc. (UL):
Latest Edition.......... Fire Resistance Directory
D. Inchcape Testing Services (ITS):
Latest Editions......... Certification Listings
PART 2 - PRODUCTS

2.1 GYPSUM BQARD
A. Gypsum Board: ASTM C1396, Type X, 16 mm (5/8 inch) thick unless shown
ot herwi se. Shall contain a mnimum of 20 percent recycled gypsum
1. Core: Ml d and noisture resistant, Type X gypsum
2. Surface paper: noisture/nold/ mldew (MWR) resistant paper on
front, back, and | ong edges.
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3. Long edges: Taper ed.

B. Water Resistant Gypsum Backi ng Board: ASTM C620, Type X, 16 nm (5/8

i nch) thick.
Gypsum cores shall contain a mninumof 95 percent post industrial

recycl ed gypsum content. Paper facings shall contain 100 percent post-
consuner recycl ed paper content.

2.2 GYPSUM SHEATH NG BOARD

A. ASTM C1396, Type X, water-resistant core, 16 mm (5/8 inch) thick.
B. ASTM Cl1177, Type X

2.5 SPECI ALTY GYPSUM BOARD
A. Acoustically Enhanced Gypsum Boar d:

1. Basis-of-Design Product: Subject to conpliance with requirenents,
provi de National Gypsum Conpany; Gold Bond BRAND SoundBreak XP Gypsum
Board or approved equal .

ASTM C1396, Type X
Thi ckness: 16 nm (5/8 inch) thick.
a. lInner layer: Viscoelastic danping pol yner
b. Quter layers: Enhanced high density nold resistant gypsum board.
Long Edges: Taper ed.
5. Mol d Resistance:
a. ASTM D3273, score of 10.
b. ASTM &1, score of O.

2.4 ACCESSCRI ES

A

ASTM C1047, except formof 0.39 nm (0.015 inch) thick zinc coated steel
sheet or rigid PVC plastic.

Fl anges not less than 22 mm (7/8 inch) wide with punchouts or
deformations as required to provide conpound bond.

2.5 FASTENERS

A
B.
C

ASTM C1002 and ASTM C840, except as otherw se specified.

ASTM C954, for steel studs thicker than 0.04 nm (0.33 inch).

Sel ect screws of size and type recomended by the manufacturer of the
mat eri al bei ng fastened.

For fire rated construction, type and size sanme as used in fire rating
test.

Cips: Zinc-coated (gal vani zed) steel; gypsum board manufacturer's
standard itemns.
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2.6 FI NI SH NG MATERI ALS AND LAM NATI NG ADHESI VE
ASTM C475 and ASTM C840. Free of antifreeze, vinyl adhesives,

preservatives, biocides and other VOC. Adhesive shall contain a maxi mum

VOC content of 50 g/l.
PART 3 - EXECUTI ON
3.1 GYPSUM BQARD HEI GHTS

A. Extend all layers of gypsum board fromfl oor to underside of structure

overhead on followi ng partitions and furring:
1. Two sides of partitions:

a. Fire rated partitions.
Snoke partitions.
Sound rated partitions.
Ful | hei ght partitions shown (FHP)
Corridor partitions.

® 2 0 o

2. One side of partitions or furring:
a. Inside of exterior wall furring or stud construction.
b. Room side of room wi thout suspended ceilings.

c. Furring for pipes and duct shafts, except where fire rated shaft

wal | construction is shown.

3. Extend all layers of gypsum board construction used for fireproofing

of colums from floor to underside of structure overhead, unless

shown ot herw se.

B. In locations other than those specified, extend gypsum board from fl oor

to heights as foll ows:

1. Not less than 100 nm (4 i nches) above suspended acoustical ceilings.

2. At ceiling of suspended gypsum board ceilings.
3. At existing ceilings.
3.2 I NSTALLI NG GYPSUM BOARD

A. Coordinate installation of gypsumboard with other trades and rel ated

wor K.

B. Install gypsum board in accordance with ASTM C840, except as ot herw se

speci fi ed.

C. Moisture and Ml d-Resi stant Assenblies: Provide and install npisture and

nol d-resi stant gl ass mat gypsum wal | board products with noisture-

resi stant surfaces conplying with ASTM C1658 where shown and in
| ocati ons which m ght be subject to noisture exposure during
construction.

D. Use gypsum boards in nmaxi mum practical |engths to mnimze nunber

joints.
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E. Bring gypsum board into contact, but do not force into place.
F. Ceilings:

1
2.

For single-ply construction, use perpendi cul ar application.

For two-ply assenbl es:

a. Use perpendicul ar application

b. Apply face ply of gypsum board so that joints of face ply do not
occur at joints of base ply with joints over fram ng nenbers.

G Wills (Except Shaft Walls):

1

VWhen gypsum board is installed parallel to fram ng nmenbers, space

fasteners 300 nm (12 inches) on center in field of the board, and 200

nmm (8 inches) on center al ong edges.

When gypsum board is installed perpendicular to fram ng nenbers,

space fasteners 300 mm (12 inches) on center in field and al ong

edges.

St agger screws on abutting edges or ends.

For single-ply construction, apply gypsumboard with | ong di nension

either parallel or perpendicular to fram ng nenbers as required to

m ni m ze nunber of joints except gypsum board shall be applied

vertically over "Z" furring channels.

For two-ply gypsum board assenblies, apply base ply of gypsum board

to assure mni num nunber of joints in face layer. Apply face ply of

wal | board to base ply so that joints of face ply do not occur at

joints of base ply with joints over fram ng nenbers.

For three-ply gypsum board assenblies, apply plies in sane manner as

for two-ply assenblies, except that heads of fasteners need only be

driven flush with surface for first and second plies. Apply third ply

of wallboard in same nmanner as second ply of two-ply assenbly, except

use fasteners of sufficient |ength enough to have the sane

penetration into fram ng menbers as required for two-ply assenblies.

No of fset in exposed face of walls and partitions will be pernmitted

because of single-ply and two-ply or three-ply application

requirenents.

Control Joints ASTM C840 and as fol |l ows:

a. Locate at both side janbs of openings if gypsum board is not
"yoked". Use one systemthroughout.

b. Not required for wall |engths | ess than 9000 nm (30 feet).

c. Extend control joints the full height of the wall or |ength of
soffit/ceiling menbrane.

H. Acoustical or Sound Rated Partitions, Fire and Snpke Partitions:
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1. Cut gypsum board for a space approximately 3 mmto 6 mm (1/8 to 1/4
i nch) wide around partition perineter.

2. Coordinate for application of caul king or sealants to space prior to
tapi ng and fi ni shing.

3. For sound rated partitions, use sealing compound (ASTM C919) to fil
t he annul ar spaces between all receptacle boxes and the partition
finish material through which the boxes protrude to seal all holes
and/ or openings on the back and sides of the boxes. STC m ni mum
val ues as shown.

I. Electrical and Tel econmuni cati ons Boxes:

1. Seal annul ar spaces between el ectrical and tel econmunications

receptacl e boxes and gypsum board partitions.
J. Accessories:

1. Set accessories plunb, level and true to line, neatly mtered at
corners and intersections, and securely attach to supporting surfaces
as specified.

2. Install in one piece, without the limts of the |longest comercially
avai |l abl e | engt hs.

3. Corner Beads:

a. Install at all vertical and horizontal external corners and where
shown.

b. Use screws only. Do not use crinping tool

4. Edge Trim (casings Beads):

a. At both sides of expansion and control joints unless shown
ot herw se.

b. Where gypsum board term nates against dissinmlar materials and at
peri meter of openings, except where covered by flanges, casings or
permanent |y built-in equipnent.

c. Where gypsum board surfaces of non-load bearing assenblies abut
| oad bearing nmenbers.

d. Were shown.

3.3 FI NI SH NG OF GYPSUM BQARD
A. Finish joints, edges, corners, and fastener heads in accordance with

ASTM C840. Use Level 4 finish for all finished areas open to public

Vi ew.

B. Before proceeding with installation of finishing materials, assure the
fol | owi ng:

1. Gypsumboard is fastened and held close to fram ng or furring.
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2. Fastening heads in gypsum board are slightly bel ow surface in dinple
formed by driving tool

C. Finish joints, fasteners, and all openings, including openings around
penetrations, on that part of the gypsum board extendi ng above suspended
ceilings to seal surface of non decorated snoke barrier, fire rated and
sound rated gypsum board construction. After the installation of hanger
rods, hanger wires, supports, equipnment, conduits, piping and simlar
wor k, seal remaining openings and maintain the integrity of the snoke
barrier, fire rated and sound rated construction. Sanding is not
requi red of non decorated surfaces.

3.4 REPAIRS

A. After taping and finishing has been conpl eted, and before decoration,
repair all danaged and defective work, including nondecorated surfaces.

B. Patch holes or openings 13 mm (1/2 inch) or less in dianeter, or
equi val ent size, with a setting type finishing conpound or patching
pl aster.

C. Repair holes or openings over 13 mm (1/2 inch) dianeter, or equival ent
size, with 16 nm (5/8 inch) thick gypsum board secured in such a manner
as to provide solid substrate equival ent to undamaged surface.

D. Tape and refinish scratched, abraded or damaged finish surfaces
i ncluding cracks and joints in non decorated surface to provide snoke
tight construction and fire protection equivalent to the fire rated
construction and STC equivalent to the sound rated construction.

---END- - -
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