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SECTION 12 24 00
W NDOW SHADES

PART 1 - GENERAL
1.1 DESCRI PTI ON
Manual |y operated, roll-up fabric interior w ndow shades are specified
in this section. Wndow shades shall be furnished conplete, including
brackets, fittings and operating hardware.
1. 2 RELATED WORK
A. Col or of shade and col or of exposed parts of control nechani sns: Section
09 06 00, SCHEDULE FOR FI NI SHES.
B. Section 06 10 00 - ROUGH CARPENTRY: Bl ocking for support of w ndow shade
har dwar e.
C. Section 07 92 00 - JO NT SEALERS: Seal ants for perineter of shade
system
D. Section 09 29 00 - GYPSUM BOARD:. Suspended gypsum board ceilings to
contain recessed wi ndow shade pockets.
E. Section 09 51 00 - ACOUSTI CAL CEILINGS: Suspended acoustical panel
ceilings to contain recessed wi ndow shade pockets.
1.3 QUALITY CONTROL
Manuf acturer's Qualification: manufacturer shall provide evidence that
t he manufacture of shades are a major product, and that the shades and
all components and hardware have performed satisfactorily on simlar
installations.
1.4 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.
B. Sanpl es:
1. Shade fabric, each type, 305 mm (12 inch) square, including cord and
ring, showi ng color, finish and texture.
2. Fascia L-shaped al um num extrusi on showi ng col or and fi ni sh.
C. Manufacturer's literature and data; show ng details of construction and
har dware for:
1. W ndow shades.
2. Manual |y operated controls.
3. Mounting hardware and brackets.
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1.5 WARRANTY

A. Hardware and Shade Fabric: Manufacturer’'s standard twenty-five year
[imted warranty.

1. 6 APPLI CABLE PUBLI CATI ONS

A. The publications listed below forma part of this specification to the
extent referenced. The publications are referenced to in the text by the
basi ¢ designation only.

B. Federal Specifications (Fed. Spec.):
AA-V-00200B. ............ Venetian Blinds, Shade, Roller, Wndow, Roller,

Slat, Cord, and Accessories
C. Anerican Society for Testing and Materials (ASTM:

A167-99(R2009).......... St ai nl ess and heat - Resi sting Chrom um N cke
Steel Plate, Sheet and Strip

B221/B221M08........... Al umi num Al | oy Extruded Bars, Rods, Wre,
Shapes, and Tubes

D635-10.......... . ... .. Rat e of Burning and/or Extent and Ti ne of

Bur ni ng of Self-Supporting Plastics in a
Hori zontal Position

D648-07................. Def |l ection Tenperature of Plastics Under
Fl exural Load in the Edgew se Position
D1784-08................ Rigid Poly (Vinyl Chloride) (PVC) Conpounds and
Chlorinated Poly (Vinyl Chloride) (CPVC
Conpounds

D. FPA 70 — National Electrical Code.
E. . GREENGUARD Envi ronmental Institute Children & Schools
F..US Green Buil ding Council.
PART 2 - PRODUCTS
2.1 MATERI ALS
A. Fabric Shades
1. Light-Filtering (Sheer translucent):
a. VOC Em ssions: GREENGUARD Children & Schools certified as a | ow
emtting fabric. Manufacturer to supply GREENGUARD Chil dren &
School s certificate.
b. 500 denier fiberglass, vinyl coated and woven into a 2 by 2 basket
weave.
c. Fire rating: NFPA 701-1999TM#1 (small scale), NFPA 101 (Cass A
Rating), UBC (Cass 1).
d. Bacterial and Fungal Resistance: ASTM G 21 and ASTM G 22.
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e. 14.26 oz/sq yd, 0.5 nmm (0.019 inch)thick
f. Average 5% and 1% percent open.
2. Opaque:

a. VOC Em ssions: GREENGUARD Children & Schools certified as a | ow
emtting fabric. Manufacturer to supply GREENGUARD Chil dren &
School s certificate.

b. 500 denier fiberglass, vinyl coated.

c. Fire rating: NFPA 701-1999TM¥1 (small scale), NFPA 101 (Cass A
Rating), UBC (O ass 1).

d. Bacterial and Fungal Resistance: ASTM G 21 and ASTM G 22.

e. 14.26 oz/sq yd, 0.5 nm (0.019 inch) thick

B. Padded Cornice Board
1. Fabric:

a. Pattern: FAB3, FAB6

b. Fire rating: NFPA 701-1999TM#1 (snmll scale), NFPA 101 (Cass A
Rating), UBC (Cass 1).

c. Bacterial and Fungal Resistance: ASTM G 21 and ASTM G 22.

d. 100% FR Pol yester

e. Dinensions: 12" high x 8" returns, straight.

C. Stacked Fi xed Panel s
1. Fabric:

a. Pattern: FAB4, FAB7

b. Fire rating: NFPA 701-1999TM#1 (snall scale), NFPA 101 (Cass A
Rating), UBC (Cass 1).

Bacterial and Fungal Resistance: ASTM G 21 and ASTM G 22.
100% FR Pol yest er

e. Dinensions: 12" fixed, stacked pleat/accordion fold at side of
wi ndow (non-operable), 4" drop from bottom of w ndow sill.
Strai ght.

2.2 FABRI CATI ON

A. Manual |y Operated W ndow Shades with | ndependent Control: Manually
operated, vertical roll-up, fabric wi ndow shade with conponents
necessary for conplete installation
1. OQperation: Bead chain and clutch operating mechani small ow ng shade

to stop when chain is rel eased. Designed never to need adjustnent or

lubrication. Provide Iimt stops to prevent shade from being raised

or lowered too far.

a. Cutch nmechanism Fabricated from high carbon steel and nol ded
fiberglass reinforced pol yester or injected nol ded nyl on.
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b. Bead chain | oop: Stainless steel bead chain hangi ng at side of
Wi ndow.

c. ldler Assenbly: Provide roller idler assenbly of nolded nylon with
adjustable length idler pinto facilitate easy installation, and
renoval of shade for service

2. Mounti ng:

a. End caps and fascia, unless noted ot herw se.

3. Roller Tube: Fabricated fromextruded al um num gal vani zed steel, or
enanel ed steel. Dianmeter, wall thickness, and material sel ected by
manuf acturer to accomobdate shade type and size. Fabric connected to
the roller tube with LSE (|l ow surface energy) doubl e sided adhesive
specifically developed to attach coated textiles to netal. Adhesive
attachment to elimnate horizontal inpressions in fabric.

Shade slat: Slat encased in heat seamed hem

5. Fascia: L shaped al um num extrusion to conceal shade roller and
har dwar e
a. Attachnent: Snaps onto end caps wi thout requiring exposed

fasteners of any kind. Fascia can be nounted continuously across
two or nore shade bands.
PART 3 - EXECUTI ON
3.1 | NSTALLATI ON
A. W ndow Shades: Munt wi ndow shades on end of face brackets, set on netal
gussets, or casing of windows as required. Provide extension face
brackets where necessary at nullions.

1. Locate rollers in level position as high as practicable at heads of
wi ndows to prevent infiltration of light over rollers.

2. Were extension brackets are necessary, on mullions or el sewhere,
for alignnent of shades, provide netal lugs, and rigidly anchor | ugs
and brackets.

3. Place brackets and rollers so that shades will not interfere with
wi ndow and screen hardware.

4. Mount shades at wire nmesh wi ndow guards on head rails of hinged
frane.

5. Mount shades at detention, or protection screens on head rail (room
side) of hinged frane, with face brackets | ocated approxi mately 38
mm (1-1/2 inches) from outside edges

6. Shade installation methods not specifically described, are subject
to approval of COR Interior Designer or COR Project Engineer of
proj ect .
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Install in accordance with manufacturer’s instructions.
Install roller shades |evel, plunb, square and true. Al ow proper
cl earances for w ndow operation hardware in accordance with
manuf acturer’s recomendati ons and instructions.

9. Install the following itens to conceal roller and operating
mechani sm Do not use exposed fasteners.
a. Fasci as.

10. Test wi ndow shades to verify that operating nechanism fabric
retainer, and other operating conmponents are functional. Correct
defi ci enci es.

a. Chair and clutch.
b. Denonstrate operation of shades to VA Interior Designer or COR
prior to leaving job site.

11. Protect installed products until conpletion of job.

12. Touch-up, repair or replace damaged products before Substanti al
Conpl eti on.

13. Wndow Treatnment Schedule: For all roller shades. Use same room
desi gnations as indicated on the Drawings, field verified w ndow
di mensi ons, quantities, type of shade, controls, fabric and col or
and include opening sizes and key to typical mounting details.

14. Install roller shades after finish work and ambi ent tenperature
humi dity and ventilation conditions are nmaintained at |evels
recommended for project upon conpletion

15. Do not deliver wi ndow shades until building is enclosed and
construction within spaces where shades will be installed is
substantially conpl ete.

3.2 W NDOW SHADE SCHEDULE

Room Type/ Nanme | W ndow Shade Type | Fabric Type Remar ks
Bedr oom Single roller Light-filtering
Mul ti pur pose Dual roller Light-filtering

(room side) &
Opaque (outsi de)

Seasonal Single roller Light-filtering Recessed headbox
Encl osure nmount i ng
Li vi ng Room Dual roller Light-filtering

(room side) &
Opaque (outsi de)

Di ni ng Room Dual roller Light-filtering
(room side) &
Opaque (outside)
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Qui et Room Dual roller Light-filtering

(roomside) &

Opaque (outside)

Corri dor Single roller Light-filtering

Bathing Suite Single roller Light-filtering

Laundry Single roller Light-filtering

Soiled Uility Single roller Light-filtering

Bat hr oom Single roller Light-filtering
(Isolation Rm

---END- - -
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