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SECTION 06 16 63
CEMENTI TI QUS SHEATHI NG

PART 1 - CGENERAL

1.1 DESCRI PTI ON
This section specifies cenment board sheathing applied to frame wall

construction, ready to receive subsequent finishes.

1.2 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,

AND SAMPLES.
B. Product Data:
1. Cenent board sheat hing.
2. Reinforcing tape.
3. Fasteners.
1.3 DELI VERY AND STORAGE
A. Deliver materials in containers with | abels |egible and intact.
B. Store materials so as to prevent damage or contam nation.
1.4 APPLI CABLE PUBLI CATI ONS
A. Publications listed below forma part of this specification to the extent
referenced. Publications are referenced in the text by the basic
desi gnation only.
B. American Society for Testing and Materials (ASTM:
C954-10......... ... ... Steel Drill Screws for the Application of Gypsum
Panel Products or Metal Plaster Bases to Stee
Studs fromO0.033 in. (0.84 nm to 0.112 in. (2.84
nm in Thi ckness.

Cl1325-08................ Non- Asbest os Fi ber-Mat Rei nforced Cenentitious
Backer Units
D226-09................. Asphal t - Saturated Organic Felt Used in Roofing and
Wat er pr oof i ng.
D4586-07................ Asphalt Roof Cement, Asbestos-Free
C. Federal Specifications (FS)
UJB-790................ Bui | di ng Paper, Vegetable Fiber INT AMD 1 (Kraft,

Wat er proof ed, Water Repellant and Fire Resistant)
D. Gypsum Associ ati on:
GA253. . ... ... . Application of Gypsum Sheat hi ng.
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PART 2 - PRODUCTS

2.1 CEMENT BOARD SHEATHI NG
A. Backer Units: ASTM C1288 or Cl1325, with manufacturer's standard edges.

1. Thickness: As indicated.
2. Provide flexible backer units where indicated.

B. Exterior Cenent Board (for use with EIFS): Conformto ASTM C1325.

C. Property M ni mum Average Val ue
1. Flane Spread
2. Snoke Density
3. Thickness 13 mm (1/2 inch)

4. M ni mum Wdt h 800 nm (32 inches)
2.2 ACCESSORY MATERI ALS

A. Steel Drill Screws: ASTM C954. Modified for flat head. Bugle head not
accept abl e.

B. Organic Felt: ASTM D226, Type Il, 13.6 kg (30 Ib).

C. Roof Cenent: ASTM D4586

D. Joint Reinforcing Tape:

1. Mninmum 100 mm (4-inches) w de open nesh al kali resistant.
2. dass fiber nesh polyner coated as recommended by Cenent Board
manuf act urer.

E. Water Barrier: FS UU-B-790. Type | (Barrier paper), G ade D (Wter-vapor
permeabl e). Ot her products neeting or exceeding the Federal specification
for a water barrier with water vapor perneability are acceptable.

PART 3 - EXECUTI ON
3.1 ENVI RONVENTAL REQUI REMENTS

A. Do not install units when tenperature is below 4.5 degrees Cel sius (40
degrees F).

B. Do not install joint reinforcing tape when tenperature is bel ow 10 degrees
Cel sius (50 degrees F).

3.2 | NSTALLATI ON

A. Renove wrapping and separate to allow air circulation for not less than
seven days before installation.

B. Installing Water Barrier over Fram ng Menbers:

1. Apply roof cenment or tape to fram ng nenbers sufficient to adhere and
support water barrier.
2. Use either organic felt or water barrier.

06 16 63 - 2



CLI N0O2

STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PRQIECT NO. 528A8-12-801

3. Apply barrier shingle fashion with horizontal joints | apped not |ess
than 50 mm (2 inches). Lap end joints over framing, not |ess than 100
nm (4 inches) cenmented together with roof cenent, stagger end joints.

4. Do not |eave over 300 mm (12-inch) wide strip exposed when work is
st opped.

5. Coordinate with installation of flashing to |lap water barrier over
flashing. Install weeps every 600 nm (24 inches) or as detail ed,
directly above flashing. Provide for clear exit of water to exterior.

6. Repair torn or cut barrier with barrier patch spanning fram ng space
cenented to surface along top and si de edges.

C. Installing Cenent Board Units:

1. Apply cenent board sheathing i medi ately over water barrier in
accordance with GA-253, with rounded edges and rough side to exterior,
except as specified otherw se.

2. Secure units to fram ng menbers with screws spaced not nore than 200 nm
(8 inches) on center and not closer than 13 nm (1/2-inch) fromthe edge
of the unit.

3. Install screws so that the screw heads do not penetrate the surface of
unit.

4. Install 13 nm (1/2-inch) w de horizontal control joints at floors and
vertical control joints not over 4.87 m (16 feet) on center unless
shown ot herwi se, maintain alignment.

5. Stop units at edges of buil ding expansion joints.

6. M ni num bearing over fram ng menbers: 19 mm (3/4-inch.)

D. Joint and Surface Treatnent: Apply joint reinforcing tape over joints,
exposed edges, and corners using adhesive reconrended by manufacturer.

E. Leave surface flush and ready to recei ve subsequent finishes.

3. 3 PROTECTI ON AND REPAI R

A. Protect board with tenporary coverings agai nst noisture until subsequent
finish is applied.

B. Patch and repair damaged surface prior to application of subsequent
finish.
1. Fill cracks.
2. Replace | oose, spalling or mssing joint finish.
3. Repl ace broken or damaged boards.

---END- - -
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