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SECTION 10 21 00
CUBI CLE CURTAI NS

PART 1 - GENERAL

1.1 DESCRI PTI ON

This section specifies cubicle curtains.

1.2 RELATED WORK

Section 10 21 23, CUBI CLE CURTAI N TRACKS.

1. 3 PERFORVANCE REQUI REMENTS

A

Curtains: Provide curtain fabric with the follow ng characteristics:

1. Fabrics shall be flane resistant and are identical to those that have
passed NFPA 701 when tested by a testing and inspecting agency
acceptable to authorities having jurisdiction
a. ldentify fabrics with appropriate markings of applicable testing

and i nspecting agency.

1.4 SUBM TTALS

A

Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,

and SAMPLES

Product Dat a:

Include durability, laundry tenmperature Iimt, fade resistance, and fire

test response characteristics for each type of curtain fabric indicated.

Shop Drawi ngs: Show ng | ayouts and types of cubicles, size of curtains,

nunber of carriers, anchorage details, and conditions requiring

accessories. Indicate dinmensions taken fromfield neasurenents.

Sanples for Initial Selection: For each type of curtain materia

speci fi ed.

Sanples for Verification: For each type of product required. Sanples of

size indicated bel ow

1. Curtain Fabric 305 mm (12 inches) square swatch. Mark top and face of
mat eri al .

2. Mesh Top: Not |ess than 100 nm (4 inches).

1.5 DELI VERY, STORAGE AND HANDLI NG

A

Deliver material in original package marked to identify the contents,
brand name, and the nanme of the mamnufacturer or supplier

Store in dry and protected |location. Store so as not to tear or rip the
fabric or mesh.
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C. Do not open packages until contents are needed for installation, unless

verification inspection is required.

1.6 PRQJIECT CONDI TI ONS

A

Environnental Limtations: Do not install cubicles until spaces are
encl osed and weat her proof, wet work in spaces is conplete and dry, work
above ceilings is conplete, all painting is conplete, and anbient
tenmperature and humidity conditions are nmaintained at the |levels

i ndi cated for project when occupied for its intended use.

PART 2 - PRODUCTS

2.1

A

CUBI CLE CURTAI NS

Header strip shall frame the open nesh in fabric nmatching the body of the

curtain. Rustproof gromets shall be placed 150 mm (6 i nches) on center

and doubl e reinforced in matching fabric. Curtains shall be fully
washabl e, conply with the |atest state, federal and Veterans

Adm ni stration standards for fire retardancy and openness, and guarant eed

to maintain dinensional stability for the life of the curtain

Al Cubicle Curtains shall conformto the followi ng specifications:

1. Al curtains shall be launderable to a tenperature of not less than 71
degrees C (160 degrees Fahrenheit).

2. Al curtains shall be flame resistant and shall be identical to those
t hat have passed NFPA 701 when tested by UL or another testing and
i nspecting agency acceptable to authorities having jurisdiction.

3. Fabric must be treated (Nano-Tex, Duratex, or nanufacturer’s
equi valent) or the fibers must be inherent with anti-mcrobia
treatment for protection agai nst MRSA and bacterial growh.

4., Curtain top shall contain no |l ess than 460 mm (18 inch) of nmesh with
13mm (0.5 inch holes). Overlap seans and doubl e-lock stitch to body
of curtain.

5. Provide curtains fabricated to conply with the follow ng requirenents:
a. Wdth: Equal to track length fromwhich curtain is hung plus 10-15

percent.

b. Length: Equal to floor to ceiling height mnus 460 mm (18 i nches)
fromfinished ceiling at top and 305 — 380 nm (12 — 15 i nches)
above finished floor.

c. Top Hem Not less than 25 mm (1 inch) and not nore than 40mm (1.5
i nches) wide, triple thickness, reinforced with integral web and
doubl e stitched.
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d. Gomets: 2 piece, rolled-edge, rustproof, nickel-plated brass #0
and spaced not nore than 150nm (6 i nches) on center.
e. Bottom and side hens: Not |ess than 25nm (1 i nch) wide, reinforced,
triple thickness and single stitched.
f. Seans: Not less than 13mm (0.5 inch) w de, double turned and doubl e
stitched.

C. Curtain Gomets: Two-piece, rolled-edge, rustproof alum nunm spaced not
nore than 150 mm (6 inches) on center; nachined into top hem

D. Curtain Mesh Top: No. 50, 460 mm (18 inches) high, 13 nm (0.5 inch) Hole
flame resistant nylon nesh, color: Wite.

E. Al cubicle curtains shall have a sewn on identifying | abel which shal
indicate all fabrics with appropriate markings of applicable testing and
i nspecting agency for fire resistance. The | abel shall also indicate the
size of the curtain and the specific location (room#) within the project
space that the curtain is intended for.

F. A spare set of cubicle curtains shall be provided (each in a clear
pl astic bag) for each location designated to receive curtains. The spare
set shall also include the sewn on identifying | abel

2.2 MEASURI NG AND | NSTALLATI ON

A. Installation shall be the conplete responsibility of the contractor to
obt ai n accurate dinmensions at the job site and to exam ne all conditions
as they relate to this installation
1. Final field neasuring shall be conpleted and reviewed with Interior

Desi gner POC of project prior to final installation and order entry.

B. Environnental Limitations: Do not install cubicles until spaces are
encl osed and weat her proof, wet work in spaces is conplete and dry, work
above ceilings is conplete, and anbient tenperature and humdity
conditions are naintained at the | evels indicated for project when
occupi ed for its intended use.

C. Skilled drapery installers shall performinstallation. Al work must be
acconpl i shed in a neat and professional manner follow ng established
trade practices.

D. Installers shall trim Ilevel and secure all hardware using fasteners
appropriate to the mounting surface. They will adjust all products to
insure a snooth and proper fit and operation. Install tracks |evel and
pl unb, according to manufacturer’s witten instructions.
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Curtain Track Mounting: Surface.
Track Accessories: Install splices, end caps, connectors, end stops, snap
outs, and other accessories as required for a secure and operationa
installation.
Curtain Carrier: Provide curtain carrier adequate for 150 mm (6 inches)
spacing along full length of curtain
Installers shall |eave the area clean and free of all debris resulting
fromthe installation. The installation crew shall notify the VA COR
bef ore comencing the installation, of the proposed installation schedule
for the VA's approval. Additionally, the installing crew shall obtain a
signed "Letter of Satisfaction" fromthe VA COR prior to final departure
fromthen job site

PART 3 - EXECUTI ON
3.1 EXAM NATI ON

A

The installers shall exam ne substrates and conditions, with VA COR

present, for conpliance with requirenents for installation tolerance, and

ot her conditions affecting perfornmance of work.

1. Proceed with installation only after unsatisfactory conditions have
been corrected.

3.2 | NSTALLATI ON

A

The installation shall be guaranteed to be free fromall defects in
materials or workmanship for a period of not |ess than one year fromthe
date of delivery. Al products found to be defective within this period
shal |l be replaced, with the cost of replacenent, including shipping
charges, to be borne by the contractor.

1. Curtains: Hang curtains on each curtain track.

3. 3 ACCEPTANCE

A

Curtains shall be installed neat and true, and securely attached to the
track on carriers to hang straight and |evel.
Carrier units shall operate snoothly and easily over the full range of
travel .

---END- - -
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