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SECTION 09 23 00
GYPSUM PLASTERI NG

PART 1 - GENERAL
1.1 DESCRI PTI ON
This section specifies netal and gypsum | at hi ng and gypsum pl aster.
1.2 TERM NOLOGY
A. Definitions and description of terns shall be in accordance with ASTM
Cl1, C841, and C842 and as specified.
B. Self-furring Lath: Metal plastering bases having dinples or crinps
designed to hold the plane of the back of the lath 6 to 10 nm (1/4 to
3/8 inch) away fromthe plane of the solid backing.
C. Solid Backing or Solid Bases: Concrete, masonry, sheathing, rigid
insulation, and simlar materials to which plaster is directly applied.
D. Wet Areas: Areas of a building where cyclic or continuous exposure to
very humd or wet conditions, or in which a dew point condition may
occur in the plaster. Dew point conditions occur frequently in such
areas as laundries, natatoriuns, cart and di sh washi ng spaces,
hydr ot her apy, kitchens, bathing or shower roons and simlar areas.
1.3 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.
B. Manufacturers' Literature and Data:
Accessories for plaster, each type.
Met al pl aster bases, each type
Fast eners.

Bondi ng conpounds, including application instructions.

o s D PRE

Admi xtures, including mxing and application instructions.
C. Manufacturers certificates:
1. Gypsum pl aster.
D. Sanpl es: Accessories for plaster, each type, not less than 150 mm (si x
i nches) I ong.
1.4 DELI VERY, STORAGE, AND PROTECTI ON
ASTM C841 and C842.
1.5 PRQIECT CONDI TI ONS

Mai ntain work areas at a mnimumtenperature of 13°C (55°F) for not |ess
than one week prior to application of plaster, during application of
plaster and until plaster is conpletely dry.
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1.6 APPLI CABLE PUBLI CATI ONS
A. The publications listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by basic
desi gnati on only.
B. American Society for Testing And Materials (ASTM:

AB41-09................. Zi nc- Coat ed (Gl vani zed) Carbon Steel Wre

Cl1-10....... ... .. Term nol ogy Relating to Gypsum and Rel at ed
Buil ding Materials and Systens.

C28-10........... ... ... Gypsum Pl asters

C35-01 (R2009).......... I norgani ¢ Aggregates For Use in Gypsum Pl aster

C61-00(R2006) . .......... Gypsum Keene' s Cenent

C206- 03(R2009) . ......... Fi ni shing Hydrated Lime

CA72-99(R2009).......... Physi cal Testing of Gypsum Gypsum Pl aster and
Gypsum Concrete

C631-09................. Bondi ng Conpounds for Interior Gypsum Pl astering

C841-03(R2008).......... Installation of Interior Lathing and Furring

C842-05(R2010).......... Application of Interior Gypsum Pl aster

C847-10......... .. ... Metal Lath

Cl002-07. . ... ... Steel Self-Piercing Tapping Screws for the

Appl i cation of Gypsum Panel Products or Metal
Pl aster Bases to Wod Studs or Steel Studs
D3678-97(R2008)......... Rigid Poly (Vinyl Chloride) (PVQ
Interior-Profile Extrusions
C. Commercial Item Description (CID):
A-A-55615............... Shi el d, Expansion; (Wod Screw and Log Bolt Sel f
Thr eadi ng Anchor)
PART 2 - PRODUCTS
2.1 PLASTERI NG BASES (LATH)
A. Expanded Metal :
ASTM C847, except as nodified by ASTM C841 and this specification.
B. Gypsum Lat h:
1. 10 mm (3/8 inch) thick.
2. Type X for fire rated assenblies.
2.2 GYPSUM PLASTERS
A. Base and Finish coats ASTM C28 and ASTM C842.
2.3 LIME
ASTM C206, Type S.
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2. 4 AGGREGATES
A. ASTM C35, natural sand, except grade aggregates in accordance with
"TABLE 1", except sand for Keene's Cenent Finish Coat, 100 percent
passing a No. 30 sieve.
B. Vermiculite and perlite aggregates are not permtted, except where
required for fire rated assenblies.
2.5 BONDI NG COVPOUND ( FOR | NTERI OR WORK)

ASTM C631, except water re-emulsifiable compound is prohibited.
2.6 ACCESSORI ES FOR GYPSUM PLASTER

ASTM C841.
2.7 FASTENERS

A Tie wire, screws, clips, and other fasteners ASTM C841, except as
ot herwi se specified.

B. Fasteners for securing netal plastering bases shall have heads, or be
t hrough washers | arge enough to engage two strands of the neta
pl asteri ng base.

C. For fire rated construction type and size as used in fire rated test.

D. Screws: ASTM C1002.

PART 3 EXECUTI ON
3.1 APPLYI NG LATH BASES

A. In accordance with ASTM C841, except as otherw se specified or shown.

B. Use netal plastering bases where plaster is required on partitions,
ceilings and furring, and other curved or irregular surfaces.

1. Where plaster is required on solid bases, netal plastering bases are
not required, unless shown on the draw ngs.

2. Formtrue surfaces, straight or in fair curves where shown, w thout
sags or buckles and with I ong dinension of lath at right angles to
direction of supports.

3. Shape lathing to within 19 nm (3/4 inch) of finished profiles of
i rregul ar surfaces.

C. G/psumlath may be used in lieu of netal lath for gypsum plaster only on
straight flat surfaces of partitions and walls, and on furring, except
for lathing in wet areas and as a base for narble finishes.

D. Installing Metal Plastering Bases:

1. Select type of netal plastering base to conformto Table 1 of ASTM
C841, except as otherw se specified.
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2. Were netal plastering bases are required over solid backing, use
sel f-furring, zinc-coated (gal vani zed) netal plastering base, with
vapor perneabl e backi ng.

3. Attach self-furring netal lath directly to masonry and concrete with
hardened nails, power actuated drive pins, or other approved
fasteners. Locate fasteners at the dinples or crinps only.

4. Metal plastering bases shall not be continuous through expansion and
control joints, but shall termnate at each side of the joint.

3.2 SURFACE PREPARATI ON OF SOLI D BASES

A

Prepare and condition in accordance with ASTM C842, except as ot herw se
speci fi ed.

Surface of masonry and concrete shall be straight and true so that

nmaxi mum variation in plane does not exceed 6 mm (1/4 inch), 3 nm(1/8
inch) plus, 3 M (1/8 inch) mnus), in 3 m (10 feet), non-accumul ative.
Formties and other netal projections shall be cut back to slightly
bel ow t he surface.

Proj ections shall be renpved and depressi ons, holes, cracks and simlar
voids shall be filled flush with patching conmpound conpatible with the
substrate and plaster, within the tol erance, specified in ASTM C842.

Cl ean existing concrete surfaces specified to receive plaster to ensure
nmechani cal key as specified in ASTM C842.

Condi tion new or existing concrete surfaces specified to receive plaster
by appl yi ng bondi ng conmpound as specified in ASTM C842.

3.3 I NSTALLI NG PLASTERI NG ACCESSORI ES

A

Install accessories in accordance with ASTM C841, except as foll ows:

1. Set plastering accessories plunb, level and true to line, neatly
mtered at corners and intersections, and securely attach to
supporting surfaces as specified for netal |ath.

2. Install in one piece, within the imts of the |ongest comrercially
avai |l abl e | engt hs.

3. Wod plugs are not acceptabl e anchorage for fasteners.

Corner Beads: Install at all vertical and horizontal external plaster

corners, as required to establish grounds, and where shown.

Strip Lath:

1. Install netal lath strips centered over joints between dissimlar
materials, such as clay tile, brick, concrete masonry units,
concrete, and nmetal and gypsum |l ath, where both such surfaces are
required to be plastered and are in contact with each other in same
pl ane, except where expansion joints and casing beads are required.
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Wre tie, staple, screw, or nail strip lath to base al ong both edges
at not over 150 mm (6 inches) on centers.
Rei nforce gypsumlath at corners of openings, at internal corners,
and at chases and simlar breaks in continuity in accordance with
ASTM C841.

D. Casi ng Beads:

1

Install casing beads at |ocations where plaster term nates agai nst
other materials.

VWere plaster term nates against trimof steel franes and trim of
other materials and equi pnent, except where trimoverlaps plaster.
Where plaster for newwalls or furring (vertical or horizontal)
term nates agai nst existing construction.

Around perineter of openings for recessed casework and equi pnent,
except where edge is covered by flanges. Locate to conformto

di mensi ons shown on approved shop draw ngs.

Bot h sides of expansion and control joints, unless shown otherw se.
Install casing beads where ceilings butt into or are penetrated by
wal I's, colums, beans, and simlar elements so as to provide floating
angl e (unrestrained) construction in accordance with ASTM C841.

E. Cornerites:

1

Install at interior corners of walls, partitions, and other vertica
surfaces to be plastered, except where netal lath is carried around
angl e.

Fasten only as necessary to retain position during plastering.

Orit cornerites at junction of new plastered walls with existing

pl astered wal | s.

Where netal plastering bases are specified not to be carried around
internal angles, and at |ocations where casing beads are specified
and shown.

3.4 GYPSUM PLASTER APPLI CATI ON
A. Proportion, mx, and apply plaster in accordance with ASTM C842.
B. Thickness of Plaster: ASTM C842, except as foll ows:

1
2.
3.

Where greater thickness is shown.

Where thickness is required to match existing.

On netal plaster base 19 mm (3/4 inch), except where greater
thickness is required for fire rated construction

Apply finish coats to a uniformthickness of approximately 2 nm (1/16
inch) with not nore than 3 mm (1/8 inch) thickness at any point.
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Pl aster shall have a snooth-trowel finish unless specified or shown

ot herw se.

Fi ni sh Coat Locati ons:

1. Gypsumlinme-putty finish: Use for all walls and ceilings.

Provi de base and finish coats of plaster on walls, partitions, furring,

and ceilings where plaster is shown on draw ngs and schedul ed in the

room fini sh schedul e, except as follows:

1. Apply base coats of plaster, without finish coat, to portion of netal
stud partitions extendi ng above suspended or furred ceilings to
undersi de of structure overhead as foll ows:

a. Two sides of the follow ngs:
1) Fire rated partitions.
2) Snoke partitions.
b. One side of the follow ng:
1) Sound rated partitions unless shown otherwi se.
2) Furring for pipe and duct shafts, except where fire rated
construction i s shown.
3) Fire rated partitions shown as having plaster on one side and a
different finish on other side.

2. In locations other than those noted above, plaster including finish
coat is not required on partition surfaces to extend nmore than 100 nm
(four inches) above suspended ceiling.

3. Plaster is required for patching existing plaster surfaces that
extend above ceilings where hol es occur or penetration openings
occur.

3.5 PATCHI NG

A

After all work (except painting) is finished, point around all trim
frames, and simlar itemns.
Pat ch danmaged new plaster to match previously applied plaster in color
and texture.
Sandi ng pl aster is prohibited.
Patch, alter and replace existing plaster surfaces as required to
conpl et e work.

---END- - -
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