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STRATTON VA MEDI CAL CENTER
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VA PROJECT NO. 528A8-12-801

SECTI ON 08 31 13
ACCESS DOORS AND FRAMES

PART 1 - GENERAL
1.1 DESCRI PTI ON
Section specifies access doors or panels.
1. 2 RELATED WORK
A. Lock Cylinders: Section 08 71 00, DOOR HARDWARE
B. Access doors in acoustical ceilings: Section 09 51 00, ACQUSTI CAL
CEl LI NGS.
C. Locations of access doors for duct work cleanouts: Section 23 31 00,
HVAC DUCTS AND CASI NGS and Section 23 37 00, AR OUTLETS AND | NLETS .
1.3 SUBM TTALS:
A. Submt in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT
DATA, AND SAMPLES.
B. Shop Drawi ngs: Access doors, each type, showi ng construction, |ocation
and installation details.
C. Manufacturer's Literature and Data: Access doors, each type.
1.4 APPLI CABLE PUBLI CATI ONS
A. Publications listed below forma part of this specification to extent
referenced. Publications are referenced in the text by basic
desi gnati on only.
B. Anmerican Society for Testing and Materials (ASTM:

A167-99(R-2009)......... St ai nl ess and Heat - Resi sting Chrom um N cke
Steel Plate, Sheet and Strip
A1008-10................ St eel Sheet, Cold-Rolled, Carbon, Structural,

Hi gh Strength Low Al |l oy
C. Anerican Wl ding Society (AWS):

D1.3-08................. Structural Welding Code Sheet Stee

D. National Fire Protection Association (NFPA):
80-10....... ... ... .. ... Fire Doors and W ndows

E. The National Association of Architectural Metal Manufacturers (NAAW :
AVP 500 Series.......... Met al Fi ni shes Manua

F. Underwriters Laboratories, Inc. (UL):

Fire Resistance Directory
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PART 2 - PRODUCTS
2.1 FABRI CATI ON, GENERAL
A. Fabricate components to be straight, square, flat and in sanme pl ane
wher e required.
1. Slightly round exposed edges and wi thout burrs, snags and sharp
edges.
2. Exposed wel ds continuous and ground snoot h.
3. Wld in accordance with AWS D1. 3.
B. Nunber of | ocks and non-continuous hinges as required to nmaintain
al i gnment of panel with frame. For fire rated doors, use hinges and
| ocks as required by fire test.
C. Provide anchors or nake provisions in frame for anchoring to adjacent
construction. Provide size, nunber and | ocation of anchors on four
sides to secure access door in opening. Provide anchors as required by
fire test.
2.2 ACCESS DOCRS, FI RE RATED
A. Shall neet requirenents for "B" |abel 1-1/2 hours w th naximum
tenperature rise of 120 degree C (250 degrees F).
B. Conply with NFPA 80 and have Underwiters Laboratories Inc., or other
nationally recogni zed | aboratory | abel for C ass B opening.
C. Door Panel: Formof 0.9 mm (0.0359 inch) thick steel sheet, insulated
sandwi ch type construction
D. Frame: Formof 1.5 mm (0.0598 inch) thick steel sheet of depth and
configuration to suit material and type of construction where
installed. Provide franme flange at perineter where installed in
concrete masonry or gypsum board openi ngs.
1. Weld exposed joints in flange and grind snooth.
2. Provide frane flange at perinmeter where installed in concrete
nmasonry or gypsum board.

Aut omatic C osing Device: Provide automatic closing device for door.

T

Hi nge: Continuous steel hinge with stainless steel pin

Lock:

1. Self-latching, with provision for fitting flush a standard screwin
type lock cylinder. Lock cylinder specified in Section 08 71 00,
DOOR HARDWARE

2. Provide latch rel ease device operable frominside of door. Mrtise
case in door.
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2.3 ACCESS DOORS, FLUSH PANEL
A. Door Panel:
1. Formof 1.9 nm (0.0747 inch) thick steel sheet.
2. In wet areas or ceranmic tile surfaces, formof 1.59 mm (0.062 inch)
No. 304 stainless steel sheet with No. 4 satin polish finish.
3. Reinforce to maintain flat surface
B. Frane:
1. Formof 1.5 nm (0.0598 inch) thick steel sheet of depth and
configuration to suit material and type of construction where
i nstall ed.
2. In wet areas or ceranic tile surfaces, formof 1.59 mm (0.062 inch)
No. 304 stainless steel sheet with No. 4 satin polish finish. Frane
depth and configuration to suit material and type of construction
where install ed.
3. Provide surface mounted units having frane flange at perineter where
installed in concrete, nmasonry, or gypsum board construction.
4. Wl d exposed joints in flange and grind snoot h.
C. Hinge:
1. Conceal ed spring hinge to allow panel to open 175 degrees.
2. Provide renovabl e hinge pin to allow renoval of panel from frane.
D. Lock:
1. Flush, screwdriver operated cam | ock
2.4 FI N SH
A. Provide in accordance with NAAMM AMP 500 series on exposed surfaces.
B. Steel Surfaces: Baked-on prine coat over a protective phosphate
coati ng.
2.5 Sl ZE
M ni mum 600 mm (24 i nches) square door unl ess ot herw se shown or
required to suit opening in suspension system of ceiling.
PART 3 - EXECUTI ON
3.1 LCCATI ON
A. Provide access panels or doors wherever any val ves, traps, danpers,
cl eanouts, and other control items of nechanical, electrical and
conveyor work are concealed in wall or partition, or are above ceiling
of gypsum board or plaster.
B. Use fire rated doors in fire rated partitions and ceilings.
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C. Use flush panels in partitions and gypsum board or plaster ceilings,
except lay-in acoustical panel ceilings or upward access acoustica
tile ceilings.

3.2 I NSTALLATI ON, GENERAL:

A. Install access doors in openings to have sides vertical in wal
installations, and parallel to ceiling suspension grid or side walls
when installed in ceiling.

B. Set franes so that edge of frames without flanges will finish flush
wi th surrounding finish surfaces.

C. Set frames with flanges to overlap opening and so that face will be
uni formy spaced fromthe finish surface.

3. 3 ANCHORAGE

A. Secure franes to adjacent construction using anchors attached to franes
or by use of bolts or screws through the frame menbers.

B. Type, size and nunber of anchoring device suitable for the materi al
surroundi ng the opening, maintain alignment, and resist displacenent
during normal use of access door

C. Anchors for fire rated access doors shall neet requirenments of
applicable fire test.

3.4 ADJUSTMENT
A. Adjust hardware so that door panel will open freely.
B. Adjust door when cl osed so door panel is centered in the frane.

- - -END- - -
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