CLI NOO2

STRATTON VA MEDI CAL CENTER
RENOVATE 4A & CORE for CLC
VA PROJIECT NO. 528A8-12-801

SECTION 10 14 00
SI GNAGE

PART 1 - CGENERAL
1.1 DESCRI PTI ON
A. This section specifies interior signage.
1. 2 RELATED WORK
A. Electrical: Related Electrical Specification Sections.
B. Color Finish: Section 09 06 00, SCHEDULE FOR FI NI SHES.
1.3 MANUFACTURER S QUALI FI CATI ONS
Si gn manuf acturer shall provide evidence that they regularly and
presently manufacture signs simlar to those specified in this section
as one of their principal products.
1.4 SUBM TTALS

A. Submt in accordance with Section 01 33 00, SHOP DRAW NGS, PRODUCT DATA
AND SAMPLES.

B. Samples: Sign panels and franmes, with letters and synbols, each type.
Submit 2 sets. One set of sanples will be retained by COR other
returned to Contractor.

1. Sign Panel, 200 mm x 250 nm (8 inches x 10 inches), with letters.

2. Color sanples of each color, 150 mmx 150 mm (6 inches x 6 inches.
Show anti ci pated range of color and texture.

3. Sanple of typeface, arrow and synbols in a typical full size |layout.

C. Manufacturer's Literature:

1. Showi ng the nethods and procedures proposed for the conceal ed
anchorage of the signage systemto each surface type.

2. Manufacturer’s printed specifications, anchorage details,
installation and mai nt enance instructions.

D. Sanples: Sign location plan, showi ng | ocation, type and total nunber of
signs required.

E. Shop Drawi ngs: Scal ed for manufacture and fabrication of sign types.
Identify materials, show joints, welds, anchorage, accessory itens,
nounting and fi ni shes.

F. Full size layout patterns for dinmensional letters.

1.5 DELI VERY AND STORAGE

A. Deliver naterials to job in manufacturer's original seal ed containers

wi th brand nane nmarked thereon. Protect materials from damage.
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B. Package to prevent dammge or deterioration during shipnent, handling,
storage and installation. Miintain protective covering in place and in
good repair until renoval is necessary.

C. Deliver signs only when the site and nmounting services are ready for
installation work to proceed

D. Store products in dry condition inside enclosed facilities.

1.6 APPLI CABLE PUBLI CATI ONS

A. The publications listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by the
basi c designation only.

B. Anerican Society for Testing and Materials (ASTM:
B209-07................. Al umi num and Al um num Al | oy Sheet and Pl ate
B221-08................. Al um num and Al um num Al | oy Extruded Bars, Rods,

Wre, Shapes, and tubes.

C. Federal Specifications (Fed Spec):

M L-PRF-8184F........... Pl astic Sheet, Acrylic, Modified.

M L-P-46144C............ Pl astic Sheet, Pol ycarbonate

1.7 M N MM SI GN REQUI REMENTS

A. Permanent Roons and Spaces:

1. Tactile and Braille Characters, raised mnimmO0.793 mm (1/32 in).
Characters shall be acconpanied by Grade 2 Braille.

2. Type Styles: Characters shall be Helvetica Medium Hel vetica Medium
Condensed and Hel vetica Regul ar.

3. Character Height: Mninum 16 mm (5/8 in) high, Maximum 50 mMm (2 in).
Synbol s (Pictograns): Equivalent witten description shall be placed
directly bel ow synbol, outside of synbol's background field. Border
di mensi ons of symnbol background shall be mnimum 150 mm (6 in) high

5. Finish and Contrast: Characters and background shall be eggshell
matte or other non-glare finish with adequate contrast with
backgr ound.

6. Mounting Location and Height: As shown. Munt on wall adjacent to the
[ atch side of the door and to avoi d door swing and protruding
obj ect s.

B. Overhead Signs:

1. Type Styles: As shown. Characters shall have a width-to-height ratio
between 3:5 and 1:1. Characters shall have a stroke w dth-to-height
ratio of between 1:5 and 1:10.

2. Character Height: mininum75 mm (3 in) high for overhead signs. As
shown, for directional signs.
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3. Finish and Contrast: Same as for signs of permanent roons and spaces.
4. Mounting Location and Hei ght: As shown.
1.8 COLORS AND FI NI SHES:
Section 09 06 00, SCHEDULE FOR FI NSI HES.
PART 2 - PRODUCTS
2.1 GENERAL

A. Signs of type, size and design shown on the drawi ngs and as specified.

B. Signs conplete with lettering, fram ng and rel ated conmponents for a
conplete installation.

C. Provide graphics itens as conpleted units produced by a single
manuf acturer, including necessary nounting accessories, fittings and
f ast eni ngs.

D. Do not scale drawi ngs for dinensions. Contractor to verify and be
responsi ble for all dinmensions and conditions shown by these draw ngs.
COR to be notified of any discrepancy in drawing, in field directions or
conditions, and/or of any changes required for all such construction
details.

E. The Sign Contractor, by commencing work of this section, assunmes overal
responsibility, as part of his warranty of work, to assure that
assenbl i es, conponents and parts shown or required within the work of
the section, conply with the Contract Docunents. The Contractor shal
further warrant: That all components, specified or required to
satisfactorily conplete the installation are conpatible with each other
and with conditions of installations.

2.2 PRODUCTS

A. Al um num
1. Sheet and Pl ate: ASTM B209.

2. Extrusions and Tubi ng: ASTM B221

B. Cast Acrylic Sheet: ML-PRF-8184F; Type Il, class 1, Water white non-
glare optically clear. Matt finish water white clear acrylic shall not
be accept abl e.

C. Polycarbonate: ML-P-46144C, Type |, class 1

D. Vinyl: 0.1 mmthick nmachi ne cut, having a pressure sensitive adhesive
and integral colors.

2.3 SI GN STANDARDS

A. Topogr aphy:

1. Type Style: Helvetica Medium and Hel veti ca Medi um Condensed. Initi al
caps caps as indicated in Sign Message Schedul e.
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Arrow. See graphic standards in draw ngs.
Letter spacing: See graphic standards on draw ngs.
Letter spacing: See graphic standards on draw ngs.
Al'l text, arrows, and synbols to be provided in size, colors,
typefaces and letter spacing shown. Text shall be a true, clean
accurate reproduction of typeface(s) shown. Text shown in drawings is
for layout purposes only; final text for signs is listed in Sign
Message Schedul e.

2.4 SI GN TYPES
A. Sign Types 1, 2, and 3:

1

Bar systemsign frames with premier 25 nmm (1 inch) parallel bar
systemtop and bottomw th 229 mm (9 inch) w de back pl ate.

Si gnage inserts match to CSS GQ Brown (brown face with white
under si de)

Signs attach to back plate systemw th standard doubl e-si ded t ape
attachnents for inserts or nunmber bl ocks.

Mat erials consist of 75%recycled content. Al um num extrusion and EPP
Downstream Certified Environnmentally Preferabl e signage product
materi al s.

Si gnage i s doubl e sided tapped or nmechanically nmounts to walls
provi di ng easy sign noves and no wal |l damage.

Conponent based sign system for easy updatability.

Si gnage system provi des conpati ble software programto nmake room

| D function sign updates with existing computer and printer equipnent
all owing for quickly and easily updating signage by |In-house staff.
Fi ni shes and styles to coordinate with facility existing signage for
easy of re-configurations.

Di nensi ons of signs typically are 152 mm (6 inch)high x 229 nm (9
inch) wide (excluding the backer frane) which is always with a 25 mm
(1 inch) parallel bar frame in sliver finish recycled al um num

10. Total thickness of systemis 6 nm (1/4 inch) for the backer plate.
B. Sign Types 4, 5, 6, and 7:
1. Al text and graphics are to be first surface silk-screened.
2.5 FABRI CATI ON
A. Design conmponents to allow for expansion and contraction for a m ni mum

material temperature range of 56 °C (100 °F), without causing buckling,

excessi ve opening of joints or over stressing of adhesives, welds and

f ast eners.
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Form work to required shapes and sizes, with true curve lines and
angl es. Provide necessary rebates, lugs and brackets for assenbly of
units. Use conceal ed fasteners whenever and wherever possible.
Shop fabricate so far as practicable. Joints fastened flush to concea
rei nforcement, or wel ded where thickness or section permits.
Contact surfaces of connected nenmbers to be true. Assenble so joints
will be tight and practically unnoticeable, wi thout use of filling
conpound.
Signs shall have fine, even texture and be flat and sound. Lines and
nmters sharp, arises unbroken, profiles accurate and ornanent true to
pattern. Plane surfaces be snoboth flat and without oil-canning, free of
rack and tw st. Maxi numvariation from plane of surface plus or mnus
0.3 mm (0. 015 inches). Restore texture to filed or cut areas.
Level or straighten wought work. Menbers shall have sharp lines and
angl es and snoot h sulrfaces.
Extruded nmenbers to be free fromextrusion marks. Square turns and
corners sharp, curves true.
Drill holes for bolts and screws. Conceal fastenings where possible.
Exposed ends and edges m |l snooth, with corners slightly rounded. Form
joints exposed to weat her to exclude water.
Fi ni sh holl ow signs with matching nmaterial on all faces, tops, bottons
and ends. Edge joints tightly mtered to give appearance of solid
mat eri al
Al'l painted surfaces properly primed. Finish coating of paint to have
conpl ete coverage with no light or thin applications allow ng substrate
or primer to show. Finished surface snooth, free of scratches, gouges,
dri ps, bubbles, thickness variations, foreign natter and ot her
i mper fections.
Movabl e parts, including hardware, are be cl eaned and adjusted to
operate as designed wi thout binding of defornmation of nenmbers. Doors and
covers centered in opening or frame. Al contact surfaces fit tight and
even w thout forcing or warping conponents.
Pre-assenble itens in shop to greatest extent possible to minimze field
splicing and assenbly. Disassenble units only as necessary for shipping
and handling limtations. Clearly mark units for re-assenbly and
coordi nated installation
No signs are to be manufactured until final sign nessage schedul e and
| ocation review has been conpleted by the COR and/or COR Interior Design
and forwarded to contractor.
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PART 3 - EXECUTI ON
3.1 I NSTALLATI ON

A

Prot ect products agai nst danmage during field handling and installation.
Protect adjacent existing and newly placed construction, |andscaping and
fini shes as necessary to prevent damage during installation. Paint and
touch up any exposed fasteners and connecting hardware to match col or
and finish of surrounding surface.
Mount signs in proper alignment, |evel and plunb according to the sign
[ ocation plan and the dinensions given on elevation and sign |ocation
drawi ngs. \Were ot herw se not dimensioned, signs shall be installed
where best suited to provide a consistent appearance throughout the
project. When exact position, angle, height or location is in doubt,
contact COR for clarification
Contractor shall be responsible for all signs that are damaged, |ost or
stolen while materials are on the job site and up until the conpletion
and final acceptance of the job.
Renove or correct signs or installation work COR deternines as unsafe or
as an unsafe condition.
At conpletion of sign installation, clean exposed sign surfaces. C ean
and repair any adjoining surfaces that becane soiled or damaged as a
result of installation of signs.
Locate signs as shown on the Sign Location Pl ans.
Certain signs may be installed on glass. A blank glass back up is
required to be placed on opposite side of glass exactly behind sign
being installed. This blank glass back up is to be the sane size & color
as sign being installed.
Contractor will be responsible for verifying that behind each sign
| ocation there are no utility lines that will be affected by
installation of signs. Any damage during installation of signs to
utilities will be the sole responsibility of the Contractor to correct
and repair.
Furni sh inserts and anchoring devi ces which nust be set in concrete or
other material for installation of signs. Provide setting draw ngs,
tenplates, instructions and directions for installation of anchorage
devi ces which may invol ve ot her trades.

- - - END- - -
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rshinaishin
Text Box
Inserts and slide in units are not to be magnetically attached to frame, but rather double side taped.


RTimber
Typewritten Text

RTimber
Typewritten Text

rshinaishin
Text Box
  IN-04.03


rtimber
Rectangle

rtimber
Rectangle

rtimber
Typewritten Text
Title

rtimber
Rectangle

rtimber
Rectangle

rtimber
Typewritten Text
3"x9" Single Slot Sign Blank
CSS GQ Brown G/B F1

rtimber
Typewritten Text

rtimber
Typewritten Text
2"x9" Romark Plastic
Dk. Brown BG 
White Lettering Insert

rtimber
Typewritten Text
Name

rtimber
Text Box


(payie) weansumoq dd3) 1onpoid paisiaid Ajlejuswuoiiaug ue s Bupoeg ubig
JUSJUOD PaJoAdal %G/ SUIRIUOD awel] ublg

® wooxnsY juer[dwo) VAV (] oIV % W00y

IN-09.03
Sign Code

@ oo s e se

o9g umoig a mIrLuenLlt:
olllelg || @pei9 B
S[esownp 9IoeL alyM

v

vav.ce/l Xl

, : .6
©4d umoid d
oydetsy ‘
90eUNS-gqNg allYym

awel JSAIIS unesg
leg [o||eied

v

v

h :@ P

.T. 8p02 ubis 01 Jejiwis - do) 1e Jaquinu Wool ,.£ apIN0Id



rshinaishin
Text Box
Sign Code
         
            3

RTimber
Rectangle

RTimber
Text Box
Provide 3" room number at top - similar to sign code '1'

RTimber
Placed Image

RTimber
Placed Image

RTimber
Rectangle

rtimber
Rectangle

rtimber
Typewritten Text
White

rtimber
Typewritten Text
Dk. Brown BG

rtimber
Typewritten Text

rtimber
Rectangle

rtimber
Rectangle

rtimber
Typewritten Text
Dk. Brown BG

rtimber
Typewritten Text
White

rtimber
Rectangle

rshinaishin
Text Box
IN-09.03


B X IET M code & Life Safety Signs

Stair Identification Sign

Size
229 mm H x 229 mm W
9"Hx9”W)

Description & Use
To identify stairwell doors that are
fire exits.

Message Configuration
(Refer to layout drawing for
lettering sizes and dimensions)

Sign Components
Etched sign face laminated to
acrylic backing plaque.

Graphic Process
Tactile text with accompanying
Braille.

Colors
Text: Refer to Color Chart.
Background: Refer to Color Chart.

Typography
Helvetica Medium
Grade 2 Braille

Mounting
Double sided foam tape or silastic
adhesive.

Installation

Knob side of door, 1575 mm (63”)
to top of sign and 50 mm (2”) over
from door frame.

Sign Code

4

STAIRS
FIRE EXIT

Keep Door
Closed

W 50 mm (2")

1575 mm (5-3") N

02/2005
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Sign Code

7

‘6\\

V\

Living Center

White Tactile Text / Numerals
PMS 404u BG

Note:
Confirm final sign configuration and text with the COR.
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Surface applied vinyl room numbers,
"Type Q" as manufactured by Takeform
(www.takeform.net) or approved equal.
Color to be selected by COR from the full

range of manufacturer's colors.

2\\

Sign Code

8

6\\

Typical door to resident room

A410
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