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STRATTON VA MEDI CAL CENTER
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SECTION 10 21 23
CUBI CLE CURTAI N TRACKS

PART 1 - GENERAL
1.1 DESCRI PTI ON
This section specifies cubicle curtain track (C.C T.)
1.2 RELATED WORK
St eel shapes for suspending track assenbly: Section 05 50 00, METAL
FABRI CATI ONS and Section 09 51 00, ACOUSTI CAL CEILINGS, Section 10 21 00
CUBI CLE CURTAI NS
1.3 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.
B. Sanpl es:
One 300 mm (12 inch) long piece of cubicle curtain track with carrier
access and end stop. One clip anchor for fastening track to grid system
of acoustical ceilings. One curtain carrier
C. Shop Drawi ngs: Show ng | ayout of tracks and nethod of anchorage.
D. Manufacturer's Literature and Data:
Cubicle curtain track.
1.4 DELI VERY, STORAGE AND HANDLI NG
A. Deliver material in original package marked to identify the contents,
brand name, and the nanme of the manufacturer or supplier
B. Store in dry and protected location. Store so as to not bend or warp the
tracks.
C. Do not open packages until contents are needed for installation, unless
verification inspection is required.
1.5 APPLI CABLE PUBLI CATI ONS
A. The publications listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by the
basi c designation only.
B. Anerican Society for Testing and Materials (ASTM:

B221-08................. Al um num and Al um num Al | oy Extruded Bars, Rods,
Wre, Shapes, and Tubes.
B456- 03(R2009) .. ........ El ectrodeposited Coatings for Copper Plus N cke

Pl us Chromi um and Ni ckel Plus Chrom um
C. The National Association of Architectural Metal Mnufacturers (NAAW) :
AMP 500 Series.......... Met al Fi ni shes Manua
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PART 2 - PRODUCTS

2.1 CUBI CLE CURTAI N TRACKS

A. Surface nounted or suspended type:

1. Channel Tracks (Surface Munted Type): Extruded al um num ASTM B221
al l oy 6063, tenper T5 or T6, channel shaped, with snpoth inside
raceway for curtain carriers. A um numor white backed acrylic enanel
finish. Renovabl e end cap for quick and easy carrier replacenent
wi t hout removing entire track. Color-nmatched splices, end caps and
bends. Lengths shall be available in 7' (2.1m, 8 (2.44m, 9 (2.74m,
12’ (3.66m) or 16’ (4.88m | engt hs.

2. Tubul ar Track (Suspended Type): Seam ess drawn al um num t ubi ng, ASTM
B221, alloy 6061 tenper T6, 25 nm (one inch) outside dianeter, not
less than 1.5 mm (0. 060 inch) wall thickness, slotted for interior
carriers.

Curtain Carriers: Nylon or delrin carriers, with either nylon or delrin

dual wheels on netal, delrin, or nylon axles. Equip each carrier with

either stainless steel, chromiumplated brass or steel hooks with
swivel, or nickel chrom umplated brass or stainless steel bead chain
and hook assenbly, or delrin carriers may have moul ded on del rin hooks.

Hook for bead chain nay be the same nmaterial and finish as the bead

chain or may be chromiumplated steel. Provide 2.2 carriers for every

300 mm (onefoot) of each section of each track | ength, plus one

addi tional carrier.

End Stop Connectors, Ceiling Flanges and Ot her Accessories: Fabricate

fromthe sane naterial with the same finish as the tracks or from nylon

Hangers and Fittings: Fabricate fromthe same material with the sane

finish as the tracks. Hangers may be round or square for channel tracks

and round for tubular tracks. Design fittings to be conpatible with
design of tracks and to safely transmt the track load to the hangers.

At end of each section of track, nake provision for insertion and

renoval of carriers. Design to prevent accidental renoval of carrier.

Any operating nmechani smshall be renovable with comon tools.

2. 3 FASTENERS

A

Exposed Fasteners, Screws and Bolts: Stainless steel or chrom uninicke
pl ated brass.

Conceal ed Fasteners, Screws and Bolts: Hot-dip gal vani zed (except in
hi gh noi sture areas use stainless steel).
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C. Metal dips: Anchor curtain tracks to exposed grid of lay-in acoustica

tile ceilings, with concealed netal (butterfly) type or two piece snap
| ocking type ceiling clip of high strength spring steel. Wen it is not
possible to install the nmetal ceiling clip, the cubicle curtain track
may be screwed to the ceiling grid.

2.4 FI NI SHES

A. Alum num Finish nunbers for alum num specified are in accordance with

The Al um num Associ ation's Designation System AA-C22A31 finish
Chemically etched mediumnmatte, with clear anodic coating, Cass |
Architectural, 0.4 mls thick

Chrone/ Ni ckel Plating: Satin or polished finish as specified, ASTM B546,
m ni mum t hi ckness of chromi um plate as foll ows:

1. 0.2 m| on copper alloys.

2. 0.4 ml on steel

C. Stainless Steel: No. 4 in accordance wi th NAAWMM Metal Fi ni shes Manual
2.5 FABRI CATI ON

A
B

D
E

Wel d and grind snooth joints of fabricated conponents.

Formtracks and bends of lengths that will produce the m ni mum nunber of
joints. Make track sections up to 4800 nm (16 feet) without joints. Form
corner bend on a 300 mm (12 inch) radius.

Provi de steel anchor plates, supports, and anchors for securing
conponents to buil ding construction

Form flat surface without distortion

Shop assenbl e conponents and package conplete with anchors and fittings.

PART 3 - EXECUTI ON
3.1 I NSTALLATI ON

A

Install tracks after finish painting and ceiling finishing operations
are conpl ete.

Install track | evel and hangers plunmb and securely anchor to the ceiling
or suspend from above to forma rigid installation

Anchor surface mounted curtain tracks directly to exposed grid of lay-in
acoustical tile ceilings with suitable fasteners, spaced approxi mately
600 nm (24 inches) on center.

Anchor surface mounted curtain tracks to concrete, plaster and gypsum
board ceilings with a mininumof 3 mm (1/8-inch) dianeter fastenings or
conceal ed clips spaced not nore than 900 mm (three feet) on center.
Install suspended track seven feet, three inches above the finished
floor, with hangers spaced no nore than four feet on center. At ceiling
line, provide flange fittings secured to hangers with set screws. Secure
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track to walls with flanged fittings and to hangers wth special
fittings.
Securely fasten end stop caps to prevent their being forced out by the
striking weight of carriers.
Renove damaged or defective components and replace with new conponents
or repair to the original condition

3. 2 ACCEPTANCE

A

Track shall be installed neat, rigid, plunmb, level and true, and
securely anchored to the overhead construction

Carrier units shall operate snoothly and easily over the full range of
travel.

- - -END- - -
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