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CONDUIT STUB-OUT
ABOVE CEILING (TYP.)

25.4mm (1") EMT CONDUIT

TO NEAREST
TWGB OR TGB

FUTURE
EQUIPMENT

RACK
CCTV CCTV CCTV ACCESS

CONTROL
BOSCH &

DICTAPHONE
LIEN, PASS

PC'S
MOTOROLA,

GATE SIMPLEX

GENERAL NOTES
1. VOICE AND DATA CABLING SHALL BE CATEGORY 6.  ALL CABLING SHALL BE BLUE.

2. DATA CABLING SHALL UTILIZE CATEGORY 6 RJ45 JACKS WITH TIA/EIA 568B CONFIGURATION.

3. ALL VOICE AND DATA CABLING SHALL BE LABELED AT BOTH ENDS ON THE CABLE.

4. VOICE AND DATA JACK LABELING SHOULD BE DONE ON EACH FACEPLATE IN A FASHION SIMILAR TO
THE FOLLOWING:

- "A" OR "1" (SECURITY LEVEL IF APPLICABLE) PROCEEDING CLOCKWISE AROUND THE
ROOM.

- ROOM NUMBER (4XX)

- ALPHA OR NUMBER DESIGNATOR (X)

- LABELING SHALL BE A MINIMUM OF 1/4" (6mm) HIGH.

- HANDWRITTEN LABELS SHALL NOT BE USED FOR FINAL CONFIGURATION.

- LABELING SCHEME MUST BE REVIEWED BY OWNER PRIOR TO INSTALLATION.

4" SQUARE BOX
WITH SINGLE GANG
PLASTER RING FOR
TELEPHONE AND
2-GANG PLASTER
RING FOR COMPUTER

NYLON PULL CORD

TURN CONDUIT
DIRECTLY INTO
CORRIDOR WHERE
POSSIBLE

UNDERSIDE OF FLOOR
ABOVE OR STRUCTURE

NYLON PULL CORD

DRY WALL

1" CONDUIT

FINISHED FLOOR

STUD

BUSHING

SUSPENDED CEILING

CORRIDOR ROOM

FIRE STOPPING AT FIRE
RATED WALL LOCATIONS
REFER TO SHEET GI-004

VOICE JACK 1
RJ45 BLACK

DATA JACK 1
RJ45 ORANGE

DATA JACK 2
RJ45 ORANGE

STANDARD WALL MOUNT
FACEPLATE. (1) DATA FOR
COMPUTER AND (1) VOICE
FOR IP PHONE.
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