§ NOTES:
o C 1. FIRE PROTECTION SYSTEM SHALL BE DESIGNED IN ACCORDANCE WITH APPLICABLE NFPA STANDARDS,
C
5 1" NIPPLE (LENGTH TO SUIT INCLUDING NFPA 13 AND AUTHORITY HAVING JURISDICTION.
I 1" ELBOW SPRINKLER LOCATION) 2. HATCHED AREA INDICATES AREA OF NEW WORK, LIGHT HAZARD, UNLESS NOTED OTHERWISE.
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- 1" % 2" NIPPLE 3. REWORK FIRE PROTECTION IN AREA OF NEW WORK TO ACCOMMODATE NEW PARTITIONS AND REVISED DENSITY.
c
= 1" ELBOW
® — 7 4. REVISED DENSITY IN AREA OF NEW WORK IS 0.10 GPM/SF OVER THE MOST REMOTE 1500 SF, UNLESS OTHERWISE
E AUTOMATIC \ NOTED.
= SPRINKLER LINE
PIPING . ] 1" DROP NIPPLE 5. MAINTAIN PROTECTION IN EXISTING AREAS ADJACENT TO AREA OF WORK. IF REQUIRED BY NEW PARTITIONS,
_ PROVIDE NEW SPRINKLER HEADS IN ORDER TO MAINTAIN EXISTING DESIGN CRITERIA. STORAGE AREAS
Wy Y ORDINARY HAZARD
- OUTLINE OF ]REEL{?CE%ONCENTR'C 6. EXISTING DENSITY IN AREA OF NEW WORK IS 0.19 GPM/SF. GROUP 1
o RECESSED , 0.15 GPM/SF OVER
- LIGHTING | | -+ 7. FURNISH NEW SPRINKLER HEADS, 165° F, J5"ORIFICE. MOST REMOTE 1,500 S
c FIXTURE | | kJ — CONCEALED SPRINKLER
o N\ | 8.  SPRINKLER HEADS IN THE HOLDING AND TOILET ROOMS SHALL BE TAMPER-RESISTANT, INSTITUTIONAL STYLE
I ! ! @ HEADS
m 1 1
o | b | 9. PROVIDE 1" AUX DRAIN VALVES WITH HOSE END CONNECTIONS WHERE TRAPPED SECTIONS OF PIPING ARE
0 o INSTALLED. _ _ _ _ _ il ¢ |
S SUSPENDED CEILING / 10. REFER TO SPECIFICATIONS FOR FIRE PUMP TEST REPORT. /
< CEILNG ESCUTCHEON ‘
o 11. SEE REFERENCE SHEETS FOR EXISTING FIRE PROTECTION CONFIGURATION. (E) 4" STANDPIPE
S © RISER UP (#15)
- 12.  COORDINATE INSTALLATION WITH WORK OF OTHER MECHANICAL, ARCHITECTURAL AND ELECTRICAL TRADES.
C
O
o 13. HANGERS AND SUPPORTS SHALL BE PER NFPA 13, AND SHALL BE SUSPENDED FROM THE INTERSTITIAL FLOOR
c SUPPORT STEEL. SUPPORTING PIPING FROM THE INTERSTITIAL FLOOR OR DECKING IS NOT PERMITTED.
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