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NOTE #4.

4000 PSI CONCRETE PAVING W/
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CONTROL JOINT. SEE NOTE #3.
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O KEYED SITE DEVELOPMENT NOTES

SITE DEVELOPMENT GENERAL NOTES

1. NEW PIC BUILDING. REFERENCE ARCHITECTURAL DRAWINGS.
2. CONSTRUCT STANDARD GREY CONCRETE PAVEMENT PER DETAIL F1/L—204.

3. 7" THICK COLORED CONCRETE REINFORCED WITH FIBERNET "FIBRILLATED” FIBER
(OR EQUAL) OVER BASE COURSE. REFERENCE DETAIL F1/L—203. COLOR SHALL BE
DAVIS COLORS 'PEWTER’ (OR EQUAL).

4. NEW STORAGE BUILDING. REFERENCE ARCHITECTURAL DRAWINGS.

5. 7° THICK STANDARD GREY CONCRETE REINFORCED WITH FIBERNET "FIBRILLATED”
FIBER (OR EQUAL) OVER BASE COURSE. REFERENCE DETAIL F1/L—203.

6. 8 HT. CMU WALL WITH STONE OR STUCCO FINISH. REFERENCE SHEET L—205.
7. IRRIGATION WATER STORAGE TANK. REFERENCE IRRIGATION DRAWINGS.

8. FURNISH AND INSTALL STEEL ROLLING GATE PER DETAIL F3/L—203. GATE
SHALL BE CANTILEVER ROLLING GATE BY GATE—IT ACCESS SYSTEMS, OR EQUAL.
HEIGHT TO MATCH TOP OF WALL.

9. GRAVEL ROAD WITH FLUSH CURB. REFERENCE SHEET L-310.

10. CONSTRUCT ORNAMENTAL STONE WALL PER DETAIL F5/L—206.

11. PRE—PLACED CRYPTS. REFERENCE GRAVESITE PLANS.

12. IN-GROUND CREMAINS. REFERENCE GRAVESITE DRAWINGS.

13. RELOCATED MEMORIAL HEADSTONES (51 TOTAL).

14. EXISTING DRAINAGE CHANNEL TO REMAIN.

15. CONSTRUCT NATURAL STONE CAP AT ROSTRUM WALL PER DETAIL C3/L—-204.
16. EXISTING ROSTRUM AND MEMORIAL TO REMAIN.

17. NEW COMMITTAL SHELTER. EXISTING BENCHES SHALL BE RELOCATED WITHIN
NEW COMMITTAL SHELTER. REFERENCE ARCHITECTURAL DRAWINGS (TYP. OF 6).

18. CONSTRUCT 6" WIDE CONCRETE MOW CURB PER DETAIL B1/L—204.

19. DRAINAGE OUTFALL, LOCATED IN NEW DRAINAGE EASEMENT. REFERENCE
GRADING AND DRAINAGE PLANS.

20. COLUMBARIUM WALL. REFERENCE ARCHITECTURAL DRAWINGS.

21. LANDSCAPE AREA. REFERENCE PLANTING PLAN.
22. INSTALL BENCH PER DETAIL F6/L—204. FINAL LOCATION TO BE COORDINATED
IN THE FIELD WITH OWNER'S REPRESENTATIVE.

23. ACCESSIBLE PARKING SPACE.
24. NEW DRAINAGE CHANNEL TO BE LOCATED IN PROPOSED DRAINAGE

EASEMENT ADJACENT TO PROPERTY LINE. REFERENCE GRADING AND DRAINAGE
PLANS

25. GRAVE LINER STORAGE AREA
26. EXISTING ENTRANCE GATE TO REMAIN.

27. FURNISH AND INSTALL 6’ HT. ORNAMENTAL ALUMINIUM FENCING. ORNAMENTAL
FENCING SHALL BE JERITH MODEL 101 (OR APPROVED EQUAL). COLOR SHALL BE
BLACK. INSTALL PER MANUFACTURER’S INSTRUCTIONS. CONTRACTOR SHALL
PROVIDE SHOP DRAWINGS OF FENCE LAYOUT AND FOOTINGS. AVAILABLE FROM
JERITH (1—-800—-344-2242)

28. INSTALL 6" HT. VINYL COATED CHAIN LINK FENCING PER DETAIL F4/L—204.
29. EXISTING POW/MIA FLAG, FLAGPOLE, AND BASE TO REMAIN.

30. EXISTING UNITED STATES FLAG, FLAG POLE, AND BASE TO REMAIN.

31. CONSTRUCT 1’ WIDE CONCRETE MOWSTRIP PER DETAIL B8/L—204.

32. INSTALL 4" DEPTH STABILIZED 'ROSE ROCK’' CRUSHER FINES PATH PER

DETAIL B6/L—204.
33. NEW GRAVEL PARKING AND TURN AROUND AREA WITH FLUSH CURB.
REFERENCE GRADING AND DRAINAGE PLANS.
34. EXISTING STORAGE BUILDING TO REMAIN.
35. FURNISH AND INSTALL 6 HEIGHT X 3' WIDE ORNAMENTAL ALUMINUM GATE.
GATE SHALL BE JERITH MODEL 101 (OR APPROVED EQUAL.) INSTALL PER
MANUFACTURER’S INSTRUCTIONS. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS
OF GATE FOOTINGS.
36. EXISTING TREE TO REMAIN, (TYP.). CONTRACTOR SHALL PRESERVE AND
PROTECT EXISTING TREES TO REMAIN FROM DAMAGE BY CONSTRUCITON
OPERATIONS. ANY TREE DAMAGED BY CONSTRUCTION OPERATIONS SHALL BE
REPLACED WITH A TREE OF THE SAME SPECIES AND SIZE. IF SIZE OF EXISTING
TREE IS NOT AVAILABLE CONTRACTOR SHALL REPLACE WITH A 2" CAL. TREE

(DECIDUOUS) OR A 6' HT. TREE (EVERGREEN) AND SHALL PROVIDE A CREDIT TO
THE OWNER FOR THE MONETARY DIFFERENCE IN VALUE.
37. FIRE HYDRANT. REFERENCE SHEET L-401.

38. RELOCATED PROPANE TANK. REFERENCE DEMOLITION PLAN.

39. NEW GRAVEL ROAD AND PARKING. SEE DETAIL 2/L-310.
40. NOT USED.

41. SOIL/SAND/GRAVEL STORAGE AREA. CONTRACTOR SHALL FURNISH AND INSTALL
NEW PRECAST CONCRETE JERSEY BARRIERS IN LOCATIONS SHOWN ON PLAN.

42. RELOCATED FUEL TANK. REFERENCE DEMOLITION PLAN.

43. RELOCATED "BIVOUAC OF THE DEAD” MARKER. REFERENCE DEMOLITION PLAN.
44, FURNISH AND INSTALL STEEL PIPE BOLLARD. REFERENCE DETAIL F8/L—204.

45. PUMP HOUSE. SEE SHEET A-131.
46. NOT USED.

47. FLOWER WATER STATION. REFERENCE IRRIGATION PLANS.

48. INSTALL BENCH ON PORCH OF PIC BUILDING. BENCH SHALL BE INSTALLED
PER DETAIL F6/L—204.

49. 4” DEPTH ¥’ 'ROSE ROCK' GRAVEL MULCH WITH FILTER FABRIC. SEE PLANTING
PLAN.

50. EXPANSION JOINT. SEE DETAIL F1/L—204.

51. CONTROL JOINT. SEE DETAIL F1/L—204.

52. TRANSFORMER PAD. SEE SITE ELECTRICAL DRAWINGS.

53. CONDENSER UNIT AND PAD. SEE ARCHITECTURAL DRAWINGS.

54. CONSTRUCT 18" DEEP BY 18" WIDE TURN DOWN EDGE WHERE REINFORCED
CONCRETE MEETS GRAVEL ROAD.

55. FURNISH AND INSTALL 6’ HT. X 10" WIDE ORNAMENTAL ALUMINUM DOUBLE
SWING GATE. GATE SHALL BE JERITH ESTATE GATE STYLE 101 OR EQUAL. INSTALL
PER MANUFACTURER'S INSTRUCTIONS. CONTRACTOR SHALL PROVIDE SHOP
DRAWINGS OF GATE LAYOUT AND FOOTINGS. COLOR SHALL BE BLACK. GATE SHALL
ARCH UPWARD.

1. CONSTRUCTION WORK SHALL BE IN ACCORDANCE
WITH THE SEQUENCE OF CONSTRUCTION (SEE
CONSTRUCTION PHASING PLAN).

2. THE CONTRACTOR SHALL TAKE ALL NECESSARY
PRECAUTIONS TO ASSURE NO DAMAGE OCCURS TO
EXISTING STRUCTURES, TREES, AND UTILITIES THAT ARE
TO REMAIN IN PLACE AND MAY BE AFFECTED BY
CONSTRUCTION OPERATIONS. THE CONTRACTOR SHALL
BE RESPONSIBLE TO SECURE ALL ABOVEGROUND AND
UNDERGROUND UTILITIES, INSTALL AND MAINTAIN ALL
NECESSARY PROTECTION MEASURES WHILE PERFORMING
CONSTRUCTION OPERATIONS. ANY DAMAGE TO EXISTING
STRUCTURES, TREES, AND UTILITIES, EVEN THOSE NOT
INDICATED ON THE CONTRACT DRAWINGS RESULTING
FROM CONSTRUCTION OPERATIONS SHALL BE REPAIRED
AND/OR REPLACED AT NO ADDITIONAL COST TO THE
OWNER. SEE KEYED SITE DEVELOPMENT NOTE #36.

3. THE CONTRACTOR SHALL COORDINATE WITH THE
PROPER LOCAL AUTHORITIES OR RESPECTIVE UTILITY
COMPANIES TO LOCATE UNDERGROUND UTILITIES PRIOR
TO COMMENCING CONSTRUCTION OPERATIONS.

4, THE CONTRACTOR SHALL BE RESPONSIBLE FOR
LOCATION, VERIFICATION, SUPPORT, AND PROTECTION
OF ALL ABOVEGROUND AND UNDERGROUND UTILITIES TO
REMAIN IN PLACE, INCLUDING ANY UTILITIES NOT
INDICATED ON THE CONTRACT DRAWINGS.

5. ALL AREAS ADJACENT TO THE SITE SHALL BE
MAINTAINED IN A CLEAN CONDITION, MUD AND DUST
FREE AT ALL TIMES.

6. THE CONTRACTOR SHALL ENSURE THAT WORK
PERFORMED UNDER THIS CONTRACT SHALL NOT IMPACT
THE OPERATION OF ADJACENT BURIAL SECTIONS OR
PUBLIC ACCESS TO EXISTING BURIAL SECTIONS.

7. CONTRACTOR SHALL SEQUENCE WORK AS
NECESSARY TO ENSURE THAT ALL UTILITY SERVICES,
INCLUDING FIRE HYDRANTS, REMAIN OPERATIONAL
DURING CONSTRUCTION.

8. IN THE EVENT THAT BONES OR HISTORIC
ARCHAEOLOGICAL MATERIAL ARE UNCOVERED DURING
CONSTRUCTION OR EARTH—DISTURBING ACTIVITIES, CEASE
WORK IMMEDIATELY AND PROTECT THE REMAINS FROM
FURTHER DISTURBANCE. NOTIFY THE OWNER, THE
DIRECTOR OF FORT BLISS NATIONAL CEMETERY AT
915-564—0201. THE OWNER WILL CONTACT THE NEW
MEXICO HISTORIC PRESERVATION DIVISION (SHPO). THE
OWNER AND SHPO MAY DISCUSS THE APPROPRIATE WAY
TO PROCEED. DIRECTION TO THE CONTRACTOR WILL BE
PROVIDED BY THE OWNER.

SITE DEVELOPMENT LEGEND

LANDSCAPE AREA. REFERENCE PLANTING
PLAN.

4” DEPTH STABILIZED CRUSHER FINES
PATH. REFERENCE KEYED NOTE #32

7" THICK STANDARD GREY FIBER
REINFORCED CONCRETE. REFERENCE
KEYED NOTE #5.

w0l 47 THICK STANDARD GREY CONCRETE
* 4« 2. PAVEMENT. REFERENCE KEYED NOTE #2.

7" THICK COLORED FIBER REINFORCED
CONCRETE. REFERENCE KEYED NOTE #3.

NEW GRAVEL ROAD AND PARKING. SEE
SHEET L-310.

—a———a—— ORNAMENTAL FENCE. REFERENCE KEYED

NOTE #27.

—+—————— VINYL COATED CHAIN LINK FENCE.
REFERENCE KEYED NOTE #28.
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1. o CONTROL JOINTS SHALL BE SPACED AT A MAX. OF 100" OC. IN TWO DIRECTIONS A\ | i .I‘%ll— ] T T T T T T T T T T T T T T T T T T T T T T T T T T !‘“%"ﬁgl['é:ﬁ%i Py T NP i
WHERE SLAB ABUTS WALLS OR OTHER HARD SURFACE. CONTRACTOR SHALL CONSTRUCT AN == <1 e 5 | | T | = | HIE
EXPANSION JOINTS WHERE CONCRETE ABUTS BUILDINGS, CURBS, SEATING WALLS, WALKS AND I (6) (3) SECTION VIEW (6 Yo -] [ o 6 o
OTHER HARD CONSTRUCTION. = NN == 11==I700 IR A =1 = —7 "= |
1= 6 T,,{..f” I%:I N 5 1= I A == [ KEY PLAN
2. 1/2" WIDE EXPANSION JOINT, CUT TO FULL DEPTH. FELT EXPANSION MATERIAL SHALL It = S D SRS
BE SET WITH "SEALTIGHT SNAP—CAP” EXPANSION JOINT CAP OR EQUAL. TOP OF ﬁ (O KEYED NOTES Tl Lt I =11 P B T _ FORT BAYARD NATIONAL CEMETERY
"SNAP—CAP” SHALL BE FLUSH WITH TOP OF CONCRETE. OPPOSING CONCRETE EDGES OF 'llll Ll S &
JOINT SHALL HAVE 1/4" RADIUS TOOLED EDGE. AFTER CONCRETE HAS CURED, TOP OF my pm » — q
"SNAP—CAP" SHALL BE REMOVED AND DISCARDED. RESULTING CHANNEL SHALL BE FILLED 1. STEEL FRAME, 47X4'X3/16" SQUARE TUBE. ; — B A L -
WITH "SONOLASTIC SL1” ONE—PART ELASTOMERIC SELF—LEVELING POLYURETHANE 2. PICKETS, 1" SQUARE TUBE, 14 GA. WITH SPEAR POINT. 24" 24" <
SEALANT, OR EQUAL. TOP OF SEALANT SHALL BE FLUSH WITH (OR SLIGHTLY BELOW) TOP 3. BOXED BOTTOM KICK PLATE, 11 GA. STEEL PLATE.
g,'f, AEENCh'ngTE,::XT'E'H,'DS%E\?ERSES%"FQ“ATCE SgFALcI:'o“ér\e/ETé\ gg?ﬁ% ig’jﬁ&",ﬂ %“gﬁ?gg,_":‘?&ﬁé@ 4. CANTILEVER WHEELS WITH HEAVY DUTY TRACK, WHEELS SHALL BE DJA 'MAGNUM’ OR EQUAL. CANTILEVER TRACK SHALL BE COMUNELLO MODEL NO. CGS—345—CGl—345. L J
SEALANT SHALL BE APPLIED PER MANUFACTURER’S RECOMMENDATIONS. CONTRACTOR S. STEEL POST, 6"X6"X1/4” SET IN 3500 PSI CONCRETE FOOTING WITH PINCH ROLLERS ON TOP.
SHALL PROTECT JOINT FROM DIRT AND TRAFFIC UNTIL SEALANT HAS CURED. CONTRACTOR 6. 3500 PSI CONCRETE FOOTING. By Jl
SHALL SUBMIT SEALANT COLOR SAMPLES TO ARCHITECT FOR SELECTION PRIOR TO 7. FINISH GRADE. I M
APPLICATION. 8. SIDE BAR LOCK WITH ROTATING HANDLE AND HEAVY DUTY HASP FOR LOCK.
3. 1/8" X 1 3/4” DEEP TOOLED AND SAW CUT CONTROL JOINT. JOINTS SHALL BE TOOLED 9. STORAGE YARD WALL. SEE SHEETS L—201 AND L—205. GRAPHIC SCALE
FIRST, THEN SAW CUT TO 1 3/4” DEPTH. THE SAW CUT JOINTS SHALL BE CUT WITHIN 1—4 10. 6" x 8.5" STEEL STRIKE POST IN 3500 PSI CONCRETE FOOTING.
HOURS (DEPENDING UPON WEATHER CONDITIONS) AFTER FINISHING OF CONCRETE. JOINTS 30 0 15 30 60
SHALL BE CUT WITH AN EARLY ENTRY TYPE DRY CUT SAW. SPALLING OF CONCRETE GENERAL NOTES E;!_-E;!:
FINISH AT EDGE OF CUT IS NOT ACCEPTABLE.
o, FIBER REINFORCEMENT SHALL BE FIBERNET "FIBRILLATED" FIBER (OR EQUAL) AT 1.5 LBS 1. CONTRACTOR SHALL GRIND ALL WELDS SMOOTH. ALL STEEL POSTS, RAILS, PICKETS AND CAPS SHALL BE POWDER COATED. COLOR BLACK. o
PER CUBIC YARD. ( ) AT 1.5 LBS. 2. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS FOR FENCE AND FOOTINGS. (IN FEET)
)= : S ) e BT 100% CONSTRUCTION DRAWINGS
o e—— e e —
B N LTANT PRIME N LTANT Drawing Title Project Title Project Number
SUB-CONSU S CONSU CEMETERY IMPROVEMENTS AND 885CM3007 NATIONAL CEMETERY
SITE DEVELOPMENT AND PAVING PLAN e ADMINISTRATION
1] AREA C NEW MAINTENANCE BUILDING
MORROW REARDON N\ - OFFICE OF DESIGN
WILKINSON MILLER,LTD = A “Di ffice of Desi i Locali Drawina N
LANDSCAPE ARCHITECTS” 2020 K STREET. SUITE 300 pproved: Director Office of Design and Construction OC;EIDOFQT BAYARD, NEW MEXICO rawing Number AND CONSTRUCTlON
210 La Veta NE, Albuquerque, NM 87108 CHERRY /SEE /REAMES WASHINGTON, DC 20006 )
?ﬁ?gggﬁiﬁvnﬁ:ggl%ﬁ-%ﬂ noéoigvghzgﬂﬁhag—g 8702 gggg;:%¥6222202)872—0277 FAX: Date Checked Drawn L-203 D ¢ t of
505-842-1278 T FAX 505-766-9269 . NOVEMBER 18. 2011 DCW AB eparimen O-
VA FORM 08-6231, OCT 1978
1 2 3 4 5 6 7 8 9




