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SUBGRADE COMPACTED

TO 95%

1. PLACE EXPANSION JOINTS @ 20'-0"

O.C. WITH CONTROL JOINTS @ 5-0" O.C.

@ (;E)!\ICRETE MOWSTRIP

CONTROL JOINT. SEE NOTE #3.

4000 PSI CONCRETE PAVING W/
MEDIUM BROOM FINISH \

I";_ —
: a
—|||—|~A 3 AA

/EXPANSION JOINT. SEE NOTE #2.

GENERAL NOTES

95% COMPACTED SUBGRADE

1. CONTROL JOINTS SHALL BE SPACED AT 5’ O.C. AND EXPANSION JOINTS SHALL BE SPACED

EVERY 20" O.C. ADDITIONALLY CONTRACTOR SHALL CONSTRUCT EXPANSION JOINTS WHERE
SIDEWALK ABUTS EXISTING BUILDINGS, CURBS, SEATING WALLS, WALKS AND OTHER HARD

CONSTRUCTION.

2. 1/2" WIDE EXPANSION JOINT. FELT EXPANSION MATERIAL SHALL BE SET WITH "SEALTIGHT
SNAP—CAP” EXPANSION JOINT CAP OR EQUAL. TOP OF "SNAP—CAP” SHALL BE FLUSH WITH

TOP OF CONCRETE. OPPOSING CONCRETE EDGES OF JOINT SHALL HAVE

1/4” RADIUS TOOLED

EDGE. AFTER CONCRETE HAS CURED, TOP OF "SNAP—CAP” SHALL BE REMOVED AND

DISCARDED.

RESULTING CHANNEL SHALL BE FILLED WITH "SONOLASTIC SL1”

ELASTOMERIC SELF—LEVELING POLYURETHANE SEALANT, OR EQUAL.
FLUSH WITH (OR SLIGHTLY BELOW) TOP OF CONCRETE. FINISHED SEALANT SHALL HAVE A
SMOOTH STRAIGHT UNIFORM EDGE AND SHALL NOT EXTEND OVER SURFACE OF CONCRETE OR
INTO ADJACENT CONTROL JOINTS. SEALANT SHALL BE APPLIED PER MANUFACTURER'S
RECOMMENDATIONS. CONTRACTOR SHALL PROTECT JOINT FROM DIRT AND TRAFFIC UNTIL
SEALANT HAS CURED. CONTRACTOR SHALL SUBMIT SEALANT COLOR SAMPLES TO ARCHITECT
FOR SELECTION PRIOR TO APPLICATION.

3. 1/8" x 17
THEN SAW CUT TO 17

DEEP TOOLED AND SAW CUT CONTROL JOINT.

ONE—-PART

TOP OF SEALANT SHALL BE

JOINTS SHALL BE TOOLED FIRST,
DEPTH. THE SAW CUT JOINTS SHALL BE CUT WITHIN 1—4 HOURS
(DEPENDING UPON WEATHER CONDITIONS) AFTER FINISHING OF CONCRETE.

JOINTS SHALL BE

CUT WITH AN EARLY ENTRY TYPE DRY CUT SAW. SPALLING OF CONCRETE FINISH AT EDGE OF
CUT IS NOT ACCEPTABLE.

CONCRETE PAVING

NOTES:

50’_0“

PLAN (N.T.S.)

1. DIMENSIONS ARE APPROXIMATE. CONTRACTOR SHALL FIELD VERIFY ACTUAL DIMENSIONS OF CAP
NECESSARY TO PROVIDE MIN. 2" OVERHANG ON ALL SIDES OF EXISTING WALL.
2. CONTRACTOR SHALL PRESERVE AND PROTECT EXISTING MEMORIAL THROUGHOUT CONSTRUCTION

OPERATIONS

3. ROSTRUM CAP SHALL SLOPE AWAY FROM CONCRETE PLAZA, DRAINING TOWARD THE

LANDSCAPE AREA TO THE NORTH.

4. MORTAR SHALL BE PER SPECIFICATIONS SECTION 04 0513 MASONRY MORTARING.

5. NATURAL STONE CAP SHALL BE 6" THICK 'STERLING’ LIMESTONE (OR EQUAL) AVAILABLE FROM
NEW MEXICO TRAVERTINE, INC. (505—864—6300).
6. NATURAL STONE CAP SECTIONS SHALL BE OF EQUAL LENGTH AND DIVIDE THE TOTAL LENGTH

OF EACH CURVE EVENLY.
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VARIES

O KEYED NOTES
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1. NOT USED.
2. 3/16" X 5/8" X 40" BLACK COLOR COATED STRETCH BAR.
3. BLACK COLOR COATED POST TOP CAP.
4. 9 GA. BLACK COLOR COATED STEEL TENSION BANDS — 15" 0.C. MAX.
5. 9 GAUGE X 2" MESH BLACK VINYL COATED FABRIC.
6. CONCRETE FOOTING, 3,000 PSL
7. 7 GA. BLACK COLOR COATED TOP & BOTTOM TENSION WIRE W/HOG RINGS.
8. 95% COMPACTED SUBGRADE.
9. BLACK COLOR COATED CORNER / END POST.
10. BLACK COLOR COATED STEEL COMPRESSION BRACE 1 5/8” 0.D TO BE INSTALLED
AT CORNERS.
11.  BLACK COLOR COATED TRUSS ROD.
LEGEND
LINE [ LINE POST | TERMINAL/END TERMINAL /END
POST | FOOTING POST POST FOOTING

2" 0.D.| 18" ”
sy 18" x 18

2 1/270.D. SS40

24" X 12"

HT.

VINYL COATE

D CHAIN LINK FENCE

GENERAL NOTES

1. CRUSHER FINES PATH SHALL BE STABILIZED WITH STABILIZER NATURAL BINDER, OR EQUAL.
AVAILABLE FROM KAFKA GRANITE (800) 852—7415. INSTALL PER MANUFACTURER’S INSTRUCTIONS.

2. PLACE EXPANSION JOINTS AT 20°-0" O.C. IN CONCRETE MOWSTRIP.

3. PLACE CONTROL JOINTS AT 5'-0" O.C. IN CONCRETE MOWSTRIP.

4. CRUSHER FINES SHALL BE 'ROSE ROCK' CRUSHER FINES GRAVEL MULCH (OR APPROVED
EQUAL). AVAILABLE FROM SOUTHWEST CONCRETE AND PAVING (575-388-1505).

STABILIZED CRUSHER FINES PATI—I

1-1/2" = 1’

VICTOR STANLEY BENCH
RB-28, 6 FT. COLOR: BRONZE

TOP OF
SOD BED

(1) 5/8" I.D. ANCHOR BOLT
(TYP. OF 4) INSTALLED PER
MANUFACTURER’S INSTRUCTIONS.

CUT BOLT ABOVE NUT AND PEEN.

2

4
N

a qA

AMENDED SOIL |

/W

|_| | |_| [ 3000 PSI CONCRETE
FOOTING

34"

95% COMPACTED —/

SECTION A—A’

SUBGRADE
FOOTING FOOTING
_', . <4 // N = _l
. .. .: . K ) A. qA .:.. ﬂ. < ) A
4 < o < o . © 4 4

B o

- — 4] |9 Pa— —— :
. <7 ll ll = 4

o — — =

< 4 ] — .l ®
4 < > 2 - 4 o)

Z 74 — -
@) ‘ R — [/ - .
— . i R | 4 g =
l_ . [ = 4 . <
O RS ———
L 4 g4 4 N ~
wm ) 4\. a - <

< PR , —BENCH 2 a7y

——— 7'-0"

NOTE: FOR BENCHES IN COLUMBARIUM PLAZA, AT COMMITTAL SHELTER, AND AT THE PORCH OF
THE PIC BUILDING, OMIT CONCRETE FOOTING. BENCHES AT THESE LOCATIONS SHALL BE
ANCHORED TO PAVEMENT AS SHOWN ABOVE..

@ ?ENCI—I DETAIL

GENERAL NOTES

1. EXPANSION JOINTS SHALL BE SPACED AT 20'-0" O.C. AND CONTROL JOINTS
SHALL BE SPACED AT 5'-0" O.C.

CONCRETE MOWSTRIP AT WALL

1-1/2" = 1’
M
6” DIA. CONCRETE FILLED
STEEL PIPE, POWDER COATED.
~ COLOR: YELLOW.
3—6"
EXPANSION EXPANSION
JOINT JOINT
/ q R g —p
7” THICK FIBER T —|_|
REINFORCED STANDARD —| | |—
GREY CONCRETE. SEE T . _—‘ |
DETAIL F1/L—203. 4 o —
I 3'-10"
3,000 PSI CONCRETE o .
FOOTING. :
: N 3"
PROVIDE METAL/ - 6"
STUD ON PIPE X

18"

GENERAL NOTES

1. ALL CUT AREAS TO BE CLEANED THOROUGHLY WITH A WIRE BRUSH AND OR
SAND BLASTED AND REGALVANIZED.

2. REGALVANIZING SHALL BE WITH SHERWIN WILLIAMS ZINC CLAD 7 PRIMER OR EQUAL.
3. ALL METAL SHALL BE POWDER COATED. COLOR: YELLOW.

PIPE BOLLARD
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