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1 3 4 5 6 7 8 9
STANDARD WEIGHT STEEL PIPE—SLEEVE
SHALL BE SIZED FOR PIPE, INSULATION,
AND FIRE—STOPPING MATERIALS.
TERMINATE SLEEVE FLUSH
WITH WALL SURFACES. .
\ NOTE: PIPING SHALL NOT PLUMBING SCHEDULE
N BE SUPPORTED BY CONNECTIONS NOTES
e oo SLEEVE. MARK DESCRIPTION MFR MODEL cw HW WASTE VENT
MS MOP SINK FIAT MSB-2424 12" 172" 3" 1-1/2°_|MOLDED STONE MOP BASIN, 24"X24"X10". 10" HIGH
SEAL ANNULAR SPACE WALL WITH 1" WIDE SHOULDERS. FRONT. 830 AA-
WITH FIRE RATED CHROME SERVICE FAUCET WITH VACUUM
MATERIALS, THUS, STEEL BREAKER, INTEGRAL STOPS, ADJUSTABLE WALL
PIPING-DOW CORNING BRACE, PAIL HOOK AND "HOSE THREAD ON SPOUT.
, "FIRE_STOP” RTV_FOAM 832 AA-HOSE AND BRACKET, CAST IRON P-TRAP.
4™VTR MODEL 2001"; PLASTIC CHROME PLATED ESCUTCHEON PLATE 1453 BB-FLAT STAINLESS STEEL STRAINER.
B OR GLASS—DOW CORNING FLUSH TO WALL, SIZED TO COVER PROVIDE SOLID BLOCKING BEHIND DRYWALL FOR
| ”HSEEETCZ)SOZWRAP STRAP OPENING (INCLUDING SLEEVE). MOUNTING ADJUSTABLE WALL BRACE.
| IWH-1 INSTANTANEOUS CHRONOMITE SR20L 172" 172" INSTANT-FLOW SR-LOW FLOW ELECTRIC WATER
| FINISHED WALL SURFACE WATER HEATER HEATER: CHRONOMITE MODEL SR20L, 65DEG F
| SEE ARCHITECTURAL DRAWINGS RISE @ 0.5GPM, 20A, 240V, OR APPROVED
EQUAL.CONNECTION SIZE: 1/2" OUTLET
?\3” CONCEALED PIPING — FOR FINISHED ROOM WITH FD FLOOR DRAIN JAY R SMITH 2005A-U 3" 2" |CAST IRON BODY, SATIN NICKEL BRONZE
/ EXPOSED PIPING. STRAINER, 1/2" TRAP PRIMER TAPPING, AND
I VANDAL PROOF HARDWARE, PROVIDE WITH
I /\/ SEAL PIPING IN SLEEVE PROSET SYSTEM TRAP GUARD INSERT TG3H.
| ' WITH APPROVED FIRE BFP BACK FLOW WATTS 909QT 34" REDUCE PRESSURE ZONE BACKFLOW PREVENTOR
| 1 (S:gﬁlﬁl\ﬂé? AND ANCHORING : STOPPING MATERIALS, NOTED PREVENTOR SERIES 909 (3/4").
| P : < 4, ABOVE, OR WEATHER HB HOSE BIBB  (WALL WOODFORD B65-BR 1/2" BACKFLOW PROTECTED WITH FREEZE LESS
|/ | . PROOFING MATERIAL AT HYDRANT) PROTECTION. SIZE FOR APPROPRIATE WALL
| S EXTERIOR WALLS. THICKNESS. INTERIOR APPLICATIONS DO NOT
| 4)\2,, s REQUIRE FREEZE LESS OPTION. C INLET
/i | T 772 D T T T CONNECTION 1/2" FEMALE SOLDER. PROVIDE TEE
Y | KEY. VACUUM BREAKER APPROVED UNDER ASME
377 | ,T-Eﬁg,'_lNAVEﬁHSLEEVE 1011, INSTALL AT 36" AF.F.
| | FLUSH WALL UNLESS INDICATED OTHERWISE.
| I SURFACES. DCO CLEANOUT JR. SMITH-EXTERIOR 4233L-MO
| | WCO J.R. SMITH-FINISH WALL 4472-PBU
| | s
| | . CENTER PIPING
FDU I PP IN SLEEVE
| WCO STANDARD WEIGHT STEEL w4 . GENEHAL NOTES
PIPE, POURED IN PLACE D
| IN CONCRETE WALLS ONLY, ,‘/ _ PLUMBING SYMBOL LEGEND
OR INSERTED IN PLACE. A. AL PIPING SHALL BE CONCEALED WHERE POSSIBLE. ALL EXPOSED PIPING WHERE
—_— S5 SANITARY SEWER CONCEALMENT IS NOT POSSIBLE SHALL BE INSTALLED AND PAINTED AS DIRECTED
MS 3" BY THE ARCHITECT.
SANITARY CLEAN-OUT
B.  ALL BRANCHES SHALL BE VALVED AND ALL VALVES SHALL HAVE UNIONS ADJACENT.
— WCO WAL CLEAN-OUT ACCESS PANELS AND DOORS SHALL BE FURNISHED TO GENERAL CONTRACTOR FOR
R - INSTALLATION AND ACCESS TO VALVES WHERE REQUIRED. LOCATE ADDITIONAL
5 » VALVES AS SHOWN ON DRAWINGS. SEE SPECIFICATIONS.
3 PIPE SLEEVE THRU WALL DETAIL O | oo o
NTS VENT PIPING C.  ALL PIPING SHALL PITCH TO DRAIN AND CONTRACTOR SHALL PROVIDE VALVING FOR
WCO ——-V-—- SYSTEM DRAINAGE. CONTRACTOR SHALL DELIVER A MARKED—-UP SET OF PLANS TO
- I ) WALL HYDRANT THE ARCHITECT FOR INCLUSION IN AS—BUILT DRAWINGS.
. iep D.  CARE SHALL BE TAKEN TO AVOID MECHANICAL DUCTWORK, ELECTRICAL EQUIPMENT
ggAI\ISSFECI:?CI)-\’l?I\II-FEIgv—H‘-SHUI\fK LPG LIQUID PROPANE GAS AND AIR HANDLING EQUIPMENT ABOVE CEILING. THIS CONTRACTOR SHALL BE
SOREW PLUG — HWS—— HOT WATER SUPPLY RESPONSIBLE FOR COORDINATING ROUTING OF PIPING WITH CEILING CONTRACTOR
AND SHEET METAL CONTRACTOR. RELOCATION OF PIPING AS A RESULT OF POOR
CONCRETE COLLAR TRAVELED WAY SURFACING — HWR—— HOT WATER RETURN COORDINATION BY THIS CONTRACTOR SHALL BE AT HIS OWN EXPENSE.
SIDEWALK, ROADWAY FOR
) CHAMFER ON AL PARKING —Ccws—— COLD WATER SUPPLY E.  NO WATER PIPING SHALL BE LOCATED IN OUTSIDE WALLS. UNLESS SHOWN TO BE
AND THEN PIPING TO BE INSULATED AND LOCATED AS CLOSE AS POSSIBLE TO
—_— GAS COCK, GAS STOP
/B\STO R AGE BU"_D'NG - W ASTE AND VENT R'SER SIDES WITH EARTH——~_ - INSOE OF WALL CAVITY WITH ADDITIONAL INSULATION BETWEEN  PIPING AND
P-511 NTS A T A0S e — GAS PRESSURE REGULATOR
10 F.  ALL TRENCHING AND BACKFILL FOR PIPING SHALL BE THE RESPONSIBILITY OF THIS
R N S GATE VALVE CONTRACTOR.
4 REBAR EACH WAY e N—
# CHECK VALVE G. AL PIPE PENETRATIONS THRU FIRE-RATED ASSEMBLIES SHALL BE SLEEVED AND
95% COMPACTION 3 BALL VALVE SEALED WITH CODE—APPROVED FIRE BARRIER MATERIALS.
H.  SECURE ALL PIPING TO WALLS FOR A RIGID INSTALLATION WITH UNISTRUT BRACKETS
PIPE, PER SPECIFICATION\ ——2— | WATER HAMMER ARRESTOR AND GASKETED PIPE CLAMPS.
L SCREWED UNION L. PIPING SHOWN SCHEMATICALLY FOR CLARITY. ACTUAL PIPE ROUTING TO BE
- VALVE IN RISER (TYPE AS SPECIFIED COORDINATED IN THE FIELD WITH ALL TRADES.
OR NOTED) J.  ALL LOCATIONS WHERE PIPES ARE INSTALLED THRU A STEM WALL OR FOOTING
PLUG WHEN CLEANOUT T SAFETY RELIEF VALVE SHALL HAVE A SCHEDULE 40 STEEL PIPE SLEEVE ONE PIPE SIZE LARGER IN
DIAMETER EXTENDING 12 BEYOND BOTH SIDES OF FOOTER/WALL. (NO EXTENSION
OCCURS AT END OF LINE © ROOF DRAIN/OVERFLOW ROOF DRAN REQUIRED FOR WATER ON INTERIOR SIDE WHERE PIPE RISES NEXT TO WALL).
GLOBE VALVE
K. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATING THE INSTALLATION
— VALVE IN BOX OF THE PIPING TO ALLOW ADEQUATE CLEARANCE OF LIGHTING FIXTURES AND
DUCTWORK AND TO AVOID STRUCTURAL MEMBERS AND OTHER CEILING EQUIPMENT.
(5 () — B BALANCING VALVE/CIRCUIT SETTER THE CONTRACTOR SHALL COORDINATE WITH ALL OTHER TRADES TO AVOID
o CONFLICTS IN THE CEILING SPACE.
CIRCULATING PUMP
— L. PIPES ON ROOF 1-1/2" AND SMALLER SHALL BE SUPPORTED 8'-0" OC.
D OUB LE CLE ANOUT D‘y T AL ~ BUTTERFLY VALVE M.  PLUMBING FIXTURES SHALL BE INSTALLED AT HEIGHTS SHOWN ON ARCHITECTURAL
L 1 PLANS. THE CONTRACTOR SHALL REFER TO THE ARCH DRAWINGS FOR ROUGH-IN
NTS LOCATIONS OF PLUMBING FIXTURES. THE CONTRACTOR SHALL BRING ANY
DISCREPANCIES TO THE ATTENTION OF THE A/E.
N.  ADA COMPLIANT WCH FLUSH VALVES SHALL BE ROUGHED IN WITH FLUSH HANDLES
ON WIDE SIDE OF THE STALL. NON ADA WC AND UR FLUSH VALVES SHALL BE
ROUGHED IN WITH HANDLES ON THE LEFT.
TURN DOWN
25-75 PSI PRESSURE
REDUCER VALVE INTO VENT \ .
"¥* STRAINER §&

UNION

/—0—1 00 PSI GAUGE

TYPE "L” COPPER 3—1/2" MIN.

AFTER ISOLATION
VALVE

REDUCE PRESSURE
BACKFLOW PREVENTER
EQUAL TO WATTS MODEL 909QT

DRAIN THROUGH EXTERIOR WALL
WITH DOWNSPOUT AND INSECT
SCREEN 8" ABOVE FINISHED GRADE

PROVIDE UNION (SEPARATE FROM BFP)
ON EACH SIDE OF BFP TO ALLOW
REMOVAL OF BFP

BLOW DOWN WITH HOSE
= CONNECTION OR PIPED TO
I/ MOP SINK OR FLOOR DRAIN

UNION

BUILDING ISOLATION
VALVE

STEEL SLEEVE \_I'

TYPE "K” COPPER —\

2

WATER ENTRANCE DETAIL

4 LBS SHEET LEAD

13"

SEE ARCH.

VENT, SIZE AS
NOTED ON PLANS /]

DRAWINGS FOR
ROOF CONSTRUCTION.

VENT THROUGH ROOF DETAIL

IN THE EVENT THAT BONES OR HISTORIC ARCHEOLOGICAL
MATERIAL ARE UNCOVERED DURING CONSTRUCTION OR EARTH
DISTURBING ACTMTIES, CEASE WORK IMMEDIATELY AND
PROTECT THE REMAINS FROM FURTHER DISTURBANCE. NOTIFY
THE OWNER, THE DIRECTOR OF FORT BLISS NATIONAL
CEMETERY AT AT 915-564-0201. THE OWNER WILL
CONTACT THE NEW MEXICO HISTORIC PRESERVATION DIVISION
(SHPO). THE OWNER AND SHPO MAY DISCUSS THE
APPROPRIATE WAY TO PROCEED. DIRECTION TO THE
CONTRACTOR WILL BE PROVIDED BY THE OWNER.
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