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GENERAL NOTES ~ COLD-FORMED STEEL TRUSSES
TOP OF TRUSS 4

50 8" AFF 1. SEE ROOF FRAMING PLAN ON SHEET S—112 FOR LOCATION AND SPACING OF TRUSSES.

2. DESIGN, FABRICATE, TRANSPORT, STORE AND INSTALL COLD-FORMED STEEL TRUSSES IN ACCORDANCE WITH THESE
NOTES, THE PROJECT DRAWINGS AND SPECIFICATIONS AND THE AMERICAN INSTITUTE OF STEEL CONSTRUCTION (AISI)
"NORTH AMERICAN STANDARD FOR COLD—FORMED STEEL FRAMING — TRUSS DESIGN", 2007 EDITION. DESIGN
TRUSSES FOR LOADS SHOWN ON SHEET S—101 AND FOR CONDITIONS SPECIFIED IN LOCAL BUILDING CODES.
INCLUDE STABILITY ANALYSIS OF OVERALL TRUSS AND OF INDVIDUAL TRUSS MEMBERS AND REQUIREMENTS FOR
BRACING TO INSURE STABILITY UNDER SPECIFIED IN-SERVICE LOADING. TRUSSES ARE TO BE DESIGNED BY A
PROFESSIONAL ENGINEER REGISTERED IN NEW MEXICO AND EXPERIENCED IN THE DESIGN OF COLD—FORMED STEEL
TRUSSES OF THE TYPE REQUIRED ON THIS PROJECT. CALCULATIONS PREPARED BY THE DESIGNER AND BEARING
HIS/HER ENGINEER'S STAMP SHALL BE SUBMIITTED TO THE COTR FOR REVIEW ALONG WITH THE TRUSS SHOP
DRAWINGS.

5. TRUSS ELEVATIONS ON THIS SHEET ARE SHOWN WITH UNPUNCHED MEMBERS. PUNCHED MEMBERS MAY BE USED
TRUSS BEARING IF APPROPRIATE REINFORCING IS DESIGNED FOR AND PROVIDED AT OPENINGS AT OR NEAR TRUSS BEARINGS, AT
%% 14 8 AFF ¢ OR NEAR THE APPLICATION OF CONCENTRATED LOADS, AT OR NEAR JOINTS IN TRUSSES, AND AT OTHER LOCATIONS

%0 AS NECESSARY.  REINFORCING AT OPENINGS SHALL BE PROVIDED BY AND INSTALLED BY THE TRUSS FABRICATOR IN
ACCORDANCE WITH APPROVED DETAILS DESIGNED BY THE TRUSS DESIGNER.  CALCULATIONS VERIFYING THE DESIGN
OF THE REINFORCING SHALL BE SUBMITTED ALONG WITH THE CALCULATIONS FOR THE OVERALL TRUSS DESIGN. NO
*— HOLES IN TRUSS MEMBERS ARE TO BE MADE IN THE FIELD WITHOUT THE PRIOR EXPRESS WRITTEN APPROVAL OF
THE COTR.

4. CHORD CONFIGURATION OF TRUSSES SHALL BE AS SHOWN ON THE ELEVATIONS ON THIS SHEET.  CONFIGURATION

— OF WEB MEMBERS IS TO BE DETERMED BY THE TRUSS DESIGNER/FABRICATOR AND IS TO BE COORDINATED WITH
4 6" + 12" 6" 126" 46" LOCATIONS OF MECHANICAL EQUIPMENT AND DUCTWORK AND ELECTRICAL FIXTURES. CONNECTIONS BETWEEN TRUSS

t t I8 MEMBERS SHALL BE AS DETERMINED BY THE TRUSS DESIGNER/FABRICATOR EXCEPT AS OTHERWISE SHOWN.
34" 0" OUT-TO-OUT OF TRUSS CONNECTIONS BETWEEN TRUSSES AND OTHER STRUCTURAL MEMBERS SHALL BE AS SHOWN IN THE DETAILS ON
o ? - SHEET S-311.

5. DO NOT BEGIN FABRICATION OR INSTALLATION OF TRUSSES UNTIL DESIGN CALCULATIONS AND
FABRICATION /INSTALLATION DRAWINGS HAVE BEEN SUBMITTED TO AND REVIEWED BY THE COTR.

6. PROVIDE TEMPORARY SHORING AND BRACING OF TRUSSES DURING AND AFTER INSTALLATION UNTILL PERMANENT

5 FLEVATION ~ COMMON TRUSS BRACING IS INSTALLED. SEE SHEET S—-311 FOR DETALS OF PERMANENT BRACING.

7. COORDINATE INSTALLATION OF TRUSSES WITH INSTALLATION OF STEEL ROOF DECKING. PROVIDE FRAMING AS
SHOWN ON SHEET S-311 AROUND OPENINGS IN ROOF DECKING. LOCATE BUNDLES OF ROOF DECKING UNITS AS
REQUIRED TO PREVENT OVERLOADING TRUSSES.
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