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THE FOLLOWING ITEMS, WHICH HAVE BEEN ORDERED FROM GE HEALTHCARE,
ARE TO BE INSTALLED BY THE CUSTOMER OR HIS CONTRACTOR.
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THE FOLLOWING ITEMS ARE AVAILABLE FROM GE HEALTHCARE
TECHNOLOGIES. CONTACT YOUR LOCAL GE HEALTHCARE

SERVICE REPRESENTATIVE FOR PRICING AND AVAILABILITY.

X—RAY ROOM WARNING LIGHT CONTROL PANEL

REFERENCE JUNCTION POINT “ XRLCY ON SHEET “E1”°
FOR DETAILED DESCRIPTION —-E4502RL FOR WARNING
LIGHT CONTROL ONLY,

MAIN DISCONNECT, REFERENCE JUNCTION POINT A&7 0ON
SHEET E1 FOR DETAILED DESCRIPTION,

CAT. NO E4502ST OR WITH AUTO RESTART E4S02RP.
(20 W x 48 H = 6. 68 in. D>

J

4 GENERAL SPECIFICATIONS

~

o THE REQUIRED CEILING HEIGHT INDICATED ON THESE PLANS IS TO ENSURE EQUIPMENT
FUNCTION IS NOT INHIBITED. CONSULT WITH YOUR LOCAL GEHC INSTALLATION SPECIALI
REGARDING ACCEPTABILITY QF OTHER CEILING HEIGHTS.

o CHECK ALL DOOR OPENINGS AND HALLWAYS FROM DELIVERY LOCATION TO WHERE
WILL ACCOMODATE THE EQUIPMENT AS SHIPPED.

o RADIATION PROTECTION REQUIREMENTS ARE NOT INDICATED ON THIS PLAN. WHERE
NEEDED PER NATIONAL OR LOCAL CODE THEY SHALL BE SPECIFIED BY A QUALIFIED
RADIOLOGICAL PHYSICIST.

o THE DEVELOPMENT OF THE EQUIPMENT LAYOUT, ROOM DIMENSIONS, MECHANICAL AND
ELECTRICAL SUCGGESTIONS IS PREDICATED UPON THE BEST INFORMATION OBTAINABLE

ELECTRICAL CHANGES INCLUDING RELOCATION OF EQUIPMENT ILLUSTRATED ON THIS
DRAWING IS ALLOWED ONLY WITH NOTIFICATION, IN WRITING, AND REVIEW BY GEHC

LENGTHS, ETC., MAKE THIS ESSENTIAL FOR A PROPER INSTALLATION. GEHC RESERVES
THE RIGHT T0 MAKE ON THE JOB CHANGES BECAUSE OF CUSTOMER REQUIREMENTS
AND/OR OBSTACLES IN CONSTRUCTION, ETC..

EQUIPMENT IS TO BE INSTALLED TO ENSURE THE ROUTE PHYSICALLY AND STRUCTURALLY

FROM THE SITE, COUPLED WITH THE CUSTOMER'S KNOWN DESIRES. ARCHITECTURAL OR

SERVICE DEPARTMENT. EQUIPMENT OPERATION, SERVICEABILITY, AND RESTRICTING CABLE

ST

~
_

sweer e FQUIPMENT LAYOUT N/

mMopALITY TYPE: PROTEUS XR/a

Milwaukee,

\

Ey

IT IS NOT TO BE USED FOR

, HOWEVER, AND THE COMPANY CANNOT ACC

IN PREPARING THIS PLAN, EVERY EFFORT HAS BEEN MADE TQ CONFORM DETAILS
PONSIBILITY FOR ANY DAMAGES RESULTING THEREFROM.

THIS PLAN IS SUBMITTED TO SUGGEST LOCATION OF GE HEALTHCARE EQUIPMENT
AND ASSOCIATED APPARATUS, ELECTRICAL WIRING DETAILS AND ROOM ARRANGEMENTS.

TO ACTUAL EQUIPMENT EXPECTED TO BE INSTALLED,

ACTUAL CONSTRUCTION PURPOSES
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EMERGENCY
DEPARTMENT
AMARILLO VA HEALTH CARE SYSTEM
AMARILLO, TEXAS

N

o ALL WORK TO BE IN COMPLIANCE WITH NATIONAL AND LOCAL BUILDING SAFETY CODES.
o DIMENSIONS ARE TO FINISHED SURFACES OF ROOM

J

-

SITE ENVIRONMENT SPECIFICATIONS )

\_

o AMBIENT OPERATING TEMPERATURE: 59 T? 75 DEGREES (F), MAXINUM ALLOWABLE
TEMPERATURE CHANGE OF 15 DEGREES (F)/H

o HUMIDITY: REFER TO PREINSTALLATION MANUAL FOR THE EQUIPMENT ILLUSTRATED
ON THIS DRAWING.

o ALTITUDE: NOT TO EXCEED 8,000 FT. ABOVE SEA LEVEL.

o THE ENVIRONMENT FOR THE ELECTRONICS CABINET MUST BE CONTROLLED SO THE
ABOVE RESTRICTIONS ARE NOT EXCEEDED.

o DO NOT RESTRICT THE AIR INTAKE AT THE LOWER FRONT OR AIR EXHAUST AT
THE TOP OF THE ELECTRONICS CABINETS.

OUR,

1—1241
1YPICAL LAYOUT
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( MAGNETIC INTERFERENCE SPECIFICATIONS )

DRAWN BY: REK

IMAGE INTENSIFIERS MUST BE LOCATED IN AMBIENT STATIC MAGNETIC FIELDS OF
LESS THAN 1 GAUSS TO GUARANTEE SPECIFIED IMAGING PERFORMANCE.

X—RAY TUBES MUST BE LOCATED IN AMBIENT STATIC MAGNETIC FIELDS OF LESS
THAN 10 GAUSS TO GUARANTEE SPECIFIED PERFORMANCE.

SYSTEM ELECTRONICS MUST BE LOCATED IN AMBIENT STATIC MAGNETIC
FIELDS OF LESS THAN 10 GAUSS TO GUARANTEE DATA INTEGRITY.

OPERATORS CONSOLE EQUIPMENT MUST BE LOCATED IN AMBIENT STATIC MAGNETIC
FIELDS OF LESS THAN 10 GAUSS TO OBTAIN SPECIFIED GEOMETRIC LINEARITY.
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