Replace Sprinkler Mains Project No. 528-10-107
VA Western New York Healthcare System
3495 Bailey Avenue, Buffalo, NY 14215

SECTION 21 05 11
COMMON WORK RESULTS FOR FIRE SUPPRESSION

PART 1 - GENERAL

1.1 DESCRIPTION

A. The requirements of this Section apply to all sections of Division 21.

B.

Definitions:

1.
2.

Exposed: Piping and equipment exposed to view in finished rooms.
Option or optional: Contractor's choice of an alternate material or

method.

1.2 RELATED WORK

A.
B
C
D
E.
F
G

A.

Section 01 00 00, GENERAL REQUIREMENTS.

Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES.
Section 01 42 19, REFERENCE STANDARDS.

Section 07 84 00, FIRESTOPPING.

Section 07 92 00, JOINT SEALANTS.

Section 09 91 00, PAINTING.

Section 28 05 11, REQUIREMENTS FOR ELECTRICAL SAFETY AND SECURITY
INSTALLATIONS.

1.3 QUALITY ASSURANCE

Products Criteria:

1.

Standard Products: Material and equipment shall be the standard
products of a manufacturer regularly engaged in the manufacture of
the products for at least 3 years. See other specification sections
for any exceptions.

Equipment Service: Products shall be supported by a service
organization which maintains a complete inventory of repair parts and
is located reasonably close to the site.

Multiple Units: When two or more units of materials or equipment of
the same type or class are required, these units shall be products of
one manufacturer.

Assembled Units: Manufacturers of equipment assemblies, which use
components made by others, assume complete responsibility for the
final assembled product.

Nameplates: Nameplate bearing manufacturer's name or identifiable
trademark shall be securely affixed in a conspicuous place on
equipment, or name or trademark cast integrally with equipment,

stamped or otherwise permanently marked on each item of equipment.
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6. Asbestos products or equipment or materials containing asbestos shall
not be used.

Manufacturer's Recommendations: Where installation procedures or any

part thereof are required to be in accordance with the recommendations

of the manufacturer of the material being installed, printed copies of

these recommendations shall be furnished to the Resident Engineer prior

to installation. Installation of the item will not be allowed to proceed

until the recommendations are received. Failure to furnish these

recommendations can be cause for rejection of the material.

Guaranty: In GENERAL CONDITIONS.

Supports for sprinkler piping shall be in conformance with NFPA 13.

Supports for standpipe shall be in conformance with NFPA 14.

1.4 SUBMITTALS

A.

Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA,

AND SAMPLES.

Manufacturer's Literature and Data: Submit under the pertinent section

rather than under this section.

1. Equipment and materials identification.

2. Fire-stopping materials.

3. Hangers, inserts, supports and bracing. Provide load calculations for
variable spring and constant support hangers.

Coordination Drawings: Provide detailed layout drawings of all piping

systems. Provide details of the following.

1. Hangers, inserts, supports, and bracing.

2. Pipe sleeves.

3. Equipment penetrations of floors, walls and ceilings.

Maintenance Data and Operating Instructions:

1. Maintenance and operating manuals in accordance with Section 01 00
00, GENERAL REQUIREMENTS, Article, INSTRUCTIONS, for systems and
equipment.

2. Provide a listing of recommended replacement parts for keeping in

stock supply, including sources of supply, for equipment.

1.5 APPLICABLE PUBLICATIONS

A.

The publications listed below form a part of this specification to the
extent referenced. The publications are referenced in the text by the
basic designation only.

American Society for Testing and Materials (ASTM):

A36/A36M-2001........... Carbon Structural Steel
A575-96. .. it Steel Bars, Carbon, Merchant Quality, M-Grades R
(2002)
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E84-2003. ..., Standard Test Method for Burning Characteristics

of Building Materials

E119-2000.....ccveee... Standard Test Method for Fire Tests of Building

Construction and Materials

C. National Fire Protection Association (NFPA):

101-97 . i i e i i e Life Safety Code

PART 2 - PRODUCTS
2.1 LIFTING ATTACHMENTS

Provide equipment with suitable lifting attachments to enable equipment

to be lifted in its normal position. Lifting attachments shall withstand

any handling conditions that might be encountered, without bending or
distortion of shape, such as rapid lowering and braking of load.
2.2 EQUIPMENT AND MATERIALS IDENTIFICATION

A. Use symbols, nomenclature and equipment numbers specified, shown on the
drawings and shown in the maintenance manuals. Identification for piping
is specified in Section 09 91 00, PAINTING.

B. Interior (Indoor) Equipment: Engraved nameplates, with letters not less
than 48 mm (3/16-inch) high of brass with black-filled letters, or rigid
black plastic with white letters specified in Section 09 91 00, PAINTING
permanently fastened to the equipment. Identify components as indicated
on the drawings.

C. Valve Tags and Lists:

1. Valve tags: Engraved black filled numbers and letters not less than
13 mm (1/2-inch) high for number designation, and not less than 6.4
mm(1l/4-inch) for service designation on 19 gage 38 mm (1-1/2 inches)
round brass disc, attached with brass "S" hook or brass chain.

2. Valve lists: Typed or printed plastic coated card(s), sized 216 mm
(8-=1/2 inches) by 280 mm (11 inches) showing tag number, valve
function and area of control, for each service or system. Punch
sheets for a 3-ring notebook.

3. Provide detailed plan for each floor of the building indicating the
location and valve number for each valve.

2.3 FIRESTOPPING

A. Section 07 84 00, FIRESTOPPING specifies an effective barrier against

the spread of fire, smoke and gases where penetrations occur for piping.
2.4 PIPE PENETRATIONS
A. Install sleeves during construction for other than blocked out floor

openings for risers in mechanical bays.

21 05 11 - 3



Replace Sprinkler Mains Project No. 528-10-107
VA Western New York Healthcare System
3495 Bailey Avenue, Buffalo, NY 14215

B.

PART

To prevent accidental liquid spills from passing to a lower level,
provide the following:
1. For sleeves: Extend sleeve 25 mm (one inch) above finished floor and
provide sealant for watertight joint.
2. For drilled penetrations: Provide 40 mm (1-1/2 inch) angle ring or
square set in silicone adhesive around penetration.
Penetrations are not allowed through beams or ribs, but may be installed
in concrete beam flanges. Any deviation from this requirement must
receive prior approval of Resident Engineer.
Sheet Metal, Plastic, or Moisture-resistant Fiber Sleeves: Provide for
pipe passing through floors, interior walls, and partitions, unless
brass or steel pipe sleeves are specifically called for below.
Galvanized Steel or an alternate Black Iron Pipe with asphalt coating
Sleeves: Provide for pipe passing through concrete beam flanges, except
where brass pipe sleeves are called for. Provide sleeve for pipe passing
through floor of mechanical rooms, laundry work rooms, and animal rooms
above basement. Except in mechanical rooms, connect sleeve with floor
plate.
Sleeves are not required for wall hydrants for fire department
connections or in drywall construction.
Sleeve Clearance: Sleeve through floors, walls, partitions, and beam
flanges shall be one inch greater in diameter than external diameter of
pipe. Sleeve for pipe with insulation shall be large enough to
accommodate the insulation. Interior openings shall be caulked tight
with fire stopping material and sealant to prevent the spread of fire,
smoke, and gases.
Sealant and Adhesives: Shall be as specified in Section 07 92 00, JOINT
SEALANTS.

3 - EXECUTION

3.1 INSTALLATION

A.

Coordinate location of piping, sleeves, inserts, hangers, and equipment.

Locate piping, sleeves, inserts, hangers, and equipment clear of

windows, doors, openings, light outlets, and other services and

utilities. Follow manufacturer's published recommendations for

installation methods not otherwise specified.

Protection and Cleaning:

1. Equipment and materials shall be carefully handled, properly stored,
and adequately protected to prevent damage before and during

installation, in accordance with the manufacturer's recommendations
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and as approved by the Resident Engineer. Damaged or defective items
in the opinion of the Resident Engineer, shall be replaced.

2. Protect all finished parts of equipment, such as shafts and bearings
where accessible, from rust prior to operation by means of protective
grease coating and wrapping. Close pipe openings with caps or plugs
during installation. Tightly cover and protect equipment against
dirt, water, chemical, or mechanical injury. At completion of all
work, thoroughly expose materials and equipment.

C. Install gages, valves, and other devices with due regard for ease in
reading or operating and maintaining said devices. Locate and position
gages to be easily read by operator or staff standing on floor or
walkway provided. Servicing shall not require dismantling adjacent
equipment or pipe work.

D. Work in Existing Building:

1. Perform as specified in Article, OPERATIONS AND STORAGE AREAS,
Article, ALTERATIONS, and Article, RESTORATION of the Section 01 00
00, GENERAL REQUIREMENTS for relocation of existing equipment,
alterations and restoration of existing building(s).

2. As specified in Section 01 00 00, GENERAL REQUIREMENTS, Article,
OPERATIONS AND STORAGE AREAS, make alterations to existing service
piping at times that will least interfere with normal operation of
the facility.

3. Cut required openings through existing masonry and reinforced
concrete using diamond core drills. Use of pneumatic hammer type
drills, impact type electric drills, and hand or manual hammer type
drills, will be permitted only with approval of the Resident
Engineer. Locate openings that will least effect structural slabs,
columns, ribs or beams. Refer to the Resident Engineer for
determination of proper design for openings through structural
sections and opening layouts approval, prior to cutting or drilling
into structure. After Resident Engineer's approval, carefully cut
opening through construction no larger than absolutely necessary for
the required installation.

E. Switchgear Drip Protection: Every effort shall be made to eliminate the
installation of pipe above electrical and telephone switchgear. If this
is not possible, encase pipe in a second pipe with a minimum of joints.

F. Inaccessible Equipment:

1. Where the Government determines that the Contractor has installed

equipment not conveniently accessible for operation and maintenance,
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equipment shall be removed and reinstalled or remedial action
performed as directed at no additional cost to the Government.

2. The term "conveniently accessible" is defined as capable of being
reached without the use of ladders, or without climbing or crawling
under or over obstacles such as motors, fans, pumps, belt guards,

transformers, high voltage lines, piping, and ductwork.

3.2 STARTUP AND TEMPORARY OPERATION

Start up equipment as described in equipment specifications. Verify that
vibration is within specified tolerance prior to extended operation.
Temporary use of equipment is specified in Section 01 00 00, GENERAL
REQUIREMENTS, Article, TEMPORARY USE OF MECHANICAL AND ELECTRICAL
EQUIPMENT.

3.3 OPERATING AND PERFORMANCE TESTS

A.

Prior to the final inspection, perform required tests as specified in
Section 01 00 00, GENERAL REQUIREMENTS, Article, TESTS and submit the
test reports and records to the Resident Engineer.

Should evidence of malfunction in any tested system, or piece of
equipment or component part thereof, occur during or as a result of
tests, make proper corrections, repairs or replacements, and repeat
tests at no additional cost to the Government.

When completion of certain work or system occurs at a time when final
control settings and adjustments cannot be properly made to make
performance tests, then make performance tests for heating systems and
for cooling systems respectively during first actual seasonal use of

respective systems following completion of work.

3.4 INSTRUCTIONS TO VA PERSONNEL

Provide in accordance with Article, INSTRUCTIONS, of Section 01 00 00,
GENERAL REQUIREMENTS.
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