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ELECTRICAL DEMOLITION

PLAN

VAPHS UNIVERSITY DRIVE

1 & 30

 1/8" = 1'-0"
1

ELECTRICAL DEMO BRIDGE LEVEL

Key Notes

TYPICAL EXISTING RECESSED DOWN LIGHTING, EXIT SIGN FIXTURES,
DUPLEX RECEPTACLES AND FIRE ALARM DEVICES SHALL BE DE-
ENERGIZED, DISCONNECTED AND REMOVED BACK TO SOURCE.

1

2

3

4

5

6

7

8

TYPICAL EXISTING CARD READER SHALL BE DE-ENERGIZED,
DISCONNECTED AND REMOVED TO SOURCE.

TYPICAL EXISTING SURFACE MOUNTED FLUORESCENT FIXTURE
MOUNTED UNDER PASSAGE CORRIDOR IN SECOND FLOOR
MECHANICAL ROOM SHALL BE DE-ENERGIZED, DISCONNECTED AND
REMOVED TO SOURCE.

EXISTING PANELBOARD W2D2 SHALL BE DE-ENERGIZED, DISCONNECTED
AND REMOVED. SEE RISER DIAGRAM ON SHEET EP5-101.

EXISTING PANELBOARD W2D1 SHALL BE DE-ENERGIZED, DISCONNECTED
AND REMOVED. SEE RISER DIAGRAM ON SHEET EP5-101.

EXISTING PANELBOARD W2E SHALL BE DE-ENERGIZED, DISCONNECTED
AND REMOVED. SEE RISER DIAGRAM ON SHEET EP5-101.

EXISTING DATA CABLES SERVING EXISTING LAB ARE TO BE DE-
ENERGIZED, DISCONNECTED AND REMOVED BACK TO EXISTING IT
CLOSET.

EXISTING 3/4" EMT CONDUIT WITH 6 #12 AWG CONDUCTOR SHALL BE
RELOCATED TO NEW CHASE. SEE DRAWING EP1-101 FOR ADDITIONAL
INFORMATION

9 EXISTING STAIRWELL PAGING SPEAKER TO BE RELOCATED.

1 AMENDMENT 3 01-31-17

GENERAL NOTE:

ELECTRICAL CONTRACTOR SHALL REMOVE ALL ABANDONED
RACEWAYS NO LONGER BEING USED BACK TO THE PANELBOARD.

10 CABINET HEATER TO BE DE-ENERGIZED AND DISCONNECTED. EXTEND EXISITNG

120 VOLT 20 AMP CIRCUIT TO NEW HEATER.

1

1

1
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