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SECTI ON 02 41 00
DEMOLI TI ON

PART 1 - GENERAL
1.1 DESCRI PTI ON
This section specifies denolition and renoval of buildings, portions of
buil dings, utilities, other structures and debris fromtrash dunps
shown.
1.2 RELATED WORK
A. Denolition and renoval of roads, wal ks, curbs, and on-grade sl abs
out side buildings to be denolished: 1,2,3,4,6,7,8,9,46,and 47 Section 31
20 11, EARTH MOVI NG ( SHORT FORM .
Saf ety Requirenments: GENERAL CONDI TIONS Article, ACCI DENT PREVENTI ON
C. Disconnecting utility services prior to denolition: Section 01 00 00,
GENERAL REQUI REMENTS.
D. Reserved itens that are to remmin the property of the Governnment:
Section 01 00 00, GENERAL REQUI REMENTS.
G Environnental Protection: Section 01 57 19, TEMPORARY ENVI RONMENTAL
CONTRCLS.
H. Constructi on Waste Managenent: Section 017419 CONSTRUCTI ON WASTE
MANAGEMENT.
I. Infectious Control: Section 01 00 00, GENERAL REQUI REMENTS, Article 1.7,
| NFECTI ON PREVENTI ON MEASURES.
1.3 PROTECTI ON
A. Performdenolition in such manner as to elimnate hazards to persons and

w

property; to mnimze interference with use of adjacent areas, utilities
and structures or interruption of use of such utilities; and to provide
free passage to and from such adjacent areas of structures. Conply with
requi renments of GENERAL CONDI TI ONS Article, ACCI DENT PREVENTI ON

B. Provi de safeguards, including warning signs, barricades, tenporary
fences, warning lights, and other simlar itens that are required for
protection of all personnel during denmplition and renoval operations.
Conply with requirenments of Section 01 00 00, GENERAL REQUI REMENTS,
Article PROTECTI ON OF EXI STI NG VEGETATI ON, STRUCTURES, EQUI PMENT,
UTI LI TIES AND | MPROVEMENTS.

C. Maintain fences, barricades, lights, and other simlar itens around
exposed excavations until such excavations have been conpletely filled.

D. Provide enclosed dust chutes with control gates fromeach floor to carry
debris to truck beds and govern flow of material into truck. Provide
overhead bridges of tight board or prefabricated netal construction at
dust chutes to protect persons and property fromfalling debris.
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E. Prevent spread of flying particles and dust. Sprinkle rubbish and debris
with water to keep dust to a minimum Do not use water if it results in
hazar dous or objectionable condition such as, but not limted to; ice,
flooding, or pollution. Vacuum and dust the work area daily.

F. In addition to previously listed fire and safety rules to be observed in
performance of work, include follow ng:

1. No wall or part of wall shall be permitted to fall outwardly from
structures.

2. Maintain at |east one stairway in each structure in usable condition
to highest remaining floor. Keep stairway free of obstructions and
debris until that |evel of structure has been renoved.

3. Wierever a cutting torch or other equipnent that m ght cause a fire
is used, provide and naintain fire extinguishers nearby ready for
i medi ate use. Instruct all possible users in use of fire
ext i ngui shers.

4. Keep hydrants clear and accessible at all tinmes. Prohibit debris from
accunul ating within a radius of 4500 mm (15 feet) of fire hydrants.

G Before beginning any denolition work, the Contractor shall survey the
site and exam ne the drawi ngs and specifications to determ ne the extent
of the work. The contractor shall take necessary precautions to avoid
danmages to existing itens to remain in place, to be reused, or to remain
the property of the Medical Center; any damaged itens shall be repaired
or replaced as approved by the Contracting O ficer Representative. The
Contractor shall coordinate the work of this section with all other work
and shall construct and maintain shoring, bracing, and supports as
required. The Contractor shall ensure that structural el enents are not
over | oaded and shall be responsible for increasing structural supports
or addi ng new supports as may be required as a result of any cutting,
renoval , or denolition work perfornmed under this contract. Do not
overload structural elenents. Provide new supports and reinforcenent for
exi sting constructi on weakened by denolition or renoval works. Repairs,
rei nforcement, or structural replacenent nust have Contracting Oficer
Representative' s approval.

H The work shall conply with the requirenents of Section 01 57 19,
TEMPORARY ENVI RONVENTAL CONTROLS.

I. The work shall conply with the requirenents of Section 01 00 00, GENERAL
REQUI REMENTS, Article 1.7 | NFECTI ON PREVENTI ON MEASURES.

1.4 UTILITY SERVI CES:

A. Denolish and renove outside utility service |lines shown to be renoved

B. Renpbve abandoned outside utility lines that would interfere with
installation of newutility lines and new construction.
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PART 2 - PRODUCTS (NOT USED)
PART 3 — EXECUTI ON
3.1 DEMOLI TI ON:

A

Conpl etely denolish and renove buil dings and structures, including al
appurtenances related or connected thereto, as noted bel ow
1. As required for installation of new utility service |ines.
2. To full depth within an area defined by hypothetical |ines |ocated
1500 nm (5 feet) outside building |ines of new structures.
Debris, including brick, concrete, stone, nmetals and simlar nmaterials
shal | becone property of Contractor and shall be disposed of by him
daily, off the Medical Center to avoid accunulation at the denplition
site. Materials that cannot be renmpoved daily shall be stored in areas
specified by the Contracting Oficer Representative. Break up concrete
sl abs bel ow grade that do not require renoval from present location into
pi eces not exceeding 600 mm (24 inches) square to pernit drainage.
Contractor shall dispose debris in conpliance with applicable federal,
state or local permts, rules and/or regulations.
In renoving buildings and structures of nore than two stories, denolish
work story by story starting at highest |evel and progressing down to
third floor level. Demplition of first and second stories nmay proceed
si mul t aneousl y.
Renove and | egally dispose of all materials, other than earth to remain
as part of project work, fromany trash dunps shown. Materials renoved
shal | becone property of contractor and shall be disposed of in
conpliance with applicable federal, state or local permts, rules and/or
regul ati ons be hauled to VA specified disposal site. All materials in
the indicated trash dunp areas, including above surroundi ng grade and
extending to a depth of 1500nm (5feet) bel ow surroundi ng grade, shall be
included as part of the lunp sum conpensation for the work of this
section. Materials that are | ocated beneath the surface of the
surroundi ng ground nore than 1500 mm (5 feet), or materials that are
di scovered to be hazardous, shall be handl ed as unforeseen. The renoval
of hazardous material shall be referred to Hazardous Materials
speci fications.
Renove existing utilities as indicated or uncovered by work and
termnate in a manner conformng to the nationally recogni zed code
covering the specific utility and approved by the Contracting Oficer
Representative. Wen Utility Iines are encountered that are not
i ndi cated on the drawi ngs, the Contracting O ficer Representative shal
be notified prior to further work in that area.
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3.2 CLEAN-UP
On conpl etion of work of this section and after renoval of all debris,
| eave site in clean condition satisfactory to Contracting Oficer
Representative. Cl ean-up shall include off the Medical Center disposa
of all itens and materials not required to remain property of the
Government as well as all debris and rubbish resulting fromdenolition
operations.
---END- - -
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