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SECTI ON 09 24 00
PORTLAND CEMENT PLASTERI NG

PART 1 GENERAL
1.1 DESCRI PTI ON

This section specifies lathing and Portland cement based pl aster.

1. 2 RELATED VWORK

A

Steel fram ng nmenbers for attachment of plaster bases: Section 05 40 00,
COLD- FORVED METAL FRAM NG

Room fi ni sh schedul e and col or: Section 09 06 00, SCHEDULE FOR

FI NI SHESS.

1.3 TERM NOLOGY

A

Definitions and description of terns shall be in accordance with ASTM
Cl1l, C841, and C926 and as specified.

Undersi de of Structure Overhead: In spaces where steel trusses or bar
joists are shown, the underside of structure overhead shall be the
undersi de of the floor or roof construction supported by beans, trusses,
and bar joists.

Self-furring Lath: Metal plastering bases having dinples or crinps
designed to hold the plane of the back of the lath 6 to 10 nm (1/4 to
3/8 inch) away fromthe plane of the solid backing.

Solid Backing or Solid Bases: Concrete, masonry, sheathing, rigid
insulation, and sinmlar materials to which plaster is directly applied.
Wet Areas: Areas of a building where cyclic or continuous exposure to
very humd or wet conditions, or in which a dew point condition may
occur in the plaster. Dew point conditions occur frequently in such
areas as laundries, natatoriuns, cart and di sh washi ng spaces,
hydr ot her apy, kitchens, bathing or shower roons and simlar areas.

1.4 SUBM TTALS

A

Submit in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.

Manuf acturer's Literature and Dat a:

Accessories for plaster, each type.

Met al pl astering bases, each type.

Fast eners.

Bondi ng conpounds, including application instructions.

ok w DN PE

. Admi xtures, including mxing and application instructions.

Sanpl es:

Accessories for plaster, each type, not less than 150 nmm (6 inches)
| ong.
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1.5 PRQJIECT CONDI Tl ONS

A

Mai ntain work areas for interior work at a tenperature of not |ess than

4°C (40°F) for not less than 48 hours prior to application of plaster,
during application of plaster and until plaster is conpletely dry.
Exterior plaster shall not be applied when the anbient tenperature is
| ess than 4°C (40°F).

Pl aster shall not be applied to frozen surfaces or surfaces containing
frost.

Frozen materials shall not be used in the mx.

Pl aster coats shall be protected against freezing for a period of not
| ess than 24 hours after application.

1.6 APPLI CABLE PUBLI CATI ONS

A

D.

The publications listed below forma part of this specification to the
extent referenced. The publications are referenced in the text by basic
desi gnati on only.

American Society for Testing And Materials (ASTM:

A653/ AB53M07. .. ........ St eel Sheet, Zinc-Coated (Gal vani zed) or Zinc-
Iron All oy-Coated (Gal vanneal ed) by the Hot-Dip
Process

AB41-03................. Zi nc- Coat ed (Gl vani zed) Carbon Steel Wre

Cl1-07.......... ... Term nol ogy Relating to Gypsum and Rel at ed
Buil ding Materials and Systens.

C91-05........ ... ... ... Masonry Cement

C150-07.........cvvi. Portl and Cenent

C207-06................. Hydrated Lime for Masonry Purposes

C260-06................. Air Entraining Adm xtures for Concrete.

C841-03................. Installation of Interior Lathing and Furring

C847-06................. Metal Lath

C897-05................. Aggregate for Job-M xed Portland Cenment Based
Pl asters

C926-06................. Application of Portland Cenent-Based Pl aster

C933-07.... . i Wl ded Wre Lath

C979-05................. Pi gments for Integrally Colored Concrete

Cl002-07...........co... Steel Self-Piercing Tapping Screws for the

Application of Gypsum Panel Products or Metal
Pl aster Bases to Wod Studs or Steel Studs
Commercial Item Description (CID):
A-A-55615............... Shi el d, Expansi on (Wod Screw and Lag Bolt Self-
Thr eadi ng Anchors)
Federal Specifications (Fed Spec.):
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UUB-790A. . ............. Bui | di ng Paper, Vegetable Fiber (Kraft,
Wat er proof ed, Water Repellent and Fire
Resi st ant)

PART 2 - PRODUCTS

2.1 METAL PLASTERI NG BASES
A. Expanded Metal Lath:

1. ASTM C847, zinc-coated (gal vani zed) except as nodified by ASTM C841
and this specification. Self furring where applied over solid
backi ng.

2. Flat dianond nesh wei ghing not |ess than 1.8 kg/nf (3.4 pounds per
square yard).

3. Stucco Mesh: Flat expanded di anobnd nesh pattern, w th openings
approximately 38 by 75 mm (1-1/2 by 3 inches), weighing not |ess than
1.9 kg/ n?f (3.6 pounds per square yard), with backing as specified.

B. Wre Lath:

1. Zinc coated (Gal vani zed).

2. Welded Wre Lath: ASTM C933, with backing as specified.

3. Self furring where applied over solid backing.

C. Building Paper Backing for Metal Plastering Bases:

1. Backing attached to |ath as specified in ASTM C933.

2. Vapor Perneabl e Backing: Fed. Spec. UU-B-790, Type |, Grade D

3. Water Resistant Backing: Fed. Spec. UU-B-790, Type |, G ade B

2.2 ACCESSORI ES FOR CEMENT PLASTER ( STUCCO)
A. ASTM CB841, except fabricate from zinc all oy.
B. Control Joints: ASTM C841, zinc.
2. 3 FASTENERS
A Tie, wire, screws, clips, and other fasteners ASTM C841, except as

ot herw se specified.

B. Fasteners for securing netal plastering bases shall have heads, or be

t hrough washers | arge enough to engage two strands of the netal

pl asteri ng base.

C. For fire rated construction; type and size as used in fire rated test.

D. Screws: ASTM C1002.

E. Expansion Shields: ClID A-A-55615, of the Type and C ass applicable
2.4 CEMENT

A. Portland: ASTM C150, Type |

B. Masonry: ASTM C91. Linme where added, ASTM C207, Type S.

C. Wiite where required for white finish coat.
2.5 LIME

A. ASTM C206, Type S.
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B. ASTM C207, Type S.
2.6 AGGREGATES ( SAND)

A. ASTM C897, graded as required to suit texture of finish specified.

B. Wiite where white finish coat is specified.
2.7 BONDI NG AGENT

ASTM C932.

2.8 FACTORY PREPARED FI NI SH COAT FOR CEMENT PLASTER ( STUCCO)

A. Factory prepared dry blend of materials, integrally col ored, designed
for exterior finish coat application.
Pi gments: ASTM C979, |inme proof mneral oxide.

w

C. Not nore than 35 percent, by weight of all ingredients (cenent,
aggregate, hydrated |inme, adm xture and col oring pignent) shall pass a
nunmber 100 sieve.

2.9 ADM XTURES
Air Entrainment: ASTM C260.
PART 3 - EXECUTI ON
3.1 METAL PLASTERI NG BASES (LATH) LOCATI ONS

A. Where plaster is required on solid concrete or nasonry bases, netal
pl astering bases are not required, unless shown on the draw ngs. \Were
shown use wire lath or stucco nesh.

w

On ceiling or soffit framng use flat dianond nesh | ath.

C. Oninterior wall fram ng:

1. Use flat dianond nesh |ath.
2. Use lath with water resistant backing in wet areas.

D. Over steel columms, use self-furring flat dianond nmesh | ath.

E. Where nmetal plastering bases are used as a base for exterior cenent
pl aster over wall sheathing, use wire lath or stucco nesh with water
resi stant backi ng.

3.2 APPLYI NG METAL PLASTERI NG BASES

A. In accordance with ASTM C841, except as otherw se specified or shown.

B. Formtrue surfaces, straight or in fair curves where shown, w thout sags
or buckles and with long dinmension of lath at right angles to direction
of supports.

C. Lath for ceiling or soffit construction shall term nate at casi ng bead
(floating angle construction) at perinmeter angles between walls and
ceilings or soffits.

D. Lath with backing shall be applied to produce a paper to paper and netal

to netal lap at ends and sides of adjacent sheets, whether full sheets
or less than full sheets are used:
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G

1. Backing shall be |lapped 50 mm (2 inches) for both horizontal and
vertical | aps.

2. Horizontal l|aps shall be ship lap fashion to conduct water to the
out side and over flashing or waterproofing.

Met al plastering bases shall not be continuous through expansi on and

control joints, but shall be stopped at each side.

Attach nmetal lath directly to masonry and concrete with hardened nails,

power actuated drive pins or other approved fasteners. Fasteners shal

be | ocated at the dinples or crinps only.

Wbod plugs are not acceptabl e.

3.3 I NSTALLI NG PLASTERI NG ACCESSORI ES

A

Install accessories in accordance with ASTM C841, except as ot herw se

speci fi ed.

1. Set plastering accessories plunb, level and true to line, neatly
mtered at corners and intersections, and securely attach to
supporting surfaces as specified for netal |ath.

2. Install in one piece, within the imts of the |ongest comrercially
avai | abl e | engt hs.

Corner Beads: Install at all vertical and horizontal external plaster

corners, as required to establish grounds, and where shown.

Strip Lath:

1. Install nmetal lath strips centered over joints between dissimlar
materials, such as hollowtile, brick, concrete nmasonry units,
concrete, and joints with nmetal lath on framing or furring, where
both such surfaces are required to be plastered and are in contact
with each other in sane plane, except where expansion joints and
casi ng beads are required.

2. Wre tie or fasten strip lath to base along both edges at not over
150 mm (si x inches) on centers.

Casi ng Beads:

1. Install casing beads where shown and at follow ng | ocati ons where
pl aster termnates to provide finish trim

2. Wiere plaster terni nates agai nst non-plastered surfaces such as
masonry, concrete, and wood.

3. Wiere plaster term nates against trimof steel frames and trim of
other materials and equi pnent, except where trimoverlaps plaster.

4. Around perineter of openings except where edge is covered by flanges.
Locate to conformto di nensi ons shown on shop draw ngs.

5. Where plaster for newwalls or furring (vertical or horizontal)
term nates agai nst existing construction

6. Both sides of expansion and control joints unless shown otherw se.
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7. Install casing bead at perineter angles between walls and ceilings so
as to provide floating angle (unrestrained) construction in
accordance with ASTM C841.

E. Cornerites:

1. Install at interior corners of walls, partitions, and other vertica
surfaces to be plastered, except where netal lath is carried around
angl e.

2. Fasten only as necessary to retain position during plastering.

Orit cornerites at junction of new plastered walls with existing
pl astered wal Il s at | ocations where casing beads are specifi ed.
F. Control Joints:

1. Where control joints are placed parallel to fram ng nmenbers, instal
joints within 100 nmm (four inches) of the fram ng nenber.

2. Install control joints only to the edges of abutting sheets of lath
so that the lath is not continuous or tied across the joint.

3. Joints shall extend the full wi dth and height of the wall or length
of soffit/ceiling plaster nenbrane.

3.4 SURFACE PREPARATI ON OF SCOLI D BASES
A. Surfaces that are to receive plaster shall be prepared and conditioned
in accordance with ASTM C926, except as otherw se specified.
B. New surfaces of masonry and concrete:
1. Renobve projections and cl ean concrete surface of formoil

2. Fill depressions, holes, cracks and simlar voids flush with Portland
cenent plaster to provide substrate within the tolerance specified in
ASTM C926.

3. Use bondi ng agent.
Cover with self furring lath where required to keep the total plaster
t hi ckness as specified in Table 4 of ASTM C926.

C. Existing surfaces of concrete and nmasonry:
1. Cean surface of dirt and other foreign matter which will prevent
bond.
2. Apply dash bond coat or bondi ng agent as specified herein
3. Wiere existing surfaces have a coating such as paint or bitum nous
wat er proofing apply netal plastering base as specified herein
3.5 PORTLAND CEMENT BASED PLASTER
A. Provide portland cement based plaster where cenent plaster (stucco) is
shown and specified, and as follows:
1. Three coat work shall be used over all netal plastering bases, wth
or wi thout solid backing.
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2. Two coat work may only be used over solid bases neeting the
requi renents of Paragraph, SURFACE PREPARATI ON OF SCLI D BASES.

B. Proportion, mx and apply plaster in accordance with ASTM C926, except
as ot herw se specified.

1. Use air entrained plaster for all exterior work.

Use coloring pigments for finish coat when integral col or other than
white is specified.

3. Use white cenent with white sand when white finish coat is specified.
Factory prepared finish coat: Add water, mx, and apply as specified
by manufacturer.

5. Color:

a. Color of finish coat shall be natural cenent col or when painted or
other coating is specified.
b. O her colors as specified in Section 09 06 00, SCHEDULE FOR
FI NI SHES.
6. Finish coat shall be snmooth trowel ed texture
3. 6 UNACCESSI BLE CEI LI NGS

At Mental Health and Behavioral Nursing Units, areas accessible to

pati ents and not continuously observable by staff (e.g., patient

bedr oons, day rooms), ceilings should be a solid material such as

portland cenment plaster. This will limt patient access. Access doors

are needed to access el ectrical and nechani cal equi pment above the
ceiling. These doors should be | ocked to prevent unauthorized access and
secured to ceiling using tanper resistant fasteners.

---END- - -
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