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SECTI ON 07 71 00
ROCF SPECI ALTI ES

PART 1 - GENERAL

1.1 DESCRI PTI ON
This section specifies roof hatches; equipnment supports; gravity
ventilators; and nmetal grating roof wal kway system

1.2 RELATED WORK

A. Color and texture of finish: Section 09 06 00, SCHEDULE FOR FI NI SHES.
Seal ant material and installation: Section 07 92 00, JO NT

SEALANTS.

C. CGeneral insulation:Rigid insulations for roofing: Section 07 22 00, ROOF
AND DECK | NSULATI ON

1.3 QUALITY CONTROL

A. Al roof accessories shall be the products of manufacturers regularly
engaged i n producing the kinds of products specified.

B. Each accessory type shall be the same and be nmde by the sane
manuf act urer.

C. Each accessory shall be conpletely assenbled to the greatest extent
possi bl e before delivery to the site.

1.4 SUBM TTALS

A. Submt in accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA,
AND SAMPLES.

B. Sanpl es: Representative sanple panel of col or anodi zed al um num not | ess
than 100 nm X 100 mm (four by four inches), except extrusions shall be a
wi dth not |ess than section to be used. Sanple shall show coating with
integral color and texture and shall include nmanufacturer's identifying
| abel .

C. Shop Drawi ngs: Each item specified showi ng design, details of
construction, installation and fastenings.

D. Manufacturer's Literature and Data: Each item specifi ed.

E. Certificates: Stating that alum num has been given specified thickness
of anodi zi ng.

1.5 APPLI CABLE PUBLI CATI ONS

A. The publications listed below forma part of this specification to the
extend referenced. The publications are referenced in the text by the
basi ¢ designation only.

B. Federal Specifications (Fed. Spec.):

RR-G 1602D.............. Grating, Metal, O her Than Bar Type (Fl oor,
Except for Naval Vessels)
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C. Anerican Society for Testing and Material (ASTM:

A653/ AB53M 10. .. ........ St eel Sheet, Zinc-Coated (Gal vani zed) or Zinc-
Iron All oy-Coated (Gal vanneal ed) By the Hot-Dip
Process
B209/209M07. . .......... Al um num and Al um num Al | oy- Sheet and Pl ate
B221/221M08............ Al umi num Al | oy Extruded Bars, Rods, Wre,
Shapes, and Tubes
C612-10................. M neral Fiber Block and Board Thermal |nsulation
D1187-97(R2002)......... Asphal t - Base Emul sions for Use as Protective

Coatings for Metal
D. National Association of Architectural Metal Mnufacturers (NAAMM :

AVP 500 Series.......... Met al Fi ni shes Manual
E. American Architectural Manufacturers Association (AAMA):
2605-11................. Hi gh Performance Organi ¢ Coatings on

Architectural Extrusions and Panel s.
PART 2 - PRODUCTS

2.1 MATERI ALS
A. Alum num Extruded: ASTM B221/B221M
B. Al um num Sheet: ASTM B209/ B209M
C. @Gl vani zed Sheet Steel: ASTM A526/ A526M G 90 coati ng.
D. Metal Grating for Roof Wal kway: Fed. Spec. RR-G 1602.
2.2 SNOW GUARDS
A. Continuous bar guard pernmtted by Roofing Manufacturer

2.3 EQUI PMENT SUPPCRTS
A NA

2.6 FINISH

A. In accordance with NAAMM Anp 500 Seri es.

B. Aluminum MII Finish: AAAMX, as fabricated.

C. Aluminum dear Finish: AA-C22A41 nmedium matte, clear anodic coating, //
Class 1, Architectural, 0.7 mls thick.

D. Al um num Col ored Fi ni sh: AA-C22A42 (anodi zed or AA0C22A44
(electrolytically deposited netallic conpound) mediumnmatte, integrally
colored coating, // Cass 1, Architectural, 0.7 mls thick

E. Fluorocarbon Finish: AAMA 2605.2 hi gh perfornance organic coating.
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PART 3 - EXECUTI ON
3.1 | NSTALLATI ON

A
B

J.

Install roof specialties where shown.
Secure with fasteners in accordance with nanufacture's printed
installation instructions and approved shop draw ngs unl ess shown
ot herwi se.
Coordinate to install insulation where shown; see Section 07 21 13,
THERMAL | NSULATI ON and Section 07 22 00, ROOF AND DECK | NSULATI ON
Conply with section 07 92 00, JO NT SEALANTS to install seal ants where
manuf actures installation instructions require seal ant.
Coordinate with roofing work for installation of itens in sequence to
prevent water infiltration
b. After conpletion of base flashing bend down cap flashing flange
and secure to blocking with screws.
c. Install expansion joint cover with 6 mm (1/4 inch) w de space at
end joints and tension bars at 600 nm (24 inches) on center.
d. Install cover plates with formed al um num fl ashi ng conceal ed and
centered on joint. Flashing to | ap cover not |less than 100 nm (4
i nches).
Equi pnent Supports: Do not anchor to insulating concrete or netal deck
Anchor only to building structure as per manufacturers recommendati ons.

3.2 PROTECTI ON OF ALUM NUM

A

Provi de protection for al um num agai nst gal vani ¢ acti on wherever
dissimlar materials are in contact, by painting the contact surfaces of
the dissinmlar material with two coats of asphalt coating (conplete
coverage), or by separating the contact surfaces with a preforned
neoprene tape having pressure sensitive adhesive coating on side.

Pai nt aluminumin contact with wood, concrete and masonry, or other
absorptive materials, that may becone repeatedly wet, with two coats of
asphalt coating.

3. 3 ADJUSTI NG

A

Adj ust roof hatch hardware to operate freely and so that cover wll
operate w thout binding, close tightly at perineter, and | atch securely.

3.4 PROTECTI ON

Protect roof accessories fromdamage during installation and after
conpl etion of the work from subsequent construction
---END- - -
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