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REMOVE EXISTING CHAIN LINK FENCING IN /
IT'S ENTIRETY AS REQUIRED FOR @y %
REPLACEMENT WITH NEA AS SHON ON N
DRANINGS FOR NEW ORK. N W W
> DISCONNECT AND REMOVE EXISTING LIGHTING FIXTURES
AND ASSOCIATED SIITCH, CONDUIT AND WIRING. REMOVAL
_ SAHLL BE TO A POINT NEAR GRADE TO ALLON
~ INSTALLATION OF A NEW NEMA 3R JINCTION BOX TO
ACCOMMODATE GONNECTIONS AND NEW CONDUIT FOR
)9 NIRING TO NEW LIGHTING FIXTURES.
/ (0))74 ﬁ
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DISCONNECT CIRGUITING TO (2) EXISTING AIR Y }Eg i
COMPRESS0RS TO INCLUDE BUT NOT BE LIMITED TO ALL / N T 7 oY eI AIOILY
ASSOCIATED POWER, CONTROLS, WIRING, CONDUIT, o —© o o o O /—o— o o
HANGERS, STARTERS, DISCONNECT SWITCHES,
TRANSFORMER, ETC. BACK TO SOURCE PANEL.
DISCONNECT AND REMOVE EXISTING CONDUIT AND WIRING DISCONNECT AND REMOVE EXISTING CONDUIT AND MIRING
TO TONER FAN MOTOR DISCONNECT SWITCHES. REMOVAL TO TONER VIBRATION SWITCHES. REMOVAL SHALL BE TO
SHALL BE TO A POINT NEAR GRADE TO ALLOW A POINT NEAR GRADE TO ALLOW INSTALLATION OF A
INSTALLATION OF A NEMA 3R JINCTION BOX TO NEMA 3R JINCTION BOX TO ACCOMMODATE CONNECTIONS
ACCOMMODATE CONNECTIONS AND NEW CONDUIT FOR AND NEA CONDUIT FOR WIRING TO NEW TOWER VIBRATION
WIRING TO NEW TOER FAN MOTORS. SMITCHES.
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EXISTING JINCTION BOX FOR PORER TO
. \‘ _ TONER MOTORS, LIGHTING, CONTROLS, ETC.
EXISTING ABSORPTION CHILLER
~
DISCONNECT CIRCUITING TO EXISTING AIR COMPRESSOR, — O
EXTEND CIRCUITING AS REQUIRED FOR RELOCATED AND
NEN COMPRESSOR AS SHOWN ON DRANINGS FOR NEW
CC: B s
RN .y ) ot i N :
gl EXISTING 400 TON CHILLER C o0,
e EXISTING 400 TON CHILLER
4] i L L] B DISCONNECT PORER WIRING TO EXISTING COOLING TONER
24 Veu WATER PUMPS AS REQUIRED FOR REPLACEMENT WITH NEA
x5 g ) HIGH EFFICIENCY MOTORS.
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DISCONNECT AND REMOVE EXISTING BREAKERS/MOTOR — — — =
STARTERS, CONTROLS, ETC. FOR THE EXISTING 40 HP \
COOLING TONER FAN MOTORS, REFER TO NOTATION ON
ELCTRICAL DRANINGS FOR NEN ORK. Q Q Q
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DISCONNECT AND REMOVE EXISTING DISCONNECT SITCH
AND TRANSFORMER SERVING (2) AIR COMPRESSORS
INDICATED TO BE REMOVED. DELIVER TO OWNER OR

DISCPOSE OF AS DIRECTED IN FIELD. SAFE BACK TO
ADJACENT DISTRIBUTION PANEL EM' SERVING SAME.

EXISTING 120/208V PANEL EM'.———_|
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