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SECTION 26 05 11
REQUI REMENTS FOR ELECTRI CAL | NSTALLATI ONS

PART 1 - GENERAL
1.1 DESCRI PTI ON

A. This section applies to all sections of Division 26.

B. Furnish and install electrical systems, material s, equipment, and
accessories in accordance with the specifications a nd drawings.
Capacities and ratings of motors, transformers, con ductors and cable,
panelboards, generators, and other items and arrang ements for the

specified items are shown on the drawings.

D. Conductor ampacities specified or shown on the d rawings are based on
copper conductors, with the conduit and raceways si zed per NEC.
Aluminum conductors are prohibited.

1.2 M NI MUM REQUI REMENTS

A. The International Building Code (IBC), National Electrical Code (NEC),
Underwriters Laboratories, Inc. (UL), and National Fire Protection
Association (NFPA) codes and standards are the mini mum requirements for

materials and installation.

B. The drawings and specifications shall govern in those instances where
requirements are greater than those stated in the a bove codes and
standards.

1.3 TEST STANDARDS

A. All materials and equipment shall be listed, lab eled, or certified by a
Nationally Recognized Testing Laboratory (NRTL) to meet Underwriters
Laboratories, Inc. (UL), standards where test stand ards have been
established. Materials and equipment which are not covered by UL
standards will be accepted, providing that material s and equipment are
listed, labeled, certified or otherwise determined to meet the safety
requirements of a NRTL. Materials and equipment whi ch no NRTL accepts,
certifies, lists, labels, or determines to be safe, will be considered
if inspected or tested in accordance with national industrial
standards, such as ANSI, NEMA, and NETA. Evidence o f compliance shall
include certified test reports and definitive shop drawings.

B. Definitions:

1. Listed: Materials and equipment included in a li st published by an
organization that is acceptable to the Authority Ha ving Jurisdiction
and concerned with evaluation of products or servic es, that
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maintains periodic inspection of production or list
equipment or periodic evaluation of services, and w
states that the materials and equipment either meet
designated standards or has been tested and found s
specified purpose.

2. Labeled: Materials and equipment to which has be
symbol, or other identifying mark of an organizatio
acceptable to the Authority Having Jurisdiction and
product evaluation, that maintains periodic inspect
of labeled materials and equipment, and by whose la
manufacturer indicates compliance with appropriate
performance in a specified manner.

3. Certified: Materials and equipment which:

a. Have been tested and found by a NRTL to meet nat
recognized standards or to be safe for use in a spe

b. Are periodically inspected by a NRTL.

c. Bear a label, tag, or other record of certificat

4. Nationally Recognized Testing Laboratory: Testin
is recognized and approved by the Secretary of Labo
with OSHA regulations.

1.4 QUALI FI CATI ONS ( PRODUCTS AND SERVI CES)

A. Manufacturer’s Qualifications: The manufacturer
currently produce, as one of the manufacturer's pri
materials and equipment specified for this project,
manufactured the materials and equipment for at lea

B. Product Qualification:

1. Manufacturer's materials and equipment shall hav
satisfactory operation, on three installations of s
type as this project, for at least three years.

2. The Government reserves the right to require the
submit a list of installations where the materials
have been in operation before approval.

C. Service Qualifications: There shall be a permane
maintained or trained by the manufacturer which wil
satisfactory service to this installation within f
of notification that service is needed. Submit name

service organizations.
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A. Applicable publications listed in all Sections o f Division 26 are the

latest issue, unless otherwise noted.

B. Products specified in all sections of Division 2 6 shall comply with the

applicable publications listed in each section.

1. 6 MANUFACTURED PRODUCTS

A. Materials and equipment furnished shall be of cu rrent production by

manufacturers regularly engaged in the manufacture of such items, and

for which replacement parts shall be available.

B. When more than one unit of the same class or typ e of materials and
equipment is required, such units shall be the prod uct of a single
manufacturer.

C. Equipment Assemblies and Components:

1. Components of an assembled unit need not be prod ucts of the same
manufacturer.

2. Manufacturers of equipment assemblies, which inc lude components made
by others, shall assume complete responsibility for the final

assembled unit.

3. Components shall be compatible with each other a nd with the total

assembly for the intended service.

4. Constituent parts which are similar shall be the product of a single
manufacturer.
D. Factory wiring and terminals shall be identified on the equipment being

furnished and on all wiring diagrams.

E. When Factory Testing Is Specified:

1. The Government shall have the option of witnessi ng factory tests.
The Contractor shall notify the Government through the Contracting
Officer Representative (COR) a minimum of 15 workin g days prior to

the manufacturer’s performing the factory tests.

2. Four copies of certified test reports shall be f urnished to the
Contracting Officer Representative (COR) two weeks prior to final
inspection and not more than 90 days after completi on of the tests.

3. When materials and equipment fail factory tests, and re-testing and
re-inspection is required, the Contractor shall be liable for all
additional expenses for the Government to witness r e-testing.
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1.7 VARI ATI ONS FROM CONTRACT REQUI REMENTS
A. Where the Government or the Contractor requests
contract requirements, the connecting work and rela
include, but not be limited to additions or changes
circuit protective devices, conduits, wire, feeders
and installation methods.
1.8 MATERI ALS AND EQUI PMENT PROTECTI ON
A. Materials and equipment shall be protected durin

against physical damage, vermin, dirt, corrosive su

moisture, cold and rain.

1. Store materials and equipment indoors in clean d
uniform temperature to prevent condensation.

2. During installation, equipment shall be protecte
foreign matter, and be vacuum-cleaned both inside a
testing and operating. Compressed air shall not be
equipment. Remove loose packing and flammable mate
equipment.

3. Damaged equipment shall be repaired or replaced,
the Contracting Officer Representative (COR).

4. Painted surfaces shall be protected with factory
heavy kraft paper, sheet vinyl or equal.

5. Damaged paint on equipment shall be refinished w
of paint and workmanship as used by the manufacture
areas are not obvious.

1.9 WORK PERFORMANCE
A. All electrical work shall comply with the requir

(NEC), NFPA 70B, NFPA 70E, OSHA Part 1910 subpart J

Environmental Controls, OSHA Part 1910 subpart K —

Aid, and OSHA Part 1910 subpart S — Electrical, in

references required by contract.

B. Job site safety and worker safety is the respons

Contractor.

C. Electrical work shall be accomplished with all a
equipment de-energized. When an electrical outage ¢
accomplished in this manner for the required work,

requirements are mandatory:
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1. Electricians must use full protective equipment (i.e., certified and
tested insulating material to cover exposed energiz ed electrical
components, certified and tested insulated tools, e tc.) while
working on energized systems in accordance with NFP A 70E.

2. Before initiating any work, a job specific work plan must be
developed by the Contractor with a peer review cond ucted and
documented by the Contracting Officer Representativ e (COR) and
Medical Center staff. The work plan must include pr ocedures to be
used on and near the live electrical equipment, bar riers to be
installed, safety equipment to be used, and exit pa thways.

3. Work on energized circuits or equipment cannot b egin until prior
written approval is obtained from the Contracting O fficer

Representative (COR).

D. For work that affects existing electrical system s, arrange, phase and
perform work to assure minimal interference with no rmal functioning of
the facility. Refer to Article OPERATIONS AND STORA GE AREAS under
Section 01 00 00, GENERAL REQUIREMENTS.

E. New work shall be installed and connected to exi sting work neatly,
safely and professionally. Disturbed or damaged wor k shall be replaced
or repaired to its prior conditions, as required by Section 01 00 00,
GENERAL REQUIREMENTS.

F. Coordinate location of equipment and conduit wit h other trades to

minimize interference.
1.10 EQUI PMENT | NSTALLATI ON AND REQUI REMENTS
A. Equipment location shall be as close as practica | to locations shown on
the drawings.
B. Working clearances shall not be less than specif ied in the NEC.

C. Inaccessible Equipment:

1. Where the Government determines that the Contrac tor has installed
equipment not readily accessible for operation and maintenance, the
equipment shall be removed and reinstalled as direc ted at no

additional cost to the Government.

2. "Readily accessible” is defined as being capable of being reached
quickly for operation, maintenance, or inspections without the use
of ladders, or without climbing or crawling under o r over obstacles
such as, but not limited to, motors, pumps, belt gu ards,
transformers, piping, ductwork, conduit and raceway S.
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1.11 EQUI PMENT | DENTI FI CATI ON

A. In addition to the requirements of the NEC, inst
sign which clearly indicates information required f
maintenance of items such as switchboards and switc
cabinets, fused and non-fused safety switches, gene
transfer switches, separately enclosed circuit brea
breakers and controllers in switchboards, switchgea
assemblies, control devices and other significant e

B. Identification signs for Normal Power System equ
laminated black phenolic resin with a white core wi
lettering. Identification signs for Essential Elec
equipment, as defined in the NEC, shall be laminate
with a white core with engraved lettering. Letterin
of 12 mm (1/2 inch) high. Identification signs shal
designation, rated bus amperage, voltage, number of
wires, and type of EES power branch as applicable.
with screws.

C. Install adhesive arc flash warning labels on all
by NFPA 70E. Label shall indicate the arc hazard b
working distance (inches), arc flash incident energ
distance (calories/cm2), required PPE category and
including the glove rating, voltage rating of the
approach distance (inches), restricted approach dis
prohibited approach distance (inches), equipment/bu
prepared, and manufacturer name and address.

1.12 SUBM TTALS

A. Submit to the Contracting Officer Representative
with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA,

B. The Government's approval shall be obtained for
equipment before delivery to the job site. Deliver
installation of materials and equipment which has n
approval will not be permitted.

C. All submittals shall include six copies of adequ
literature, catalog cuts, shop drawings, test repor
samples, and other data necessary for the Governmen
the proposed materials and equipment comply with dr

specification requirements. Catalog cuts submitted
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be legible and clearly identify specific materials
submitted.

D. Submittals for individual systems and equipment
consist of more than one item or component shall be
or assembly as a whole. Partial submittals will no

approval.

1. Mark the submittals, "SUBMITTED UNDER SECTION____

2. Submittals shall be marked to show specification
the section and paragraph numbers.

3. Submit each section separately.

E. The submittals shall include the following:

1. Information that confirms compliance with contra
Include the manufacturer's name, model or catalog n
information, technical data sheets, shop drawings,
pictures, nameplate data, and test reports as requi

3. Elementary and interconnection wiring diagrams f
signal systems, control systems, and equipment asse
terminal points and wiring shall be identified on w

4. Parts list which shall include information for r
ordering instructions, as recommended by the equipm

F. Maintenance and Operation Manuals:

1. Submit as required for systems and equipment spe
technical sections. Furnish in hardcover binders or
equivalent.

2. Inscribe the following identification on the cov

100% Construction Documents

and equipment being

assemblies which
made for the system

t be considered for

reference including

ct requirements.
umbers, catalog
manuals,
red.
or communication and
mblies. All
iring diagrams.
eplacement parts and

ent manufacturer.

cified in the

an approved

er: the words

"MAINTENANCE AND OPERATION MANUAL," the name and lo cation of the

system, material, equipment, building, name of Cont
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material or equipment.

3. Provide a table of contents and assemble the man
the table of contents, with tab sheets placed befor
covering the subject. The instructions shall be leg
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a. Internal and interconnecting wiring and control
data to explain detailed operation and control of t
b. A control sequence describing start-up, operatio
c. Description of the function of each principal it
d. Installation instructions.
e. Safety precautions for operation and maintenance
f. Diagrams and illustrations.
g. Periodic maintenance and testing procedures and
including replacement parts numbers.
h. Performance data.
i. Pictorial "exploded" parts list with part number
be placed on the use of special tools and instrumen
shall indicate sources of supply, recommended spare
replacement parts, and name of servicing organizati
j- List of factory approved or qualified permanent
organizations for equipment repair and periodic tes
maintenance, including addresses and factory certif
qualifications.
G. Approvals will be based on complete submission o
manuals, test reports, certifications, and samples
H. After approval and prior to installation, furnis
Officer Representative (COR) with one sample of eac
1. A minimum 300 mm (12 inches) length of each type
and cable along with the tag from the coils or reel
sample was taken. The length of the sample shall be
show all markings provided by the manufacturer.
2. Each type of conduit coupling, bushing, and term
3. Conduit hangers, clamps, and supports.
4. Duct sealing compound.
5. Each type of receptacle, toggle switch, lighting
outlet box, manual motor starter, device wall plate
nameplate, wire and cable splicing and terminating
branch circuit single pole molded case circuit brea
1. 13 SI NGULAR NUMBER
A. Where any device or part of equipment is referre

specifications in the singular number (e.g., "the s

diagrams with
he equipment.
n, and shutdown.

em of equipment.

frequencies,

s. Emphasis shall
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1.15

1.16

1.17

PART
PART

reference shall be deemed to apply to as many such
required to complete the installation as shown on t
ACCEPTANCE CHECKS AND TESTS

. The Contractor shall furnish the instruments, ma

tests.

. Where systems are comprised of components specif

section of Division 26, the Contractor shall coordi
installation, testing, and adjustment of all compon
manufacturer’s representatives and technicians so t

functional, and operational system is delivered to

. When test results indicate any defects, the Cont

replace the defective materials or equipment, and r
Repair, replacement, and retesting shall be accompl
additional cost to the Government.

WARRANTY

. All work performed and all equipment and materia

Division shall be free from defects and shall remai
one year from the date of acceptance of the entire
Contracting Officer for the Government.

| NSTRUCTI ON

. Instruction to designated Government personnel s

the particular equipment or system as required in e

technical specification section.

. Furnish the services of competent instructors to

in the adjustment, operation, and maintenance of th
equipment and system, including pertinent safety re
Instructors shall be thoroughly familiar with all a
installation, and shall be trained in operating the

practical operation and maintenance procedures.

. A training schedule shall be developed and submi

and approved by the Contracting Officer Representat
30 days prior to the planned training.
2 - PRODUCTS (NOT USED)
3 - EXECUTI ON (NOT USED)
---END---
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