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SECTION 23 05 11 
COMMON WORK RESULTS FOR HVAC  

PART 1 - GENERAL  

1.1 DESCRIPTION  

A. The requirements of this Section apply to all se ctions of Division 23.  

B. Definitions: 

1. Exposed: Piping, ductwork, and equipment exposed  to view in finished 

rooms.  

2. Option or optional: Contractor's choice of an al ternate material or 

method.  

3. COR: Contracting Officer’s Representative. 

1.2 RELATED WORK  

A.  Section 00 72 00, GENERAL CONDITIONS 

B.  Section 01 00 00, GENERAL REQUIREMENTS 

C.  Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, and SAMPLES 

D. Section 07 84 00, FIRESTOPPING  

E. Section 07 92 00, JOINT SEALANTS  

F. Section 23 05 41, NOISE AND VIBRATION CONTROL FO R HVAC PIPING and 

EQUIPMENT 

G. Section 23 07 11, HVAC INSULATION. 

 H. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL I NSTALLATIONS 

 I. Section 26 05 19, LOW VOLTAGE ELECTRICAL POWER CONDUCTORS and CABLES.     

1.3 QUALITY ASSURANCE  

A. Mechanical, electrical and associated systems sh all be safe, reliable, 

efficient, durable, easily and safely operable and maintainable, easily 

and safely accessible, and in compliance with appli cable codes as 

specified. The systems shall be comprised of high q uality 

institutional-class and industrial-class products o f manufacturers that 

are experienced specialists in the required product  lines. All 

construction firms and personnel shall be experienc ed and qualified 

specialists in industrial and institutional HVAC  

B. Equipment Vibration Tolerance: 

1. Refer to Section 23 05 41, NOISE AND VIBRATION C ONTROL FOR HVAC 

PIPING and EQUIPMENT. Equipment shall be factory-ba lanced to this 

tolerance and re-balanced on site, as necessary. 

D. Products Criteria: 
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1. Standard Products: Material and equipment shall be the standard 

products of a manufacturer regularly engaged in the  manufacture of 

the products for at least 3 years (or longer as spe cified 

elsewhere). The design, model and size of each item  shall have been 

in satisfactory and efficient operation on at least  three 

installations for approximately three years. Howeve r, digital 

electronics devices, software and systems such as c ontrols, 

instruments, computer work station, shall be the cu rrent generation 

of technology and basic design that has a proven sa tisfactory 

service record of at least three years. See other s pecification 

sections for any exceptions and/or additional requi rements. 

2. All items furnished shall be free from defects t hat would adversely 

affect the performance, maintainability and appeara nce of individual 

components and overall assembly. 

3. Conform to codes and standards as required by th e specifications. 

Conform to local codes, if required by local author ities such as the 

natural gas supplier, if the local codes are more s tringent than 

those specified. Refer any conflicts to the Contrac ting Officer’s 

Representative. 

4. Multiple Units: When two or more units of materi als or equipment of 

the same type or class are required, these units sh all be products 

of one manufacturer. 

5. Assembled Units: Manufacturers of equipment asse mblies, which use 

components made by others, assume complete responsi bility for the 

final assembled product. 

6. Nameplates: Nameplate bearing manufacturer's nam e or identifiable 

trademark shall be securely affixed in a conspicuou s place on 

equipment, or name or trademark cast integrally wit h equipment, 

stamped or otherwise permanently marked on each ite m of equipment. 

7. Asbestos products or equipment or materials cont aining asbestos 

shall not be used. 

E. Equipment Service Organizations:  

1. HVAC: Products and systems shall be supported by  service 

organizations that maintain a complete inventory of  repair parts and 

are located within 50 miles  to the site.  
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F. HVAC Mechanical Systems Welding: Before any weld ing is performed, 

contractor shall submit a certificate certifying th at welders comply 

with the following requirements: 

1. Qualify welding processes and operators for pipi ng according to ASME 

"Boiler and Pressure Vessel Code", Section IX, "Wel ding and Brazing 

Qualifications". 

2. Comply with provisions of ASME B31 series "Code for Pressure 

Piping". 

3. Certify that each welder has passed American Wel ding Society (AWS) 

qualification tests for the welding processes invol ved, and that 

certification is current. 

G. Execution (Installation, Construction) Quality: 

1. Apply and install all items in accordance with m anufacturer's 

written instructions. Refer conflicts between the m anufacturer's 

instructions and the contract drawings and specific ations to the 

Contracting Officer’s Representative for resolution . Provide written 

hard copies or computer files of manufacturer’s ins tallation 

instructions to the Contracting Officer’s Represent ative at least 

two weeks prior to commencing installation of any i tem. Installation 

of the item will not be allowed to proceed until th e recommendations 

are received. Failure to furnish these recommendati ons is a cause 

for rejection of the material. 

2. Provide complete layout drawings required by Par agraph, SUBMITTALS.  

Do not commence construction work on any system unt il the layout 

drawings have been approved. 

H. Upon request by Government, provide lists of pre vious installations for 

selected items of equipment.  Include contact perso ns who will serve as 

references, with telephone numbers and e-mail addre sses. 

1.4 SUBMITTALS  

A. Submit in accordance with Section 01 33 23, SHOP  DRAWINGS, PRODUCT 

DATA, AND SAMPLES, and with requirements in the ind ividual 

specification sections.  

B. Contractor shall make all necessary field measur ements and 

investigations to assure that the equipment and ass emblies will meet 

contract requirements. 

C. If equipment is submitted which differs in arran gement from that shown, 

provide drawings that show the rearrangement of all  associated systems. 
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Approval will be given only if all features of the equipment and 

associated systems, including accessibility, are eq uivalent to that 

required by the contract. 

D. Prior to submitting shop drawings for approval, contractor shall 

certify in writing that manufacturers of all major items of equipment 

have each reviewed drawings and specifications, and  have jointly 

coordinated and properly integrated their equipment  and controls to 

provide a complete and efficient installation. 

E. Submittals and shop drawings for interdependent items, containing 

applicable descriptive information, shall be furnis hed together and 

complete in a group. Coordinate and properly integr ate materials and 

equipment in each group to provide a completely com patible and 

efficient. 

F. Manufacturer's Literature and Data: Submit under  the pertinent section 

rather than under this section.  

1. Submit belt drive with the driven equipment. Sub mit selection data 

for specific drives when requested by the Contracti ng Officer’s 

Representative.  

2. Submit electric motor data and variable speed dr ive data with the 

driven equipment.  

3. Equipment and materials identification.  

4. Fire-stopping materials.  

5. Hangers, inserts, supports and bracing. Provide load calculations 

for variable spring and constant support hangers.   

6. Wall, floor, and ceiling plates.  

1.5 APPLICABLE PUBLICATIONS  

A. The publications listed below form a part of thi s specification to the 

extent referenced. The publications are referenced in the text by the 

basic designation only.  

B. Air Conditioning, Heating and Refrigeration Inst itute (AHRI):  

430-2009................Central Station Air-Handlin g Units  

C. American National Standard Institute (ANSI):  

B31.1-2007..............Power Piping  

D. Rubber Manufacturers Association (ANSI/RMA):  

IP-20-2007..............Specifications for Drives U sing Classical 

V-Belts and Sheaves 
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IP-21-2009..............Specifications for Drives U sing Double-V 

(Hexagonal) Belts  

IP-22-2007..............Specifications for Drives U sing Narrow V-Belts 

and Sheaves  

E. Air Movement and Control Association (AMCA):  

410-96..................Recommended Safety Practice s for Air Moving 

Devices  

F. American Society of Mechanical Engineers (ASME):   

ASME A13.1:  Scheme for Identification of Piping Sy stems 

Boiler and Pressure Vessel Code (BPVC):  

Section I-2007..........Power Boilers 

Section IX-2007.........Welding and Brazing Qualifi cations  

 Code for Pressure Piping: 

B31.1-2007..............Power Piping 

G. American Society for Testing and Materials (ASTM ):  

A36/A36M-08.............Standard Specification for Carbon Structural 

Steel 

A575-96(2007)...........Standard Specification for Steel Bars, Carbon, 

Merchant Quality, M-Grades  

E84-10..................Standard Test Method for Su rface Burning 

Characteristics of Building Materials  

E119-09c................Standard Test Methods for F ire Tests of 

Building Construction and Materials  

H. Manufacturers Standardization Society (MSS) of t he Valve and Fittings 

Industry, Inc:  

SP-58-2009..............Pipe Hangers and Supports-M aterials, Design and 

Manufacture, Selection, Application, and 

Installation  

SP 69-2003..............Pipe Hangers and Supports-S election and 

Application 

SP 127-2001.............Bracing for Piping Systems,  Seismic – Wind – 

Dynamic, Design, Selection, Application 

I.  National Electrical Manufacturers Association (NEMA ): 

MG-1-2009...............Motors and Generators 

J. National Fire Protection Association (NFPA):  

31-06...................Standard for Installation o f Oil-Burning 

Equipment 
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54-09...................National Fuel Gas Code 

70-08...................National Electrical Code 

85-07...................Boiler and Combustion Syste ms Hazards Code 

90A-09..................Standard for the Installati on of Air 

Conditioning and Ventilating Systems  

101-09..................Life Safety Code  

1.6 DELIVERY, STORAGE AND HANDLING  

A. Protection of Equipment:  

1. Equipment and material placed on the job site sh all remain in the 

custody of the Contractor until phased acceptance, whether or not 

the Government has reimbursed the Contractor for th e equipment and 

material. The Contractor is solely responsible for the protection of 

such equipment and material against any damage. 

2. Place damaged equipment in first class, new oper ating condition; or, 

replace same as determined and directed by the Cont racting Officer’s 

Representative. Such repair or replacement shall be  at no additional 

cost to the Government. 

3. Protect interiors of new equipment and piping sy stems against entry 

of foreign matter. Clean both inside and outside be fore painting or 

placing equipment in operation. 

4. Existing equipment and piping being worked on by  the Contractor 

shall be under the custody and responsibility of th e Contractor and 

shall be protected as required for new work. 

B. Cleanliness of Piping and Equipment Systems: 

1. Exercise care in storage and handling of equipme nt and piping 

material to be incorporated in the work. Remove deb ris arising from 

cutting, threading and welding of piping. 

2. Piping systems shall be flushed, blown or pigged  as necessary to 

deliver clean systems. 

3. Clean interior of all tanks prior to delivery fo r beneficial use by 

the Government. 

4. Boilers shall be left clean following final inte rnal inspection by 

Government insurance representative or inspector. 

5. Contractor shall be fully responsible for all co sts, damage, and 

delay arising from failure to provide clean systems . 
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1.7 JOB CONDITIONS – WORK IN EXISTING BUILDING 

A. Building Operation: Government employees will be  continuously operating 

and managing all facilities, including temporary fa cilities that serve 

the medical center.  

B. Maintenance of Service: Schedule all work to per mit continuous service 

as required by the medical center.  

C. Steam and Condensate Service Interruptions: Limi ted steam and 

condensate service interruptions, as required for i nterconnections of 

new and existing systems, will be permitted by the Contracting 

Officer’s Representative during periods when the de mands are not 

critical to the operation of the medical center. Th ese non-critical 

periods are limited to between 8 pm and 5 am in the  appropriate off-

season (if applicable).  Provide at least one week advance notice to 

the Contracting Officer’s Representative.  

D. Phasing of Work: Comply with all requirements sh own on drawings or 

specified. 

E. Building Working Environment: Maintain the archi tectural and structural 

integrity of the building and the working environme nt at all times. 

Maintain the interior of building at 18 degrees C ( 65 degrees F) 

minimum. Limit the opening of doors, windows or oth er access openings 

to brief periods as necessary for rigging purposes.  No storm water or 

ground water leakage permitted. Provide daily clean -up of construction 

and demolition debris on all floor surfaces and on all equipment being 

operated by VA.  

F. Acceptance of Work for Government Operation: As new facilities are made 

available for operation and these facilities are of  beneficial use to 

the Government, inspections will be made and tests will be performed. 

Based on the inspections, a list of contract defici encies will be 

issued to the Contractor. After correction of defic iencies as necessary 

for beneficial use, the Contracting Officer will pr ocess necessary 

acceptance and the equipment will then be under the  control and 

operation of Government personnel. 

PART 2 - PRODUCTS  

2.1 FACTORY-ASSEMBLED PRODUCTS 

A. Provide maximum standardization of components to  reduce spare part 

requirements. 
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B. Manufacturers of equipment assemblies that inclu de components made by 

others shall assume complete responsibility for fin al assembled unit. 

1. All components of an assembled unit need not be products of same 

manufacturer. 

2. Constituent parts that are alike shall be produc ts of a single 

manufacturer. 

3. Components shall be compatible with each other a nd with the total 

assembly for intended service. 

4. Contractor shall guarantee performance of assemb lies of components, 

and shall repair or replace elements of the assembl ies as required 

to deliver specified performance of the complete as sembly. 

C. Components of equipment shall bear manufacturer' s name and trademark, 

model number, serial number and performance data on  a name plate 

securely affixed in a conspicuous place, or cast in tegral with, stamped 

or otherwise permanently marked upon the components  of the equipment. 

D. Major items of equipment, which serve the same f unction, must be the 

same make and model. Exceptions will be permitted i f performance 

requirements cannot be met. 

2.2 COMPATIBILITY OF RELATED EQUIPMENT  

 Equipment and materials installed shall be compati ble in all respects 

with other items being furnished and with existing items so that the 

result will be a complete and fully operational pla nt that conforms to 

contract requirements. 

2.3 FIRESTOPPING  

 Section 07 84 00, FIRESTOPPING specifies an effect ive barrier against 

the spread of fire, smoke and gases where penetrati ons occur for piping 

and ductwork. Refer to Section 23 07 11, HVAC INSUL ATION, for firestop 

pipe and duct insulation.  

2.4 GALVANIZED REPAIR COMPOUND 

 Mil. Spec. DOD-P-21035B, paint form.  

2.5 PIPE AND EQUIPMENT SUPPORTS AND RESTRAINTS  

A. Vibration Isolators: Refer to Section 23 05 41, NOISE AND VIBRATION 

CONTROL FOR HVAC PIPING AND EQUIPMENT. 

B. Supports for Roof Mounted Items:  

1. Equipment: Equipment rails shall be galvanized s teel, minimum 1.3 mm 

(18 gauge), with integral baseplate, continuous wel ded corner seams, 

factory installed 50 mm by 100 mm (2 by 4) treated wood nailer, 1.3 
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mm (18 gauge) galvanized steel counter flashing cap  with screws, 

built-in cant strip, (except for gypsum or tectum d eck), minimum 

height 280 mm (11 inches). For surface insulated ro of deck, provide 

raised cant strip to start at the upper surface of the insulation.  

2. Pipe/duct pedestals: Provide a galvanized Unistr ut channel welded to 

U-shaped mounting brackets which are secured to sid e of rail with 

galvanized lag bolts.  

C. Pipe Supports: Comply with MSS SP-58. Type Numbe rs specified refer to 

this standard. For selection and application comply  with MSS SP-69. 

Refer to Section 05 50 00, METAL FABRICATIONS, for miscellaneous metal 

support materials and prime coat painting requireme nts.  

D. Attachment to Concrete Building Construction: 

1. Concrete insert: MSS SP-58, Type 18.  

2. Self-drilling expansion shields and machine bolt  expansion anchors:  

Permitted in concrete not less than 102 mm (four in ches) thick when 

approved by the Contracting Officer’s Representativ e for each job 

condition. 

3. Power-driven fasteners: Permitted in existing co ncrete or masonry 

not less than 102 mm (four inches) thick when appro ved by the 

Contracting Officer’s Representative for each job c ondition.  

E. Attachment to Steel Building Construction:  

1. Welded attachment: MSS SP-58, Type 22.  

2. Beam clamps: MSS SP-58, Types 20, 21, 28 or 29. Type 23 C-clamp may 

be used for individual copper tubing up to 23mm (7/ 8-inch) outside 

diameter.  

F. Supports for Piping Systems: 

1. Select hangers sized to encircle insulation on i nsulated piping. 

Refer to Section 23 07 11, HVAC PLANT INSULATION fo r insulation 

thickness. To protect insulation, provide Type 39 s addles for roller 

type supports or preinsulated calcium silicate shie lds. Provide Type 

40 insulation shield or preinsulated calcium silica te shield at all 

other types of supports and hangers including those  for preinsulated 

piping. 

2. Piping Systems:  

a. Standard clevis hanger: Type 1; provide locknut.   

b. Riser clamps: Type 8.  

c. Wall brackets: Types 31, 32 or 33.  
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d. Roller supports: Type 41, 43, 44 and 46.  

e. Saddle support: Type 36, 37 or 38.  

f. Turnbuckle: Types 13 or 15. Pre-insulate. 

g. U-bolt clamp: Type 24.  

2.6 PIPE PENETRATIONS 

A. Install sleeves during construction for other th an blocked out floor 

openings for risers in mechanical bays.  

B. To prevent accidental liquid spills from passing  to a lower level, 

provide the following:  

1. For sleeves: Extend sleeve 25 mm (one inch) abov e finished floor and 

provide sealant for watertight joint.  

2. For blocked out floor openings: Provide 40 mm (1 -1/2 inch) angle set 

in silicone adhesive around opening.  

3. For drilled penetrations: Provide 40 mm (1-1/2 i nch) angle ring or 

square set in silicone adhesive around penetration.   

C. Penetrations are not allowed through beams or ri bs, but may be 

installed in concrete beam flanges. Any deviation f rom these 

requirements must receive prior approval of Contrac ting Officer’s 

Representative.  

D. Sheet Metal Sleeves: Provide for pipe passing th rough floors, interior 

walls, and partitions, unless brass or steel pipe s leeves are 

specifically called for below. 

E. Cast Iron or Zinc Coated Pipe Sleeves: Provide f or pipe passing through 

exterior walls at or below grade. Make space betwee n sleeve and pipe 

watertight with a modular or link rubber seal. Seal  shall be applied at 

both ends of sleeve.  

F. Sleeve Clearance: Sleeve through floors, walls, partitions, and beam 

flanges shall be one inch greater in diameter than external diameter of 

pipe. Sleeve for pipe with insulation shall be larg e enough to 

accommodate the insulation. Interior openings shall  be caulked tight 

with fire stopping material and sealant to prevent the spread of fire, 

smoke, and gases.  

G. Sealant and Adhesives: Shall be as specified in Section 07 92 00, JOINT 

SEALANTS.  
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2.13 PENETRATIONS  

A. Provide curbs for piping penetrating roofs.  Cur bs shall be 18 inches 

high with continuously welded seams, built-in cant strip, interior 

baffle with acoustic insulation, curb bottom, hinge d curb adapter. 

B. Provide firestopping for openings through fire a nd smoke barriers, 

maintaining minimum required rating of floor, ceili ng or wall assembly. 

See section 07 84 00, FIRESTOPPING. 

2.7 ASBESTOS 

 Materials containing asbestos are not permitted. 

PART 3 - EXECUTION  

3.1 ARRANGEMENT AND INSTALLATION OF EQUIPMENT AND P IPING  

A. Coordinate location of piping, sleeves, inserts,  hangers, and 

equipment. Locate piping, sleeves, inserts, hangers , and equipment 

clear of windows, doors, openings, light outlets, a nd other services 

and utilities. Follow manufacturer's published reco mmendations for 

installation methods not otherwise specified.  

B. Operating Personnel Access and Observation Provi sions:  Select and 

arrange all equipment and systems to provide clear view and easy 

access, without use of portable ladders, for mainte nance and operation 

of all devices.   

C. Equipment and Piping Support: Coordinate structu ral systems necessary 

for pipe and equipment support with pipe and equipm ent locations to 

permit proper installation. 

D. Location of pipe sleeves, trenches and chases sh all be accurately 

coordinated with equipment and piping locations. 

E. Cutting Holes: 

1. Cut holes through concrete and masonry by rotary  core drill. 

Pneumatic hammer, impact electric, and hand or manu al hammer type 

drill will not be allowed, except as permitted by C ontracting 

Officer’s Representative where working area space i s limited. 

2. Locate holes to avoid interference with structur al members such as 

beams or grade beams. Holes shall be laid out in ad vance and 

drilling done only after approval by Contracting Of ficer’s 

Representative. If the Contractor considers it nece ssary to drill 

through structural members, this matter shall be re ferred to 

Contracting Officer’s Representative for approval. 

3. Do not penetrate membrane waterproofing. 
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F. Interconnection of Instrumentation or Control De vices: Generally, 

electrical and pneumatic interconnections are not s hown but must be 

provided. 

G. Minor Piping: Generally, small diameter pipe run s from drips and 

drains, water cooling, and other service are not sh own but must be 

provided. 

H. Electrical Interconnection of Controls and Instr uments: This generally 

not shown but must be provided. This includes inter connections of 

sensors, transmitters, transducers, control devices , control and 

instrumentation panels, instruments and computer wo rkstations. Comply 

with NFPA-70. 

I. Protection and Cleaning:  

1. Equipment and materials shall be carefully handl ed, properly stored, 

and adequately protected to prevent damage before a nd during 

installation, in accordance with the manufacturer's  recommendations 

and as approved by the Contracting Officer’s Repres entative. Damaged 

or defective items in the opinion of the Contractin g Officer’s 

Representative shall be replaced.  

2. Protect all finished parts of equipment, such as  shafts and bearings 

where accessible, from rust prior to operation by m eans of 

protective grease coating and wrapping. Close pipe openings with 

caps or plugs during installation. Tightly cover an d protect 

fixtures and equipment against dirt, water chemical , or mechanical 

injury. At completion of all work thoroughly clean fixtures, exposed 

materials and equipment.  

J. Concrete and Grout: Use concrete and shrink comp ensating grout 25 MPa 

(3000 psi) minimum, specified in Section 03 30 00, CAST-IN-PLACE 

CONCRETE.  

K. Work in Existing Building:  

1. Perform as specified in Article, OPERATIONS AND STORAGE AREAS, 

Article, ALTERATIONS, and Article, RESTORATION of t he Section 01 00 

00, GENERAL REQUIREMENTS for relocation of existing  equipment, 

alterations and restoration of existing building(s) .  

2. As specified in Section 01 00 00, GENERAL REQUIR EMENTS, Article, 

OPERATIONS AND STORAGE AREAS, make alterations to e xisting service 

piping at times that will least interfere with norm al operation of 

the facility.  
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3. Cut required openings through existing masonry a nd reinforced 

concrete using diamond core drills. Use of pneumati c hammer type 

drills, impact type electric drills, and hand or ma nual hammer type 

drills, will be permitted only with approval of the  Contracting 

Officer’s Representative. Locate openings that will  least effect 

structural slabs, columns, ribs or beams. Refer to the Contracting 

Officer’s Representative for determination of prope r design for 

openings through structural sections and opening la youts approval, 

prior to cutting or drilling into structure. After Contracting 

Officer’s Representative's approval, carefully cut opening through 

construction no larger than absolutely necessary fo r the required 

installation.  

L. Switchgear/Electrical Equipment Drip Protection:  Every effort shall be 

made to eliminate the installation of pipe above el ectrical and 

telephone switchgear. If this is not possible, enca se pipe in a second 

pipe with a minimum of joints. Installation of pipi ng, ductwork, leak 

protection apparatus or other installations foreign  to the electrical 

installation shall be located in the space equal to  the width and depth 

of the equipment and extending from to a height of 1.8 m (6 ft.) above 

the equipment to the ceiling structure, whichever i s lower (NFPA 70). 

M. Inaccessible Equipment: 

1. Where the Government determines that the Contrac tor has installed 

equipment not conveniently accessible for operation  and maintenance, 

equipment shall be removed and reinstalled or remed ial action 

performed as directed at no additional cost to the Government. 

2. The term "conveniently accessible" is defined as  capable of being 

reached without the use of ladders, or without clim bing or crawling 

under or over obstacles such as motors, fans, pumps , belt guards, 

transformers, high voltage lines, piping, and ductw ork. 

3.2 TEMPORARY PIPING AND EQUIPMENT 

A. Continuity of operation of existing facilities w ill generally require 

temporary installation or relocation of equipment a nd piping. 

B. The Contractor shall provide all required facili ties in accordance with 

the requirements of phased construction and mainten ance of service. All 

piping and equipment shall be properly supported, s loped to drain, 

operate without excessive stress, and shall be insu lated where injury 
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can occur to personnel by contact with operating fa cilities. The 

requirements of Paragraph 3.1 apply. 

C. Temporary facilities and piping shall be complet ely removed and any 

openings in structures sealed. Provide necessary bl ind flanges and caps 

to seal open piping remaining in service. 

3.3 RIGGING 

A. Design is based on application of available equi pment. Openings in 

building structures are planned to accommodate desi gn scheme. 

B. Alternative methods of equipment delivery may be  offered by Contractor 

and will be considered by Government under specifie d restrictions of 

phasing and maintenance of service as well as struc tural integrity of 

the building. 

C. Close all openings in the building when not requ ired for rigging 

operations to maintain proper environment in the fa cility for 

Government operation and maintenance of service.   

D. Contractor shall provide all facilities required  to deliver specified 

equipment and place on foundations. Attachments to structures for 

rigging purposes and support of equipment on struct ures shall be 

Contractor's full responsibility. Upon request, the  Government will 

check structure adequacy and advise Contractor of r ecommended 

restrictions. 

E. Contractor shall check all clearances, weight li mitations and shall 

offer a rigging plan designed by a Registered Profe ssional Engineer. 

All modifications to structures, including reinforc ement thereof, shall 

be at Contractor's cost, time and responsibility. 

F. Rigging plan and methods shall be referred to Co ntracting Officer’s 

Representative for evaluation prior to actual work.  

G. Restore building to original condition upon comp letion of rigging work. 

3.4 PIPE AND EQUIPMENT SUPPORTS  

A. Where hanger spacing does not correspond with jo ist or rib spacing, use 

structural steel channels secured directly to joist  and rib structure 

that will correspond to the required hanger spacing , and then suspend 

the equipment and piping from the channels. Drill o r burn holes in 

structural steel only with the prior approval of th e Contracting 

Officer’s Representative.  
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B. Use of chain, wire or strap hangers; wood for bl ocking, stays and 

bracing; or, hangers suspended from piping above wi ll not be permitted. 

Replace or thoroughly clean rusty products and pain t with zinc primer.  

C. Use hanger rods that are straight and vertical. Turnbuckles for 

vertical adjustments may be omitted where limited s pace prevents use. 

Provide a minimum of 15 mm (1/2-inch) clearance bet ween pipe or piping 

covering and adjacent work.  

D. Horizontal Pipe Support Spacing: Refer to MSS SP -69. Provide additional 

supports at valves, strainers, in-line pumps and ot her heavy 

components. Provide a support within one foot of ea ch elbow.  

E. Vertical Pipe Supports:  

1. Up to 150 mm (6-inch pipe), 9 m (30 feet) long, bolt riser clamps to 

the pipe below couplings, or welded to the pipe and  rests supports 

securely on the building structure.  

2. Vertical pipe larger than the foregoing, support  on base elbows or 

tees, or substantial pipe legs extending to the bui lding structure.  

F. Overhead Supports: 

1. The basic structural system of the building is d esigned to sustain 

the loads imposed by equipment and piping to be sup ported overhead. 

2. Provide steel structural members, in addition to  those shown, of 

adequate capability to support the imposed loads, l ocated in 

accordance with the final approved layout of equipm ent and piping. 

3. Tubing and capillary systems shall be supported in channel troughs. 

G. Floor Supports: 

1. Provide concrete bases, concrete anchor blocks a nd pedestals, and 

structural steel systems for support of equipment a nd piping. Anchor 

and dowel concrete bases and structural systems to resist forces 

under operating and seismic conditions (if applicab le) without 

excessive displacement or structural failure. 

2. Do not locate or install bases and supports unti l equipment mounted 

thereon has been approved. Size bases to match equi pment mounted 

thereon plus 50 mm (2 inch) excess on all edges. Bo iler foundations 

shall have horizontal dimensions that exceed boiler  base frame 

dimensions by at least 150 mm (6 inches) on all sid es. Refer to 

structural drawings. Bases shall be neatly finished  and smoothed, 

shall have chamfered edges at the top, and shall be  suitable for 

painting. 
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3. All equipment shall be shimmed, leveled, firmly anchored, and 

grouted with epoxy grout. Anchor bolts shall be pla ced in sleeves, 

anchored to the bases. Fill the annular space betwe en sleeves and 

bolts with a granular material to permit alignment and realignment. 

4.  For seismic anchoring, refer to Section 13 05 41, S EISMIC RESTRAINT 

REQUIREMENTS FOR NON-STRUCTURAL COMPONENTS.  

3.5 MECHANICAL DEMOLITION 

A. Rigging access, other than indicated on the draw ings, shall be provided 

by the Contractor after approval for structural int egrity by the 

Contracting Officer’s Representative. Such access s hall be provided 

without additional cost or time to the Government. Where work is in an 

operating plant, provide approved protection from d ust and debris at 

all times for the safety of plant personnel and mai ntenance of plant 

operation and environment of the plant. 

B. In an operating facility, maintain the operation , cleanliness and 

safety. Government personnel will be carrying on th eir normal duties of 

operating, cleaning and maintaining equipment and p lant operation. 

Confine the work to the immediate area concerned; m aintain cleanliness 

and wet down demolished materials to eliminate dust . Do not permit 

debris to accumulate in the area to the detriment o f plant operation. 

Perform all flame cutting to maintain the fire safe ty integrity of this 

plant. Adequate fire extinguishing facilities shall  be available at all 

times. Perform all work in accordance with recogniz ed fire protection 

standards. Inspection will be made by personnel of the VA Medical 

Center, and Contractor shall follow all directives of the COR with 

regard to rigging, safety, fire safety, and mainten ance of operations. 

C. Completely remove all piping, wiring, conduit, a nd other devices 

associated with the equipment not to be re-used in the new work. This 

includes all pipe, valves, fittings, insulation, an d all hangers 

including the top connection and any fastenings to building structural 

systems. Seal all openings, after removal of equipm ent, pipes, ducts, 

and other penetrations in roof, walls, floors, in a n approved manner 

and in accordance with plans and specifications whe re specifically 

covered. Structural integrity of the building syste m shall be 

maintained. Reference shall also be made to the dra wings and 

specifications of the other disciplines in the proj ect for additional 

facilities to be demolished or handled. 
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D. All valves including gate, globe, ball, butterfl y and check, all 

pressure gages and thermometers with wells shall re main Government 

property and shall be removed and delivered to Cont racting Officer’s 

Representative and stored as directed. The Contract or shall remove all 

other material and equipment, devices and demolitio n debris under these 

plans and specifications. Such material shall be re moved from 

Government property expeditiously and shall not be allowed to 

accumulate. 

3.6 CLEANING AND PAINTING 

A. Prior to final inspection and acceptance of the plant and facilities 

for beneficial use by the Government, the plant fac ilities, equipment 

and systems shall be thoroughly cleaned and painted . Refer to Section 

09 91 00, PAINTING. Follow ASME A13.1 “Scheme for I dentification of 

Piping” for all pipe colors. 

B. In addition, the following special conditions ap ply: 

1.  Cleaning shall be thorough. Use solvents, cleaning materials and 

methods recommended by the manufacturers for the sp ecific tasks. 

Remove all rust prior to painting and from surfaces  to remain 

unpainted. Repair scratches, scuffs, and abrasions prior to applying 

prime and finish coats.  

2.  Material And Equipment Not To Be Painted Includes: 

a. Motors, controllers, control switches, and safet y switches. 

b. Control and interlock devices. 

c. Regulators. 

d. Pressure reducing valves. 

e. Control valves and thermostatic elements. 

f. Lubrication devices and grease fittings. 

g. Copper, brass, aluminum, stainless steel and bro nze surfaces. 

h. Valve stems and rotating shafts. 

i. Pressure gauges and thermometers. 

j. Glass. 

k. Name plates. 

3. Control and instrument panels shall be cleaned, damaged surfaces 

repaired, and shall be touched-up with matching pai nt obtained from 

panel manufacturer. 
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4. Pumps, motors, steel and cast iron bases, and co upling guards shall 

be cleaned, and shall be touched-up with the same c olor as utilized 

by the pump manufacturer  

5. Temporary Facilities: Apply paint to surfaces th at do not have 

existing finish coats. 

6. Paint shall withstand the following temperatures  without peeling or 

discoloration: 

a. Condensate and feedwater -- 38 degrees C (100 de grees F) on 

insulation jacket surface and 120 degrees C (250 de grees F) on 

metal pipe surface. 

b. Steam -- 52 degrees C (125 degrees F) on insulat ion jacket 

surface and 190 degrees C (375 degrees F) on metal pipe surface. 

7. Final result shall be smooth, even-colored, even -textured factory 

finish on all items.  Completely repaint the entire  piece of 

equipment if necessary to achieve this. 

3.7 IDENTIFICATION SIGNS 

A. Provide laminated plastic signs, with engraved l ettering not less than 

5 mm (3/16-inch) high, designating functions, for a ll equipment, 

switches, motor controllers, relays, meters, contro l devices, including 

automatic control valves. Nomenclature and identifi cation symbols shall 

correspond to that used in maintenance manual, and in diagrams 

specified elsewhere. Attach by chain, adhesive, or screws. 

B. Factory Built Equipment: Metal plate, securely a ttached, with name and 

address of manufacturer, serial number, model numbe r, size, 

performance. 

C. Pipe Identification: Refer to Section 09 91 00, PAINTING. 

3.8 MOTOR AND DRIVE ALIGNMENT  

A. Belt Drive: Set driving and driven shafts parall el and align so that 

the corresponding grooves are in the same plane.  

B. Direct-connect Drive: Securely mount motor in ac curate alignment so 

that shafts are free from both angular and parallel  misalignment when 

both motor and driven machine are operating at norm al temperatures.  

3.9 LUBRICATION  

A. Lubricate all devices requiring lubrication prio r to initial operation. 

Field-check all devices for proper lubrication. 

B. Equip all devices with required lubrication fitt ings or devices. 

Provide a minimum of one liter (one quart) of oil a nd 0.5 kg (one 
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pound) of grease of manufacturer's recommended grad e and type for each 

different application; also provide 12 grease stick s for lubricated 

plug valves. Deliver all materials to Contracting O fficer’s 

Representative in unopened containers that are prop erly identified as 

to application. 

C. Provide a separate grease gun with attachments f or applicable fittings 

for each type of grease applied. 

D. All lubrication points shall be accessible witho ut disassembling 

equipment, except to remove access plates. 

- - - E N D - - - 


