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PLUMBING DEMOLITION NOTES

. PLUMBING CONTRACTOR TO NOTE THAT EXISTING WASTE PIPING SHOWN ON

THE PLANS ARE APPROXIMATED. EXISTING VENT AND WATER PIPING ARE NOT
SHOWN ON THE PLANS. THE CONTRACTOR SHALL BE REPSONSIBLE FOR
VERIFYING THE LOCATIONS OF ALL EXISTING PIPES TO REMOVE, DISCONNECT

OR CAP EXISTING PIPING.

OTHERWISE NOTED. CHECK IN FIELD

. PLUMBING FIXTURES & RELATED PLUMBING PIPING IN CLGS. & WALLS TO BE
REMOVED IN ENTIRETY, WHETHER OR NOT SHOWN ON PLANS, UNLESS

. ALL SANITARY LINES BEING DEMOLISHED SHALL BE REMOVED BACK TO THE

MAINS (TYP.). DEAD END SHALL NOT EXCEED THE MAXIMUM LENGTH OF 2 FEET.

. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THE LOCATIONS OF ALL

PLUMBING FIXTURES & RELATED PIPING BEING REMOVED. DISCONNECT WASTE

AND WATER PIPING. PROPERLY CAP PIPING OPENINGS.

. CONTRACTOR SHALL BE RESPONSIBLE FOR SHUTDOWN AND/OR TO ISOLATE

SECTIONS OF DOMESTIC WATER PIPING SYSTEM, AND DRAIN WATER FROM THE
SYSTEM TO ACCOMMODATE PLUMBING DEMOLITION. COORDINATE WITH PROJECT
MANAGER.

PLUMBING DEMOLITION KEY NOTES

O 60 & OO0 O

OWNER’'S REPRESENTATIVE.

LABORATORY.

DEMOLISHED. PATCH ALL WALLS TO MATCH EXISTING.

FIXTURE TO THE OWNER’S REPRESENTATIVE.

REMOVE EXISTING LAVATORY AND ALL RELATED PIPING, VALVES, SUPPORT CARRIER &
FITTINGS, ETC. TERMINATE ALL PLUMBING CONNECTIONS AT THE MAINS. REMOVE ALL
PIPING WITHIN CHASE/WALL BEING DEMOLISHED. PATCH ALL WALLS & FLOORS TO

MATCH EXISTING. RETURN THE REMOVED FIXTURE TO THE OWNER'S REPRESENTATIVE.

REMOVE EXISTING EMERGENCY SHOWER HEAD & VALVE AND ALL RELATED PIPING,
VALVES, & FITTINGS, ETC. TERMINATE ALL PLUMBING CONNECTIONS AT THE MAINS.
REMOVE ALL PIPING WITHIN CHASE/WALL BEING DEMOLISHED.

REMOVE EXISTING LAVATORY AND ALL RELATED PIPING, VALVES, SUPPORT CARRIER &
FITTINGS, ETC. REUSE EXISTING PLUMBING CONNECTIONS FLOOR PENETRATION FOR
NEW FIXTURE AND TERMINATE ALL CONNECTIONS (WHERE ARE NOT REUSED) AT THE
MAINS. REMOVE ALL PIPING WITHIN CHASE/WALL BEING DEMOLISHED. PATCH ALL
WALLS & FLOORS TO MATCH EXISTING. RETURN THE REMOVED FIXTURE TO THE

REMOVE EXISTING LABORATORY EQUIPMENT AND ALL RELATED PIPING, VALVES,
SUPPORT CARRIER & FITTINGS, ETC. TERMINATE ALL PLUMBING CONNECTIONS AT THE

MAINS. REMOVE ALL PIPING WITHIN CHASE/WALL BEING DEMOLISHED. PATCH ALL
WALLS & FLOORS TO MATCH EXISTING. EQUIPMENT TO BE REUSED/RELOCATED IN

REMOVE LABORATORY GAS/VACUUM/AIR FITTINGS AND ALL RELATED PIPING, &
VALVES, ETC. TERMINATE ALL PLUMBING CONNECTIONS AT THE MAINS INTERSTITIAL
MECHANICAL FLOOR BELOW. REMOVE ALL PIPING WITHIN CHASE/WALL BEING

REMOVE EXISTING WATER CLOSET AND ALL RELATED PIPING, VALVES, SUPPORT
CARRIER & FITTINGS, ETC. REUSE EXISTING PLUMBING CONNECTIONS FOR NEW
FIXTURE. PATCH ALL WALLS & FLOORS TO MATCH EXISTING. RETURN THE REMOVED

REMOVE EXISTING LAVATORY AND ALL RELATED PIPING, VALVES, SUPPORT CARRIER &
FITTINGS, ETC. REUSE EXISTING PLUMBING CONNECTIONS FOR NEW FIXTURE. PATCH

ALL WALLS & FLOORS TO MATCH EXISTING. RETURN THE REMOVED FIXTURE TO THE
OWNER’'S REPRESENTATIVE.
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