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ALL THREAD ROD

~PIPE HANGER DETAIL

ADJUSTABLE RING HANGER

o] NOT TO SCALE

1" BLACK STEEL
SCHEDULE 40
PIPING (TYP.)

PROVIDE 1/2" SCHEDULE
80 CLOSE NIPPLE AND A

1/2"x1” ELBOW

SPRINKLER MAIN

1"x1/2” PIPE REDUCING
COUPLING

SUSPENDED CEILING \
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NOTES:

LENGTH AS REQUIRED

SR

—~——PROVIDE LENGTH TO SUIT——=

1

\ PROVIDE NEW (QR) FM/UL

SEMI-RECESSED STAR PENDANT

HEAD, 135" RATING

ADJUST SPRINKLER DROPS AS NECESSARY TO CLEAR OBSTRUCTIONS SUCH AS
CEILING "T” BAR SUSPENSION SYSTEM. LIGHT FIXTURES, ETC. PROVIDE A PIPE
HANGER IF THE HORIZONTAL OFFSET LENGTH EXCEEDS 24"

2. ALL NEW PENDENT HEADS SHALL BE FM APPROVED, SEMI-RECESSED, QUICK
RESPONSE TYPE.

3. ALL NEW HEADS SHALL BE CENTER OF TILE

4. USE OF FLEXI-PIPE FOR SPRINKLER PIPING IS PROHIBITED.

7 SPRINKLER HEAD DROP DETAIL

EXISTING SPRINKLER PIPE \
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EXISTING TEE TO BE
/ ROTATED AS REQUIRED
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HVAC DUCTWORK

EXISTING VERTICAL SPRINKLER
PIPE TO BE REMOVED

EXISTING SPRINKLER HEAD
TO BE REMOVED

EXISTING SPRINKLER PIPE

EXISTING VERTICAL SPRINKLER
PIPE TO BE REMOVED

EXISTING SPRINKLER HEAD
TO BE REMOVED

EXISTING SPRINKLER PIPE

NOTES:
1. DRAIN SPRINKLER SYSTEM.

2. REMOVE EXISITNG SPRINKLER HEAD, FITTING, AND PIPE.

3. REUSED EXISTING ELBOW WHERE IS POSSIBLE.

NEW PENDENT
SPRINKLER HEAD

ZNEW ACOUSTIC TILE/

GYPSIUM BOARD CEILING
SEE ARCH. DRAWING FOR
CEILING HEIGHTS.

EXISTING ELBOW TO BE
ROTATED AS REQUIRED

NEW PENDENT
SPRINKLER HEAD

SEE ARCH. DRAWING FOR
CEILING HEIGHTS.

NEW ACOUSTIC TILE/
/ GYPSIUM BOARD CEILING

4. EXTEND PIPE, FITTINGS TO LOCATION OF NEW SPRINKLER HEAD.
5. REFILL SPRINKLER SYSTEM.

REPLACEMENT SPRINKLER HEAD

\PIPING HOOK-UP

(TYP.)

ONORONC

PATCH PENETRATIONS AS

EXISTING SPRINKLERS TO REMAIN. AREA OUTSIDE AREA OF RENOVATION.

NEW 1" SPRINKLER PIPE CONNECT TO EXISTING. CHECK IN FIELD MAY REQUIRE
ROUTING IN INTERSTITIAL MECHANICAL FLOOR ABOVE.
REQUIRED (TYP.)

EXISTING SPRINKLER HEAD TO BE REMOVED. PATCH PENETRATIONS AS REQUIRED
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