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LEGEND

LIGHT SWITCH, # INDICATES
LIGHTS CONTROLLED

2X2 LIGHT FIXTURE, TYPE A, #
INDICATES SWITCH CONTROLLING.

#A INDICATES ALWAYS ON

WALL MOUNT LIGHT FIXTURE,
TYPE B, # INDICATES SWITCH

CONTROLLING

NOTES:

1. IT IS PERMISSIBLE TO REUSE EXISTING LIGHTING CONDUIT WHERE POSSIBLE.
2. SEE LIGHTING SCHEDULE, DRAWING ES-3.
3. LIGHTING CIRCUITS 1, 2, 4, 6, 13, 15, 16, 17, 18 ARE TO USE OCCUPANCY SENSING SWITCHES.
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CONDUIT CLAMP.  SIZE
AS REQUIRED

INTEGRAL
GALVANIZED
LIPPED STEEL
MOUNTING
CHANNEL

REFER TO PLANS FOR
QUANTITY & SIZE OF
CONDUITS

NOTES
1. METAL CHANNEL STRUT SUPPORT LONGER THAN THAN

36" SHALL BE INSTALLED WITH A CENTER SUPPORT ROD.

2. FASTEN THREADED ROD TO STRUCTURE BY APPROVED
METHOD PER SPECIFICATION 26 0533, RACEWAYS AND
BOXES FOR ELECTRICAL SYSTEMS.  FIELD VERIFY EXACT
CONDITIONS.

LOCKING SQUARE
WASHER & LOCKNUT

3/8" MIN GALVANIZED
THREADED ROD, TYP.

WASHER &
LOCKNUT

INTEGRAL
GALVANIZED
LIPPED STEEL
MOUNTING
CHANNEL

LUMINAIRE SUSPENSION
WIRES (#10 MIN)
ATTACHED TO
STRUCTURE
(TYP EA. CORNER)

3 TWIST MINIMUM
(TYP)

FIXTURE WHIP FROM
JUNCTION BOX
(6FT. LONG MAX.)

LUMINAIRE.
REFER TO
SCHEDULE

LUMINAIRE MANUFACTURER'S
EARTHQUAKE CLIP, (4) PER FIXTURE
AT CORNERS. ATTACH WITH SHEET
METAL SCREW

ACOUSTICAL CEILING
TILE (TYP)

ARCHITECTURAL
CEILING GRID

LUMINAIRE.
REFER TO
SCHEDULE

#


