
91'-9"

EXIT 1
EXIT 2

POINT B

POINT A

COMMON PATH: 27' - 2"

COMMON PATH: 28' - 5"

BUILDING 15H- OUTPATIENT SERVICES
FULLY SPRINKLERED
GROUND FLOOR - NEW Business Occupancy
NFPA 101 - Chapter 38
GROUND FLOOR Hazard - Ordinary
Occupancy Load - 100 sf/ person - Table 7.3.1.2
38.2.5.2.1 Dead End Not to exceed 50 ft.
38.2.5.3.1 Common Path - Not exceed 100 ft
39.2.6.3 Travel to Exit - Not to exceed 300 ft

LONGEST COMMON PATH: 27' - 2"
DIAGONAL DISTANCE: 128' - 3"

ALLOWABLE MINIMUM SEPARATION OF EXITS: 42' - 9"

ACTUAL SEPERATION OF EXITS: 91' - 9"
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LEGEND

EXIT ROUTE

COMMON PATH

DIAGONAL MEASUREMENT

INSULATED
PIPE OR
DUCT

FLOOR

FIRESTOP
MATERIAL

3/4"  APPROVED
FIRESTOP
INSULATION WITH
VAPOR BARRIER

PIPE SLEEVE
WHERE
SPECIFIED

1/4" Ø ANCHOR
ROD FOR NEW
CONSTRUCTION

WELD

 1
"

 1
"

FLOOR OR DECK
PENETRATION

6"
6"

NOTE:

1. APPLICABLE TO PENETRATIONS OF ALL FIRE
RATED MEMBRANES, IN ACCORDANCE WITH
NFPA 101. REFER TO SPECIFICATIONS
SECTION 07 84 00, FIRE STOPPING SYSTEMS.

PARTITION OR CHASE
PENETRATION

PARTITION
SUPPORT

FIRESTOP
MATERIAL

3/4" [19mm] APPROVED
FIRESTOP INSULATION
WITH VAPOR BARRIER

DRYWALL
PARTITION

INSULATED
PIPE
OR
DUCT

6" 6"

6" 6"

MASONRY
PARTITION


