
QUANTITY

1

1

High Definition 15.0 cm x 15.0 cm Flat Detector

High Definition Image: 2.25 Megapixels/ 1500 x 1500 pixels

Pulsed Fluoroscopy Capable

24" LCD High Resolution flat-panel monitor

Power Range: 40-78 kVp,  40-160 micro Amps

LED Surgical Lights

Bilateral Sterile Field Keys

Boost

42.5 micron focal spot x-ray source

Custom Embedded Operating System

Single Key Operation for ease of use 

USB archival / PACS compatible

12,000 image storage capacity (expandable)

One Day on-site in-service training

* All options listed above are included in unit price

1 Bio-med training course. This is a one day course at the OrthoScan 

headquarters in Scottsdale, AZ. Travel costs are the responsibilty of 

the facility. 

1 Customer Warranty Included: 1 year all parts and labor 

0 Additional 1 year, Elite Service Contract

0 Additional 2 year, Elite Service Contract

0 Additional 3 year, Elite Service Contract

1

1 Wireless Foot Switch

0 .25mm Lead Apron

0 Mini C-Arm Drapes (20/Case)

0 Thermal Printer Paper (5/Case)

0 Wireless Network Card (For DICOM)

DESCRIPTION

EXTENDED SERVICE CONTRACT OPTIONS

OrthoScan FD Pulse Mini C-Arm

VA Discount

ACCESSORY OPTIONS

Digital Printer
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