
ALPHAGUARD MT BASE COAT

W/ REINFORCEMENT

ALPHAGUARD MT TOP COAT

EXISTING SMOOTH SURFACE

BUILT-UP ROOF MEMBRANE - WHITE

TERMINATED AT CLEAT ON PARAPET WALL

 EXISTING TERMINATION BAR

TWO PIECE COUNTERFLASHING

BASE TRIM

BASE FLASHING

WALL PANEL

SUBGIRT, MIN. 22 GA. GALVANIZED

STEEL OR MIN. 2 X 4 PT WOOD GIRT

METAL CLOSURE

COPING PREFINISHED TO

MATCH WALL PANEL

DRY SHEET

NEW WOOD BLOCKING PLACED

ON TOP EXISTING STONE COPING CAP

MISCELANEOUS

 ROOF REPAIRS
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1. THE CONTRACTOR SHALL

REFER TO MANUFACTURERS

RECOMMENDATIONS FOR

ATTACHMENT OF GIRTS AND

FLASHING TO PARAPET WALLS

2. CONTRACTOR SHALL REFER TO

CONTRACTORS

RECOMMENDATIONS FOR

INSTALLATION OF COPING

3. PATCH ANY RIPS OR TEARS IN

EXISTING MEMBRANE BEFORE

APPLICATION OF FLUID APPLIED
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