PROIECT #529-12-102 Butl er VAMC

SECTI ON 28 05 13
CONDUCTORS AND CABLES FOR ELECTRONI C SAFETY AND SECURI TY

PART 1 - GENERAL
1.1 DESCRI PTI ON
A. This section specifies the furnishing, installation, and connection of
t he conductors and cables for electronic safety and security.
1.2 RELATED WORK
A. Excavation and backfill for cables that are installed in conduit:
Section 31 20 00, EARTH MOVI NG
B. Sealing around penetrations to naintain the integrity of time rated
construction: Section 07 84 00, FlIRESTOPPI NG
C. Ceneral electrical requirements that are conmon to nore than one section
in Division 28: Section 28 05 11, REQUI REMENTS FOR ELECTRONI C SAFETY AND
SECURI TY | NSTALLATI ONS.
D. Conduits for cables and wiring: Section 28 05 33, RACEWAYS AND BOXES FOR
ELECTRONI C SAFETY AND SECURI TY.
1.3 SUBM TTALS
A. I n accordance with Section 01 33 23, SHOP DRAW NGS, PRODUCT DATA, AND
SAMPLES, furnish the follow ng:
1. Manufacturer's Literature and Data: Show ng each cable type and
rating.
2. Certificates: Two weeks prior to final inspection, deliver to the
Resi dent Engi neer/ COIR four copies of the certification that the
material is in accordance with the draw ngs and specifications and
has been properly install ed.
1.4 APPLI CABLE PUBLI CATI ONS
A. Publications listed below (including amendnents, addenda, revisions,
suppl enents and errata) forma part of this specification to the extent
referenced. Publications are reference in the text by the basic
desi gnation only.
B. American Society of Testing Material (ASTM:
D2301-04 ............... St andard Specification for Vinyl Chloride
Pl astic Pressure Sensitive Electrical Insulating
Tape
C. Federal Specifications (Fed. Spec.):
A-A-59544-00 ........... Cable and Wre, Electrical (Power, Fixed
I nstallation)
D. National Fire Protection Association (NFPA):
70-05 ... . Nati onal El ectrical Code (NEC)
E. Underwriters Laboratories, Inc. (UL):
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44-02 . ... Thernoset -1 nsul ated Wres and Cabl es

83-03 ... ... Ther nopl astic-1nsul ated Wres and Cabl es

467-01 ... ... El ectri cal Groundi ng and Bondi ng Equi prent

486A-01 . ... ... ... Wre Connectors and Sol dering Lugs for Use with
Copper Conductors

486C-02 ........ ... Splicing Wre Connectors

486D-02 . ... ... I nsul ated Wre Connector Systens for Underground
Use or in Danp or Wt Locations

486E-00 .. .............. Equi prent Wring Terminals for Use with Al um num
and/ or Copper Conductors

493-01 ... ... Ther nopl asti c- 1 nsul at ed Under ground Feeder and
Branch Circuit Cable

514B-02 ................ Fittings for Cable and Conduit

1479-03 ... ... . Fire Tests of Through-Penetration Fire Stops

PART 2 - PRODUCTS
2.1 CONTROL W RI NG
A. Unl ess otherw se specified in other sections of these specifications,
control wiring shall be as specified for power and lighting wring,
except the mninumsize shall be not |less than No. 14 AWG
B. Control wiring shall be |large enough so that the voltage drop under
i nrush conditions does not adversely affect operation of the controls.
2.2 COVMUNI CATI ON AND SI GNAL W RI NG
A. Shall conformto the recommendati ons of the manufacturers of the
conmuni cati on and signal systens; however, not |ess than what is shown.
B. Wring shown is for typical systens. Provide wiring as required for the
systenms bei ng furnished.
C. Multi-conductor cables shall have the conductors col or coded.
2.3 WRE LUBRI CATI NG COVPOUND
A. Suitable for the wire insulation and conduit it is used with, and shal
not harden or becone adhesive.
B. Shall not be used on wire for isolated type electrical power systemns.
2.4 FlI REPROCFI NG TAPE
A. The tape shall consist of a flexible, conformable fabric of organic
conposition coated one side with flane-retardant el astomer.
B. The tape shall be self-extinguishing and shall not support comnbustion
It shall be arc-proof and fireproof.
C. The tape shall not deteriorate when subjected to water, gases, salt
wat er, sewage, or fungus and be resistant to sunlight and ultraviol et
[ight.
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The finished application shall wthstand a 200-anpere arc for not |ess
t han 30 seconds.

Securing tape: dass cloth electrical tape not Iess than 0.18 nm

(7 mls) thick, and 19 nm (3/4 inch) w de.

PART 3 - EXECUTI ON
3.1 I NSTALLATI ON, GENERAL

A

Splice cables and wires only in outlet boxes, junction boxes, or pul

boxes.

Seal cable and wire entering a building fromunderground, between the

wire and conduit where the cable exits the conduit, with a non-hardening

approved comnpound.

Wre Pulling:

1. Provide installation equi pnent that will prevent the cutting or
abrasi on of insulation during pulling of cabl es.

Use ropes nade of nonnetallic material for pulling feeders.

3. Attach pulling lines for feeders by means of either woven basket
grips or pulling eyes attached directly to the conductors, as
approved by the Resident Engineer/COTR.

4. Pull in nmultiple cables together in a single conduit.

3.2 I NSTALLATI ON I N MANHOLES

A

Install and support cables in manholes on the steel racks with porcelain
or equal insulators. Train the cabl es around the nanhole walls, but do
not bend to a radius |ess than six times the overall cable dianeter

3.3 SPLI CE | NSTALLATI ON

A
B

Splices and ternminations shall be mechanically and electrically secure.
VWere the Governnent determ nes that unsatisfactory splices or

term nati ons have been installed, renove the devices and instal
approved devices at no additional cost to the Governnent.

3.4 CONTROL, COVMUNI CATI ON AND SI GNAL W RI NG | NSTALLATI ON

A

Unl ess ot herwi se specified in other sections, install wiring and connect
to equi prent/devices to performthe required functions as shown and

speci fi ed.

Except where otherw se required, install a separate power supply circuit
for each systemso that mal functions in any systemw ||l not affect other
syst ens.

VWere separate power supply circuits are not shown, connect the systens
to the nearest panel boards of suitable voltages, which are intended to
supply such systens and have suitable spare circuit breakers or space
for installation
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D

Install a red warning indicator on the handle of the branch circuit
breaker for the power supply circuit for each systemto prevent

acci dental de-energizing of the systens.

System vol t ages shall be 120 volts or |ower where shown on the draw ngs

or as required by the NEC.

3.5 CONTROL, COVMUNI CATI ON AND SI GNAL SYSTEM | DENTI FI CATI ON

A
B

C.
D

Install a permanent wire marker on each wire at each term nation

I dentifying nunbers and letters on the wire markers shall correspond to
those on the wiring diagranms used for installing the systens.

Wre markers shall retain their markings after cleaning.

In each manhol e and handhol e, install enbossed brass tags to identify

t he system served and function.

3.5 EXI SI TNG W RI NG

Unl ess specifically indicated on the plans, existing wiring shall not be
reused for the new installation. Only wiring that conforms to the
speci fications and applicable codes may be reused. If existing wring
does not neet these requirenments, existing wiring may not be reused and
new wi res shall be installed.

---END- - -
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