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UNDISTURBED

12" (EMBED INTO

KRN | MIN.  GROUND) Typ.
||FAB - u
TUR[I\TIE% MBEDED Anchor Lower Bales With 2 - 2" x 2" x 4' Stakes Per Bale.
(SITE SIDE) Y, UNDER Anchor Top Bales To Lower Bales With 2 - 2" x 2" x 4' Stakes Per Bale.
ELEVATION
FDOT TYPE 1l SILT FENCE DETAILS TYPEII

SCALE: N.T.S.

EFROSION AND SEDIMENT CONTROL NOTES

SEE FDOT INDEX 102

HAY BALE BARRIER FOR UNPAVED DITCHES

REFER TO FDOT DESIGN STANDARDS, INDEX NO. 102

MINIMUM OF
1. ALL PRACTICAL AND NECESSARY EFFORT SHALL BbE TAKEN, DURING CONSTRUCTION TO CONTROL AND PREVENT EROSION 2’ 0VERLAP
AND TRANSPORT OF SEDIMENT TO SURFACE DRAINS, SURFACE WATER OR OFFSITE. OF ENDS

2. EROSION CONTROL MEASURES WILL Bt IN ACCORDANCE WITH THE ST. JOHNS RIVER WATER MANAGEMENT DISTRICT BEST
MANAGEMENT PRACTICES, THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION NPDES GENERIC PERMIT FOR

STORMWATER DISCHARGE FROM SMALL (LESS THAN 5 ACRES) CONSTRUCTION ACTMITIES, AND THE CONTRACTOR'S STORM

WATER POLLUTION PREVENTION PLAN.

5. ALL EROSION CONTROL AND SEDIMENTATION CONTROL DEVICES SHALL BE CONSTRUCTED SIMULTANEOUSLY WITH THE
DISTURBANCE OF THE LAND AND SHALL REMAIN FUNCTIONAL UNTIL THE CONTRIBUTING DISTURBED AREAS ARE STABILIZED.

4. SILT BARRIERS SHALL Bt INSTALLED AROUND SITE AS DETAILED PRIOR TO ANY CONSTRUCTION ACTIVITY.

0. CONTRACTOR SHALL MAINTAIN AND CONTINUE TO INSTALL SILT BARRIERS AS REQUIRED TO PROVIDE EROSION CONTROL FOR

THE CURRENT CONSTRUCTION ACTIVITY.

0. ALL PRACTICAL AND NECESSARY EFFORT SHALL BE TAKEN, DURING CONSTRUCTION TO CONTROL AND PREVENT EROSION

AND TRANSPORT OF SEDIMENT TO SURFACE WATER OR OFFSITE.

7. STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS PRACTICABLE IN PORTIONS OF THE SITE WHERE

CONSTRUCTION ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY CEASED, BUT IN NO CASE MORE THAN 14 DAYS AFTER

THE CONSTRUCTION ACTIVITY IN° THAT PORTION OF THE SITE HAS TEMPORARILY OR PERMANENTLY CEASED, UNLESS ACTIVITY

IN' THAT PORTION OF THE SITE WILL RESUME WITHIN 21 DAYS.

8. ALL SEDIMENT CONTROL MEASURES SHALL BE INSPECTED AT LEAST ONCE EVERY SEVEN CALENDAR DAYS AND AFTER ANY
STORM EVENT GREATER THAN 0.5 INCHES OF PRECIPITATION DURING ANY 24 HOUR PERIOD.
FEATURES SHALL BE MAINTAINED UNTIL FINAL STABILIZATION HAS BEEN OBTAINED.

9. FILTER FABRIC SHALL BE FASTENED SECURELY TO POSTS.

ALL SEDIMENT CONTROL

10, WHEN TWO SECTIONS OF FILTER FABRIC ADJOIN EACH OTHER THEY SHALL BE OVERLAPPED BY SIX INCHES AND FOLDED.

CATCH BASIN PROTECTION (TYPE D)

COMPOST SOCK, SEDIMENT TUBE,
OR WATTLE ACROSS PAVEMENT.
MINIMUM HEIGHT (ACTUAL) 18",

H Filtered Runoff
5' 1' Min. Recommended

T "W00D STAKE (MIN. 1.5” x 1.5”) OR

CROSS-SECTION OF A

Runoff

PROPERLY INSTALLED STRAW BALE

Prevent Piping

Sedimant Laden

STEEL ROST (1.25 LBS/FOOT) (TYP.)
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24" MIN. (TYP.)

CATCH BASIN PROTECTION (TYPE E)

three eighths inch = one foot

one quarter inch = one foot

one eighth inch = one foot
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11. POSTS SHALL BE 2" X 4" OR 2-1/2" MIN. DIA. WOOD OR STEEL 1.33#/FT. MIN. NN O
£ 2'OVERLAP
12. SEE FDOT INDEX 102, TYPE Il SILT FENCE. Ow
SEDIMENT TUBE OR WATTLE. \ oF ENDS ;&}
MINIMUM HEIGHT (ACTUAL) 18”.
] SILT FENCE WITH WIRE BACKING PICAL TREATMENT
i WOOD STAKE (MIN. 1.5” x 1.57) OR ADJACENT TO" CATCH BASIN il FOR CATCH BASIN
j STEEL POST (1.25 LBS/FOOT) (TYP.) 2SS :
h SILT FENCE  ——~ 7 SR ¢ i
~ : TIEBACK
TRENCH IN 2" Q ; \p@y
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IF REQUIRED / HJI%” MIN. (TYP.)
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AREA DRAIN
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