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EROSION AND SEDIMENT CONTROL MEASURES

PROPOSED EROSION CONTROL MEASURES
1. SIT FENCE: SUPER SILT FENCE SHALL BE USED TO PREVENT SEDIMENT LADEN RUNOFF FROM LEAVING FROM THE WEST VIRGINIA DEP BEST MANAGEMENT PRACTICE MANUAL 2006.
THE SITE AND TO REDUCE THE VELOCITY OF THE STORM WATER. CONTRACTOR MAY BE DIRECTED BY
LOCAL AUTHORITY TO USE SUPER SILT FENCE, OR STANDARD SILT FENCE, IN AREAS NOT INDICATED ON

SURFACE ROUGHENING

Curb And Sidewalk Raised Above Pave.

STORM DRAIN PROTECTION
TEMPORARY EROSION AND SEDIMENT CONTROL FEATURE 3.33

LOD LIMITS OF DISTURBANCE

PLAN BUT DEEMED NECESSARY BY SITE CONDITIONS. (WV DEP EROSION AND SEDIMENT CONTROL MANUAL CB TEMPORARY EROSION AND SEDIMENT CONTROL STANDARD 3.02
SECTION 3.27 & 3.28).
) & SURFACE ROUGHENING 1 \
2. PERMANENT STABILIZATION: PERMANENT SEEDING SHALL BE USED FOR PERMANENT STABILIZATION. TEMPORARY EROSION AND SEDIMENT CONTROL STANDARD 3.08 CLASS A
RIPRAP
3. MAINTENANCE: ALL EROSION CONTROL MEASURES SHALL BE INSTALLED AS QUICKLY AS POSSIBLE. TOPSOILING
PERMANENT SEEDING WHICH DOES NOT RESULT IN GOOD STANDS OF GRASS MUST BE RESEEDED. PERMANENT EROSION AND SEDIMENT CONTROL FEATURE 3.09 FILTER FABRIC
AREAS IN WHICH EROSION OCCURS MUST BE REGRADED AND RESEEDED AS QUICKLY AS POSSIBLE. ALL TEMPORARY SEEDING (KEYED 1' MIN.)
EROSION CONTROL MEASURES MUST BE CHECKED AND REPAIRED (IF NECESSARY) AFTER EACH RAINFALL. @ PERMANENT EROSION AND SEDIMENT CONTROL FEATURE 3.10
EROSION & SEDIMENT CONTROL NOTES
PERMANENT SEEDING 1
Storm MH 1. A. NO MORE THAN 200 LINEAR FEET OF TRENCH MAY BE OPEN AT ONE TIME FOR EACH CREW. PERMANENT EROSION AND SEDIMENT CONTROL FEATURE 3.11
Top=2340.25 o BN UE PR DEWATZRING OPERATIONS SHALL BE_ FILTERED THROUGH AN APPROVED MULCHING N
‘ C. EFFLUENT FROM DEWATERING OPERA
SEDIMENT TRAPPING DEVICE AND DISCHARGED IN A MANNER THAT DOES NOT ADVERSELY @D TEMPORARY EROSION AND SEDIMENT CONTROL FEATURE 3.12
QR AFFECT FLOWING STREAMS OR OFF SITE PROPERTIES. ou PROTECTION
& D. %LAELIZZOAA'IG(?N SHALL BE ACCORDING TO WEST VIRGINIA DEP BEST MANAGEMENT PRACTICE @ l:’ERTM‘G‘NLI-ZI RO | AND SEDIMENT CONTROL FEATURE 3.17
°°\\\\ E. ALL APPLICABLE SAFETY REGULATIONS ARE TO BE COMPLIED WITH. RIPRAP -
2 O)WLS
| 2. PERMANENT OR TEMPORARY SOIL STABILIZATION SHALL BE APPLIED TO DENUDED AREAS WITHIN (Y| ®® PERMANENT EROSION AND SEDIMENT CONTROL FEATURE 3.23 -
\ Sanitary MH SEVEN DAYS AFTER FINAL GRADE IS REACHED ON ANY PORESSDSDF Iut'g« SsnTEHA ;E”K?R'?OR.F BSSHRT SILT FENCE (STANDARD)
W, Rim=2340.34 STABILIZATION SHALL BE APPLIED WITHIN SEVEN DAYS TO D ——%— &P -
W R FINAL GRADE BUT WILL REMAIN DORMANT (UNDISTURBED) FOR LONGER THAN 30 DAYS. TEMPORARY EROSION AND SEDIMENT CONTROL FEATURE 3.27 20 10 O 20 40 60 A -
W PERMANENT STABILIZATION SHALL BE APPLIED TO AREAS THAT ARE TO BE LEFT DORMANT FOR SUPER SILT FENCE e —______ sp -
\ MORE THAN A YEAR. =%=—>*= &D TEMPORARY EROSION AND SEDIMENT CONTROL FEATURE 3.28 SCALE IN FEET
@&
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